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	Reason for change:
	Issue 1 : There are duplicated cell info for CHO Candidate Cell in the CHO configuration tabular. 
- Issue 1 description:
For the CHO Candidate Cell, the IE CHO Candidate Cell ID includes the GCI while the MeasOject Container includes the frequency and PCI. The CHO Candidate Cell info is used for the source cell to identify the CHO candidate cell. It seems not meaning to include both of the above info. 
- proposal: Delete the MeasObject Container and update the related ASN.1 part.
Issue 2 : The Semantics description for ReportConfg Container is not exact. 
- Issue 2 description:
The ReportConfig Container refers to the ReportConfigToAddMob, which actually includes the ReportConfigId and all the possible ReportConfig IEs as follows.
ReportConfigToAddMod ::=            SEQUENCE {
    reportConfigId                      ReportConfigId,
    reportConfig                        CHOICE {
        reportConfigNR                      ReportConfigNR,
        ...,
        reportConfigInterRAT                ReportConfigInterRAT,
        reportConfigNR-SL-r16               ReportConfigNR-SL-r16
    }
}
For the MeasObjectId, this is not needed. Besides, CHO is only applied for intra-NR mobility. Therefore, only reportConfigNR should be included in the ReportObject Container.
- proposal: Modify the semantics description of ReportConfig Container to ReportConfigNR. 
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Start of the first change

[bookmark: _Toc98868399]9.2.2.76	CHO Configuration
This IE contains the CHO configuration information.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHO Candidate Cell List
	
	1
	
	

	>CHO Candidate Cell Item
	
	1 .. <maxnoofCellsinCHO>
	
	

	>>CHO Candidate Cell ID
	M
	
	Global NG-RAN Cell Identity
9.2.2.27
	

	>>CHO Execution Condition List
	
	1
	
	

	>>>CHO Execution Condition Item
	
	1 .. <maxnoofCHOexecutioncond>
	
	

	>>>>MeasObject Container
	M
	
	OCTET STRING
	MeasObjectToAddMod contained in the RRCReconfiguration message (TS 38.331 [10]), which is configured for the CHO candidate cell

	>>>>ReportConfig Container
	M
	
	OCTET STRING
	ReportConfigNRReportConfigToAddMod contained in the RRCReconfiguration message (TS 38.331 [10]), which is configured for the CHO candidate cell



next change
9.3.5	Information Element definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

XnAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) xnap (2) version1 (1) xnap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


	id-CNTypeRestrictionsForEquivalent,
	id-CNTypeRestrictionsForServing,
//skip unchanged part


CHOExecutionCondition-List ::= SEQUENCE (SIZE(1..maxnoofCHOexecutioncond)) OF CHOExecutionCondition-Item

CHOExecutionCondition-Item ::= SEQUENCE {	measObjectContainer					MeasObjectContainer,
	reportConfigContainer				ReportConfigContainer,
	iE-Extensions						ProtocolExtensionContainer { { CHOExecutionCondition-Item-ExtIEs} }	OPTIONAL,
	...
}

CHOExecutionCondition-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

//skip unchanged part

MDTMode-EUTRA-Extension ::= ProtocolIE-Single-Container {{ MDTMode-EUTRA-ExtensionIE }}

MDTMode-EUTRA-ExtensionIE XNAP-PROTOCOL-IES ::= {
	...
}

MeasObjectContainer ::= OCTET STRING

MeasurementsToActivate ::= BIT STRING (SIZE (8))


End of the last change
	



