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	Reason for change:
	There was an agreement achieved in previous meetings on NR MBS:
· Sync in terms of QoS flow to MRB mapping among NG-RAN nodes is achieved by network implementation.
Therefore different gNB-CU-CP will be able to achieve same QoS Flow to MRB mapping.
The FFS “consent information”, is sent from gNB-CU-CP to gNB-CU-UP, to indicate whether the CU-UP is allowed to overwrite the QoS Flow mapping indicated by the gNB-CU-CP. 
With the agreement above, the different gNB-CU-CP will never provide different QoS flow to MRB mapping to the common gNB-CU-UP, therefore the “consent” is a useless solution.
And the “consent” solution enables the gNB-CU-UP to overwrite the QoS Flow mapping indicated by the gNB-CU-CP, which is not aligned with existing architecture principle.

With all these consideration, it is needed to remove the “consent” related aspects in the specifications.

	
	

	Summary of change:
	Remove the “consent” related aspects in the specifications.
Clean up the editor’s notes.

	
	

	Consequences if not approved:
	Useless solution exist, not ligned with existing architecture principle, and editor’s notes remains.
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--------------Start of the first change--------------------
9.3.1.115	Consent to Apply Available Shared UP MBS QoS flow mapping
This IE provides information whether the gNB-CU-CP consents to the gNB-CU-UP’s decision to apply the MBS QoS flow to MRB mapping already decided at the shared NG-U termination.
Editor’s Note: This IE is FFS.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Consent to Apply Available Shared UP Termination MBS QoS flow mapping
	M
	
	ENUMERATED (allowed, ...)
	



--------------Start of the Next change--------------------
9.3.3.26	BC Bearer Context To Setup
This IE contains MBS session resource related information used to request BC Bearer Context Context Setup.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	S-NSSAI 
	M
	
	9.3.1.9
	

	BC Bearer Context NG-U TNL Info at 5GC
	M
	
	9.3.1.112
	

	BC MRB To Setup List
	M
	
	BC MRB Setup Configuration
9.3.1.114
	

	Consent to Apply Available Shared UP MBS QoS flow mapping
	O
	
	9.3.1.115
	Consent to Apply Available Shared NG-U Termination’s MBS QoS flow mapping
Editor’s Note: Whether the CU CP needs to indicate its consent to the CU  UP is FFS, as well as the semantics of this IE and its usage.



--------------Start of the Next change--------------------
9.3.3.32	MC Bearer Context To Setup
This IE contains MBS session resource related information used to request MC Bearer Context Context Setup.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	S-NSSAI 
	M
	
	9.3.1.9
	

	MC MRB To Setup List
	M
	
	MC MRB Setup Configuration
9.3.1.120
	

	Consent to Apply Available Shared UP MBS QoS flow mapping
	O
	
	9.3.1.115
	Consent to Apply Available Shared NG-U Termination’s MBS QoS flow mapping
Editor’s Note: Whether the CU CP needs to indicate its consent to the CU  UP is FFS, as well as the semantics of this IE and its usage.



--------------Start of the Next change--------------------
	

[bookmark: _Toc20955684][bookmark: _Toc29461127][bookmark: _Toc29505859][bookmark: _Toc36556384][bookmark: _Toc45881871][bookmark: _Toc51852512][bookmark: _Toc56620463][bookmark: _Toc64448105][bookmark: _Toc74152881][bookmark: _Toc88656307][bookmark: _Toc88657366]9.4.5	Information Element Definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

E1AP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) e1ap (5) version1 (1) e1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS	
	
	id-CommonNetworkInstance,
	id-SNSSAI,
	id-OldQoSFlowMap-ULendmarkerexpected,
	id-DRB-QoS,
	id-endpoint-IP-Address-and-Port,
//skip unchanged part
-- B

-- BCBearerContextToSetup

BCBearerContextToSetup ::= SEQUENCE {
	snssai								SNSSAI,
	bcBearerContextNGU-TNLInfoat5GC		BCBearerContextNGU-TNLInfoat5GC,
	bcMRBToSetupList						BCMRBSetupConfiguration,
	consent									ConsentApplyAvailSharedUPMBSQoSFlowMapping		OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {BCBearerContextToSetup-ExtIEs} }	OPTIONAL,
	...
}

BCBearerContextToSetup-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {
	...
}
//skip unchanged part
ConfidentialityProtectionResult ::= ENUMERATED {
	performed,
	not-performed,
	...
}

ConsentApplyAvailSharedUPMBSQoSFlowMapping ::= ENUMERATED {
	allowed,
	...
}

CP-TNL-Information		::= 	CHOICE {
	endpoint-IP-Address		TransportLayerAddress, 
	choice-extension		ProtocolIE-SingleContainer	{{CP-TNL-Information-ExtIEs}}
}
//skip unchanged part
-- MCBearerContextToSetup

MCBearerContextToSetup ::= SEQUENCE {
	snssai								SNSSAI,
	mcMRBToSetupList						MCMRBSetupConfiguration,
	consent									ConsentApplyAvailSharedUPMBSQoSFlowMapping		OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {MCBearerContextToSetup-ExtIEs} }	OPTIONAL,
	...
}

MCBearerContextToSetup-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {
	...
}
--------------End of the changes--------------------
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