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Start of the 1st change


9.1.2.12	S-NODE CHANGE CONFIRM
This message is sent by the M-NG-RAN node to inform the S-NG-RAN node that the preparation of the S-NG-RAN node initiated S-NG-RAN node change was successful.
Direction: M-NG-RAN node  S-NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the M-NG-RAN node
	YES
	ignore

	S-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the S-NG-RAN node
	YES
	ignore

	PDU Session SN Change Confirm List
	
	0..1
	
	
	YES
	ignore

	>PDU Session SN Change Confirm Item
	
	1 .. <maxnoof PDUsessions>
	
	NOTE: If the 
PDU Session Resource Change Confirm Info – SN terminated IE 
is not present in a PDU Session SN Change Confirm Item IE, abnormal conditions as specified in clause 8.3.5.4 apply.
	–
	

	>>PDU Session ID
	M
	
	9.2.3.18
	
	–
	

	>>PDU Session Resource Change Confirm Info – SN terminated
	O
	
	9.2.1.19
	
	–
	

	Criticality Diagnostics
	O
	
	9.2.3.3
	
	YES
	ignore

	Conditional PSCell Change Information Confirm
	O
	
	
	
	YES
	reject

	>Multiple Target S-NG-RAN Node List
	
	1
	
	
	–
	

	>>Multiple Target S-NG-RAN Node Item
	
	1 .. <maxnoofTargetSNs>
	
	
	–
	

	>>>Target S-NG-RAN node ID
	M
	
	Global NG-RAN Node ID
9.2.2.3
	
	–
	

	>>>Candidate PSCell ID List
	
	1
	
	
	–
	

	>>>>Candidate PSCell ID Item
	
	1 .. <maxnoofPSCellCandidate>
	
	
	–
	

	>>>>>PSCell ID
	M
	
	NR CGI 9.2.2.7
	
	–
	

	>>> PDU Session Resource Change Confirm Info – SN terminated
	O
	
	9.2.1.19
	If this IE is present, the PDU Session Resource Change Confirm Info – SN terminated IE will be ignored. 
	–
	

	M-NG-RAN node to S-NG-RAN node Container 
	O
	
	OCTET STRING
	Includes the RRCReconfigurationComplete message as defined in subclause 6.2.2 of TS 38.331 [10].
	YES
	ignore



	Range bound
	Explanation

	maxnoofPDUsessions
	Maximum no. of PDU sessions. Value is 256

	maxnoofPSCellCandidate
	Maximum no, of PSCell candidate. Value is 8
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-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

********** skip unchanged **********

CPC-target-SN-confirm-list-Item ::= SEQUENCE {
	target-S-NG-RANnodeID			GlobalNG-RANNode-ID,
	candidate-pscells				CPACcandidatePSCells-list,
	data-forwarding-info			PDUSessionResourceChangeConfirmInfo-SNterminated	OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { CPC-target-SN-confirm-list-Item-ExtIEs} } OPTIONAL,
	...
}

CPC-target-SN-confirm-list-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

	
End of the 2nd change







