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	Reason for change:
	In Rel-16, RAN3 agree to add Semantics Description in Area Scope of MDT in MDT Configuration-NR and frequency band list configuration. This mirror CR is an exception as it only include part of the Rel-16 CR as follows:.

[bookmark: _GoBack][bookmark: OLE_LINK1][bookmark: OLE_LINK2]1)For Area Scope of MDT in MDT Configuration-NR, RAN2 has solved this issue in REL-17, therefore the description about modification in Area Scope of MDT, included in the Rel16 CR, is not included in this Rel-17 mirror CR.

2)For frequency band list configuration, RAN2 confirms the frequency band list configuration is not supported, so the same semantics description as for the Rel-16 CR should be introduced in REL-17.


	
	

	Summary of change:
	Clarify that the NR Frequency Band List IE shall be ignored.
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<<<<<<<<<<<<<<<<<<< Changes Begin >>>>>>>>>>>>>>>>>>>>
[bookmark: OLE_LINK115][bookmark: OLE_LINK116]9.3.1.181	NR Frequency Info
This defines the carrier frequency and bands used in a cell for a given direction (UL or DL) in FDD or for both UL and DL directions in TDD.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	NR ARFCN
	M
	
	INTEGER (0.. maxNRARFCN)
	RF Reference Frequency as defined in TS 38.104 [39], section 5.4.2.1. The frequency provided in this IE identifies the absolute frequency position of the reference resource block (Common RB 0) of the carrier. Its lowest subcarrier is also known as Point A.

	NR Frequency Band List
	
	1
	
	This IE is not used in this specification and is ignored.

	>NR Frequency Band Item
	
	1..<maxnoofNRCellBands>
	
	

	>>NR Frequency Band
	M
	
	INTEGER (1.. 1024, ...)
	Primary NR Operating Band as defined in TS 38.104 [39], section 5.4.2.3.
The value 1 corresponds to n1, value 2 corresponds to NR operating band n2, etc.
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