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At RAN3 #116, two issues were identified related to the data forwarding:
1. Enabling data forwarding (direct or indirect) to multiple UPs within a single target SN;
2. Enabling direct data forwarding to multiple target SNs.
At the last meeting, no conclusion was made concerning this limitation and it was declared that the decision is up to future meetings. Hence, we remind the problem.
2	Discussion
Let’s first remind the two problems:
2.1	Different CU-UPs for prepared PSCells
The problem has been discussed extensively at RAN3 #116: the target SN can’t prepare target PSCells from more than one CU-UP, because it can’t provide more than one set of TEIDs to the MN and further to the source nodes. This has been acknowledged, but there was still confusion concerning the impact of the problem, as some seemed the believe the issue concerns direct forwarding only. In fact it does not: since the problem consists in passing the information from the CU-CP to the MN (and then further) and the CU-CP does not participate in data forwarding, therefore, the CU-CP can’t offer own TEIDs instead of the set of CU-UPs’ TEIDs.
Observation 1: The problem with multiple CU-UPs disables data forwarding in any form (so both, direct and indirect, early or late), if the target PSCells use more than one CU-UP. Preparing PSCells from more than one CU-UP is simply impossible for CPAC at this moment.
It also seemed that some assumed the above problem is “just all right” and the solution shall be that deployments with multiple CU-UPs are not used, if CPAC is to be implemented. We would prefer to address the issue properly, considering that deployments where PSCells are served by different CU-UPs are absolutely legal and may be existing.
Proposal 1: RAN3 shall acknowledge that the overall CPAC mechanism shall allow to prepare PSCells served by multiple different CU-UPs.
2.2	Different target SNs
Here, the issue is that the source MN may provide only one set of TEIDs to the source SN when preparing CPC. Therefore, the source SN is not able to start early data forwarding directly to the targets. The MN may, though, provide own tunnels and then multiply the data and send it to multiple target SNs. Therefore, the issue is less severe: only direct data forwarding is not possible, but it can be circumvented with the MN acting as the forwarding proxy.
Observation 2: In case of CPC and multiple target SNs, data forwarding is possible and the CPC works; only direct data forwarding is not feasible.
Despite its smaller impact, the problem still exists: in all DC work, RAN3 invested a lot of effort to enable direct data forwarding. Therefore, easy giving it up for CPC would be questionable.
Proposal 2: RAN3 shall enable also direct data forwarding in case of CPC to multiple target SNs.
2.3	Solutions
Solutions to the first problem were proposed already at the last meeting:
1) The current structure of the message is kept as defined, but the PSCell preparation procedure is repeated as many times as there are CU-UPs serving the prepared PSCells. 
The additions preparation rounds can be initiated in parallel or in sequence. In the former case some transaction ID is needed (which will also be used in the Xn Address Indication), while the 2nd approach requires only a small indication that “yet another round is needed”. Therefore, this solution brings small or nearly non-existing impacts to the currently agreed signalling, but is costly in terms of time: the less impact the more time needed 
2) The whole bearer config is copied from the general message structure to the part related to the CPA in the request response message. This enables the SN to prepare all PScells simultaneously and return one TEID each per CU-UP serving the prepared PSCells.This approach enables the preparation to be kept within a single class-1 procedure (plus one or more Xn Address Indication messages), so from the time perspective, may be the fastest. On the other hand, the impact on the signalling will be significant, especially in case of the X2AP: the whole part related to the bearer configuration will now have to be declared to be “ignored” and copied to the block related to the CPAC (in case of XnAP, this can be done easier, because the bearer config is a separate container IE).
Solutions to the second problem were summarised as follow:
3) Fix the SN CHANGE CONFIRM messages to be able to toss DL forwarding addresses of "multiple" candidate target SNs (changes limited to stage-3).
4) Use the existing DL DATA FORWARDING ADDRESS INDICATION and Xn-U ADDRESS INDICATION messages as much as possible (i.e., invoked separately for each target), similarly as we did for MN to eNB/gNB change (by CHO) scenarios (changes required for both stage-2 and stage-3).
Observation 3: On the signalling between the MN and the source SN, the solutions seem to overlap: in both cases, the objective is to enable the MN to pass more than one set of TEIDs to the source SN.
With the above in mind, the both problems shall be born in mind when the selection of solutions is made.
Proposal 3: When selecting the solution, RAN3 shall make sure that the signalling between the MN and the source SN can address both problems, even if the part between the MN and the target SN (for the problem 1) is not enabled at the same time.
Of the 4 solutions on the table, the best seem the (1) and (3), because they do not require repeating sending the same message multiple times. Of the two, (1) allows reusing the existing TEIDs in the SN CHANGE CONFIRM, instead of ignoring them, which improves efficiency of the signalling and backward compatibility.
Proposal 4: RAN3 shall discuss benefits of solutions (1) and (3). It is proposed to select solution (1), because it does not require ignoring existing TEIDs in the SN CHANGE CONFIRM.

3	Conclusions
In this paper, we have addressed the data forwarding in CPAC. We make following observations:
Observation 1: The problem with multiple CU-UPs disables data forwarding in any form (so both, direct and indirect, early or late), if the target PSCells use more than one CU-UP. Preparing PSCells from more than one CU-UP is simply impossible for CPAC at this moment.
Proposal 1: RAN3 shall acknowledge that the overall CPAC mechanism shall allow to prepare PSCells served by multiple different CU-UPs.
Observation 2: In case of CPC and multiple target SNs, data forwarding is possible and the CPC works; only direct data forwarding is not feasible.
Proposal 2: RAN3 shall enable also direct data forwarding in case of CPC to multiple target SNs.
Observation 3: On the signalling between the MN and the source SN, the solutions seem to overlap: in both cases, the objective is to enable the MN to pass more than one set of TEIDs to the source SN.
Proposal 3: When selecting the solution, RAN3 shall make sure that the signalling between the MN and the source SN can address both problems, even if the part between the MN and the target SN (for the problem 1) is not enabled at the same time.
Proposal 4: RAN3 shall discuss benefits of solutions (1) and (3). It is proposed to select solution (1), because it does not require ignoring existing TEIDs in the SN CHANGE CONFIRM.
Draft CRs implementing the needed changes are presented (without ASN.1) in the Annexes below.
Annex 1: draft CR to TS 36.423 (v 17.0.0)
	First change, ommited text not changed
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This message is sent by the en-gNB to confirm the MeNB about the SgNB addition preparation.
Direction: en-gNB  MeNB.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	MeNB UE X2AP ID
	M
	
	eNB UE X2AP ID
9.2.24
	Allocated at the MeNB.
	YES
	reject

	SgNB UE X2AP ID
	M
	
	en-gNB UE X2AP ID
9.2.100
	Allocated at the en-gNB.
	YES
	reject

	E-RABs Admitted To Be Added List
	
	1
	
	
	YES
	ignore

	>E-RABs Admitted To Be Added Item
	
	1 .. <maxnoofBearers>
	
	
	EACH
	ignore

	>>E-RAB ID
	M
	
	9.2.23
	
	–
	

	>>EN-DC Resource Configuration
	M
	
	EN-DC Resource Configuration
9.2.108
	Indicates the PDCP and Lower Layer MCG/SCG configuration.
	–
	

	>>CHOICE Resource Configuration
	M
	
	
	
	
	

	>>>PDCP present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "present".
	
	

	>>>>S1 DL GTP Tunnel Endpoint at the SgNB
	M
	
	GTP Tunnel Endpoint 9.2.1
	en-gNB endpoint of the S1 transport bearer. For delivery of DL PDUs.
	–
	

	>>>>SgNB UL GTP Tunnel Endpoint at PDCP
	C-ifMCGpresent
	
	GTP Tunnel Endpoint 9.2.1
	en-gNB endpoint of the X2-U transport bearer at PDCP. For delivery of UL PDCP PDUs.
	–
	

	>>>>RLC Mode
	C-ifMCGpresent
	
	RLC Mode
9.2.119
	Indicates the RLC mode.
	–
	

	>>>>DL Forwarding GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	Identifies the X2 transport bearer used for forwarding of DL PDUs
	–
	

	>>>>UL Forwarding GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	Identifies the X2 transport bearer used for forwarding of UL PDUs
	–
	

	>>>>Requested MCG E-RAB Level QoS Parameters
	C-ifMCGandSCGpresent_GBRpresent
	
	E-RAB Level QoS Parameters 9.2.9
	Includes E-RAB level QoS parameters requested to be provided by the MCG.
	–
	

	>>>>UL Configuration
	C-ifMCGandSCGpresent
	
	9.2.118
	Information about UL usage in the MeNB.
	–
	

	>>>>UL PDCP SN Length
	O
	
	PDCP SN Length
9.2.133
	Indicates the PDCP SN length of the bearer for the UL.
	YES
	ignore

	>>>>DL PDCP SN Length 
	O
	
	PDCP SN Length
9.2.133
	Indicates the PDCP SN length of the bearer for the DL.
	YES
	ignore

	>>>>Source DL Forwarding IP Address
	O
	
	BIT STRING (1..160, ...)
	Identifies the TNL address used by the source node for data forwarding.
	YES
	ignore

	>>>>Security Result
	O
	
	9.2.182
	
	YES
	ignore

	>>>PDCP not present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "not present".
	
	

	>>>>SgNB DL GTP Tunnel Endpoint at SCG
	M
	
	GTP Tunnel Endpoint 9.2.1
	SgNB endpoint of the X2-U transport bearer at the SCG. For delivery of DL PDCP PDUs.
	–
	

	>>>>Secondary SgNB DL GTP Tunnel Endpoint at SCG
	O
	
	GTP Tunnel Endpoint 9.2.1
	SgNB endpoint of the X2-U transport bearer at the SCG. For delivery of DL PDCP PDUs in case of PDCP duplication
	–
	

	>>>>LCID
	O
	
	9.2.138
	LCID for the primary path in case of PDCP duplication
	YES
	ignore

	E-RABs Not Admitted List
	O
	
	E-RAB List
9.2.28
	A value for E-RAB ID shall only be present once in E-RABs Admitted List IE and in E-RABs Not Admitted List IE.
	YES
	ignore

	SgNB to MeNB Container
	M
	
	OCTET STRING
	Includes the CG-Config message or the CG-CandidateList message, as defined in TS 38.331[31].
	YES
	reject

	Criticality Diagnostics
	O
	
	9.2.7
	
	YES
	ignore

	MeNB UE X2AP ID Extension
	O
	
	Extended eNB UE X2AP ID
9.2.86
	Allocated at the MeNB
	YES
	reject

	Admitted split SRBs
	O
	
	ENUMERATED (srb1, srb2, srb1&2, ...)
	Indicates admitted SRBs
	YES
	reject

	SgNB Resource Coordination Information
	O
	
	9.2.117
	Information used to coordinate resources utilisation between en-gNB and MeNB.
	YES
	ignore

	RRC config indication
	O
	
	9.2.132
	Indicates the type of RRC configuration used at the en-gNB.
	YES
	reject

	Location Information at SgNB
	O
	
	9.2.142
	Contains information to support localisation of the UE
	YES
	ignore

	Available fast MCG recovery via SRB3
	O
	
	ENUMERATED (true, ...)
	Indicates the fast MCG recovery via SRB3 is enabled.
	YES
	ignore

	Direct Forwarding Path Availability
	O
	
	ENUMERATED (direct path available, …)
	Indicates direct forwarding path is available between the target en-gNB and source NG-RAN node for SA to EN-DC handover. 
	YES
	ignore

	SCG Activation Status 
	O
	
	9.2.178
	
	YES
	reject

	Conditional PSCell Addition Information Acknowledge
	O
	
	
	
	YES
	ignore

	>Candidate PSCell ID List
	
	1
	
	
	–
	

	>>Candidate PSCell ID Item
	
	1 .. <maxnoofPSCellCandidate>
	
	
	–
	

	>>>PSCell ID
	M
	
	NR CGI
9.2.111
	
	–
	

	>>>Data Forwarding Group ID
	O
	
	INTEGER (0..7, ...)
	
	
	

	>Additional Data Forwarding Information List
	
	0..1
	
	
	
	

	>>Additional Data Forwarding Information Item
	
	1 .. <maxnoofPSCellCandidate>
	
	
	
	

	>>>Group ID
	M
	
	INTEGER (0..7, ...)
	
	
	

	>>>E-RABs Admitted To Be Added List
	
	1
	
	
	YES
	ignore

	>>>>E-RABs Admitted To Be Added Item
	
	1 .. <maxnoofBearers>
	
	
	EACH
	ignore

	>>>>>E-RAB ID
	M
	
	9.2.23
	
	–
	

	>>>>>EN-DC Resource Configuration
	M
	
	EN-DC Resource Configuration
9.2.108
	Indicates the PDCP and Lower Layer MCG/SCG configuration.
	–
	

	>>>>>CHOICE Resource Configuration
	M
	
	
	
	
	

	>>>>>>PDCP present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "present".
	
	

	>>>>>>>S1 DL GTP Tunnel Endpoint at the SgNB
	M
	
	GTP Tunnel Endpoint 9.2.1
	en-gNB endpoint of the S1 transport bearer. For delivery of DL PDUs.
	–
	

	>>>>>>>SgNB UL GTP Tunnel Endpoint at PDCP
	C-ifMCGpresent
	
	GTP Tunnel Endpoint 9.2.1
	en-gNB endpoint of the X2-U transport bearer at PDCP. For delivery of UL PDCP PDUs.
	–
	

	>>>>>>>DL Forwarding GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	Identifies the X2 transport bearer used for forwarding of DL PDUs
	–
	

	>>>>>>>UL Forwarding GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	Identifies the X2 transport bearer used for forwarding of UL PDUs
	–
	

	>>>>>>PDCP not present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "not present".
	
	

	>>>>>>>SgNB DL GTP Tunnel Endpoint at SCG
	M
	
	GTP Tunnel Endpoint 9.2.1
	SgNB endpoint of the X2-U transport bearer at the SCG. For delivery of DL PDCP PDUs.
	–
	

	>>>>>>>Secondary SgNB DL GTP Tunnel Endpoint at SCG
	O
	
	GTP Tunnel Endpoint 9.2.1
	SgNB endpoint of the X2-U transport bearer at the SCG. For delivery of DL PDCP PDUs in case of PDCP duplication
	–
	



	Range bound
	Explanation

	maxnoofBearers
	Maximum no. of E-RABs. Value is 256

	maxnoofPSCellCandidate
	Maximum no. of PSCells for CPAC. Value is 8.



	Condition
	Explanation

	ifMCGpresent
	This IE shall be present if, for the E-RAB admitted to be added, the MCG resources IE in the EN-DC Resource Configuration IE is set to the value "present".

	ifMCGandSCGpresent
	This IE shall be present if, for the E-RAB admitted to be added, the MCG resources and SCG resources IEs in the EN-DC Resource Configuration IE are set to the value "present".

	C-ifMCGandSCGpresent_GBRpresent
	This IE shall be present if, for the E-RAB admitted to be added, the MCG resources and SCG resources IEs in the EN-DC Resource Configuration IE are set to the value "present", and the GBR QoS Information IE is present in the Requested MCG E-RAB Level QoS Parameters IE.




	Next change, ommited text not changed
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This message is sent by the MeNB to the en-gNB to request the preparation to modify en-gNB resources for a specific UE, to query for the current SCG configuration, or to provide the S-RLF-related information to the en-gNB.
Direction: MeNB  en-gNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	MeNB UE X2AP ID
	M
	
	eNB UE X2AP ID
9.2.24
	Allocated at the MeNB.
	YES
	reject

	SgNB UE X2AP ID
	M
	
	en-gNB UE X2AP ID
9.2.100
	Allocated at the en-gNB.
	YES
	reject

	Cause
	M
	
	9.2.6
	
	YES
	ignore

	Selected PLMN
	O
	
	PLMN Identity
9.2.4
	The selected PLMN of the SCG in the en-gNB.
	YES
	ignore

	Handover Restriction List
	O
	
	9.2.3
	
	YES
	ignore

	SCG Configuration Query 
	O
	
	9.2.103
	
	YES
	ignore

	UE Context Information
	
	0..1
	
	
	YES
	reject

	>NR UE Security Capabilities
	O
	
	9.2.107
	
	–
	

	>SgNB Security Key
	O
	
	9.2.101
	
	–
	

	>SgNB UE Aggregate Maximum Bit Rate
	O
	
	UE Aggregate Maximum Bit Rate
9.2.12
	
	–
	

	>Lower Layer presence status change
	O
	
	9.2.145
	
	–
	

	>E-RABs To Be Added List
	
	0..1
	
	
	–
	

	>>E-RABs To Be Added Item
	
	1 .. <maxnoofBearers>
	
	
	EACH
	ignore

	>>>E-RAB ID
	M
	
	9.2.23
	
	–
	

	>>>DRB ID
	M
	
	9.2.122
	
	–
	

	>>>EN-DC Resource Configuration
	M
	
	EN-DC Resource Configuration
9.2.108
	Indicates the PDCP and Lower Layer MCG/SCG configuration.
	–
	

	>>>CHOICE Resource Configuration
	M
	
	
	
	
	

	>>>>PDCP present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "present".
	–
	

	>>>>>Full E-RAB Level QoS Parameters
	M
	
	E-RAB Level QoS Parameters 9.2.9
	Includes E-RAB level QoS parameters as received on S1-MME.
	–
	

	>>>>>Maximum MCG admittable E-RAB Level QoS Parameters
	C-ifMCGandSCGpresent_GBR
	
	GBR QoS Information 9.2.10
	Includes the GBR QoS Information admittable by the MCG.
	–
	

	>>>>>DL Forwarding 
	O
	
	9.2.5
	
	–
	

	>>>>>MeNB DL GTP Tunnel Endpoint at MCG
	C-ifMCGpresent
	
	GTP Tunnel Endpoint 9.2.1
	MeNB endpoint of the X2-U transport bearer at MCG. For delivery of DL PDCP PDUs.
	–
	

	>>>>>S1 UL GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint 9.2.1
	SGW endpoint of the S1-U transport bearer. For delivery of UL PDUs from the en-gNB.
	–
	

	>>>>>RLC Mode
	O
	
	RLC Mode
9.2.119
	Indicates the RLC mode at the MeNB for PDCP transfer to en-gNB.
	YES
	ignore

	>>>>>Bearer Type
	O
	
	9.2.92
	
	YES
	ignore

	>>>>>Ethernet Type
	O
	
	9.2.157
	
	YES
	ignore

	>>>>>Security Indication
	O
	
	9.2.181
	
	YES
	reject

	>>>>PDCP not present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "present".
	
	

	>>>>>Requested SCG E-RAB Level QoS Parameters
	M
	
	E-RAB Level QoS Parameters 9.2.9
	Includes necessary E-RAB level QoS parameters requested to be provided by the SCG.
	–
	

	>>>>>MeNB UL GTP Tunnel Endpoint at PDCP
	M
	
	GTP Tunnel Endpoint 9.2.1
	MeNB endpoint of the X2-U transport bearer. For delivery of UL PDCP PDUs.
	–
	

	>>>>>Secondary MeNB UL GTP Tunnel Endpoint at PDCP
	O
	
	GTP Tunnel Endpoint 9.2.1
	MeNB endpoint of the X2-U transport bearer. For delivery of UL PDCP PDUs in case of PDCP duplication.
	–
	

	>>>>>RLC Mode
	M
	
	RLC Mode
9.2.119
	Indicates the RLC mode to be used in the assisting node.
	–
	

	>>>>>UL Configuration
	C-ifMCGandSCGpresent
	
	9.2.118
	Information about UL usage in the en-gNB.
	–
	

	>>>>>UL PDCP SN Length
	O
	
	PDCP SN Length
9.2.133
	Indicates the PDCP SN length of the bearer for the UL.
	YES
	ignore

	>>>>>DL PDCP SN Length
	O
	
	PDCP SN Length
9.2.133
	Indicates the PDCP SN length of the bearer for the DL.
	YES
	ignore

	>>>>>Duplication activation
	O
	
	9.2.137
	Indicated the initial staus of PDCP duplication.
	YES
	ignore

	>E-RABs To Be Modified List
	
	0..1
	
	
	–
	

	>>E-RABs To Be Modified Item
	
	1 .. <maxnoofBearers>
	
	
	EACH
	ignore

	>>>E-RAB ID
	M
	
	9.2.23
	
	–
	

	>>>EN-DC Resource Configuration
	M
	
	EN-DC Resource Configuration
9.2.108
	Indicates the PDCP and Lower Layer MCG/SCG configuration.
	–
	

	>>>CHOICE Resource Configuration
	M
	
	
	
	
	

	>>>>PDCP present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "present".
	
	

	>>>>>Full E-RAB Level QoS Parameters
	O
	
	E-RAB Level QoS Parameters 9.2.9
	Includes E-RAB level QoS parameters to be modified as received on S1-MME
	–
	

	>>>>>Maximum MCG admittable E-RAB Level QoS Parameters
	O
	
	GBR QoS Information 9.2.10
	Includes the GBR QoS information admittable by the MCG
	–
	

	>>>>>MeNB GTP Tunnel Endpoint at MCG
	O
	
	GTP Tunnel Endpoint 9.2.1
	MeNB endpoint of the X2-U transport bearer at MCG. For delivery of DL PDCP PDUs.
	–
	

	>>>>>S1 UL GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	SGW endpoint of the S1-U transport bearer. For delivery of UL PDUs from the en-gNB.
	–
	

	>>>>>RLC Status
	O
	
	9.2.131
	Indicates the RLC has been re-established..
	
	

	>>>>PDCP not present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "not present".
	
	

	>>>>>Requested SCG E-RAB Level QoS Parameters
	O
	
	E-RAB Level QoS Parameters 9.2.9
	Includes E-RAB level QoS parameters requested to be provided by the SCG.
	–
	

	>>>>>MeNB UL GTP Tunnel Endpoint at PDCP
	O
	
	GTP Tunnel Endpoint 9.2.1
	MeNB endpoint of the X2-U transport bearer. For delivery of UL PDCP PDUs.
	–
	

	>>>>>UL Configuration
	O
	
	9.2.118
	Information about UL usage in the en-gNB.
	–
	

	>>>>>UL PDCP SN Length
	O
	
	PDCP SN Length
9.2.133
	Shall be ignored by the en-gNB if received.
	YES
	ignore

	>>>>>DL PDCP SN Length
	O
	
	PDCP SN Length
9.2.133
	Shall be ignored by the en-gNB if received.
	YES
	ignore

	>>>>>Secondary MeNB UL GTP Tunnel Endpoint at PDCP
	O
	
	GTP Tunnel Endpoint 9.2.1
	MeNB endpoint of the X2-U transport bearer. For delivery of UL PDCP PDUs in case of PDCP duplication.
	YES
	ignore

	>E-RABs To Be Released List
	
	0..1
	
	
	–
	

	>>E-RABs To Be Released Item
	
	1 .. <maxnoofBearers>
	
	
	EACH
	ignore

	>>E-RAB ID
	M
	
	9.2.23
	
	–
	

	>>>EN-DC Resource Configuration
	M
	
	EN-DC Resource Configuration
9.2.108
	Indicates the PDCP and Lower Layer MCG/SCG configuration.
	–
	

	>>>CHOICE Resource Configuration
	M
	
	
	
	
	

	>>>>PDCP present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "present".
	
	

	>>>>>DL Forwarding GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	Identifies the X2 transport bearer used for forwarding of DL PDUs
	–
	

	>>>>>UL Forwarding GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	Identifies the X2 transport bearer. used for forwarding of UL PDUs
	–
	

	>>>>PDCP not present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "not present".
	
	

	>Subscriber Profile ID for RAT/Frequency priority
	O
	
	9.2.25
	
	YES
	ignore

	>Additional RRM Policy Index
	O
	
	9.2.25a
	
	YES
	ignore

	MeNB to SgNB Container
	O
	
	OCTET STRING
	Includes the CG-ConfigInfo message as defined in TS 38.331 [31].
	YES
	reject

	MeNB UE X2AP ID Extension
	O
	
	Extended eNB UE X2AP ID
9.2.86
	Allocated at the MeNB
	YES
	reject

	MeNB Resource Coordination Information
	O
	
	9.2.116
	Information used to coordinate resources utilisation between MeNB and en-gNB.
	YES
	ignore

	Requested split SRBs
	O
	
	ENUMERATED (srb1, srb2, srb1&2, ...)
	Indicates that resources for Split SRB are requested.
	YES
	ignore

	Requested split SRBs release
	O
	
	ENUMERATED (srb1, srb2, srb1&2, ...)
	Indicates that resources for Split SRB are requested to be released.
	YES
	ignore

	Desired Activity Notification Level
	O
	
	9.2.141
	
	YES
	ignore

	Location Information at SgNB reporting
	O
	
	ENUMERATED (pscell, ...)
	Indicates that the user’s location information is to be provided.
	YES
	ignore

	MeNB Cell ID
	O
	
	ECGI
9.2.14
	Indicates the cell ID for PCell in MeNB.
	YES
	ignore

	Requested Fast MCG recovery via SRB3
	O
	
	ENUMERATED (true, ...)
	Indicates that the resources for fast MCG recovery via SRB3 are requested.
	YES
	ignore

	Requested Fast MCG recovery via SRB3 Release
	O
	
	ENUMERATED (true, ...)
	Indicates that the resources for fast MCG recovery via SRB3 are requested to be released.
	YES
	ignore

	SN triggered 
	O
	
	ENUMERATED (True, ...)
	
	YES
	ignore

	IAB Node Indication
	O
	
	ENUMERATED (true, ...)
	
	YES
	reject

	PSCell History Information Retrieve
	O
	
	ENUMERATED (query, ...)
	Indicates that the SN UE history information is requested.
	YES
	ignore

	UE History Information from the UE
	O
	
	OCTET STRING
	VisitedCellInfoList contained in the UEInformationResponse message (TS 36.331 [9])
	YES
	ignore

	CHO Information SN Modification
	O
	
	
	
	YES
	reject

	>Conditional Reconfiguration
	M
	
	ENUMERATED (intra-MN-CHO, ...)
	
	-
	-

	>Estimated Arrival Probability
	O
	
	INTEGER (1..100)
	
	-
	-

	SCG Activation Request 
	O
	
	9.2.179
	
	YES
	ignore

	Conditional PSCell Addition Information Modification Request
	O
	
	
	This IE may be sent to the target SN.
	YES
	ignore

	>Maximum Number of PSCells To Prepare
	M
	
	INTEGER (1..8, ...)

	Indicates the maximum number of PSCells that the target SN may prepare.
	–
	

	>Estimated Arrival Probability
	O
	
	INTEGER (1..100)
	Indicates the arrival probability for the UE towards the candidate target SN.
	–
	

	Conditional PSCell Change Information Update
	O
	
	
	This IE may be sent to the source SN.
	YES
	ignore

	>Candidate PSCell ID List
	
	1
	
	
	–
	

	>>Candidate PSCell ID Item
	
	1 .. <maxnoofPSCellCandidate>
	
	
	–
	

	>>>PSCell ID
	M
	
	NR CGI
9.2.111
	
	–
	

	>>>Data Forwarding Group ID
	O
	
	INTEGER (0..7, ...)
	
	
	

	>Additional Data Forwarding Information List
	
	0..1
	
	
	
	

	>>Additional Data Forwarding Information Item
	
	1 .. <maxnoofPSCellCandidate>
	
	
	
	

	>>>Group ID
	M
	
	INTEGER (0..7, ...)
	
	
	

	>>>E-RABs to be Released List
	
	0..1
	
	
	YES
	ignore

	>>>>E-RABs To Be Released Item
	
	1 .. <maxnoofBearers>
	
	
	–
	

	>>>>>E-RAB ID
	M
	
	9.2.23
	
	–
	

	>>>>>EN-DC Resource Configuration
	M
	
	EN-DC Resource Configuration
9.2.108
	Indicates the PDCP and Lower Layer MCG/SCG configuration.
	–
	

	>>>>>CHOICE Resource Configuration
	M
	
	
	
	
	

	>>>>>>PDCP present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "present".
	
	

	>>>>>>>UL Forwarding GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	Identifies the X2 transport bearer used for forwarding of UL PDUs
	–
	

	>>>>>>>DL Forwarding GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	Identifies the X2 transport bearer used for forwarding of DL PDUs
	–
	

	>>>>>>PDCP not present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "not present".
	
	



	Range bound
	Explanation

	maxnoofBearers
	Maximum no. of E-RABs. Value is 256

	maxnoofPSCellCandidate
	Maximum no. of PSCells for CPAC. Value is 8.



	Condition
	Explanation

	ifMCGandSCGpresent
	This IE shall be present if, for the E-RAB requested to be added, the MCG resources and SCG resources IEs in the EN-DC Resource Configuration IE are set to the value "present".

	ifMCGpresent
	This IE shall be present if, for the E-RAB requested to be added, the MCG resources IE in the EN-DC Resource Configuration IE is set to the value "present".

	C-ifMCGandSCGpresent_GBR
	This IE shall be present if, for the E-RAB requested to be added, the MCG resources and SCG resources IEs in the EN-DC Resource Configuration IE are set to the value "present", and GBR QoS Information IE is present in Full E-RAB Level QoS Parameters IE.
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This message is sent by the en-gNB to confirm the MeNB’s request to modify the en-gNB resources for a specific UE.
Direction: en-gNB  MeNB.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	MeNB UE X2AP ID
	M
	
	eNB UE X2AP ID
9.2.24
	Allocated at the MeNB.
	YES
	ignore

	SgNB UE X2AP ID
	M
	
	en-gNB UE X2AP ID
9.2.100
	Allocated at the en-gNB.
	YES
	ignore

	E-RABs Admitted To Be Added List
	
	0..1
	
	
	YES
	ignore

	>E-RABs Admitted To Be Added Item
	
	1 .. <maxnoofBearers>
	
	
	EACH
	ignore

	>>E-RAB ID
	M
	
	9.2.23
	
	–
	

	>>EN-DC Resource Configuration
	M
	
	EN-DC Resource Configuration
9.2.108
	Indicates the PDCP and Lower Layer MCG/SCG configuration.
	–
	

	>>CHOICE Resource Configuration
	M
	
	
	
	
	

	>>>PDCP present in SN 
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "present".
	
	

	>>>>S1 DL GTP Tunnel Endpoint at the SgNB
	M
	
	GTP Tunnel Endpoint 9.2.1
	SgNB endpoint of the S1 transport bearer. For delivery of DL PDUs.
	–
	

	>>>>SgNB UL GTP Tunnel Endpoint at PDCP
	C-ifMCGpresent
	
	GTP Tunnel Endpoint 9.2.1
	SgNB endpoint of the X2-U transport bearer at PDCP. For delivery of UL PDCP PDUs.
	–
	

	>>>>RLC Mode
	C-ifMCGpresent
	
	RLC Mode
9.2.119
	Indicates the RLC mode to be used at the assisting node.
	–
	

	>>>>DL Forwarding GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	Identifies the X2 transport bearer used for forwarding of DL PDUs
	–
	

	>>>>UL Forwarding GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	Identifies the X2 transport bearer used for forwarding of UL PDUs
	–
	

	>>>>Requested MCG E-RAB Level QoS Parameters
	C-ifMCGandSCGpresent_GBRpresent
	
	E-RAB Level QoS Parameters 9.2.9
	Includes E-RAB level QoS parameters requested to be provided by the MCG.
	–
	

	>>>>UL Configuration
	[bookmark: OLE_LINK38]C-ifMCGandSCGpresent
	
	9.2.118
	Information about UL usage in the MeNB.
	–
	

	>>>>UL PDCP SN Length
	O
	
	PDCP SN Length
9.2.133
	Indicates the PDCP SN length of the bearer for the UL.
	YES
	ignore

	>>>>DL PDCP SN Length
	O
	
	PDCP SN Length
9.2.133
	Indicates the PDCP SN length of the bearer for the DL.
	YES
	ignore

	>>>>Security Result
	O
	
	9.2.182
	
	YES
	ignore

	>>>PDCP not present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "not present".
	
	

	>>>>SgNB DL GTP Tunnel Endpoint at SCG
	M
	
	GTP Tunnel Endpoint 9.2.1
	Endpoint of the X2-U transport bearer at the SCG. For delivery of DL PDCP PDUs.
	–
	

	>>>>Secondary SgNB DL GTP Tunnel Endpoint at SCG
	O
	
	GTP Tunnel Endpoint 9.2.1
	Endpoint of the X2-U transport bearer at the SCG. For delivery of DL PDCP PDUs in case of PDCP duplication.
	–
	

	>>>>LCID
	O
	
	9.2.138
	LCID for the primary path in case of PDCP duplication configured.
	YES
	ignore

	E-RABs Admitted To Be Modified List
	
	0..1
	
	
	YES
	ignore

	>E-RABs Admitted To Be Modified Item
	
	1 .. <maxnoofBearers>
	
	
	EACH
	ignore

	>>E-RAB ID
	M
	
	9.2.23
	
	–
	

	>>EN-DC Resource Configuration
	M
	
	EN-DC Resource Configuration
9.2.108
	Indicates the PDCP and Lower Layer MCG/SCG configuration.
	–
	

	>>CHOICE Resource Configuration
	M
	
	
	
	
	

	>>>PDCP present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "present".
	
	

	>>>>S1 DL GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	SgNB endpoint of the S1 transport bearer. For delivery of DL PDUs.
	–
	

	>>>>SgNB UL GTP Tunnel Endpoint at PDCP
	O
	
	GTP Tunnel Endpoint 9.2.1
	SgNB endpoint of the X2-U transport bearer at PDCP. For delivery of UL PDCP PDUs.
	–
	

	>>>>Requested MCG E-RAB Level QoS Parameters 
	O
	
	E-RAB Level QoS Parameters 9.2.9
	Includes E-RAB level QoS parameters requested to be provided by the MCG.
	–
	

	>>>>UL Configuration
	O
	
	9.2.118
	Information about UL usage in the MeNB.
	–
	

	>>>>UL PDCP SN Length
	O
	
	PDCP SN Length
9.2.133
	Shall be ignored by the MeNB if received.
	YES
	ignore

	>>>>DL PDCP SN Length
	O
	
	PDCP SN Length
9.2.133
	Shall be ignored by the MeNB if received.
	YES
	ignore

	>>>PDCP not present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "not present".
	
	

	>>>>SgNB DL GTP Tunnel Endpoint at SCG
	O
	
	GTP Tunnel Endpoint 9.2.1
	SgNB endpoint of the X2-U transport bearer at the SCG. For delivery of DL PDCP PDUs.
	–
	

	>>>>Secondary SgNB DL GTP Tunnel Endpoint at SCG
	O
	
	GTP Tunnel Endpoint 9.2.1
	Endpoint of the X2-U transport bearer at the SCG. For delivery of DL PDCP PDUs in case of PDCP duplication.
	YES
	ignore

	>>>>RLC Status
	O
	
	9.2.131
	Indicates the RLC has been re-established.
	YES
	ignore

	E-RABs Admitted To Be Released List
	
	0..1
	
	
	YES
	ignore

	>E-RABs Admitted To Be Released Item
	
	1 .. <maxnoofBearers>
	
	
	EACH
	ignore

	>>E-RAB ID
	M
	
	9.2.23
	
	–
	

	>>EN-DC Resource Configuration
	M
	
	EN-DC Resource Configuration
9.2.108
	Indicates the PDCP and Lower Layer MCG/SCG configuration.
	–
	

	>>CHOICE Resource Configuration
	M
	
	
	Note: no further information contained in the IE container
	
	

	E-RABs Not Admitted List
	O
	
	E-RAB List
9.2.28
	A value for E-RAB ID shall only be present once in E-RABs Admitted List IE and in E-RABs Not Admitted List IE.
	YES
	ignore

	SgNB to MeNB Container
	O
	
	OCTET STRING
	Includes the NR CG-Config message or the CG-CandidateList message, as defined in TS 38.331 [31].
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.7
	
	YES
	ignore

	MeNB UE X2AP ID Extension
	O
	
	Extended eNB UE X2AP ID
9.2.86
	Allocated at the MeNB
	YES
	ignore

	SgNB Resource Coordination Information
	O
	
	9.2.117
	Information used to coordinate resources utilisation between en-gNB and MeNB.
	YES
	ignore

	Admitted split SRBs
	O
	
	ENUMERATED (srb1, srb2, srb1&2, ...)
	Indicates admitted SRBs
	YES
	ignore

	Admitted split SRBs release
	O
	
	ENUMERATED (srb1, srb2, srb1&2, ...)
	Indicates admitted SRBs release
	YES
	ignore

	RRC config indication
	O
	
	9.2.132
	Indicates the type of RRC configuration used at the en-gNB.
	YES
	reject

	Location Information at SgNB
	O
	
	9.2.142
	Contains information to support localisation of the UE
	YES
	ignore

	Available fast MCG recovery via SRB3
	O
	
	ENUMERATED (true, ...)
	Indicates the fast MCG recovery via SRB3 isenabled.
	YES
	ignore

	Release fast MCG recovery via SRB3
	O
	
	ENUMERATED (true, ...)
	Indicates the fast MCG recovery via SRB3 is released.
	YES
	ignore

	SCG UE History Information
	O
	
	9.2.177
	
	YES
	ignore

	SCG Activation Status 
	O
	
	9.2.178
	
	YES
	ignore

	Conditional PSCell Addition Information Modification Acknowledge
	O
	
	
	This IE may be sent from the target SN.
	YES
	reject

	>Candidate PSCell ID List
	
	1
	
	
	–
	

	>>Candidate PSCell ID Item
	
	1 .. <maxnoofPSCellCandidate>
	
	
	–
	

	>>>PSCell ID
	M
	
	NR CGI
9.2.111
	
	–
	

	>>>Data Forwarding Group ID
	O
	
	INTEGER (0..7, ...)
	
	
	

	>Additional Data Forwarding Information List
	
	0..1
	
	
	
	

	>>Additional Data Forwarding Information Item
	
	1 .. <maxnoofPSCellCandidate>
	
	
	
	

	>>>Group ID
	M
	
	INTEGER (0..7, ...)
	
	
	

	>>>E-RABs Admitted To Be Added List
	
	0..1
	
	
	YES
	ignore

	>>>>E-RABs Admitted To Be Added Item
	
	1 .. <maxnoofBearers>
	
	
	EACH
	ignore

	>>>>>E-RAB ID
	M
	
	9.2.23
	
	–
	

	>>>>>EN-DC Resource Configuration
	M
	
	EN-DC Resource Configuration
9.2.108
	Indicates the PDCP and Lower Layer MCG/SCG configuration.
	–
	

	>>>>>CHOICE Resource Configuration
	M
	
	
	
	
	

	>>>>>>PDCP present in SN 
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "present".
	
	

	>>>>>>>S1 DL GTP Tunnel Endpoint at the SgNB
	M
	
	GTP Tunnel Endpoint 9.2.1
	SgNB endpoint of the S1 transport bearer. For delivery of DL PDUs.
	–
	

	>>>>>>>SgNB UL GTP Tunnel Endpoint at PDCP
	C-ifMCGpresent
	
	GTP Tunnel Endpoint 9.2.1
	SgNB endpoint of the X2-U transport bearer at PDCP. For delivery of UL PDCP PDUs.
	–
	

	>>>>>>>DL Forwarding GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	Identifies the X2 transport bearer used for forwarding of DL PDUs
	–
	

	>>>>>>>UL Forwarding GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	Identifies the X2 transport bearer used for forwarding of UL PDUs
	–
	

	>>>>>>PDCP not present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "not present".
	
	

	>>>>>>>SgNB DL GTP Tunnel Endpoint at SCG
	M
	
	GTP Tunnel Endpoint 9.2.1
	Endpoint of the X2-U transport bearer at the SCG. For delivery of DL PDCP PDUs.
	–
	

	>>>>>>>Secondary SgNB DL GTP Tunnel Endpoint at SCG
	O
	
	GTP Tunnel Endpoint 9.2.1
	Endpoint of the X2-U transport bearer at the SCG. For delivery of DL PDCP PDUs in case of PDCP duplication.
	–
	



	Range bound
	Explanation

	maxnoofBearers
	Maximum no. of E-RABs. Value is 256

	maxnoofPSCellCandidate
	Maximum no. of PSCells for CPAC. Value is 8.



	Condition
	Explanation

	ifMCGandSCGpresent
	This IE shall be present if, for the E-RAB admitted to be added, the MCG resources and SCG resources IEs in the EN-DC Resource Configuration IE are set to the value "present".

	ifMCGpresent
	This IE shall be present if, for the E-RAB admitted to be added, the MCG resources IE in the EN-DC Resource Configuration IE is set to the value "present".

	C-ifMCGandSCGpresent_GBRpresent
	This IE shall be present if, for the E-RAB admitted to be added, the MCG resources and SCG resources IEs in the EN-DC Resource Configuration IE are set to the value "present", and the GBR QoS Information IE is present in the Requested MCG E-RAB Level QoS Parameters IE.




	Next change, ommited text not changed
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This message is sent by the en-gNB to the MeNB to request the modification of en-gNB resources for a specific UE.
Direction: en-gNB  MeNB.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	MeNB UE X2AP ID
	M
	
	eNB UE X2AP ID
9.2.24
	Allocated at the MeNB.
	YES
	reject

	SgNB UE X2AP ID
	M
	
	en-gNB UE X2AP ID
9.2.100
	Allocated at the en-gNB.
	YES
	reject

	Cause
	M
	
	9.2.6
	
	YES
	ignore

	PDCP Change Indication
	O
	
	9.2.109
	
	YES
	ignore

	E-RABs To Be Released List
	
	0..1
	
	
	YES
	ignore

	>E-RABs To Be Released Item
	
	1 .. <maxnoofBearers>
	
	
	EACH
	ignore

	>>E-RAB ID
	M
	
	9.2.23
	
	–
	

	>>Cause
	M
	
	9.2.6
	
	–
	

	>>RLC Mode
	O
	
	RLC Mode
9.2.119
	Indicates the RLC mode at the en-gNB for PDCP transfer to MeNB.
	YES
	ignore

	SgNB to MeNB Container
	O
	
	OCTET STRING
	Includes the NR CG-Config message or the CG-CandidateList message, as defined in TS 38.331 [31].
	YES
	ignore

	MeNB UE X2AP ID Extension
	O
	
	Extended eNB UE X2AP ID
9.2.86
	Allocated at the MeNB
	YES
	reject

	E-RABs To Be Modified List
	
	0..1
	
	
	YES
	ignore

	>E-RABs To Be Modified Item
	
	1 .. <maxnoofBearers>
	
	
	EACH
	ignore

	>>E-RAB ID
	M
	
	9.2.23
	
	–
	

	>>EN-DC Resource Configuration
	M
	
	EN-DC Resource Configuration
9.2.108
	Indicates the PDCP and Lower Layer MCG/SCG configuration.
	–
	

	>>CHOICE Resource Configuration
	M
	
	
	
	
	

	>>>PDCP present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "present".
	
	

	>>>>Requested MCG E-RAB Level QoS Parameters
	O
	
	E-RAB Level QoS Parameters 9.2.9
	Includes E-RAB level QoS parameters requested to be provided by the MCG.
	–
	

	>>>>UL Configuration
	O
	
	9.2.118
	Information about UL usage in the MeNB.
	–
	

	>>>>UL PDCP SN Length
	O
	
	PDCP SN Length
9.2.133
	Shall be ignored by the MeNB if received.
	YES
	ignore

	>>>>DL PDCP SN Length
	O
	
	PDCP SN Length
9.2.133
	Shall be ignored by the MeNB if received.
	YES
	ignore

	>>>>SgNB UL GTP Tunnel Endpoint at PDCP
	O
	
	GTP Tunnel Endpoint 9.2.1
	SgNB endpoint of the X2-U transport bearer at PDCP. For delivery of UL PDCP PDUs.
	–
	

	>>>>S1 DL GTP Tunnel Endpoint at the SgNB
	O
	
	GTP Tunnel Endpoint 9.2.1
	en-gNB endpoint of the S1 transport bearer. For delivery of DL PDUs.
	–
	

	>>>>New DRB ID Request
	O
	
	ENUMERATED (True, …)
	
	YES
	ignore

	>>>PDCP not present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "not present".
	
	

	>>>>SgNB DL GTP Tunnel Endpoint at SCG
	O
	
	GTP Tunnel Endpoint 9.2.1
	SgNB endpoint of the X2-U transport bearer at the SCG. For delivery of DL PDCP PDUs.
	–
	

	>>>>Secondary SgNB DL GTP Tunnel Endpoint at SCG
	O
	
	GTP Tunnel Endpoint 9.2.1
	SgNB endpoint of the X2-U transport bearer at the SCG. For delivery of DL PDCP PDUs for PDCP duplication.
	–
	

	>>>>RLC Status
	O
	
	9.2.131
	Indicates the RLC has been re-established..
	
	

	>>>>LCID
	O
	
	9.2.138
	Indicate the LCID of the primary path in case of PDCP duplication
	YES
	ignore

	SgNB Resource Coordination Information
	O
	
	9.2.117
	Information used to coordinate resources utilisation between the en-gNB and the MeNB.
	YES
	ignore

	RRC config indication
	O
	
	9.2.132
	Indicates the type of RRC configuration used at the en-gNB.
	YES
	reject

	Location Information at SgNB
	O
	
	9.2.142
	Contains information to support localisation of the UE
	YES
	ignore

	SCG UE History Information
	O
	
	9.2.177
	
	YES
	ignore

	SCG Activation Request 
	O
	
	9.2.179
	
	YES
	ignore

	Conditional PSCell Addition Information Required
	O
	
	
	This IE may be sent from the target SN.
	YES
	ignore

	>Candidate PSCell ID List
	
	1
	
	
	–
	

	>>Candidate PSCell ID Item
	
	1 .. <maxnoofPSCellCandidate>
	
	
	–
	

	>>>PSCell ID
	M
	
	NR CGI 9.2.111
	
	–
	

	>>>Data Forwarding Group ID
	O
	
	INTEGER (0..7, ...)
	
	
	

	>Additional Data Forwarding Information List
	
	0..1
	
	
	
	

	>>Additional Data Forwarding Information Item
	
	1 .. <maxnoofPSCellCandidate>
	
	
	
	

	>>>Group ID
	M
	
	INTEGER (0..7, ...)
	
	
	

	>>>E-RABs Admitted To Be Added List
	
	0..1
	
	
	YES
	ignore

	>>>>E-RABs Admitted To Be Added Item
	
	1 .. <maxnoofBearers>
	
	
	EACH
	ignore

	>>>>>E-RAB ID
	M
	
	9.2.23
	
	–
	

	>>>>>EN-DC Resource Configuration
	M
	
	EN-DC Resource Configuration
9.2.108
	Indicates the PDCP and Lower Layer MCG/SCG configuration.
	–
	

	>>>>>CHOICE Resource Configuration
	M
	
	
	
	
	

	>>>>>>PDCP present in SN 
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "present".
	
	

	>>>>>>>S1 DL GTP Tunnel Endpoint at the SgNB
	M
	
	GTP Tunnel Endpoint 9.2.1
	SgNB endpoint of the S1 transport bearer. For delivery of DL PDUs.
	–
	

	>>>>>>>SgNB UL GTP Tunnel Endpoint at PDCP
	C-ifMCGpresent
	
	GTP Tunnel Endpoint 9.2.1
	SgNB endpoint of the X2-U transport bearer at PDCP. For delivery of UL PDCP PDUs.
	–
	

	>>>>>>>DL Forwarding GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	Identifies the X2 transport bearer used for forwarding of DL PDUs
	–
	

	>>>>>>>UL Forwarding GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	Identifies the X2 transport bearer used for forwarding of UL PDUs
	–
	

	>>>>>>PDCP not present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "not present".
	
	

	>>>>>>>SgNB DL GTP Tunnel Endpoint at SCG
	M
	
	GTP Tunnel Endpoint 9.2.1
	Endpoint of the X2-U transport bearer at the SCG. For delivery of DL PDCP PDUs.
	–
	

	>>>>>>>Secondary SgNB DL GTP Tunnel Endpoint at SCG
	O
	
	GTP Tunnel Endpoint 9.2.1
	Endpoint of the X2-U transport bearer at the SCG. For delivery of DL PDCP PDUs in case of PDCP duplication.
	–
	



	Range bound
	Explanation

	maxnoofBearers
	Maximum no. of E-RABs. Value is 256

	maxnoofPSCellCandidate
	Maximum no. of PSCells for CPAC. Value is 8.



	Next change, ommited text not changed
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This message is sent by the MeNB to inform the en-gNB about the successful change.
Direction: MeNB  en-gNB.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	MeNB UE X2AP ID
	M
	
	eNB UE X2AP ID
9.2.24
	Allocated at the MeNB.
	YES
	ignore

	SgNB UE X2AP ID
	M
	
	en-gNB UE X2AP ID
9.2.100
	Allocated at the en-gNB.
	YES
	ignore

	E-RABs to be Released List
	
	0..1
	
	
	YES
	ignore

	>E-RABs To Be Released Item
	
	1 .. <maxnoofBearers>
	
	
	–
	

	>>E-RAB ID
	M
	
	9.2.23
	
	–
	

	>>EN-DC Resource Configuration
	M
	
	EN-DC Resource Configuration
9.2.108
	Indicates the PDCP and Lower Layer MCG/SCG configuration.
	–
	

	>>CHOICE Resource Configuration
	M
	
	
	
	
	

	>>>PDCP present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "present".
	
	

	>>>>UL Forwarding GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	Identifies the X2 transport bearer used for forwarding of UL PDUs
	–
	

	>>>>DL Forwarding GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	Identifies the X2 transport bearer used for forwarding of DL PDUs
	–
	

	>>>PDCP not present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "not present".
	
	

	Criticality Diagnostics
	O
	
	9.2.7
	
	YES
	ignore

	MeNB UE X2AP ID Extension
	O
	
	Extended eNB UE X2AP ID
9.2.86
	Allocated at the MeNB
	YES
	ignore

	Conditional PSCell Change Information Confirm
	O
	
	
	
	YES
	reject

	>Multiple Target S-NG-RAN Node List
	
	1
	
	
	–
	

	>>Multiple Target S-NG-RAN Node Item
	
	1 .. <maxnoofTargetSNs>
	
	
	–
	

	>>>Target SgNB ID
	M
	
	Target SgNB ID Information
9.2.102
	
	–
	

	>>>Candidate PSCell ID List
	
	1
	
	
	–
	

	>>>>Candidate PSCell ID Item
	
	1 .. <maxnoofPSCellCandidate>
	
	
	–
	

	>>>>>PSCell ID
	M
	
	NR CGI
9.2.111
	
	–
	

	>>>Data Forwarding Group ID
	O
	
	INTEGER (0..7, ...)
	
	
	

	>>>Additional Data Forwarding Information List
	
	0..1
	
	
	
	

	>>>>Additional Data Forwarding Information Item
	
	1 .. <maxnoofPSCellCandidate>
	
	
	
	

	>>>>>Group ID
	M
	
	INTEGER (0..7, ...)
	
	
	

	>>>>>E-RABs to be Released List
	
	0..1
	
	
	YES
	ignore

	>>>>>>E-RABs To Be Released Item
	
	1 .. <maxnoofBearers>
	
	
	–
	

	>>>>>>>E-RAB ID
	M
	
	9.2.23
	
	–
	

	>>>>>>>EN-DC Resource Configuration
	M
	
	EN-DC Resource Configuration
9.2.108
	Indicates the PDCP and Lower Layer MCG/SCG configuration.
	–
	

	>>>>>>>CHOICE Resource Configuration
	M
	
	
	
	
	

	>>>>>>>>PDCP present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "present".
	
	

	>>>>>>>>>UL Forwarding GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	Identifies the X2 transport bearer used for forwarding of UL PDUs
	–
	

	>>>>>>>>>DL Forwarding GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	Identifies the X2 transport bearer used for forwarding of DL PDUs
	–
	

	>>>>>>>>PDCP not present in SN
	
	
	
	This choice tag is used if the PDCP at SgNB IE in the EN-DC Resource Configuration IE is set to the value "not present".
	
	

	MeNB to SgNB Container
	O
	
	OCTET STRING
	Includes the RRCReconfigurationComplete message as defined in subclause 6.2.2 of TS 38.331 [10].
	YES
	ignore



	Range bound
	Explanation

	maxnoofBearers
	Maximum no. of E-RABs. Value is 256

	maxnoofTargetSNs
	Maximum no. of the target S-NG-RAN nodes. Value is 8

	maxnoofPSCellCandidate
	Maximum no. of PSCells for CPAC. Value is 8.



	Next change, ommited text not changed



[ASN.1 to be added when the draft is converted to a CR]

	Remaining text not changed



Annex 2: draft CR to TS 38.423 (v 17.0.0)
	First change, ommited text not changed
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This message is either sent by the new NG-RAN node to transfer data forwarding information to the old NG-RAN node, or by the M-NG-RAN node to provide either data forwarding or Xn-U bearer address related information for SN terminated bearers to the S-NG-RAN node.
Direction: new NG-RAN node  old NG-RAN node, M-NG-RAN node  S-NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	New NG-RAN node UE XnAP ID reference
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the new NG-RAN node
	YES
	ignore

	Old NG-RAN node UE XnAP ID reference
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the old NG-RAN node
	YES
	ignore

	Xn-U Address Information per PDU Session Resources List
	
	1
	
	
	YES
	reject

	>Xn-U Address Information per PDU Session Resources Item
	
	1..<maxnoofPDUSessions>
	
	
	–
	

	>>PDU Session ID 
	M
	
	9.2.3.18
	
	–
	

	>>Data Forwarding Info from target NG-RAN node
	O
	
	Data Forwarding Info from target NG-RAN node
9.2.1.16
	
	–
	

	>>Secondary Data Forwarding Info from target NG-RAN node List
	O
	
	9.2.1.31
	This IE would be present only when the target M-NG-RAN node decide to split a PDU session between MN and SN
	YES
	ignore

	>>PDU Session Resource Setup Complete Info – SN terminated
	O
	
	9.2.1.30
	
	–
	

	>>DRB IDs taken into use
	O
	
	DRB List 9.2.1.29
	Indicating the DRB IDs taken into use by the target NG-RAN node, as specified in TS 37.340 [8].
	YES
	reject

	>>Data Forwarding Info from target E-UTRAN node
	O
	
	9.2.1.35
	
	YES
	ignore

	CHO MR-DC Indicator
	O
	
	ENUMERATED (true, ...)
	Indicating that the XN-U ADDRESS INDICATION message is for Conditional Handover, as specified in TS 37.340 [8].
	YES
	reject

	CHO MR-DC Early Data Forwarding Indicator
	O
	
	ENUMERATED (stop, ...)
	
	YES
	ignore

	CPC Data Forwarding indicator
	O
	
	ENUMERATED (triggered, early data transmission stop, ...)
	Indicating that the XN-U ADDRESS INDICATION message is for a Conditional PSCell Change.
	YES
	reject

	Conditional PSCell Addition Data Forwarding Group ID
	O
	
	INTEGER (0..7)
	
	
	



	Range bound
	Explanation

	maxnoofPDUSsessions
	Maximum no. of PDU sessions. Value is 256



	Next change, ommited text not changed



9.1.2.2	S-NODE ADDITION REQUEST ACKNOWLEDGE
This message is sent by the S-NG-RAN node to confirm the M-NG-RAN node about the S-NG-RAN node addition preparation.
Direction: S-NG-RAN node  M-NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the M-NG-RAN node
	YES
	reject

	S-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the S-NG-RAN node
	YES
	reject

	PDU Session Resources Admitted To Be Added List
	
	1
	
	
	YES
	ignore

	>PDU Session Resources Admitted To Be Added Item
	
	1 .. <maxnoofPDUSessions>
	
	NOTE: If neither the 
PDU Session Resource Setup Response Info – SN terminated IE 
nor the
PDU Session Resource Setup Response Info – MN terminated IE
is present in a PDU Session Resources Admitted to be Added Item IE, abnormal conditions as specified in clause 8.3.1.4 apply.
	–
	

	>>PDU Session ID
	M
	
	9.2.3.18
	
	–
	

	>>PDU Session Resource Setup Response Info – SN terminated
	O
	
	9.2.1.6
	
	–
	

	>>PDU Session Resource Setup Response Info – MN terminated
	O
	
	9.2.1.8
	
	–
	

	PDU Session Resources Not Admitted List
	O
	
	
	
	YES
	ignore

	>PDU Session Resources Not Admitted List – SN terminated
	O
	
	PDU Session Resources Not Admitted List
9.2.1.3
	
	–
	

	>PDU Session Resources Not Admitted List – MN terminated
	O
	
	PDU Session Resources Not Admitted List
9.2.1.3
	
	–
	

	S-NG-RAN node to M-NG-RAN node Container
	M
	
	OCTET STRING
	Includes the CG-Config message or the CG-CandidateList message as defined in subclause 11.2.2 of TS 38.331 [10].
	YES
	reject

	Admitted Split SRBs
	O
	
	ENUMERATED (srb1, srb2, srb1&2, ...)
	Indicates admitted SRBs
	YES
	reject

	RRC Config Indication
	O
	
	9.2.3.72
	
	YES
	reject

	Criticality Diagnostics
	O
	
	9.2.3.3
	
	YES
	ignore

	Location Information at S-NODE
	O
	
	Target Cell Global ID
9.2.3.25
	Contains information to support localisation of the UE
	YES
	ignore

	MR-DC Resource Coordination Information
	O
	
	9.2.2.33
	Information used to coordinate resource utilisation between M-NG-RAN node and S-NG-RAN node. 
	YES
	ignore

	Available fast MCG recovery via SRB3
	O
	
	ENUMERATED (true, ...)
	Indicates the fast MCG recovery via SRB3 is enabled.
	YES
	ignore

	Direct Forwarding Path Availability
	O
	
	ENUMERATED (direct path available, …)
	Indicates direct forwarding path is available between the target S-NG-RAN node and source NG-RAN node for intra-system handover or between the target S-NG-RAN node and the source SN. 
	YES
	ignore

	SCG Activation Status
	O
	
	9.2.3.155
	
	YES
	ignore

	Conditional PSCell Addition Information Acknowledge
	O
	
	
	
	YES
	ignore

	>Candidate PSCell ID List
	
	1
	
	
	–
	

	>>Candidate PSCell ID Item
	
	1 .. <maxnoofPSCellCandidate>
	
	
	–
	

	>>>PSCell ID
	M
	
	NR CGI 9.2.2.7
	
	–
	

	>>>Data Forwarding Group ID
	O
	
	INTEGER (0..7, ...)
	
	
	

	>Additional Data Forwarding Information List
	
	0..1
	
	
	
	

	>>Additional Data Forwarding Information Item
	
	1 .. <maxnoofPSCellCandidate>
	
	
	
	

	>>>Group ID
	M
	
	INTEGER (0..7, ...)
	
	
	

	>>>PDU Session Resources Admitted To Be Added List
	
	1
	
	
	YES
	ignore

	>>>>PDU Session Resources Admitted To Be Added Item
	
	1 .. <maxnoofPDUSessions>
	
	NOTE: If neither the 
PDU Session Resource Setup Response Info – SN terminated IE 
nor the
PDU Session Resource Setup Response Info – MN terminated IE
is present in a PDU Session Resources Admitted to be Added Item IE, abnormal conditions as specified in clause 8.3.1.4 apply.
	–
	

	>>>>>PDU Session ID
	M
	
	9.2.3.18
	
	–
	

	>>>>>PDU Session Resource Setup Response Info – SN terminated
	O
	
	9.2.1.6
	
	–
	

	>>>>>PDU Session Resource Setup Response Info – MN terminated
	O
	
	9.2.1.8
	
	–
	



	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions. Value is 256

	maxnoofPSCellCandidate
	Maximum no, of PSCell candidate. Value is 8



	Next change, ommited text not changed
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This message is sent by the M-NG-RAN node to the S-NG-RAN node to either request the preparation to modify S-NG-RAN node resources for a specific UE, or to query for the current SCG configuration, or to provide the S-RLF-related information to the S-NG-RAN node.
Direction: M-NG-RAN node  S-NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID 9.2.3.16
	Allocated at the M-NG-RAN node
	YES
	reject

	S-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the S-NG-RAN node
	YES
	reject

	Cause
	M
	
	9.2.3.2
	
	YES
	ignore

	PDCP Change Indication
	O
	
	9.2.3.74
	
	YES
	ignore

	Selected PLMN
	O
	
	PLMN Identity
9.2.2.4
	The selected PLMN of the SCG in the S-NG-RAN node.
	YES
	ignore

	Mobility Restriction List
	O
	
	9.2.3.53
	
	YES
	ignore

	SCG Configuration Query
	O
	
	9.2.3.27
	
	YES
	ignore

	UE Context Information
	
	0..1
	
	
	YES
	reject

	>UE Security Capabilities
	O
	
	9.2.3.49
	
	–
	

	>S-NG-RAN node Security Key
	O
	
	9.2.3.51
	
	–
	

	>S-NG-RAN node UE Aggregate Maximum Bit Rate
	O
	
	UE Aggregate Maximum Bit Rate
9.2.3.17
	
	–
	

	>Index to RAT/Frequency Selection Priority
	O
	
	9.2.3.23
	
	–
	

	>Lower Layer presence status change
	O
	
	9.2.3.60
	
	–
	

	>PDU Session Resources To Be Added List
	
	0..1
	
	
	–
	

	>>PDU Session Resources To Be Added Item
	
	1 .. <maxnoofPDUSessions>
	
	NOTE: If neither the 
PDU Session Resource Setup Info – SN terminated IE 
nor the
PDU Session Resource Setup Info – MN terminated IE
is present in a PDU Session Resources To Be Added Item IE, abnormal conditions as specified in clause 8.3.3.4 apply.
	–
	

	>>>PDU Session ID
	M
	
	9.2.3.18
	
	–
	

	>>>S-NSSAI
	M
	
	9.2.3.21
	
	–
	

	>>>S-NG-RAN node PDU Session Aggregate Maximum Bit Rate
	O
	
	PDU Session Aggregate Maximum Bit Rate
9.2.3.69
	
	–
	

	>>>PDU Session Resource Setup Info – SN terminated
	O
	
	9.2.1.5
	
	–
	

	>>>PDU Session Resource Setup Info – MN terminated
	O
	
	9.2.1.7
	
	–
	

	>>>PDU Session Expected UE Activity Behaviour
	O
	
	Expected UE Activity Behaviour
9.2.3.82
	Expected UE Activity Behaviour for the PDU Session.
	YES
	ignore

	>PDU Session Resources To Be Modified List
	
	0..1
	
	
	–
	

	>>PDU Session Resources To Be Modified Item
	
	1 .. <maxnoofPDUSessions>
	
	NOTE: If neither the 
PDU Session Resource Modification Info – SN terminated IE 
nor the
PDU Session Resource Modification Info – MN terminated IE
is present in a PDU Session Resources To Be Modified Item IE, abnormal conditions as specified in clause 8.3.3.4 apply.
	–
	

	>>>PDU Session ID
	M
	
	9.2.3.18
	
	–
	

	>>>S-NG-RAN node PDU Session Aggregate Maximum Bit Rate
	O
	
	PDU Session Aggregate Maximum Bit Rate
9.2.3.69
	
	–
	

	>>>PDU Session Resource Modification Info – SN terminated
	O
	
	9.2.1.9
	
	–
	

	>>>PDU Session Resource Modification Info – MN terminated
	O
	
	9.2.1.11
	
	–
	

	>>>S-NSSAI
	O
	
	9.2.3.21
	
	YES
	reject

	>>>PDU Session Expected UE Activity Behaviour
	O
	
	Expected UE Activity Behaviour
9.2.3.82
	Expected UE Activity Behaviour for the PDU Session.
	YES
	ignore

	>PDU Session Resources To Be Released List
	O
	
	PDU session List with Cause
9.2.1.26
	
	–
	

	M-NG-RAN node to S-NG-RAN node Container
	O
	
	OCTET STRING
	Includes the CG-ConfigInfo message as defined in subclause 11.2.2. of TS 38.331 [10].
	YES
	ignore

	Requested Split SRBs
	O
	
	ENUMERATED (srb1, srb2, srb1&2, ...)
	Indicates that resources for Split SRBs are requested.
	YES
	ignore

	Requested Split SRBs release
	O
	
	ENUMERATED (srb1, srb2, srb1&2, ...)
	Indicates that resources for Split SRBs are requested to be released.
	YES
	ignore

	Desired Activity Notification Level
	O
	
	9.2.3.77
	
	YES
	ignore

	Additional DRB IDs
	O
	
	DRB List
9.2.1.29
	Indicates additional list of DRB IDs that the S-NG-RAN node may use for SN-terminated bearers.
	YES
	reject

	S-NG-RAN node Maximum Integrity Protected Data Rate Uplink
	O
	
	Bit Rate
9.2.3.4
	The S-NG-RAN node Maximum Integrity Protected Data Rate Uplink is a portion of the UE’s Maximum Integrity Protected Data Rate in the Uplink, which is enforced by the S-NG-RAN node for the UE’s SN terminated PDU sessions. If the S-NG-RAN node Maximum Integrity Protected Data Rate Downlink IE is not present, this IE applies to both UL and DL.
	YES
	reject

	S-NG-RAN node Maximum Integrity Protected Data Rate Downlink
	O
	
	Bit Rate
9.2.3.4
	The S-NG-RAN node Maximum Integrity Protected Data Rate Downlink is a portion of the UE’s Maximum Integrity Protected Data Rate in the Downlink, which is enforced by the S-NG-RAN node for the UE’s SN terminated PDU sessions.
	YES
	reject

	Location Information at S-NODE reporting
	O
	
	ENUMERATED (pscell, ...)
	Indicates that the user’s Location Information at S-NODE is to be provided.
	YES
	ignore

	MR-DC Resource Coordination Information
	O
	
	9.2.2.33
	Information used to coordinate resource utilisation between M-NG-RAN node and S-NG-RAN node. 
	YES
	ignore

	PCell ID
	O
	
	Global NG-RAN Cell Identity
9.2.2.27
	
	YES
	reject

	NE-DC TDM Pattern
	O
	
	9.2.2.38
	
	YES
	ignore

	Requested Fast MCG recovery via SRB3
	O
	
	ENUMERATED (true, ...)
	Indicates that the resources for fast MCG recovery via SRB3 are requested.
	YES
	ignore

	Requested Fast MCG recovery via SRB3 Release
	O
	
	ENUMERATED (true, ...)
	Indicates that resources for fast MCG recovery via SRB3 are requested to be released.
	YES
	ignore

	SN triggered
	O
	
	ENUMERATED (TRUE ...)
	
	YES
	ignore

	Target Node ID
	O
	
	Global NG-RAN Node ID
9.2.2.3
	Indicates the target node ID of the handover procedure decided by the M-NG-RAN node.  
	YES
	ignore

	PSCell History Information Retrieve
	O
	
	ENUMERATED (query, ...)
	Indicates that the SN UE history information is requested.
	YES
	ignore

	UE History Information from the UE
	O
	
	9.2.3.110
	
	YES
	ignore

	CHO Information SN Modification
	O
	
	
	
	YES
	reject

	>Conditional Reconfiguration
	M
	
	ENUMERATED (intra-MN-CHO, ...)
	
	–
	

	>Estimated Arrival Probability
	O
	
	INTEGER (1..100)
	
	–
	

	SCG Activation Request
	O
	
	9.2.3.154
	
	YES
	ignore

	Conditional PSCell Addition Modification Information Request
	O
	
	
	This IE may be sent to the target SN.
	YES
	ignore

	>Maximum Number of PSCells To Prepare
	O
	
	INTEGER (1..8, ...)

	Indicates the maximum number of PSCells that the target SN may prepare.
	–
	

	>Estimated Arrival Probability
	O
	
	INTEGER (1..100)
	Indicates the arrival probability for the UE towards the candidate target SN.
	
	

	Conditional PSCell Change Information Update
	O
	
	
	This IE may be sent to the source SN.
	YES
	ignore

	>Candidate PSCell ID List
	
	1
	
	
	–
	

	>>Candidate PSCell ID Item
	
	1 .. <maxnoofPSCellCandidate>
	
	
	–
	

	>>>PSCell ID
	M
	
	NR CGI 9.2.2.7
	
	–
	

	>>>Data Forwarding Group ID
	O
	
	INTEGER (0..7, ...)
	
	
	

	>Additional Data Forwarding Information List
	
	0..1
	
	
	
	

	>>Additional Data Forwarding Information Item
	
	1 .. <maxnoofPSCellCandidate>
	
	
	
	

	>>>Group ID
	M
	
	INTEGER (0..7, ...)
	
	
	

	>>>PDU Session SN Change Confirm List
	
	1
	
	
	YES
	ignore

	>>>>PDU Session SN Change Confirm Item
	
	1 .. <maxnoofPDUSessions>
	
	NOTE: If the 
PDU Session Resource Change Confirm Info – SN terminated IE 
is not present in a PDU Session SN Change Confirm Item IE, abnormal conditions as specified in clause 8.3.5.4 apply.
	–
	

	>>>>>PDU Session ID
	M
	
	9.2.3.18
	
	–
	

	>>>>>PDU Session Resource Change Confirm Info – SN terminated
	O
	
	9.2.1.19
	
	–
	

	S-NG-RAN node UE Slice Maximum Bit Rate
	O
	
	UE Slice Maximum Bit Rate List
9.2.3.167
	This IE indicates the S-NG-RAN node portion of the UE Slice Aggregate Maximum Bit Rate as specified in TS 23.501 [7]
	YES
	Ignore



	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions. Value is 256

	maxnoofPSCellCandidate
	Maximum no. of PSCell candidates. Value is 8
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This message is sent by the S-NG-RAN node to confirm the M-NG-RAN node’s request to modify the S-NG-RAN node resources for a specific UE.
Direction: S-NG-RAN node  M-NG-RAN node.
	[bookmark: _Hlk534064987]IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the M-NG-RAN node
	YES
	ignore

	S-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the S-NG-RAN node
	YES
	ignore

	PDU Session Resources Admitted List
	
	0..1
	
	
	YES
	ignore

	>PDU Session Resources Admitted To Be Added List
	
	0..1
	
	
	–
	

	>>PDU Session Resources Admitted To Be Added Item
	
	1 .. <maxnoofPDUSessions>
	
	NOTE: If neither the 
PDU Session Resource Setup Response Info – SN terminated IE 
nor the
PDU Session Resource Setup Response Info – MN terminated IE
is present in a PDU Session Resources Admitted To Be Added Item IE, abnormal conditions as specified in clause 8.3.3.4 apply.
	–
	

	>>>PDU Session ID
	M
	
	9.2.3.18
	
	–
	

	>>>PDU Session Resource Setup Response Info – SN terminated
	O
	
	9.2.1.6
	
	–
	

	>>>PDU Session Resource Setup Response Info – MN terminated
	O
	
	9.2.1.8
	
	–
	

	>PDU Session Resources Admitted To Be Modified List
	
	0..1
	
	
	–
	

	>>PDU Session Resources Admitted To Be Modified Item
	
	1 .. <maxnoofPDUSessions>
	
	NOTE: If neither the 
PDU Session Resource Modification Response Info – SN terminated IE 
nor the
PDU Session Resource Modification Response Info – MN terminated IE
is present in a PDU Session Resources Admitted To Be Modified Item IE, abnormal conditions as specified in clause 8.3.3.4 apply.
	–
	

	>>>PDU Session ID
	M
	
	9.2.3.18
	
	–
	

	>>>PDU Session Resource Modification Response Info – SN terminated
	O
	
	9.2.1.10
	
	–
	

	>>>PDU Session Resource Modification Response Info – MN terminated
	O
	
	9.2.1.12
	
	–
	

	>PDU Session Resources Admitted To Be Released List
	
	0..1
	
	
	–
	

	>>PDU Session Resources admitted to be released List – SN terminated
	O
	
	PDU session List with data forwarding request info
9.2.1.24
	
	–
	

	>>PDU Session Resources admitted to be released List – MN terminated
	O
	
	PDU session List with data Cause
9.2.1.26
	
	–
	

	PDU Session Resources Not Admitted to be Added List
	O
	
	PDU session List
9.2.1.27
	
	YES
	ignore

	S-NG-RAN node to M-NG-RAN node Container
	O
	
	OCTET STRING
	Includes the CG-Config message or the CG-CandidateList message as defined in subclause 11.2.2 of TS 38.331 [10].
	YES
	ignore

	Admitted Split SRBs
	O
	
	ENUMERATED (srb1, srb2, srb1&2, ...)
	Indicates admitted SRBs
	YES
	ignore

	Admitted Split SRBs release
	O
	
	ENUMERATED (srb1, srb2, srb1&2, ...)
	Indicates admitted SRBs release
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.3.3
	
	YES
	ignore

	Location Information at S-NODE
	O
	
	Target Cell Global ID
9.2.3.25
	Contains information to support localisation of the UE
	YES
	ignore

	MR-DC Resource Coordination Information
	O
	
	9.2.2.33
	Information used to coordinate resource utilisation between M-NG-RAN node and S-NG-RAN node. 
	YES
	Ignore

	PDU Session Resources with Data Forwarding List
	
	0..1
	
	
	YES
	ignore

	>PDU Session Resources with Data Forwarding List – SN terminated
	M
	
	PDU session List with data forwarding request info
9.2.1.24
	
	–
	

	RRC Config Indication
	O
	
	9.2.3.72
	
	YES
	reject

	Available fast MCG recovery via SRB3
	O
	
	ENUMERATED (true, ...)
	Indicates the fast MCG recovery via SRB3 isenabled.
	YES
	ignore

	Release fast MCG recovery via SRB3
	O
	
	ENUMERATED (true, ...)
	Indicates the fast MCG recovery via SRB3 is released.
	YES
	ignore

	Direct Forwarding Path Availability
	O
	
	ENUMERATED (direct path available,…)
	Indicates direct path is available between the S-NG-RAN node and the target NG-RAN node.
	YES
	ignore

	SCG UE History Information
	O
	
	9.2.3.151
	
	YES
	ignore

	SCG Activation Status
	O
	
	9.2.3.155
	
	YES
	ignore

	Conditional PSCell Addition Information Modification Acknowledge
	O
	
	
	This IE may be sent from the target SN.
	YES
	ignore

	>Candidate PSCell ID List
	
	1
	
	
	–
	

	>>Candidate PSCell ID Item
	
	1 .. <maxnoofPSCellCandidate>
	
	
	–
	

	>>>PSCell ID
	M
	
	NR CGI 9.2.2.7
	
	–
	

	>>>Data Forwarding Group ID
	O
	
	INTEGER (0..7, ...)
	
	
	

	>Additional Data Forwarding Information List
	
	0..1
	
	
	
	

	>>Additional Data Forwarding Information Item
	
	1 .. <maxnoofPSCellCandidate>
	
	
	
	

	>>>Group ID
	M
	
	INTEGER (0..7, ...)
	
	
	

	>>>PDU Session Resources Admitted To Be Added List
	
	1
	
	
	YES
	ignore

	>>>>PDU Session Resources Admitted To Be Added Item
	
	1 .. <maxnoofPDUSessions>
	
	NOTE: If neither the 
PDU Session Resource Setup Response Info – SN terminated IE 
nor the
PDU Session Resource Setup Response Info – MN terminated IE
is present in a PDU Session Resources Admitted To Be Added Item IE, abnormal conditions as specified in clause 8.3.3.4 apply.
	–
	

	>>>>>PDU Session ID
	M
	
	9.2.3.18
	
	–
	

	>>>>>PDU Session Resource Setup Response Info – SN terminated
	O
	
	9.2.1.6
	
	–
	

	>>>>>PDU Session Resource Setup Response Info – MN terminated
	O
	
	9.2.1.8
	
	–
	



	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions. Value is 256

	maxnoofPSCellCandidate
	Maximum no. of PSCell candidates. Value is 8



	Next change, ommited text not changed
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This message is sent by the S-NG-RAN node to the M-NG-RAN node to request the modification of S-NG-RAN node resources for a specific UE.
Direction: S-NG-RAN node  M-NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the M-NG-RAN node
	YES
	reject

	S-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the S-NG-RAN node
	YES
	reject

	Cause
	M
	
	9.2.3.2
	
	YES
	ignore

	PDCP Change Indication
	O
	
	9.2.3.74
	
	YES
	ignore

	PDU Session Resources To Be Modified List
	
	0..1
	
	
	YES
	ignore

	>PDU Session Resources To Be Modified Item
	
	1 .. <maxnoofPDUSessions>
	
	NOTE: If neither the 
PDU Session Resource Modification Required Info – SN terminated IE 
nor the
PDU Session Resource Modification Required Info – MN terminated IE
is present in a PDU Session Resources To Be Modified Item IE, abnormal conditions as specified in clause 8.3.4.4 apply.
	–
	

	>>PDU Session ID
	M
	
	9.2.3.18
	
	–
	

	>>PDU Session Resource Modification Required Info – SN terminated
	O
	
	9.2.1.20
	
	–
	

	>>PDU Session Resource Modification Required Info – MN terminated
	O
	
	9.2.1.22
	
	–
	

	PDU Session Resources To Be Released List
	
	0..1
	
	
	YES
	ignore

	>PDU Session Resources To Be Released Item
	
	1 .. <maxnoofPDUSessions>
	
	
	–
	

	>PDU sessions to be released List – SN terminated
	O
	
	PDU session List with data forwarding request info
9.2.1.24
	
	–
	

	>PDU sessions to be released List – MN terminated
	O
	
	PDU session List with Cause
9.2.1.26
	
	–
	

	S-NG-RAN node to M-NG-RAN node Container
	O
	
	OCTET STRING
	Includes the CG-Config message or the CG-CandidateList message as defined in subclause 11.2.2 of TS 38.331 [10].
	YES
	ignore

	Spare DRB IDs
	O
	
	DRB List
9.2.1.29
	Indicates the list of unnecessary DRB IDs that had been used by the S-NG-RAN node.
	YES
	ignore

	Required Number of DRB IDs
	O
	
	Number of DRBs
9.2.3.78
	Indicates the number of DRB IDs that the S-NG-RAN node requests more.
	YES
	ignore

	Location Information at S-NODE
	O
	
	Target Cell Global ID
9.2.3.25
	Contains information to support localisation of the UE
	YES
	ignore

	MR-DC Resource Coordination Information
	O
	
	9.2.2.33
	Information used to coordinate resource utilisation between M-NG-RAN node and S-NG-RAN node. 
	YES
	ignore

	RRC Config Indication
	O
	
	9.2.3.72
	
	YES
	reject

	SCG Indicator
	O
	
	ENUMERATED(released,...)
	
	YES
	ignore

	SCG UE History Information
	O
	
	9.2.3.151
	
	Yes
	ignore

	SCG Activation Request
	O
	
	9.2.3.154
	
	YES
	ignore

	Conditional PSCell Addition Information Required
	O
	
	
	This IE may be sent from the target SN.
	YES
	ignore

	>Candidate PSCell ID List
	
	1
	
	
	–
	

	>>Candidate PSCell ID Item
	
	1 .. <maxnoofPSCellCandidate>
	
	
	–
	

	>>>PSCell ID
	M
	
	NR CGI 9.2.2.7
	
	–
	

	>>>Data Forwarding Group ID
	O
	
	INTEGER (0..7, ...)
	
	
	

	>Additional Data Forwarding Information List
	
	0..1
	
	
	
	

	>>Additional Data Forwarding Information Item
	
	1 .. <maxnoofPSCellCandidate>
	
	
	
	

	>>>Group ID
	M
	
	INTEGER (0..7, ...)
	
	
	

	>>>PDU Session Resources Admitted To Be Added List
	
	1
	
	
	YES
	ignore

	>>>>PDU Session Resources Admitted To Be Added Item
	
	1 .. <maxnoofPDUSessions>
	
	NOTE: If neither the 
PDU Session Resource Setup Response Info – SN terminated IE 
nor the
PDU Session Resource Setup Response Info – MN terminated IE
is present in a PDU Session Resources Admitted To Be Added Item IE, abnormal conditions as specified in clause 8.3.3.4 apply.
	–
	

	>>>>>PDU Session ID
	M
	
	9.2.3.18
	
	–
	

	>>>>>PDU Session Resource Setup Response Info – SN terminated
	O
	
	9.2.1.6
	
	–
	

	>>>>>PDU Session Resource Setup Response Info – MN terminated
	O
	
	9.2.1.8
	
	–
	



	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions. Value is 256

	maxnoofPSCellCandidate
	Maximum no, of PSCell candidate. Value is 8



	Next change, ommited text not changed
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This message is sent by the M-NG-RAN node to inform the S-NG-RAN node that the preparation of the S-NG-RAN node initiated S-NG-RAN node change was successful.
Direction: M-NG-RAN node  S-NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the M-NG-RAN node
	YES
	ignore

	S-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the S-NG-RAN node
	YES
	ignore

	PDU Session SN Change Confirm List
	
	0..1
	
	
	YES
	ignore

	>PDU Session SN Change Confirm Item
	
	1 .. <maxnoof PDUsessions>
	
	NOTE: If the 
PDU Session Resource Change Confirm Info – SN terminated IE 
is not present in a PDU Session SN Change Confirm Item IE, abnormal conditions as specified in clause 8.3.5.4 apply.
	–
	

	>>PDU Session ID
	M
	
	9.2.3.18
	
	–
	

	>>PDU Session Resource Change Confirm Info – SN terminated
	O
	
	9.2.1.19
	
	–
	

	Criticality Diagnostics
	O
	
	9.2.3.3
	
	YES
	ignore

	Conditional PSCell Change Information Confirm
	O
	
	
	
	YES
	reject

	>Multiple Target S-NG-RAN Node List
	
	1
	
	
	–
	

	>>Multiple Target S-NG-RAN Node Item
	
	1 .. <maxnoofTargetSNs>
	
	
	–
	

	>>>Target S-NG-RAN node ID
	M
	
	Global NG-RAN Node ID
9.2.2.3
	
	–
	

	>>>Candidate PSCell ID List
	
	1
	
	
	–
	

	>>>>Candidate PSCell ID Item
	
	1 .. <maxnoofPSCellCandidate>
	
	
	–
	

	>>>>>PSCell ID
	M
	
	NR CGI 9.2.2.7
	
	–
	

	>>>>>Data Forwarding Group ID
	O
	
	INTEGER (0..7, ...)
	
	
	

	>>>Additional Data Forwarding Information List
	
	0..1
	
	
	
	

	>>>>Additional Data Forwarding Information Item
	
	1 .. <maxnoofPSCellCandidate>
	
	
	
	

	>>>>>Group ID
	M
	
	INTEGER (0..7, ...)
	
	
	

	>>>>>PDU Session SN Change Confirm List
	
	1
	
	
	YES
	ignore

	>>>>>>PDU Session SN Change Confirm Item
	
	1 .. <maxnoofPDUSessions>
	
	NOTE: If the 
PDU Session Resource Change Confirm Info – SN terminated IE 
is not present in a PDU Session SN Change Confirm Item IE, abnormal conditions as specified in clause 8.3.5.4 apply.
	–
	

	>>>>>>>PDU Session ID
	M
	
	9.2.3.18
	
	–
	

	>>>>>>>PDU Session Resource Change Confirm Info – SN terminated
	O
	
	9.2.1.19
	
	–
	

	M-NG-RAN node to S-NG-RAN node Container 
	O
	
	OCTET STRING
	Includes the RRCReconfigurationComplete message as defined in subclause 6.2.2 of TS 38.331 [10].
	YES
	ignore



	Range bound
	Explanation

	maxnoofPDUsessions
	Maximum no. of PDU sessions. Value is 256

	maxnoofPSCellCandidate
	Maximum no, of PSCell candidate. Value is 8



	Next change, ommited text not changed
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