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This IE contains the RRC Information that are sent from gNB-CU to gNB-DU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	CG-ConfigInfo
	O
	
	OCTET STRING
	CG-ConfigInfo, as defined in TS 38.331 [8].
	-
	

	[bookmark: _Hlk507487182]UE-CapabilityRAT-ContainerList
	O
	
	OCTET STRING
	This IE is used in the NG-RAN and it consists of the UE-CapabilityRAT-ContainerList, as defined in TS 38.331 [8].
	-
	

	MeasConfig 
	O
	
	OCTET STRING
	MeasConfig, as defined in TS 38.331 [8] (without MeasGapConfig). 
For EN-DC/NGEN-DC operation, includes the list of FR2 frequencies for which the gNB-CU requests the gNB-DU to generate gaps.
For NG-RAN,NE-DC and MN for NR-NR DC, includes the list of FR1 and/or FR2 frequencies for which the gNB-CU requests the gNB-DU to generate gaps and the gap type (per-UE or per-FR).
	-
	

	Handover Preparation Information
	O
	
	OCTET STRING
	HandoverPreparationInformation, as defined in TS 38.331 [8].
	YES
	ignore

	CellGroupConfig
	O
	
	OCTET STRING
	CellGroupConfig, as defined in TS 38.331 [8].
	YES
	ignore

	Measurement Timing Configuration
	O
	
	OCTET STRING
	Contains the MeasurementTimingConfiguration inter-node message defined in TS 38.331 [8].
In EN-DC/NGEN-DC, it is included when the gaps for FR2 are requested to be configured by the MeNB. For MN in NR-NR DC,it is included when the gaps for FR2 and/or FR1 are requested by the SgNB
	YES
	ignore

	UEAssistanceInformation
	O
	
	OCTET STRING
	UEAssistanceInformation, as defined in TS 38.331 [8]. 
	YES
	ignore

	CG-Config
	O
	
	OCTET STRING
	CG-Config, as defined in TS 38.331 [8].
	YES
	ignore

	UEAssistanceInformationEUTRA
	O
	
	OCTET STRING
	UEAssistanceInformation, as defined in TS 36.331 [41].
	YES
	ignore

	Location Measurement Information
	O
	
	OCTET STRING
	LocationMeasurementInfo, as defined in TS 38.331[8] 
	YES
	ignore

	MUSIM-GapConfig
	O
	
	OCTET STRING
	MUSIM-GapConfig as defined in TS 38.331 [8]. 
	YES
	reject

	MBSInterestIndication
	O
	
	OCTET STRING
	MBSInterestIndication as defined in TS 38.331 [8].
	YES
	ignore
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-- ASN1START 
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

F1AP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS
	id-gNB-CUSystemInformation,
	id-HandoverPreparationInformation,
	id-TAISliceSupportList,
	id-RANAC,
	id-BearerTypeChange,
	id-Cell-Direction,
	id-Cell-Type,
	id-CellGroupConfig,
	id-AvailablePLMNList,
	id-PDUSessionID,
	id-ULPDUSessionAggregateMaximumBitRate, 
	id-DC-Based-Duplication-Configured,
	id-DC-Based-Duplication-Activation,
	id-Duplication-Activation,
	id-DLPDCPSNLength,
	id-ULPDCPSNLength,
	id-RLC-Status,
	id-MeasurementTimingConfiguration,
	id-DRB-Information,
	id-QoSFlowMappingIndication,
	id-ServingCellMO,
	id-RLCMode,
	id-ExtendedServedPLMNs-List,
	id-ExtendedAvailablePLMN-List,
	id-DRX-LongCycleStartOffset,
	id-SelectedBandCombinationIndex,
	id-SelectedFeatureSetEntryIndex,
	id-Ph-InfoSCG,
	id-latest-RRC-Version-Enhanced,
	id-RequestedBandCombinationIndex,
	id-RequestedFeatureSetEntryIndex,
	id-DRX-Config,
	id-UEAssistanceInformation,
	id-PDCCH-BlindDetectionSCG,
	id-Requested-PDCCH-BlindDetectionSCG,
	id-BPLMN-ID-Info-List,
	id-NotificationInformation,
	id-TNLAssociationTransportLayerAddressgNBDU,
	id-portNumber,
	id-AdditionalSIBMessageList,
	id-IgnorePRACHConfiguration,
	id-CG-Config,
	id-Ph-InfoMCG,
	id-AggressorgNBSetID,
	id-VictimgNBSetID,
	id-MeasGapSharingConfig,
	id-systemInformationAreaID,
	id-areaScope,
	id-IntendedTDD-DL-ULConfig,
	id-QosMonitoringRequest,
	id-BHInfo,
	id-IAB-Info-IAB-DU,
	id-IAB-Info-IAB-donor-CU,
	id-IAB-Barred,
	id-SIB12-message,
	id-SIB13-message,
	id-SIB14-message,
	id-UEAssistanceInformationEUTRA,
	id-SL-PHY-MAC-RLC-Config,
	id-SL-ConfigDedicatedEUTRA-Info,
	id-AlternativeQoSParaSetList,
	id-CurrentQoSParaSetIndex,
	id-CarrierList,
	id-ULCarrierList,
	id-FrequencyShift7p5khz,
	id-SSB-PositionsInBurst,
	id-NRPRACHConfig, 
	id-TDD-UL-DLConfigCommonNR,
	id-CNPacketDelayBudgetDownlink,
	id-CNPacketDelayBudgetUplink,
	id-ExtendedPacketDelayBudget,
	id-TSCTrafficCharacteristics,
	id-AdditionalPDCPDuplicationTNL-List,
	id-RLCDuplicationInformation,
	id-AdditionalDuplicationIndication,
	id-mdtConfiguration,
	id-TraceCollectionEntityURI,
	id-NID,
	id-NPNSupportInfo,
	id-NPNBroadcastInformation,
	id-AvailableSNPN-ID-List,
	id-SIB10-message,
	id-RequestedP-MaxFR2,
	id-DLCarrierList,
	id-ExtendedTAISliceSupportList,
	id-E-CID-MeasurementQuantities-Item,
	id-ConfiguredTACIndication,
	id-NRCGI,
	id-SFN-Offset,
	id-TransmissionStopIndicator,
	id-SrsFrequency,
	id-EstimatedArrivalProbability,
	id-Supported-MBS-FSA-ID-List,
	id-TRPType,
	id-SRSSpatialRelationPerSRSResource,
	id-MBS-Broadcast-NeighbourCellList,
	id-PDCPTerminatingNodeDLTNLAddrInfo,
	id-ENBDLTNLAddress,
	id-PRS-Resource-ID,
	id-LocationMeasurementInformation,
	id-SliceRadioResourceStatus,
	id-CompositeAvailableCapacity-SUL,
	id-NR-U,
	id-NR-U-Channel-List,
	id-MIMOPRBusageInformation,
	id-IngressNonF1terminatingTopologyIndicator,
	id-NonF1terminatingTopologyIndicator,
	id-EgressNonF1terminatingTopologyIndicator,
	id-rBSetConfiguration,
	id-frequency-Domain-HSNA-Configuration-List,
	id-child-IAB-Nodes-NA-Resource-List,
	id-Parent-IAB-Nodes-NA-Resource-Configuration-List,
	id-uL-FreqInfo,
	id-uL-Transmission-Bandwidth,
	id-dL-FreqInfo,
	id-dL-Transmission-Bandwidth,
	id-uL-NR-Carrier-List,
	id-dL-NR-Carrier-List,
	id-nRFreqInfo,
	id-transmission-Bandwidth,
	id-nR-Carrier-List,
	id-permutation,
	id-M5ReportAmount,
	id-M6ReportAmount,
	id-M7ReportAmount,
	id-SurvivalTime,
	id-PDCMeasurementQuantities-Item,
	id-OnDemandPRS,
	id-AoA-SearchWindow,
	id-ZoAInformation, 
	id-ARPLocationInfo,
	id-ARP-ID,
	id-MultipleULAoA,
	id-UL-SRS-RSRPP,
	id-SRSResourcetype,
	id-ExtendedAdditionalPathList,
	id-LoS-NLoSInformation,
	id-NumberOfTRPRxTEG,
	id-NumberOfTRPRxTxTEG,
	id-TRPTxTEGAssociation,
	id-TRPTEGIDInformation,
	id-TRPRXTEGID,
	id-TRPBeamAntennaInformation,
	id-Redcap-Bcast-Information,
	id-NR-TADV,
	id-SDT-MACPHY-Config,
	id-CG-SDTindicatorSetup,
	id-CG-SDTindicatorMod,
	id-SDTRLCBearerConfiguration,
	id-SRBMappingInfo,
	id-DRBMappingInfo,
	id-LastUsedCellIndication,
	id-SIB17-message,
	id-MUSIM-GapConfig,
	id-SIB20-message,
	id-pathPower,
	id-DU-RX-MT-RX-Extend,
	id-DU-TX-MT-TX-Extend,
	id-DU-RX-MT-TX-Extend,
	id-DU-TX-MT-RX-Extend,
	id-TAINSAGSupportList,
	id-SL-RLC-ChannelToAddModList,
	id-SIB15-message,
	id-MBSInterestIndication,
	maxNRARFCN,
	maxnoofErrors,
	maxnoofBPLMNs,
	maxnoofBPLMNsNR,
	maxnoofDLUPTNLInformation,
	maxnoofNrCellBands,
	maxnoofULUPTNLInformation,
	maxnoofQoSFlows,
	maxnoofSliceItems,
	maxnoofSIBTypes,
	maxnoofSITypes,
	maxCellineNB,
	maxnoofExtendedBPLMNs,
	maxnoofAdditionalSIBs,
	maxnoofUACPLMNs,
	maxnoofUACperPLMN,
	maxCellingNBDU,
	maxnoofTLAs,
	maxnoofGTPTLAs,
	maxnoofslots,
	maxnoofNonUPTrafficMappings,
	maxnoofServingCells,
	maxnoofServedCellsIAB,
	maxnoofChildIABNodes,
	maxnoofIABSTCInfo,
	maxnoofSymbols,
	maxnoofDUFSlots,
	maxnoofHSNASlots,
	maxnoofEgressLinks,
	maxnoofMappingEntries,
	maxnoofDSInfo,
	maxnoofQoSParaSets,
	maxnoofPC5QoSFlows,
	maxnoofSSBAreas,
	maxnoofNRSCSs,
	maxnoofPhysicalResourceBlocks,
	maxnoofPhysicalResourceBlocks-1,
	maxnoofPRACHconfigs,
	maxnoofRACHReports,
	maxnoofRLFReports,
	maxnoofAdditionalPDCPDuplicationTNL,
	maxnoofRLCDuplicationState,
	maxnoofCHOcells,
	maxnoofMDTPLMNs,
	maxnoofCAGsupported,
	maxnoofNIDsupported,
	maxnoofExtSliceItems,
	maxnoofPosMeas,
	maxnoofTRPInfoTypes,
	maxnoofSRSTriggerStates,
	maxnoofSpatialRelations,
	maxnoBcastCell,
	maxnoofTRPs,
	maxnoofAngleInfo,
	maxnooflcs-gcs-translation,
	maxnoofPath,
	maxnoofMeasE-CID,
	maxnoofSSBs,
	maxnoSRS-ResourceSets,
	maxnoSRS-ResourcePerSet,
	maxnoSRS-Carriers,
	maxnoSCSs,
	maxnoSRS-Resources,
	maxnoSRS-PosResources,
	maxnoSRS-PosResourceSets,
	maxnoSRS-PosResourcePerSet,
	maxnoofPRS-ResourceSets,
	maxnoofPRS-ResourcesPerSet,
	maxNoOfMeasTRPs,
	maxnoofPRSresourceSets,
	maxnoofPRSresources,
	maxnoofSuccessfulHOReports,
	maxnoofNR-UChannelIDs,
	maxServedCellforSON,
	maxNeighbourCellforSON,
	maxAffectedCells,
	maxnoofMBSQoSFlows,
	maxnoofMBSFSAs,
	maxnoofMBSAreaSessionIDs,
	maxnoofMBSServiceAreaInformation,
	maxnoofTAIforMBS,
	maxnoofCellsforMBS,
	maxnoofIABCongInd,
	maxnoofBHRLCChannels,
	maxnoofTLAsIAB,
	maxnoofRBsetsPerCell,
	maxnoofRBsetsPerCell-1,
	maxnoofNeighbourNodeCellsIAB,
	maxnoofMeasPDC,
	maxnoARPs,
	maxnoofULAoAs,
	maxNoPathExtended,
	maxnoTRPTEGs,
	maxFreqLayers,
	maxNumResourcesPerAngle,
	maxnoAzimuthAngles,
	maxnoElevationAngles,
	maxnoofPRSTRPs,
	maxnoofQoEInformation,
	maxnoofUuRLCChannels,
	maxnoofPC5RLCChannels,
	maxnoofSMBRValues,
	maxnoofMBSSessionsofUE,
	maxnoofSLdestinations,
	maxnoofNSAGs

//skip unchanged part

CUtoDURRCInformation ::= SEQUENCE {
	cG-ConfigInfo						CG-ConfigInfo						OPTIONAL,
	uE-CapabilityRAT-ContainerList		UE-CapabilityRAT-ContainerList		OPTIONAL,
	measConfig							MeasConfig							OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { CUtoDURRCInformation-ExtIEs} } OPTIONAL,
	...
}

CUtoDURRCInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-HandoverPreparationInformation	CRITICALITY ignore	EXTENSION HandoverPreparationInformation		PRESENCE optional }|
	{ ID id-CellGroupConfig					CRITICALITY ignore	EXTENSION CellGroupConfig							PRESENCE optional }|
	{ ID id-MeasurementTimingConfiguration	CRITICALITY ignore	EXTENSION MeasurementTimingConfiguration		PRESENCE optional }|
	{ ID id-UEAssistanceInformation			CRITICALITY ignore	EXTENSION UEAssistanceInformation					PRESENCE optional }|
	{ ID id-CG-Config						CRITICALITY ignore	EXTENSION CG-Config									PRESENCE optional }|
	{ ID id-UEAssistanceInformationEUTRA	CRITICALITY ignore	EXTENSION UEAssistanceInformationEUTRA			PRESENCE optional }|
	{ ID id-LocationMeasurementInformation	CRITICALITY ignore	EXTENSION LocationMeasurementInformation		PRESENCE optional }|
	{ ID id-MUSIM-GapConfig					CRITICALITY reject	EXTENSION MUSIM-GapConfig							PRESENCE optional }|
	{ ID id-MBSInterestIndication			CRITICALITY ignore	EXTENSION MBSInterestIndication						PRESENCE optional },
	...
}

//skip unchanged part


MBSF1UInformation ::= SEQUENCE {
	mbs-f1u-info				UPTransportLayerInformation,
	iE-Extensions					ProtocolExtensionContainer	{ { MBSF1UInformation-ExtIEs } }	OPTIONAL,
	...
}

MBSF1UInformation-ExtIEs		F1AP-PROTOCOL-EXTENSION ::= {
	...
}

MBSInterestIndication ::= OCTET STRING

MBS-Session-ID ::= SEQUENCE {
	tMGI						TMGI,
	nID							NID					OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { MBS-Session-ID-ExtIEs} } OPTIONAL,
	...
}

MBS-Session-ID-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

//skip unchanged part
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//skip unchanged part
id-PagingCause										ProtocolIE-ID ::= 620
id-MUSIM-GapConfig									ProtocolIE-ID ::= 621
id-PEIPSAssistanceInfo								ProtocolIE-ID ::= 622
id-UEPagingCapability								ProtocolIE-ID ::= 623
id-LastUsedCellIndication							ProtocolIE-ID ::= 624
id-SIB17-message									ProtocolIE-ID ::= 625
id-GNBDUUESliceMaximumBitRateList					ProtocolIE-ID ::= 626
id-SIB20-message									ProtocolIE-ID ::= 627
id-UE-MulticastMRBs-ToBeReleased-List				ProtocolIE-ID ::= 628
id-UE-MulticastMRBs-ToBeReleased-Item				ProtocolIE-ID ::= 629
id-UE-MulticastMRBs-ToBeSetup-List					ProtocolIE-ID ::= 630
id-UE-MulticastMRBs-ToBeSetup-Item					ProtocolIE-ID ::= 631
id-MulticastMBSSessionSetupList						ProtocolIE-ID ::= 632
id-MulticastMBSSessionRemoveList					ProtocolIE-ID ::= 633
id-PosMeasurementAmount								ProtocolIE-ID ::= 634
id-SDT-Termination-Request							ProtocolIE-ID ::= 635
id-pathPower										ProtocolIE-ID ::= 636
id-DU-RX-MT-RX-Extend								ProtocolIE-ID ::= 637
id-DU-TX-MT-TX-Extend								ProtocolIE-ID ::= 638
id-DU-RX-MT-TX-Extend								ProtocolIE-ID ::= 639
id-DU-TX-MT-RX-Extend								ProtocolIE-ID ::= 640
id-BAP-Header-Rewriting-Removed-List				ProtocolIE-ID ::= 641
id-BAP-Header-Rewriting-Removed-List-Item			ProtocolIE-ID ::= 642
id-SLDRXCycleList									ProtocolIE-ID ::= 643
id-TAINSAGSupportList								ProtocolIE-ID ::= 644
id-SL-RLC-ChannelToAddModList						ProtocolIE-ID ::= 645
id-BroadcastAreaScope								ProtocolIE-ID ::= 646
id-ManagementBasedMDTPLMNModificationList 			ProtocolIE-ID ::= 647
id-SIB15-message									ProtocolIE-ID ::= 648
id-ActivationRequestType								ProtocolIE-ID ::= 649
id-PosMeasGapPreConfigList							ProtocolIE-ID ::= 650
id-MBSInterestIndication							ProtocolIE-ID ::= FFS

END
-- ASN1STOP 

--------------End of the changes--------------------
