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8.6.2.1.2
Successful Operation
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Figure 8.6.2.1.2-1: MC Bearer Context Setup procedure: Successful Operation.

The gNB-CU-CP initiates the procedure by sending the MC BEARER CONTEXT SETUP REQUEST message to the gNB-CU-UP. If the gNB-CU-UP succeeds to establish the requested resources, it replies to the gNB-CU-CP with the MC BEARER CONTEXT SETUP RESPONSE message.

If the Shared CU-UP Address IE is included within the MC Bearer Context to Setup Response IE in the MC BEARER CONTEXT SETUP RESPONSE message, the gNB-CU-CP shall consider that the NG-U TNL Information received in the MC Bearer Context NG-U TNL Info at NG-RAN IE is already receiving the multicast traffic.
Not modified
9.3.3.33
MC Bearer Context To Setup Response

This IE contains MBS session resource related information used to confirm MC Bearer Context Context Setup.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	MC Bearer Context NG-U TNL Info at NG-RAN
	O
	
	9.3.1.121
	

	MC MRB Setup Response List
	
	1..<maxnoofMRBs>
	
	

	>MRB ID 
	M
	
	9.3.1.16a
	

	>MBS QoS Flow Setup List
	M
	
	QoS Flow List

9.3.1.12
	

	>MBS QoS Flow Failed List 
	O
	
	Flow Failed List 

9.3.1.45
	

	>MBS Initial HFN and Reference PDCP SN
	O
	
	BIT STRING (32)
	Refer to the multicastHFN-AndRefSN IE as specified in the TS 38.331 [10].

	MC MRB Failed List
	
	0..<maxnoofMRBs>
	
	

	>MRB ID 
	M
	
	9.3.1.16a
	

	>Cause 
	M
	
	9.3.1.2
	

	Available MC MRB Configuration
	O
	
	MC MRB Setup Configuration
9.3.1.120
	

	Shared CU UP Address
	O
	
	ENUMERATED (true, …) 
	


	Range bound
	Explanation

	maxnoofMRBs
	Maximum no. of MRBs for a UE. Value is 32.


Not modified
9.4.5
Information Element Definitions

-- ASN1START
-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

E1AP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)

ngran-access (22) modules (3) e1ap (5) version1 (1) e1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS



id-CommonNetworkInstance,


id-SNSSAI,


id-OldQoSFlowMap-ULendmarkerexpected,


id-DRB-QoS,


id-endpoint-IP-Address-and-Port,


id-NetworkInstance,


id-QoSFlowMappingIndication,

id-TNLAssociationTransportLayerAddressgNBCUUP,


id-Cause,


id-QoSMonitoringRequest,


id-QosMonitoringReportingFrequency,

id-QoSMonitoringDisabled,

id-PDCP-StatusReportIndication,


id-RedundantCommonNetworkInstance,


id-redundant-nG-UL-UP-TNL-Information,


id-redundant-nG-DL-UP-TNL-Information,


id-RedundantQosFlowIndicator,


id-TSCTrafficCharacteristics,


id-ExtendedPacketDelayBudget,


id-CNPacketDelayBudgetDownlink,


id-CNPacketDelayBudgetUplink,


id-AdditionalPDCPduplicationInformation,


id-RedundantPDUSessionInformation,


id-RedundantPDUSessionInformation-used,


id-QoS-Mapping-Information,


id-MDTConfiguration,


id-TraceCollectionEntityURI,


id-EHC-Parameters,


id-DAPSRequestInfo,


id-EarlyForwardingCOUNTReq,


id-EarlyForwardingCOUNTInfo,


id-AlternativeQoSParaSetList,

id-MCG-OfferedGBRQoSFlowInfo,

id-Number-of-tunnels,


id-DataForwardingtoE-UTRANInformationList,


id-DataForwardingtoNG-RANQoSFlowInformationList,

id-MaxCIDEHCDL,


id-ignoreMappingRuleIndication,

id-EarlyDataForwardingIndicator,


id-QoSFlowsDRBRemapping,


id-SecurityIndicationModify,


id-DataForwardingSourceIPAddress,


id-M4ReportAmount,


id-M6ReportAmount,


id-M7ReportAmount,


id-PDUSession-PairID,


id-SurvivalTime,


id-UDC-Parameters,


id-SecurityIndication,

id-SecurityResult,

id-SDTindicatorSetup,


id-SDTindicatorMod,

id-DiscardTimerExtended,

id-SharedCUUPAddress,


maxnoofMBSAreaSessionIDs,


maxnoofSharedNG-UTerminations,


maxnoofMRBs,
Not modified
-- MCBearerContextToSetupResponse

MCBearerContextToSetupResponse ::= SEQUENCE {


mcBearerContextNGU-TNLInfoatNGRAN


MCBearerContextNGU-TNLInfoatNGRAN


OPTIONAL,


mcMRBSetupResponseList




MCMRBSetupResponseList,


mcMRBFailedList






MCMRBFailedList






OPTIONAL,


availableMCMRBConfig





MCMRBSetupConfiguration




OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {MCBearerContextToSetupResponse-ExtIEs} }
OPTIONAL,


...

}

MCBearerContextToSetupResponse-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {
{ ID id-SharedCUUPAddress
CRITICALITY ignore
EXTENSION SharedCUUPAddress

PRESENCE optional },

...

}

Not modified
SecurityResult ::= SEQUENCE {


integrityProtectionResult


IntegrityProtectionResult,


confidentialityProtectionResult

ConfidentialityProtectionResult,


iE-Extensions





ProtocolExtensionContainer { {SecurityResult-ExtIEs} }
OPTIONAL,


...

}

SecurityResult-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {


...

}

SharedCUUPAddress ::= ENUMERATED {


true,


...

}  
Slice-Support-List ::= SEQUENCE (SIZE(1.. maxnoofSliceItems)) OF Slice-Support-Item

Not modified
9.4.7
Constant Definitions

-- ASN1START
-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

E1AP-Constants {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)

ngran-access (22) modules (3) e1ap (5) version1 (1) e1ap-Constants (4) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS

Not modified
id-SDTContinueROHC











ProtocolIE-ID ::= 174

id-SDTindicatorSetup










ProtocolIE-ID ::= 175

id-SDTindicatorMod











ProtocolIE-ID ::= 176
id-DiscardTimerExtended










ProtocolIE-ID ::= 177

id-ManagementBasedMDTPLMNModificationList





ProtocolIE-ID ::= 178

id-SharedCUUPAddress










ProtocolIE-ID ::= xxx
END

-- ASN1STOP

