[bookmark: _Hlk527628066]3GPP TSG-RAN WG3 Meeting #117-e	R3-224586
15-24 Aug 2022
Online                      
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	38.473
	CR
	0993
	rev
	-
	Current version:
	17.1.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	X
	Core Network
	



	

	Title:	
	Correction to RedCap PTW

	
	

	Source to WG:
	Huawei

	Source to TSG:
	R3

	
	

	Work item code:
	NR_redcap-Core
	
	Date:
	2022-08-15

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	There is a misalignment on the maximum PTW length between RAN2 and RAN3/CT1 current specification. Such misalignment should be avoided, and the stage 3 needs to be updated to support a maximum PTW length of 40.96s.

	
	

	Summary of change:
	Extend the value of NR Paging Time Window to s32.

Impact Analysis:
Impact assessment towards the previous version of the specification (same release): 
This CR has isolated impact with the previous version of the specification (same release).
The impact can be considered isolated because the change only affects NR Paging eDRX Information.

	
	

	Consequences if not approved:
	The maximum PTW length misaligns with RAN2.
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[bookmark: _Toc99038937][bookmark: _Toc99731200][bookmark: _Toc105511331][bookmark: _Toc105927863][bookmark: _Toc106110403][bookmark: _Toc99123627][bookmark: _Toc99662432][bookmark: _Toc105152499][bookmark: _Toc105174305][bookmark: _Toc106109303][bookmark: _Toc107409761]9.3.1.258	NR Paging eDRX Information
This IE indicates the NR Paging eDRX parameters for RRC_IDLE as defined in TS 38.304 [24].
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	NR Paging eDRX Cycle Idle
	M
	
	ENUMERATED (hfquarter, hfhalf, hf1, hf2, hf4, hf8, hf16, hf32, hf64, hf128, hf256, hf512, hf1024, …)
	TeDRX,CN defined in TS 38.304 [24]. Unit: [number of hyperframes].

	NR Paging Time Window
	O
	
	ENUMERATED (s1, s2, s3, s4, s5, s6, s7, s8, s9, s10, s11, s12, s13, s14, s15, s16, … ,s17, s18, s19, s20, s21, s22, s23, s24, s25, s26, s27, s28, s29, s30, s31, s32)
	Unit: [1.28 second].
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-- ASN1START 
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

F1AP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

<unchanged text omitted>

NRPagingeDRXInformation ::= SEQUENCE {
	nrpaging-eDRX-Cycle-Idle		NRPaging-eDRX-Cycle-Idle,
	nrpaging-Time-Window		NRPaging-Time-Window									OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { {NRPagingeDRXInformation-ExtIEs} }	OPTIONAL,
	...
}

NRPagingeDRXInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

NRPaging-eDRX-Cycle-Idle ::= ENUMERATED {
	hfquarter, hfhalf, hf1, hf2, hf4, 
	hf8, hf16, hf32, hf64, hf128, hf256, hf512, hf1024,
	...
}


NRPaging-Time-Window ::= ENUMERATED {
	s1, s2, s3, s4, s5, 
	s6, s7, s8, s9, s10, 
	s11, s12, s13, s14, s15, s16,
	... ,s17, s18, s19, s20, s21, 
     s22, s23, s24, s25, s26, s27, 
     s28, s29, s30, s31, s32
}
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