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<Start of changes>
[bookmark: _Toc99056160][bookmark: _Toc99959093][bookmark: _Toc105612275][bookmark: _Toc106109491]8.2.12.1	General
The Measurement Preconfiguration procedure allows the LMF to provide necessary information to the serving gNB and request the gNB to preconfigure measurement gap and/or PRS processing window for the UE. This procedure applies only if the NG-RAN node is a gNB.
[bookmark: _Toc99056161][bookmark: _Toc99959094][bookmark: _Toc105612276][bookmark: _Toc106109492]8.2.12.2	Successful Operation


Figure 8.2.12.2-1: Measurement Preconfiguration procedure, successful operation
The LMF initiates the procedure by sending a MEASUREMENT PRECONFIGURATION REQUIRED message. 
If the NG-RAN node is able to configure measurement gap or PRS processing window, it shall reply with the MEASUREMENT PRECONFIGURATION CONFIRM message. 
If the Result Cause IE is included in the MEASUREMENT PRECONFIGURATION CONFIRM message, the LMF shall consider that the gNB has released the PRS processing window resources.
If the Cell ID IE is included in the MEASUREMENT PRECONFIGURATION CONFIRM message, the LMF shall, if supported, initiate the MEASUREMENT ACTIVATION message towards the NG-RAN node hosting that cell ID.
<Next change>

[bookmark: _Toc99056231][bookmark: _Toc99959164][bookmark: _Toc105612350][bookmark: _Toc106109566]9.1.1.25	MEASUREMENT PRECONFIGURATION CONFIRM
This message is sent by the NG-RAN node to the LMF to confirm successful configuration of measurement gap or PRS processing window of the UE.
Direction: NG-RAN node  LMF.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3
	
	YES
	reject

	NRPPa Transaction ID
	M
	
	9.2.4
	
	-
	

	Preconfiguration Result
	M
	
	BIT STRING (SIZE(8))
	Indicates what has been preconfigured in the UE.
first bit: measurement gaps
second bit: PRS processing windows.

Other bits reserved for future use. Value '1' indicates 'has been preconfigured', Value '0' indicates 'not preconfigured'.
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.2
	
	YES
	ignore

	Result cause
	C-ifResultZero
	 
	Enumerated(other MG in use,…)
	 
	YES
	ignore

	Cell ID
	O
	
	NR CGI
9.2.9
	
	YES
	ignore



	Condition
	Explanation

	ifResultZero
	This IE shall be present if the Preconfiguration Result IE bits are all set to the value "0".



<Next change>
[bookmark: _Toc534903102][bookmark: _Toc51776081][bookmark: _Toc56773103][bookmark: _Toc64447733][bookmark: _Toc74152389][bookmark: _Toc88654243][bookmark: _Toc99056334][bookmark: _Toc99959267][bookmark: _Toc105612453][bookmark: _Toc106109669]9.3.4	PDU Definitions
-- ASN1START
-- **************************************************************
--
-- PDU definitions for NRPPa
--
-- **************************************************************

NRPPA-PDU-Contents {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) nrppa (4) version1 (1) nrppa-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules
--
-- **************************************************************

IMPORTS
	
<unchaged text omitted>
[bookmark: _Hlk103412595]	MeasurementAmount,
	PreconfigurationResult,
	RequestType,
	ResultCause

<unchaged text omitted>
[bookmark: _Hlk103412652]	id-MeasurementAmount,
	id-PreconfigurationResult,
	id-RequestType,
	id-ResultCause	

-- **************************************************************
--
-- MEASUREMENT PRECONFIGURATION CONFIRM
--
-- **************************************************************

MeasurementPreconfigurationConfirm::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{ MeasurementPreconfigurationConfirm-IEs}},
	...
}

MeasurementPreconfigurationConfirm-IEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-PreconfigurationResult		CRITICALITY	ignore	TYPE PreconfigurationResult		PRESENCE mandatory }|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional }|
	{ ID id-ResultCause					CRITICALITY ignore	TYPE ResultCause				PRESENCE conditional }|-- The IE shall be present if Preconfiguration Result IE bits are all set to the value "0"
	{ ID id-CGI-NR						CRITICALITY ignore	TYPE CGI-NR						PRESENCE 	optional}, 

	...
}

<Next change>

[bookmark: _Toc534903103][bookmark: _Toc51776082][bookmark: _Toc56773104][bookmark: _Toc64447734][bookmark: _Toc74152390][bookmark: _Toc88654244][bookmark: _Toc99056335][bookmark: _Toc99959268][bookmark: _Toc105612454][bookmark: _Toc106109670]9.3.5	Information Element definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************
<unchaged text omitted>
-- R
<unchaged text omitted>
ResultCause ::= ENUMERATED {other MG in use,...)

<Next change>
[bookmark: _Toc534903105][bookmark: _Toc51776084][bookmark: _Toc56773106][bookmark: _Toc64447736][bookmark: _Toc74152392][bookmark: _Toc88654246][bookmark: _Toc99056337][bookmark: _Toc99959270][bookmark: _Toc105612456][bookmark: _Toc106109672]9.3.7	Constant definitions
-- ASN1START
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

NRPPA-Constants {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) nrppa (4) version1 (1) nrppa-Constants (4) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS

	ProcedureCode,
	ProtocolIE-ID
FROM NRPPA-CommonDataTypes;

<unchaged text omitted>
id-NR-TADV														ProtocolIE-ID ::= 94
id-MeasurementAmount											ProtocolIE-ID ::= 95
id-pathPower													ProtocolIE-ID ::= 96
id-PreconfigurationResult										ProtocolIE-ID ::= 97
id-RequestType													ProtocolIE-ID ::= 98
id- ResultCause													ProtocolIE-ID ::= xx
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