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/**********************************Start of changes ******************************************/
9.3.1.174
M6 Configuration

This IE defines the parameters for M6 measurement collection.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	M6 Report Interval
	M
	
	ENUMERATED (ms120, ms240, ms480, ms640, ms1024, ms2048, ms5120, ms10240, ms20480, ms40960, min1, min6, min12, min30, …)
	
	-
	

	M6 Links to Log
	M
	
	ENUMERATED (uplink, downlink, both-uplink-and-downlink, …)
	
	-
	

	M6 Report Amount
	O
	
	ENUMERATED (1, 2, 4, 8, 16, 32, 64, infinity, …)
	Number of reports
	YES
	ignore

	MExcess Packet Delay Threshold
	CO
	
	E9.3.1.x
	The value list of excess packet delay threshold, as specified in TS 38.314 [48]
	YES
	ignore


	
	

	
	


/**********************************Next of change ******************************************/
9.3.1.x
Excess Packet Delay Threshold

This IE defines the parameters for Excess Packet Delay configuration to support the calculation of the UL PDCP Excess Packet Delay per DRB, as specified in TS 38.314 [48].

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Excess Packet Delay Threshold
	
	
	1 .. <maxnoofExPacketDelayThresholds>
	
	-
	

	>Excess Packet Delay Threshold Value
	M
	
	ENUMERATED (ms0.25, ms0.5, ms1, ms2, ms4, ms5, ms10, ms20, ms30, ms40, ms50, ms60, ms70, ms80, ms90, ms100, ms150, ms300,ms500, …)
	
	
	


	Range bound
	Explanation

	maxnoofExPacketDelayThresholds
	Maximum no. of Thresholds subject for UL PDCP Excess Packet Delay measurement. Value is 255.


/**********************************Next of change ******************************************/
9.4.5
Information Element Definitions
-- ASN1START

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

NGAP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS

-------Text no need to change omitted-------

id-M4ReportAmount,

id-M5ReportAmount,


id-M6ReportAmount,


id-ExcessPacketDelayThreshold,


id-M7ReportAmount,
-------Text no need to change omitted-------

maxnoofTargetS-NSSAIs,


maxnoofTimePeriods,


maxnoofTNLAssociations,


maxnoofUEAppLayerMeas,


maxnoofUEsforPaging,


maxnoofWLANName,


maxnoofXnExtTLAs,


maxnoofXnGTP-TLAs,


maxnoofXnTLAs,


maxnoofExPacketDelayThresholds
-------Text no need to change omitted-------
M6Configuration-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {

{ ID id-M6ReportAmount

CRITICALITY ignore
EXTENSION M6ReportAmountMDT

PRESENCE optional

}|


{ ID id-ExcessPacketDelayThreshold
CRITICALITY ignore
EXTENSION ExcessPacketDelayThreshold

PRESENCE optional

},


...

}




}
ExcessPacketDelayThreshold ::= SEQUENCE (SIZE(1.. maxnoofExPacketDelayThresholds)) OF ExcessPacketDelayThresholdItem

ExcessPacketDelayThresholdItem ::= SEQUENCE {


excessPacketDelayThresholdValue


ExcessPacketdelayThresholdValue,


iE-Extensions

ProtocolExtensionContainer { { ExcessPacketDelaythresholdItem-ExtIEs} }
OPTIONAL,


...

}
ExcessPacketDelaythresholdItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}
ExcessPacketdelayThresholdValue::= ENUMERATED {


ms0.25, ms0.5, ms1, ms2, ms4, ms5, ms10, ms20, ms30, ms40, ms50, ms60, ms70, ms80, ms90, ms100, ms150, ms300,ms500, ...

}

9.4.7
Constant Definitions
-- ASN1START

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

NGAP-Constants { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM NGAP-CommonDataTypes;

-------Text no need to change omitted-------

maxnoofPLMNforQMC




INTEGER ::= 16


maxnoofUEAppLayerMeas



INTEGER ::= 16


maxnoofSNSSAIforQMC




INTEGER ::= 16


maxnoofTAforQMC





INTEGER ::= 8

maxnoofExPacketDelayThresholds

INTEGER ::= 255
-------Text no need to change omitted-------
-- **************************************************************
--

-- IEs

--

-- **************************************************************

-------Text no need to change omitted-------
id-IncludeBeamMeasurementsIndication




ProtocolIE-ID ::= 340

id-ExcessPacketDelayThreshold   




ProtocolIE-ID ::= 341

/**********************************End of changes******************************************/
