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	When PPW is preconfigured, but UE instead sends a request for Measurement gap, the gNB can release the PPW resources. The gNB can inform the LMF that neither of the requested PPW/MG can be pre-configured using the MEASUREMENT PRECONFIGURATION REFUSE message and indicate the reason of failure that another Measurement gap is in use by the UE.
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	· Add missing LMF behaviour when receiving the MEASUREMENT PRECONFIGURATION FAILURE messahe
· Add a new cause value “another MG being in use for the UE” to 9.2.1
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<Start of changes>
[bookmark: _Toc99056162][bookmark: _Toc99959095][bookmark: _Toc105612277][bookmark: _Toc106109493][bookmark: _Toc112766385][bookmark: _Toc113379301]8.2.12.3	Unsuccessful Operation


Figure 8.2.12.3-1: Measurement Preconfiguration procedure, unsuccessful operation
If the NG-RAN node cannot configure any of the measurement gap or PRS processing window, the NG-RAN node shall respond with a MEASUREMENT PRECONFIGURATION REFUSE message. Upon receiving the MEASUREMENT PRECONFIGURATION REFUSE message, the LMF shall release the reserved PPW resources.
<Next change>
[bookmark: _Toc534903081][bookmark: _Toc51776020][bookmark: _Toc56773042][bookmark: _Toc64447671][bookmark: _Toc74152327][bookmark: _Toc88654180][bookmark: _Toc99056249][bookmark: _Toc99959182][bookmark: _Toc105612368][bookmark: _Toc106109584]9.2.1	Cause
The purpose of the cause information element is to indicate the reason for a particular event for the whole protocol.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	CHOICE Cause Group
	M
	
	
	

	>Radio Network Layer
	
	
	
	

	>>Radio Network Layer Cause 
	M
	
	ENUMERATED
(Unspecified, Requested Item not Supported, Requested Item Temporarily not Available,
..., Serving NG-RAN node changed, Requested Item not Supported on Time, other MG being in use
)
	

	>Protocol
	
	
	
	

	>>Protocol Cause
	M
	
	ENUMERATED
(Transfer Syntax Error,
Abstract Syntax Error (Reject),
Abstract Syntax Error (Ignore and Notify),
Message not Compatible with Receiver State,
Semantic Error,
Unspecified,
Abstract Syntax Error (Falsely Constructed Message),
...)
	

	>Misc
	
	
	
	

	>>Miscellaneous Cause
	M
	
	ENUMERATED
(Unspecified,
...)
	



The meaning of the different cause values is described in the following table. In general, "not supported" cause values indicate that the concerned capability is missing. On the other hand, "not available" cause values indicate that the concerned capability is present, but insufficient resources were available to perform the requested action.
	Radio Network Layer cause
	Meaning

	Unspecified
	Sent when none of the above cause values applies but still the cause is Radio Network Layer related

	Requested Item not Supported
	The NG-RAN node does not support the requested measurement object, or cannot provide the requested information item.

	Requested Item Temporarily not Available
	The NG-RAN node can temporarily not provide the requested measurement object or information item.

	Serving NG-RAN node changed
	The UE has moved to another serving NG-RAN node.

	Requested Item not Supported on Time
	The NG-RAN node is unable to provide the measurement results on time.

	other MG being in use
	Another Measurement Gap is being in use for the UE



<Next change>
[bookmark: _Toc534903103][bookmark: _Toc51776082][bookmark: _Toc56773104][bookmark: _Toc64447734][bookmark: _Toc74152390][bookmark: _Toc88654244][bookmark: _Toc99056335][bookmark: _Toc99959268][bookmark: _Toc105612454][bookmark: _Toc106109670]9.3.5	Information Element definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************
<unchaged text omitted>
CauseRadioNetwork ::= ENUMERATED {
	unspecified,
	requested-item-not-supported,
	requested-item-temporarily-not-available,
	...,
	serving-NG-RAN-node-changed,
	requested-item-not-supported-on-time,
	other-MG-being-in-use

}
<unchaged text omitted>
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