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<Start of changes>
[bookmark: _Toc99038932][bookmark: _Toc99731195][bookmark: _Toc105511326][bookmark: _Toc105927858][bookmark: _Toc106110398][bookmark: _Toc113835835]9.3.1.253	TRP TEG ID Information
This information element contains the TRP RxTx TEG ID group information.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	CHOICE TRP TEG ID
	
	
	
	
	-
	

	>RxTx TEG
	
	
	
	
	-
	

	>>TRP RxTx TEG ID
	M
	
	INTEGER0..255)
	
	-
	

	>>TRP Tx TEG ID
	O
	
	INTEGER (0..7)
	
	-
	

	>>TRP RxTx Timing Error Margin
	O
	
	ENUMERATED(Tc0dot5, Tc1, Tc2, Tc4, Tc8, Tc12, Tc16, Tc20, Tc24, Tc32, Tc40, Tc48, Tc64, Tc80, Tc96, Tc128, …)Timing Error Margin
9.3.1.276
	Timing error margin associated to the TRP RxTx TEG ID.
	YES
	ignore

	[bookmark: OLE_LINK34][bookmark: OLE_LINK35]>>TRP Tx Timing Error Margin
	O
	
	Timing Error Margin
9.3.1.276
	Timing error margin associated to the TRP Tx TEG ID.
	YES
	ignore

	>Rx TEG
	
	
	
	
	-
	

	>>TRP Rx TEG ID 
	M
	
	INTEGER (0..31)
	
	-
	

	>>TRP Tx TEG ID
	M
	
	INTEGER (0..7)
	
	-
	

	>>TRP Rx Timing Error Margin
	O
	
	Timing Error Margin
9.3.1.276
	Timing error margin associated to the TRP Rx TEG ID.
	YES
	ignore

	>>TRP Tx Timing Error Margin
	O
	
	Timing Error Margin
9.3.1.276
	Timing error margin associated to the TRP Tx TEG ID.
	YES
	ignore



<Next change>
[bookmark: _Toc113835858]9.3.1.276	Timing Error Margin
This information element contains the Timing error margin for the TRP Rx TEG, or TRP Tx TEG.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Timing Error Margin
	M
	
	ENUMERATED(Tc0, Tc2, Tc4, Tc6, Tc8, Tc12, Tc16, Tc20, Tc24, Tc32, Tc40, Tc48, Tc56, Tc64, Tc72, Tc80,…)
	






	
<Next change>
[bookmark: _Toc20956003][bookmark: _Toc29893129][bookmark: _Toc36557066][bookmark: _Toc45832586][bookmark: _Toc51763908][bookmark: _Toc64449080][bookmark: _Toc66289739][bookmark: _Toc74154852][bookmark: _Toc81383596][bookmark: _Toc88658230][bookmark: _Toc97911142][bookmark: _Toc99038966][bookmark: _Toc99731229][bookmark: _Toc105511364][bookmark: _Toc105927896][bookmark: _Toc106110436][bookmark: _Toc113835878]9.4.5	Information Element Definitions
-- ASN1START 
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

<unchanged text omitted>
TRPTEGIDInformation ::= CHOICE {
	rxTx-TEG			RxTxTEG,
	rx-TEG				RxTEG,
	choice-extension		ProtocolIE-SingleContainer { { TRPTEGIDInformation-ExtIEs} }
}

TRPTEGIDInformation-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

RxTxTEG ::= SEQUENCE {
	tRP-RxTx-TEGID		INTEGER (0..255),
	tRP-Tx-TEGID		INTEGER (0..7)	OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { RxTxTEG-ExtIEs } }		OPTIONAL,
	...
}

RxTxTEG-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-TRPRxTxTimingErrorMargin		CRITICALITY ignore EXTENSION RxTxTimingErrorMargin 	PRESENCE optional }|
	{ ID id-TRPTxTimingErrorMargin			CRITICALITY ignore EXTENSION TimingErrorMargin 	PRESENCE optional },
	...
}

RxTxTimingErrorMargin ::= ENUMERATED {tc0dot5, tc1, tc2, tc4, tc8, tc12, tc16, tc20, tc24, tc32, tc40, tc48, tc64, tc80, tc96, tc128, ...}

RxTEG ::= SEQUENCE {
	tRP-Rx-TEGID			INTEGER (0..31),
	tRP-Tx-TEGID			INTEGER (0..7),
	iE-Extensions			ProtocolExtensionContainer { { RxTEG-ExtIEs } }		OPTIONAL,
	...
}

RxTEG-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-TRPRxTimingErrorMargin			CRITICALITY ignore EXTENSION TimingErrorMargin 	PRESENCE optional }|
	{ ID id-TRPTxTimingErrorMargin			CRITICALITY ignore EXTENSION TimingErrorMargin 	PRESENCE optional },
	...
}

TimeReferenceInformation ::= SEQUENCE {
	referenceTime					ReferenceTime,
	referenceSFN					ReferenceSFN,
	uncertainty						Uncertainty,
	timeInformationType				TimeInformationType,
	iE-Extensions		ProtocolExtensionContainer { {TimeReferenceInformation-ExtIEs} }	OPTIONAL
}

TimeReferenceInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

TimeInformationType ::= ENUMERATED {localClock}

TimeStamp ::= SEQUENCE {
	systemFrameNumber		SystemFrameNumber,
	slotIndex				TimeStampSlotIndex,
	measurementTime			RelativeTime1900	OPTIONAL,
	iE-Extension			ProtocolExtensionContainer { { TimeStamp-ExtIEs} }	OPTIONAL
}

TimeStamp-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

TimeStampSlotIndex ::= CHOICE {
	sCS-15			INTEGER(0..9),
	sCS-30			INTEGER(0..19),
	sCS-60			INTEGER(0..39),
	sCS-120			INTEGER(0..79),
	choice-extension		ProtocolIE-SingleContainer { { TimeStampSlotIndex-ExtIEs} }
}

TimeStampSlotIndex-ExtIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-SCS-480		CRITICALITY reject	TYPE SCS-480 PRESENCE mandatory}|
	{ ID id-SCS-960		CRITICALITY reject	TYPE SCS-960 PRESENCE mandatory},
	...
}

TimeToWait ::= ENUMERATED {v1s, v2s, v5s, v10s, v20s, v60s, ...}

TimingErrorMargin 			::= ENUMERATED {m0Tc, m2Tc, m4Tc, m6Tc, m8Tc, m12Tc, m16Tc, m20Tc, m24Tc, m32Tc, m40Tc, m48Tc, m56Tc, m64Tc, m72Tc, m80Tc, ...}

TimingMeasurementQuality ::= SEQUENCE {
	measurementQuality		INTEGER(0..31),
	resolution				ENUMERATED{m0dot1, m1, m10, m30, ...},
	iE-Extensions			ProtocolExtensionContainer { { TimingMeasurementQuality-ExtIEs} }	OPTIONAL
}

TimingMeasurementQuality-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}
<End of changes>
