3GPP TSG-RAN WG3 Meeting #117bis-e	R3-226031
[bookmark: OLE_LINK350][bookmark: OLE_LINK349][bookmark: OLE_LINK247]E-meeting, 10 - 18 Oct 2022

[bookmark: OLE_LINK57][bookmark: OLE_LINK58][bookmark: OLE_LINK196][bookmark: OLE_LINK197][bookmark: OLE_LINK195]Title:	[Draft] LS on resource efficiency for MBS reception in RAN sharing scenario
Response to:	
[bookmark: OLE_LINK60][bookmark: OLE_LINK61][bookmark: OLE_LINK59]Release:	Rel-18
[bookmark: OLE_LINK29][bookmark: OLE_LINK28]Work Item:	NR_MBS_enh

Source:	CATT [will be RAN3]
To:	RAN2
[bookmark: OLE_LINK45][bookmark: OLE_LINK46]Cc:	SA2

Contact person:	Aijuan Liu
	Liuaijuan@CATT.CN
		
Send any reply LS to:	3GPP Liaisons Coordinator, mailto:3GPPLiaison@etsi.org

Attachment: 	none
1 Overall description
[bookmark: OLE_LINK51][bookmark: OLE_LINK81][bookmark: OLE_LINK52][bookmark: OLE_LINK82][bookmark: OLE_LINK141][bookmark: OLE_LINK188][bookmark: OLE_LINK189][bookmark: OLE_LINK142][bookmark: OLE_LINK190]RAN3 is discussing solutions discussed in SA2 on resource efficiency for MBS reception in RAN sharing scenario and has the following understandings and questions:  
For solution #29 in 23700-047:
1) [bookmark: OLE_LINK218][bookmark: OLE_LINK219]Have the limitation at the edge of the shared area (if any) that the border shared cell can only broadcast the neighbour cell IDs of neighbour shared cells and not of neighbour non-shared cells which may result in either service interruption or unnecessary service request procedure. Especially, RAN3 would like to ask whether this broadcast element is optional and whether the broadcast of FSAI in SIB21 can alleviate this limitation.
2) Could not enable the optimized signalling for broadcast of TMGI in Uu interface for no shared Rel-18 gNB i.e. has the limitation to use only the full PLMN ID and not the PLMN index for encoding the PLMN in TMGI.
[bookmark: OLE_LINK3][bookmark: OLE_LINK4][bookmark: OLE_LINK5]For solutions which provide all TMGIs together with an additional identity of the MBS session (e.g., solution #2&7 in 23700-047):
RAN3 would like to ask how to broadcast MBS configuration for multiple TMGIs aimed to the same MBS service on Uu interface.
[bookmark: OLE_LINK1][bookmark: OLE_LINK2]RAN3 would like to ask RAN2 whether the above understandings are correct and ask RAN2 to provide answers to the questions.
2 Actions
To RAN2:
ACTION: 	RAN3 kindly asks RAN2 to take the above into account and provide feedback.
[bookmark: _GoBack]3 Dates of next RAN3 meetings
Updated meeting schedule can be found at: https://portal.3gpp.org/?tbid=373&SubTB=381#/ 
RAN3#118		2022-11-14 - 2022-11-18		Toulouse, FR
RAN3#119		2023-02-27 - 2023-03-03		Athens, GR

