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------------------------------Start of the Changes----------------------------
8.1
List of NGAP Elementary Procedures

In the following tables, all EPs are divided into Class 1 and Class 2 EPs (see subclause 3.1 for explanation of the different classes):

Table 8.1-1: Class 1 procedures

	Elementary Procedure
	Initiating Message
	Successful Outcome
	Unsuccessful Outcome

	
	
	Response message
	Response message

	AMF Configuration Update
	AMF CONFIGURATION UPDATE
	AMF CONFIGURATION UPDATE ACKNOWLEDGE
	AMF CONFIGURATION UPDATE FAILURE

	RAN Configuration Update
	RAN CONFIGURATION UPDATE
	RAN CONFIGURATION UPDATE ACKNOWLEDGE
	RAN CONFIGURATION UPDATE FAILURE

	Handover Cancellation
	HANDOVER CANCEL
	HANDOVER CANCEL ACKNOWLEDGE
	

	Handover Preparation
	HANDOVER REQUIRED
	HANDOVER COMMAND
	HANDOVER PREPARATION FAILURE

	Handover Resource Allocation
	HANDOVER REQUEST
	HANDOVER REQUEST ACKNOWLEDGE
	HANDOVER FAILURE

	Initial Context Setup
	INITIAL CONTEXT SETUP REQUEST
	INITIAL CONTEXT SETUP RESPONSE
	INITIAL CONTEXT SETUP FAILURE

	NG Reset
	NG RESET
	NG RESET ACKNOWLEDGE
	

	NG Setup
	NG SETUP REQUEST
	NG SETUP RESPONSE
	NG SETUP FAILURE

	Path Switch Request
	PATH SWITCH REQUEST
	PATH SWITCH REQUEST ACKNOWLEDGE
	PATH SWITCH REQUEST FAILURE

	PDU Session Resource Modify
	PDU SESSION RESOURCE MODIFY REQUEST
	PDU SESSION RESOURCE MODIFY RESPONSE
	

	PDU Session Resource Modify Indication
	PDU SESSION RESOURCE MODIFY INDICATION
	PDU SESSION RESOURCE MODIFY CONFIRM
	

	PDU Session Resource Release
	PDU SESSION RESOURCE RELEASE COMMAND
	PDU SESSION RESOURCE RELEASE RESPONSE
	

	PDU Session Resource Setup
	PDU SESSION RESOURCE SETUP REQUEST
	PDU SESSION RESOURCE SETUP RESPONSE
	

	UE Context Modification
	UE CONTEXT MODIFICATION REQUEST
	UE CONTEXT MODIFICATION RESPONSE
	UE CONTEXT MODIFICATION FAILURE

	UE Context Release
	UE CONTEXT RELEASE COMMAND
	UE CONTEXT RELEASE COMPLETE
	

	Write-Replace Warning 
	WRITE-REPLACE WARNING REQUEST
	WRITE-REPLACE WARNING RESPONSE
	

	PWS Cancel
	PWS CANCEL REQUEST
	PWS CANCEL RESPONSE
	

	UE Radio Capability Check
	UE RADIO CAPABILITY CHECK REQUEST
	UE RADIO CAPABILITY CHECK RESPONSE
	

	UE Context Suspend
	UE CONTEXT SUSPEND REQUEST
	UE CONTEXT SUSPEND RESPONSE
	UE CONTEXT SUSPEND FAILURE

	UE Context Resume
	UE CONTEXT RESUME REQUEST
	UE CONTEXT RESUME RESPONSE
	UE CONTEXT RESUME FAILURE

	UE Radio Capability ID Mapping
	UE RADIO CAPABILITY ID MAPPING REQUEST
	UE RADIO CAPABILITY ID MAPPING RESPONSE
	

	Broadcast Session Setup
	BROADCAST SESSION SETUP REQUEST
	BROADCAST SESSION SETUP RESPONSE
	BROADCAST SESSION SETUP FAILURE

	Broadcast Session Modification
	BROADCAST SESSION MODIFICATION REQUEST
	BROADCAST SESSION MODIFICATION RESPONSE
	BROADCAST SESSION MODIFICATION FAILURE

	Broadcast Session Release
	BROADCAST SESSION RELEASE REQUEST
	BROADCAST SESSION RELEASE RESPONSE
	

	Distribution Setup
	DISTRIBUTION SETUP REQUEST
	DISTRIBUTION SETUP RESPONSE
	DISTRIBUTION SETUP FAILURE

	Distribution Modification
	DISTRIBUTION MODIFICATION REQUEST
	DISTRIBUTION MODIFICATION RESPONSE
	

	Distribution Release
	DISTRIBUTION RELEASE REQUEST
	DISTRIBUTION RELEASE RESPONSE
	

	Multicast Session Activation
	MULTICAST SESSION ACTIVATION REQUEST 
	MULTICAST SESSION ACTIVATION RESPONSE
	MULTICAST SESSION ACTIVATION FAILURE

	Multicast Session Deactivation
	MULTICAST SESSION DEACTIVATION REQUEST
	MULTICAST SESSION DEACTIVATION RESPONSE
	

	Multicast Session Update
	MULTICAST SESSION UPDATE REQUEST
	MULTICAST SESSION UPDATE RESPONSE
	MULTICAST SESSION UPDATE FAILURE


--------------------------------Next Change------------------------------------------------
8.18.x
Distribution Modification
8.18.x.1
General

The purpose of the Distribution Modification procedure is to modify NG-U resources for an MBS session. The procedure uses non-UE-associated signalling.

8.18.x.2
Successful Operation
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Figure 8.18.1.2-1: Distribution Modification, successful operation.

The NG-RAN node initiates the procedure by sending a DISTRIBUTION MODIFICATION REQUEST message to the AMF. The AMF responds with a DISTRIBUTION MODIFICATION RESPONSE message.

For location dependent multicast sessions, the NG-RAN node shall include the MBS Area Session ID IE in the DISTRIBUTION MODIFICATION REQUEST message, and the AMF shall provide the same value of the MBS Area Session ID IE in the DISTRIBUTION MODIFICATION RESPONSE message.

If the Shared NG-U Unicast TNL Information IE is included in the MBS Distribution Modification Request Transfer IE in the DISTRIBUTION MODIFICATION REQUEST message, the MB-SMF shall use the included information as the downlink termination point for the shared NG-U transport.

If the Shared NG-U Unicast TNL Information IE is not included in the MBS Distribution Modification Request Transfer IE in the DISTRIBUTION SETUP REQUEST message, the MB-SMF shall interpret that the IP multicast is used for this shared NG-U transport, and include the Shared NG-U Multicast TNL Information IE in the MBS Distribution Modification Response Transfer IE in the DISTRIBUTION SETUP RESPONSE message.

8.18.x.3
Unsuccessful Operation

Not applicable.

--------------------------------Next Change------------------------------------------------
9.2.17.x
DISTRIBUTION MODIFICATION REQUEST
This message is sent by the NG-RAN node to request the modify of the NG-U transport for an MBS session, or for one area session of a location dependent multicast session.
Direction: NG-RAN node ( AMF

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	MBS Session ID
	M
	
	9.3.1.206
	
	YES
	reject

	MBS Area Session ID
	O
	
	9.3.1.207
	
	YES
	reject

	MBS Distribution Modification Request Transfer
	M
	
	OCTET STRING
	Containing the MBS Distribution Modification Request Transfer IE specified in subclause 9.3.5.x.
	YES
	reject


9.2.17.y
DISTRIBUTION SETUP RESPONSE
This message is sent by the AMF to confirm the modification of the NG-U transport.
Direction: AMF ( NG-RAN node

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	MBS Session ID
	M
	
	9.3.1.206
	
	YES
	reject

	MBS Area Session ID
	O
	
	9.3.1.207
	
	YES
	reject

	MBS Distribution Modification Response Transfer
	M
	
	OCTET STRING
	Containing the MBS Distribution Modification Response Transfer IE specified in subclause 9.3.5.y.
	YES
	reject

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore


--------------------------------Next Change------------------------------------------------
9.3.5.x
MBS Distribution Modification Request Transfer

This IE is transparent to the AMF.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	MBS Session ID
	M
	
	9.3.1.206
	

	MBS Area Session ID
	O
	
	9.3.1.207
	

	Shared NG-U Unicast TNL Information
	O
	
	UP Transport Layer Information

9.3.2.2
	NG-RAN node endpoint of the NG-U transport bearer, for delivery of DL PDUs.


9.3.5.y
MBS Distribution Modification Response Transfer

This IE is transparent to the AMF.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	MBS Session ID
	M
	
	9.3.1.206
	

	MBS Area Session ID
	O
	
	9.3.1.207
	


--------------------------------Next Change------------------------------------------------
9.4.3
Elementary Procedure Definitions

-- ASN1START

-- **************************************************************

--

-- Elementary Procedure definitions

--

-- **************************************************************

NGAP-PDU-Descriptions  { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-PDU-Descriptions (0)}

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Criticality,


ProcedureCode

FROM NGAP-CommonDataTypes


AMFConfigurationUpdate,


AMFConfigurationUpdateAcknowledge,


AMFConfigurationUpdateFailure,


AMFCPRelocationIndication,


AMFStatusIndication,


BroadcastSessionModificationFailure,


BroadcastSessionModificationRequest,


BroadcastSessionModificationResponse,


BroadcastSessionReleaseRequest,


BroadcastSessionReleaseRequired,


BroadcastSessionReleaseResponse,


BroadcastSessionSetupFailure,


BroadcastSessionSetupRequest,


BroadcastSessionSetupResponse,


CellTrafficTrace,


ConnectionEstablishmentIndication,


DeactivateTrace,


DistributionReleaseRequest,


DistributionReleaseResponse,


DistributionSetupFailure,


DistributionSetupRequest,

DistributionSetupResponse,

DistributionModificationRequest,


DistributionModificationResponse,

DownlinkNASTransport,


DownlinkNonUEAssociatedNRPPaTransport,


DownlinkRANConfigurationTransfer,


DownlinkRANEarlyStatusTransfer,


DownlinkRANStatusTransfer,


DownlinkUEAssociatedNRPPaTransport,


ErrorIndication,


HandoverCancel,


HandoverCancelAcknowledge,


HandoverCommand,


HandoverFailure,


HandoverNotify,


HandoverPreparationFailure,


HandoverRequest,


HandoverRequestAcknowledge,


HandoverRequired,


HandoverSuccess,

InitialContextSetupFailure,


InitialContextSetupRequest,


InitialContextSetupResponse,


InitialUEMessage,


LocationReport,

LocationReportingControl,


LocationReportingFailureIndication,


MulticastSessionActivationFailure,


MulticastSessionActivationRequest,


MulticastSessionActivationResponse,

MulticastSessionDeactivationRequest,


MulticastSessionDeactivationResponse,


MulticastSessionUpdateFailure,


MulticastSessionUpdateRequest,


MulticastSessionUpdateResponse,


MulticastGroupPaging,

NASNonDeliveryIndication,


NGReset,


NGResetAcknowledge,


NGSetupFailure,


NGSetupRequest,


NGSetupResponse,


OverloadStart,


OverloadStop,


Paging,


PathSwitchRequest,


PathSwitchRequestAcknowledge,


PathSwitchRequestFailure,



PDUSessionResourceModifyConfirm,


PDUSessionResourceModifyIndication,


PDUSessionResourceModifyRequest,


PDUSessionResourceModifyResponse,


PDUSessionResourceNotify,


PDUSessionResourceReleaseCommand,


PDUSessionResourceReleaseResponse,


PDUSessionResourceSetupRequest,


PDUSessionResourceSetupResponse,


PrivateMessage,


PWSCancelRequest,


PWSCancelResponse,


PWSFailureIndication,


PWSRestartIndication,


RANConfigurationUpdate,


RANConfigurationUpdateAcknowledge,


RANConfigurationUpdateFailure,


RANCPRelocationIndication,

RerouteNASRequest,


RetrieveUEInformation,

RRCInactiveTransitionReport,


SecondaryRATDataUsageReport,


TraceFailureIndication,


TraceStart,


UEContextModificationFailure,


UEContextModificationRequest,


UEContextModificationResponse,


UEContextReleaseCommand,


UEContextReleaseComplete,


UEContextReleaseRequest,


UEContextResumeRequest,


UEContextResumeResponse,


UEContextResumeFailure,


UEContextSuspendRequest,


UEContextSuspendResponse,


UEContextSuspendFailure,


UEInformationTransfer,


UERadioCapabilityCheckRequest,


UERadioCapabilityCheckResponse,


UERadioCapabilityIDMappingRequest,


UERadioCapabilityIDMappingResponse,


UERadioCapabilityInfoIndication,


UETNLABindingReleaseRequest,


UplinkNASTransport,


UplinkNonUEAssociatedNRPPaTransport,


UplinkRANConfigurationTransfer,


UplinkRANEarlyStatusTransfer,

UplinkRANStatusTransfer,


UplinkUEAssociatedNRPPaTransport,


WriteReplaceWarningRequest,


WriteReplaceWarningResponse,

UplinkRIMInformationTransfer,


DownlinkRIMInformationTransfer

FROM NGAP-PDU-Contents


id-AMFConfigurationUpdate,


id-AMFCPRelocationIndication,


id-AMFStatusIndication,


id-BroadcastSessionModification,


id-BroadcastSessionRelease,


id-BroadcastSessionReleaseRequired,


id-BroadcastSessionSetup,


id-CellTrafficTrace,


id-ConnectionEstablishmentIndication,


id-DeactivateTrace,


id-DistributionSetup,

id-DistributionModification,

id-DistributionRelease,

id-DownlinkNASTransport,


id-DownlinkNonUEAssociatedNRPPaTransport,


id-DownlinkRANConfigurationTransfer,


id-DownlinkRANEarlyStatusTransfer,

id-DownlinkRANStatusTransfer,


id-DownlinkUEAssociatedNRPPaTransport,


id-ErrorIndication,


id-HandoverCancel,


id-HandoverNotification,


id-HandoverPreparation,


id-HandoverResourceAllocation,


id-HandoverSuccess,

id-InitialContextSetup,


id-InitialUEMessage,


id-LocationReport,

id-LocationReportingControl,


id-LocationReportingFailureIndication,


id-MulticastSessionActivation,


id-MulticastSessionDeactivation,


id-MulticastSessionUpdate,


id-MulticastGroupPaging,

id-NASNonDeliveryIndication,


id-NGReset,


id-NGSetup,


id-OverloadStart,


id-OverloadStop,


id-Paging,


id-PathSwitchRequest,


id-PDUSessionResourceModify,


id-PDUSessionResourceModifyIndication,


id-PDUSessionResourceNotify,


id-PDUSessionResourceRelease,


id-PDUSessionResourceSetup,


id-PrivateMessage,


id-PWSCancel,


id-PWSFailureIndication,


id-PWSRestartIndication,


id-RANConfigurationUpdate,


id-RANCPRelocationIndication,


id-RerouteNASRequest,


id-RetrieveUEInformation,


id-RRCInactiveTransitionReport,


id-SecondaryRATDataUsageReport,


id-TraceFailureIndication,


id-TraceStart,


id-UEContextModification,


id-UEContextRelease,


id-UEContextReleaseRequest,


id-UEContextResume,


id-UEContextSuspend,


id-UEInformationTransfer,


id-UERadioCapabilityCheck,


id-UERadioCapabilityIDMapping,


id-UERadioCapabilityInfoIndication,


id-UETNLABindingRelease,


id-UplinkNASTransport,


id-UplinkNonUEAssociatedNRPPaTransport,

id-UplinkRANConfigurationTransfer,


id-UplinkRANEarlyStatusTransfer,

id-UplinkRANStatusTransfer,


id-UplinkUEAssociatedNRPPaTransport,


id-WriteReplaceWarning,


id-UplinkRIMInformationTransfer,


id-DownlinkRIMInformationTransfer

--------------------------------Next Change------------------------------------------------
-- **************************************************************

--

-- Interface Elementary Procedure List

--

-- **************************************************************

NGAP-ELEMENTARY-PROCEDURES NGAP-ELEMENTARY-PROCEDURE ::= {


NGAP-ELEMENTARY-PROCEDURES-CLASS-1


|


NGAP-ELEMENTARY-PROCEDURES-CLASS-2,



...

}

NGAP-ELEMENTARY-PROCEDURES-CLASS-1 NGAP-ELEMENTARY-PROCEDURE ::= {


aMFConfigurationUpdate


|


broadcastSessionModification
|


broadcastSessionRelease


|


broadcastSessionSetup


|


distributionSetup



|

distributionModification

|

distributionRelease



|


handoverCancel




|


handoverPreparation



|


handoverResourceAllocation

|


initialContextSetup



|


multicastSessionActivation




|


multicastSessionDeactivation



|


multicastSessionUpdate


|


nGReset






|


nGSetup






|


pathSwitchRequest



|


pDUSessionResourceModify

|


pDUSessionResourceModifyIndication


|


pDUSessionResourceRelease

|


pDUSessionResourceSetup


|


pWSCancel





|


rANConfigurationUpdate


|


uEContextModification


|


uEContextRelease



|


uEContextResume







|


uEContextSuspend






|


uERadioCapabilityCheck


|


uERadioCapabilityIDMapping

|


writeReplaceWarning,

...

}
-- **************************************************************

--

-- Interface Elementary Procedures

--

-- **************************************************************

aMFConfigurationUpdate NGAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

AMFConfigurationUpdate


SUCCESSFUL OUTCOME

AMFConfigurationUpdateAcknowledge


UNSUCCESSFUL OUTCOME
AMFConfigurationUpdateFailure


PROCEDURE CODE


id-AMFConfigurationUpdate


CRITICALITY



reject

}

aMFCPRelocationIndication NGAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

AMFCPRelocationIndication


PROCEDURE CODE


id-AMFCPRelocationIndication

CRITICALITY



reject

}

aMFStatusIndication NGAP-ELEMENTARY-PROCEDURE ::={


INITIATING MESSAGE

AMFStatusIndication


PROCEDURE CODE


id-AMFStatusIndication


CRITICALITY



ignore

}

broadcastSessionModification NGAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

BroadcastSessionModificationRequest


SUCCESSFUL OUTCOME

BroadcastSessionModificationResponse


UNSUCCESSFUL OUTCOME
BroadcastSessionModificationFailure


PROCEDURE CODE


id-BroadcastSessionModification


CRITICALITY



reject

}

broadcastSessionRelease NGAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

BroadcastSessionReleaseRequest


SUCCESSFUL OUTCOME

BroadcastSessionReleaseResponse


PROCEDURE CODE


id-BroadcastSessionRelease


CRITICALITY



reject

}

broadcastSessionReleaseRequired NGAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

BroadcastSessionReleaseRequired


PROCEDURE CODE


id-BroadcastSessionReleaseRequired


CRITICALITY



reject

}

broadcastSessionSetup NGAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

BroadcastSessionSetupRequest


SUCCESSFUL OUTCOME

BroadcastSessionSetupResponse


UNSUCCESSFUL OUTCOME
BroadcastSessionSetupFailure


PROCEDURE CODE


id-BroadcastSessionSetup


CRITICALITY



reject

}
cellTrafficTrace NGAP-ELEMENTARY-PROCEDURE ::={


INITIATING MESSAGE

CellTrafficTrace


PROCEDURE CODE


id-CellTrafficTrace


CRITICALITY



ignore

}

connectionEstablishmentIndication NGAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

ConnectionEstablishmentIndication


PROCEDURE CODE


id-ConnectionEstablishmentIndication


CRITICALITY



reject

}

deactivateTrace NGAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

DeactivateTrace


PROCEDURE CODE


id-DeactivateTrace

CRITICALITY



ignore

}

distributionSetup NGAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

DistributionSetupRequest

SUCCESSFUL OUTCOME

DistributionSetupResponse

UNSUCCESSFUL OUTCOME
DistributionSetupFailure


PROCEDURE CODE


id-DistributionSetup

CRITICALITY



reject

}

distributionModification NGAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

DistributionModificationRequest


SUCCESSFUL OUTCOME

DistributionModificationResponse


PROCEDURE CODE


id-DistributionModification

CRITICALITY



reject

}

distributionRelease NGAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

DistributionReleaseRequest

SUCCESSFUL OUTCOME

DistributionReleaseResponse

PROCEDURE CODE


id-DistributionRelease

CRITICALITY



reject

}

downlinkNASTransport NGAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

DownlinkNASTransport


PROCEDURE CODE


id-DownlinkNASTransport


CRITICALITY



ignore

}

downlinkNonUEAssociatedNRPPaTransport NGAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

DownlinkNonUEAssociatedNRPPaTransport


PROCEDURE CODE


id-DownlinkNonUEAssociatedNRPPaTransport


CRITICALITY



ignore

}

downlinkRANConfigurationTransfer NGAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

DownlinkRANConfigurationTransfer

PROCEDURE CODE


id-DownlinkRANConfigurationTransfer

CRITICALITY



ignore

}

downlinkRANEarlyStatusTransfer NGAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

DownlinkRANEarlyStatusTransfer


PROCEDURE CODE


id-DownlinkRANEarlyStatusTransfer


CRITICALITY



ignore
}
downlinkRANStatusTransfer NGAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

DownlinkRANStatusTransfer


PROCEDURE CODE


id-DownlinkRANStatusTransfer


CRITICALITY



ignore
}

downlinkUEAssociatedNRPPaTransport NGAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

DownlinkUEAssociatedNRPPaTransport


PROCEDURE CODE


id-DownlinkUEAssociatedNRPPaTransport


CRITICALITY



ignore

}

errorIndication NGAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

ErrorIndication


PROCEDURE CODE


id-ErrorIndication


CRITICALITY



ignore

}

handoverCancel NGAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

HandoverCancel


SUCCESSFUL OUTCOME

HandoverCancelAcknowledge


PROCEDURE CODE


id-HandoverCancel


CRITICALITY



reject
}

handoverNotification NGAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

HandoverNotify


PROCEDURE CODE


id-HandoverNotification


CRITICALITY



ignore
}

handoverPreparation NGAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

HandoverRequired


SUCCESSFUL OUTCOME

HandoverCommand


UNSUCCESSFUL OUTCOME
HandoverPreparationFailure


PROCEDURE CODE


id-HandoverPreparation


CRITICALITY



reject
}

handoverResourceAllocation NGAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

HandoverRequest


SUCCESSFUL OUTCOME

HandoverRequestAcknowledge


UNSUCCESSFUL OUTCOME
HandoverFailure


PROCEDURE CODE


id-HandoverResourceAllocation


CRITICALITY



reject
}

handoverSuccess NGAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

HandoverSuccess

PROCEDURE CODE


id-HandoverSuccess

CRITICALITY



ignore

}

initialContextSetup NGAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

InitialContextSetupRequest


SUCCESSFUL OUTCOME

InitialContextSetupResponse


UNSUCCESSFUL OUTCOME
InitialContextSetupFailure


PROCEDURE CODE


id-InitialContextSetup


CRITICALITY



reject
}

initialUEMessage NGAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

InitialUEMessage


PROCEDURE CODE


id-InitialUEMessage


CRITICALITY



ignore

}

locationReport NGAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

LocationReport


PROCEDURE CODE


id-LocationReport

CRITICALITY



ignore
}

locationReportingControl NGAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

LocationReportingControl


PROCEDURE CODE


id-LocationReportingControl

CRITICALITY



ignore
}

locationReportingFailureIndication NGAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

LocationReportingFailureIndication


PROCEDURE CODE


id-LocationReportingFailureIndication

CRITICALITY



ignore

}
multicastSessionActivation NGAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

MulticastSessionActivationRequest

SUCCESSFUL OUTCOME

MulticastSessionActivationResponse


UNSUCCESSFUL OUTCOME
MulticastSessionActivationFailure


PROCEDURE CODE


id-MulticastSessionActivation

CRITICALITY



reject
}
multicastSessionDeactivation NGAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

MulticastSessionDeactivationRequest

SUCCESSFUL OUTCOME

MulticastSessionDeactivationResponse


PROCEDURE CODE


id-MulticastSessionDeactivation

CRITICALITY



reject
}
multicastSessionUpdate NGAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

MulticastSessionUpdateRequest

SUCCESSFUL OUTCOME

MulticastSessionUpdateResponse


UNSUCCESSFUL OUTCOME
MulticastSessionUpdateFailure


PROCEDURE CODE


id-MulticastSessionUpdate


CRITICALITY



reject
}
multicastGroupPaging 

NGAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

MulticastGroupPaging


PROCEDURE CODE


id-MulticastGroupPaging


CRITICALITY



ignore

}

nASNonDeliveryIndication NGAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

NASNonDeliveryIndication


PROCEDURE CODE


id-NASNonDeliveryIndication


CRITICALITY



ignore

}

nGReset NGAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

NGReset


SUCCESSFUL OUTCOME

NGResetAcknowledge


PROCEDURE CODE


id-NGReset


CRITICALITY



reject
}

nGSetup NGAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

NGSetupRequest


SUCCESSFUL OUTCOME

NGSetupResponse


UNSUCCESSFUL OUTCOME
NGSetupFailure


PROCEDURE CODE


id-NGSetup


CRITICALITY



reject
}

overloadStart NGAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

OverloadStart


PROCEDURE CODE


id-OverloadStart


CRITICALITY



ignore

}

overloadStop NGAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

OverloadStop


PROCEDURE CODE


id-OverloadStop


CRITICALITY



reject

}

paging NGAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

Paging


PROCEDURE CODE


id-Paging


CRITICALITY



ignore

}

pathSwitchRequest NGAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

PathSwitchRequest


SUCCESSFUL OUTCOME

PathSwitchRequestAcknowledge


UNSUCCESSFUL OUTCOME
PathSwitchRequestFailure


PROCEDURE CODE


id-PathSwitchRequest


CRITICALITY



reject
}

pDUSessionResourceModify NGAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

PDUSessionResourceModifyRequest


SUCCESSFUL OUTCOME

PDUSessionResourceModifyResponse


PROCEDURE CODE


id-PDUSessionResourceModify


CRITICALITY



reject
}

pDUSessionResourceModifyIndication NGAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

PDUSessionResourceModifyIndication


SUCCESSFUL OUTCOME

PDUSessionResourceModifyConfirm


PROCEDURE CODE


id-PDUSessionResourceModifyIndication


CRITICALITY



reject

}

pDUSessionResourceNotify NGAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

PDUSessionResourceNotify


PROCEDURE CODE


id-PDUSessionResourceNotify


CRITICALITY



ignore

}

pDUSessionResourceRelease NGAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

PDUSessionResourceReleaseCommand


SUCCESSFUL OUTCOME

PDUSessionResourceReleaseResponse


PROCEDURE CODE


id-PDUSessionResourceRelease


CRITICALITY



reject
}

pDUSessionResourceSetup NGAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

PDUSessionResourceSetupRequest


SUCCESSFUL OUTCOME

PDUSessionResourceSetupResponse


PROCEDURE CODE


id-PDUSessionResourceSetup


CRITICALITY



reject
}

privateMessage NGAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

PrivateMessage


PROCEDURE CODE


id-PrivateMessage


CRITICALITY



ignore

}

pWSCancel NGAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

PWSCancelRequest


SUCCESSFUL OUTCOME

PWSCancelResponse


PROCEDURE CODE


id-PWSCancel


CRITICALITY



reject

}

pWSFailureIndication NGAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

PWSFailureIndication


PROCEDURE CODE


id-PWSFailureIndication


CRITICALITY



ignore

}

pWSRestartIndication NGAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

PWSRestartIndication


PROCEDURE CODE


id-PWSRestartIndication


CRITICALITY



ignore

}

rANConfigurationUpdate NGAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

RANConfigurationUpdate


SUCCESSFUL OUTCOME

RANConfigurationUpdateAcknowledge


UNSUCCESSFUL OUTCOME
RANConfigurationUpdateFailure


PROCEDURE CODE


id-RANConfigurationUpdate


CRITICALITY



reject

}

rANCPRelocationIndication NGAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

RANCPRelocationIndication


PROCEDURE CODE


id-RANCPRelocationIndication


CRITICALITY



reject

}
rerouteNASRequest NGAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

RerouteNASRequest


PROCEDURE CODE


id-RerouteNASRequest


CRITICALITY



reject

}

retrieveUEInformation NGAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

RetrieveUEInformation


PROCEDURE CODE


id-RetrieveUEInformation


CRITICALITY



reject

}
rRCInactiveTransitionReport NGAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

RRCInactiveTransitionReport


PROCEDURE CODE


id-RRCInactiveTransitionReport

CRITICALITY



ignore
}

secondaryRATDataUsageReport NGAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

SecondaryRATDataUsageReport


PROCEDURE CODE


id-SecondaryRATDataUsageReport


CRITICALITY



ignore

}

traceFailureIndication NGAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

TraceFailureIndication


PROCEDURE CODE


id-TraceFailureIndication


CRITICALITY



ignore

}

traceStart NGAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

TraceStart


PROCEDURE CODE


id-TraceStart


CRITICALITY



ignore

}

uEContextModification NGAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

UEContextModificationRequest


SUCCESSFUL OUTCOME

UEContextModificationResponse


UNSUCCESSFUL OUTCOME
UEContextModificationFailure


PROCEDURE CODE


id-UEContextModification


CRITICALITY



reject

}

uEContextRelease NGAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

UEContextReleaseCommand


SUCCESSFUL OUTCOME

UEContextReleaseComplete


PROCEDURE CODE


id-UEContextRelease


CRITICALITY



reject
}

uEContextReleaseRequest NGAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

UEContextReleaseRequest


PROCEDURE CODE


id-UEContextReleaseRequest


CRITICALITY



ignore

}

uEContextResume NGAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

UEContextResumeRequest


SUCCESSFUL OUTCOME

UEContextResumeResponse


UNSUCCESSFUL OUTCOME
UEContextResumeFailure


PROCEDURE CODE


id-UEContextResume


CRITICALITY



reject

}

uEContextSuspend NGAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

UEContextSuspendRequest


SUCCESSFUL OUTCOME

UEContextSuspendResponse


UNSUCCESSFUL OUTCOME
UEContextSuspendFailure


PROCEDURE CODE


id-UEContextSuspend


CRITICALITY



reject

}

uEInformationTransfer NGAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

UEInformationTransfer


PROCEDURE CODE


id-UEInformationTransfer


CRITICALITY



reject

}
uERadioCapabilityCheck NGAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

UERadioCapabilityCheckRequest


SUCCESSFUL OUTCOME

UERadioCapabilityCheckResponse


PROCEDURE CODE


id-UERadioCapabilityCheck


CRITICALITY



reject

}

uERadioCapabilityIDMapping NGAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

UERadioCapabilityIDMappingRequest


SUCCESSFUL OUTCOME

UERadioCapabilityIDMappingResponse


PROCEDURE CODE


id-UERadioCapabilityIDMapping


CRITICALITY



reject

}

uERadioCapabilityInfoIndication NGAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

UERadioCapabilityInfoIndication


PROCEDURE CODE


id-UERadioCapabilityInfoIndication


CRITICALITY



ignore
}

uETNLABindingRelease NGAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

UETNLABindingReleaseRequest


PROCEDURE CODE


id-UETNLABindingRelease


CRITICALITY



ignore

}

uplinkNASTransport NGAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

UplinkNASTransport


PROCEDURE CODE


id-UplinkNASTransport


CRITICALITY



ignore

}

uplinkNonUEAssociatedNRPPaTransport NGAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

UplinkNonUEAssociatedNRPPaTransport


PROCEDURE CODE


id-UplinkNonUEAssociatedNRPPaTransport


CRITICALITY



ignore

}

uplinkRANConfigurationTransfer NGAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

UplinkRANConfigurationTransfer

PROCEDURE CODE


id-UplinkRANConfigurationTransfer

CRITICALITY



ignore

}

uplinkRANEarlyStatusTransfer NGAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

UplinkRANEarlyStatusTransfer


PROCEDURE CODE


id-UplinkRANEarlyStatusTransfer


CRITICALITY



reject
}

uplinkRANStatusTransfer NGAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

UplinkRANStatusTransfer


PROCEDURE CODE


id-UplinkRANStatusTransfer


CRITICALITY



ignore
}

uplinkUEAssociatedNRPPaTransport NGAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

UplinkUEAssociatedNRPPaTransport


PROCEDURE CODE


id-UplinkUEAssociatedNRPPaTransport


CRITICALITY



ignore

}

writeReplaceWarning NGAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

WriteReplaceWarningRequest


SUCCESSFUL OUTCOME

WriteReplaceWarningResponse


PROCEDURE CODE


id-WriteReplaceWarning


CRITICALITY



reject

}

uplinkRIMInformationTransfer NGAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

UplinkRIMInformationTransfer


PROCEDURE CODE


id-UplinkRIMInformationTransfer


CRITICALITY



ignore

}

downlinkRIMInformationTransfer NGAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

DownlinkRIMInformationTransfer


PROCEDURE CODE


id-DownlinkRIMInformationTransfer


CRITICALITY



ignore

}

END

-- ASN1STOP

--------------------------------Next Change------------------------------------------------

-- **************************************************************

--

-- Distribution Setup Elementary Procedure

--

-- **************************************************************

-- **************************************************************

--

-- DISTRIBUTION SETUP REQUEST
--

-- **************************************************************

DistributionSetupRequest ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ {DistributionSetupRequestIEs} },


...

}

DistributionSetupRequestIEs NGAP-PROTOCOL-IES ::= {


{ ID id-MBS-SessionID







CRITICALITY reject
TYPE MBS-SessionID










PRESENCE mandatory
}|


{ ID id-MBS-AreaSessionID






CRITICALITY reject
TYPE MBS-AreaSessionID








PRESENCE optional

}|


{ ID id-MBS-DistributionSetupRequestTransfer


CRITICALITY reject
TYPE OCTET STRING (CONTAINING MBS-DistributionSetupRequestTransfer)


PRESENCE mandatory
},


...

}

-- **************************************************************

--

-- DISTRIBUTION SETUP RESPONSE
--

-- **************************************************************

DistributionSetupResponse ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ {DistributionSetupResponseIEs} },


...

}

DistributionSetupResponseIEs NGAP-PROTOCOL-IES ::= {


{ ID id-MBS-SessionID







CRITICALITY reject
TYPE MBS-SessionID










PRESENCE mandatory
}|


{ ID id-MBS-AreaSessionID






CRITICALITY reject
TYPE MBS-AreaSessionID








PRESENCE optional

}|


{ ID id-MBS-DistributionSetupResponseTransfer

CRITICALITY reject
TYPE OCTET STRING (CONTAINING MBS-DistributionSetupResponseTransfer)


PRESENCE mandatory
}|


{ ID id-CriticalityDiagnostics





CRITICALITY ignore
TYPE CriticalityDiagnostics







PRESENCE optional

},


...

}

-- **************************************************************

--

-- DISTRIBUTION SETUP FAILURE
--

-- **************************************************************

DistributionSetupFailure ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ {DistributionSetupFailureIEs} },


...

}

DistributionSetupFailureIEs NGAP-PROTOCOL-IES ::= {


{ ID id-MBS-SessionID







CRITICALITY reject
TYPE MBS-SessionID










PRESENCE mandatory
}|


{ ID id-MBS-AreaSessionID






CRITICALITY reject
TYPE MBS-AreaSessionID








PRESENCE optional

}|


{ ID id-MBS-DistributionSetupUnsuccessfulTransfer
CRITICALITY ignore
TYPE OCTET STRING (CONTAINING MBS-DistributionSetupUnsuccessfulTransfer)
PRESENCE mandatory
}|


{ ID id-Cause









CRITICALITY ignore
TYPE Cause












PRESENCE mandatory
}|


{ ID id-CriticalityDiagnostics





CRITICALITY ignore
TYPE CriticalityDiagnostics







PRESENCE optional

},


...

}

-- **************************************************************

--

-- Distribution Modification Elementary Procedure

--

-- **************************************************************

-- **************************************************************

--

-- DISTRIBUTION MODIFICATION REQUEST

--

-- **************************************************************

DistributionModificationRequest ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ {DistributionModificationRequestIEs} },


...

}

DistributionModificationRequestIEs NGAP-PROTOCOL-IES ::= {


{ ID id-MBS-SessionID







CRITICALITY reject
TYPE MBS-SessionID










PRESENCE mandatory
}|


{ ID id-MBS-AreaSessionID






CRITICALITY reject
TYPE MBS-AreaSessionID








PRESENCE optional

}|


{ ID id-MBS-DistributionModificationRequestTransfer


CRITICALITY reject
TYPE OCTET STRING (CONTAINING MBS-DistributionModificationRequestTransfer)


PRESENCE mandatory
},


...

}

-- **************************************************************

--

-- DISTRIBUTION MODIFICATION RESPONSE

--

-- **************************************************************

DistributionModificationResponse ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ {DistributionModificationResponseIEs} },


...

}

DistributionModificationResponseIEs NGAP-PROTOCOL-IES ::= {


{ ID id-MBS-SessionID







CRITICALITY reject
TYPE MBS-SessionID










PRESENCE mandatory
}|


{ ID id-MBS-AreaSessionID






CRITICALITY reject
TYPE MBS-AreaSessionID








PRESENCE optional

}|


{ ID id-MBS-DistributionModificationResponseTransfer

CRITICALITY reject
TYPE OCTET STRING (CONTAINING MBS-DistributionModificationResponseTransfer)


PRESENCE mandatory
}|


{ ID id-CriticalityDiagnostics





CRITICALITY ignore
TYPE CriticalityDiagnostics







PRESENCE optional

},


...

}
-- **************************************************************

--

-- Distribution Release Elementary Procedure

--

-- **************************************************************

-- **************************************************************

--

-- DISTRIBUTION RELEASE REQUEST
--

-- **************************************************************

DistributionReleaseRequest ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ {DistributionReleaseRequestIEs} },


...

}

DistributionReleaseRequestIEs NGAP-PROTOCOL-IES ::= {


{ ID id-MBS-SessionID







CRITICALITY reject
TYPE MBS-SessionID










PRESENCE mandatory
}|


{ ID id-MBS-AreaSessionID






CRITICALITY reject
TYPE MBS-AreaSessionID








PRESENCE optional

}|


{ ID id-MBS-DistributionReleaseRequestTransfer

CRITICALITY reject
TYPE OCTET STRING (CONTAINING MBS-DistributionReleaseRequestTransfer)

PRESENCE mandatory
}|


{ ID id-Cause









CRITICALITY ignore
TYPE Cause












PRESENCE mandatory
},


...

}

-- **************************************************************

--

-- DISTRIBUTION RELEASE RESPONSE
--

-- **************************************************************

DistributionReleaseResponse ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ {DistributionReleaseResponseIEs} },


...

}

DistributionReleaseResponseIEs NGAP-PROTOCOL-IES ::= {


{ ID id-MBS-SessionID







CRITICALITY reject
TYPE MBS-SessionID










PRESENCE mandatory
}|


{ ID id-MBS-AreaSessionID






CRITICALITY reject
TYPE MBS-AreaSessionID








PRESENCE optional

}|


{ ID id-CriticalityDiagnostics





CRITICALITY ignore
TYPE CriticalityDiagnostics







PRESENCE optional

},


...

}

-- **************************************************************

--

-- Multicast Session Activation Elementary Procedure

--

-- **************************************************************

-- **************************************************************

--

-- MULTICAST SESSION ACTIVATION REQUEST
--

-- **************************************************************

MulticastSessionActivationRequest ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ {MulticastSessionActivationRequestIEs} },


...

}

MulticastSessionActivationRequestIEs NGAP-PROTOCOL-IES ::= {


{ ID id-MBS-SessionID







CRITICALITY reject
TYPE MBS-SessionID










PRESENCE mandatory
}|


{ ID id-MulticastSessionActivationRequestTransfer
CRITICALITY reject
TYPE OCTET STRING (CONTAINING MulticastSessionActivationRequestTransfer)
PRESENCE mandatory
},


...

}

-- **************************************************************

--

-- MULTICAST SESSION ACTIVATION RESPONSE
--

-- **************************************************************

MulticastSessionActivationResponse ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ {MulticastSessionActivationResponseIEs} },


...

}

MulticastSessionActivationResponseIEs NGAP-PROTOCOL-IES ::= {


{ ID id-MBS-SessionID







CRITICALITY reject
TYPE MBS-SessionID










PRESENCE mandatory
}|


{ ID id-CriticalityDiagnostics





CRITICALITY ignore
TYPE CriticalityDiagnostics







PRESENCE optional

},


...

}

-- **************************************************************

--

-- MULTICAST SESSION ACTIVATION FAILURE
--

-- **************************************************************

MulticastSessionActivationFailure ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ {MulticastSessionActivationFailureIEs} },


...

}

MulticastSessionActivationFailureIEs NGAP-PROTOCOL-IES ::= {


{ ID id-MBS-SessionID








CRITICALITY reject
TYPE MBS-SessionID









PRESENCE mandatory
}|


{ ID id-Cause










CRITICALITY ignore
TYPE Cause












PRESENCE mandatory
}|


{ ID id-CriticalityDiagnostics






CRITICALITY ignore
TYPE CriticalityDiagnostics






PRESENCE optional

},


...

}

-- **************************************************************

--

-- Multicast Session Deactivation Elementary Procedure

--

-- **************************************************************

-- **************************************************************

--

-- MULTICAST SESSION DEACTIVATION REQUEST
--

-- **************************************************************

MulticastSessionDeactivationRequest ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ {MulticastSessionDeactivationRequestIEs} },


...

}

MulticastSessionDeactivationRequestIEs NGAP-PROTOCOL-IES ::= {


{ ID id-MBS-SessionID







CRITICALITY reject
TYPE MBS-SessionID










PRESENCE mandatory
}|


{ ID id-MulticastSessionDeactivationRequestTransfer
CRITICALITY reject
TYPE OCTET STRING (CONTAINING MulticastSessionDeactivationRequestTransfer)
PRESENCE mandatory
},


...

}

-- **************************************************************

--

-- MULTICAST SESSION DEACTIVATION RESPONSE
--

-- **************************************************************

MulticastSessionDeactivationResponse ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ {MulticastSessionDeactivationResponseIEs} },


...

}

MulticastSessionDeactivationResponseIEs NGAP-PROTOCOL-IES ::= {


{ ID id-MBS-SessionID








CRITICALITY reject
TYPE MBS-SessionID









PRESENCE mandatory
}|


{ ID id-CriticalityDiagnostics






CRITICALITY ignore
TYPE CriticalityDiagnostics






PRESENCE optional

},


...

}

-- **************************************************************

--

-- Multicast Session Update Elementary Procedure

--

-- **************************************************************

-- **************************************************************

--

-- MULTICAST SESSION UPDATE REQUEST
--

-- **************************************************************

MulticastSessionUpdateRequest ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ {MulticastSessionUpdateRequestIEs} },


...

}

MulticastSessionUpdateRequestIEs NGAP-PROTOCOL-IES ::= {


{ ID id-MBS-SessionID







CRITICALITY reject
TYPE MBS-SessionID










PRESENCE mandatory
}|


{ ID id-MBS-AreaSessionID






CRITICALITY reject
TYPE MBS-AreaSessionID








PRESENCE optional

}|


{ ID id-MulticastSessionUpdateRequestTransfer

CRITICALITY reject
TYPE OCTET STRING (CONTAINING MulticastSessionUpdateRequestTransfer)


PRESENCE mandatory
},


...

}

-- **************************************************************

--

-- MULTICAST SESSION UPDATE RESPONSE
--

-- **************************************************************

MulticastSessionUpdateResponse ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ {MulticastSessionUpdateResponseIEs} },


...

}

MulticastSessionUpdateResponseIEs NGAP-PROTOCOL-IES ::= {


{ ID id-MBS-SessionID







CRITICALITY reject
TYPE MBS-SessionID










PRESENCE mandatory
}|


{ ID id-MBS-AreaSessionID






CRITICALITY reject
TYPE MBS-AreaSessionID








PRESENCE optional

}|


{ ID id-CriticalityDiagnostics





CRITICALITY ignore
TYPE CriticalityDiagnostics







PRESENCE optional

},


...

}

-- **************************************************************

--

-- MULTICAST SESSION UPDATE FAILURE
--

-- **************************************************************

MulticastSessionUpdateFailure ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ {MulticastSessionUpdateFailureIEs} },


...

}

MulticastSessionUpdateFailureIEs NGAP-PROTOCOL-IES ::= {


{ ID id-MBS-SessionID








CRITICALITY reject
TYPE MBS-SessionID









PRESENCE mandatory
}|


{ ID id-MBS-AreaSessionID







CRITICALITY reject
TYPE MBS-AreaSessionID








PRESENCE optional

}|


{ ID id-Cause










CRITICALITY ignore
TYPE Cause












PRESENCE mandatory
}|


{ ID id-CriticalityDiagnostics






CRITICALITY ignore
TYPE CriticalityDiagnostics






PRESENCE optional

},


...

}

MBS-DistributionReleaseRequestTransfer ::= SEQUENCE {


mBS-SessionID






MBS-SessionID,


mBS-AreaSessionID





MBS-AreaSessionID











OPTIONAL,


sharedNGU-UnicastTNLInformation


UPTransportLayerInformation









OPTIONAL,


cause








Cause,


iE-Extensions

ProtocolExtensionContainer { { MBS-DistributionReleaseRequesTransfer-ExtIEs} } 
OPTIONAL,


...

}

MBS-DistributionReleaseRequesTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

MBS-DistributionSetupRequestTransfer ::= SEQUENCE {


mBS-SessionID






MBS-SessionID,


mBS-AreaSessionID





MBS-AreaSessionID











OPTIONAL,


sharedNGU-UnicastTNLInformation


UPTransportLayerInformation









OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { { MBS-DistributionSetupRequestTransfer-ExtIEs} } 
OPTIONAL,


...

}

MBS-DistributionSetupRequestTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

MBS-DistributionSetupResponseTransfer ::= SEQUENCE {


mBS-SessionID







MBS-SessionID,


mBS-AreaSessionID






MBS-AreaSessionID



OPTIONAL,


sharedNGU-MulticastTNLInformation


MBS-SessionTNLInfo5GCItem

OPTIONAL,


mBS-QoSFlowsToBeSetupList




MBS-QoSFlowsToBeSetupList,


mBSSessionStatus






MBSSessionStatus,


mBS-ServiceArea







MBS-ServiceArea




OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {MBS-DistributionSetupResponseTransfer-ExtIEs} }
OPTIONAL,


...

}

MBS-DistributionSetupResponseTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

MBS-DistributionSetupUnsuccessfulTransfer ::= SEQUENCE {


mBS-SessionID



MBS-SessionID,


mBS-AreaSessionID


MBS-AreaSessionID
















OPTIONAL,


cause





Cause,


criticalityDiagnostics

CriticalityDiagnostics















OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { { MBS-DistributionSetupUnsuccessfulTransfer-ExtIEs} } 
OPTIONAL,


...

}

MBS-DistributionSetupUnsuccessfulTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}
MBSSessionSetupRequestList ::= SEQUENCE (SIZE(1..maxnoofMBSSessions)) OF MBSSessionSetupRequestItem

MBSSessionSetupRequestItem ::= SEQUENCE {


mBS-SessionID








MBS-SessionID,


mBS-AreaSessionID







MBS-AreaSessionID
















OPTIONAL,


associatedMBSQosFlowSetupRequestList


AssociatedMBSQosFlowSetupRequestList











OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { MBSSessionSetupRequestItem-ExtIEs} }

OPTIONAL,


...

}

MBSSessionSetupRequestItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

MBS-DistributionModificationRequestTransfer ::= SEQUENCE {


mBS-SessionID






MBS-SessionID,


mBS-AreaSessionID





MBS-AreaSessionID











OPTIONAL,


sharedNGU-UnicastTNLInformation


UPTransportLayerInformation









OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { { MBS-DistributionSetupRequestTransfer-ExtIEs} } 
OPTIONAL,


...

}

MBS-DistributionModificationRequestTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

MBS-DistributionModificationResponseTransfer ::= SEQUENCE {


mBS-SessionID







MBS-SessionID,


mBS-AreaSessionID






MBS-AreaSessionID



OPTIONAL,


...

}

MBS-DistributionModificationResponseTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

--------------------------------Next Change------------------------------------------------

-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-AMFConfigurationUpdate




ProcedureCode ::= 0

id-AMFStatusIndication





ProcedureCode ::= 1

id-CellTrafficTrace






ProcedureCode ::= 2
id-DeactivateTrace






ProcedureCode ::= 3
id-DownlinkNASTransport





ProcedureCode ::= 4

id-DownlinkNonUEAssociatedNRPPaTransport
ProcedureCode ::= 5

id-DownlinkRANConfigurationTransfer


ProcedureCode ::= 6

id-DownlinkRANStatusTransfer



ProcedureCode ::= 7

id-DownlinkUEAssociatedNRPPaTransport

ProcedureCode ::= 8

id-ErrorIndication






ProcedureCode ::= 9

id-HandoverCancel






ProcedureCode ::= 10

id-HandoverNotification





ProcedureCode ::= 11

id-HandoverPreparation





ProcedureCode ::= 12

id-HandoverResourceAllocation



ProcedureCode ::= 13

id-InitialContextSetup





ProcedureCode ::= 14

id-InitialUEMessage






ProcedureCode ::= 15

id-LocationReportingControl




ProcedureCode ::= 16
id-LocationReportingFailureIndication

ProcedureCode ::= 17
id-LocationReport






ProcedureCode ::= 18

id-NASNonDeliveryIndication




ProcedureCode ::= 19

id-NGReset








ProcedureCode ::= 20

id-NGSetup








ProcedureCode ::= 21

id-OverloadStart






ProcedureCode ::= 22
id-OverloadStop







ProcedureCode ::= 23
id-Paging








ProcedureCode ::= 24

id-PathSwitchRequest





ProcedureCode ::= 25

id-PDUSessionResourceModify




ProcedureCode ::= 26

id-PDUSessionResourceModifyIndication

ProcedureCode ::= 27

id-PDUSessionResourceRelease



ProcedureCode ::= 28

id-PDUSessionResourceSetup




ProcedureCode ::= 29

id-PDUSessionResourceNotify




ProcedureCode ::= 30

id-PrivateMessage






ProcedureCode ::= 31

id-PWSCancel







ProcedureCode ::= 32
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