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1. Introduction
This paper contains TP for predicted energy saving strategy exchanging procedure.
2. TP for TS 38.423
<<<<<<<<<<<<<<<<<<<< Start of the Change >>>>>>>>>>>>>>>>>>>>
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This IE contains updated configuration information for served NR cells exchanged between NG-RAN nodes.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	[bookmark: _Hlk509328580]Served Cells NR To Add
	
	0 .. < maxnoofCellsinNG-RAN node>
	
	List of added cells served by the NG-RAN node.
	GLOBAL
	reject

	[bookmark: _Hlk509392705]>Served Cell Information NR
	M
	
	9.2.2.11
	
	–
	

	[bookmark: _Hlk509392428][bookmark: _Hlk509328506]>Neighbour Information NR
	O
	
	9.2.2.13
	
	–
	

	>Neighbour Information E-UTRA
	O
	
	[bookmark: OLE_LINK360]9.2.2.14
	
	–
	

	[bookmark: _Hlk509328635]Served Cells To Modify NR
	
	0 .. < maxnoofCellsinNG-RAN node>
	
	List of modified cells served by the NG-RAN node.
	YES
	reject

	[bookmark: _Hlk509328740]>Old NR CGI
	M
	
	NR CGI
9.2.2.7
	
	–
	

	>Served Cell Information NR
	M
	
	9.2.2.11
	
	–
	

	>Neighbour Information NR
	O
	
	9.2.2.13
	
	–
	

	>Neighbour Information E-UTRA
	O
	
	[bookmark: OLE_LINK366]9.2.2.14
	
	–
	

	>Deactivation Indication
	O
	
	ENUMERATED (deactivated, ...)
	Indicates that the concerned cell is switched off for energy saving reasons.
	–
	

	[bookmark: _Hlk509328719][bookmark: _Hlk509327619]>Estimated Deactivation Time
	O
	
	ENUMERATED(500ms, 1000ms, 2000ms, 5000ms, 10000ms, 20000ms, 40000ms, 1min, 6min, 12min, 30min…)
	The concerned cell is estimated to be switched off after the indicated time period.
	YES
	ignore

	Served Cells To Delete NR
	
	0 .. < maxnooffCellsinNG-RAN node >
	
	List of deleted cells served by the NG-RAN node.
	YES
	reject

	>Old NR-CGI
	M
	
	[bookmark: OLE_LINK365]NR CGI
9.2.2.7
	
	–
	



	Range bound
	Explanation

	maxnoofCellsinNG-RAN node
	Maximum no. cells that can be served by a NG-RAN node. Value is 16384.
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This IE contains updated configuration information for served E-UTRA cells exchanged between NG-RAN nodes.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Served Cells To Add E-UTRA
	
	0 .. < maxnoofCellsinNG-RAN node>
	
	List of added cells served by the NG-RAN node.
	YES
	reject

	[bookmark: OLE_LINK313]>Served Cell Information E-UTRA
	M
	
	9.2.2.12
	
	–
	

	[bookmark: _Hlk509328733]>Neighbour Information NR
	O
	
	9.2.2.13
	
	–
	

	>Neighbour Information E-UTRA
	O
	
	9.2.2.14
	
	–
	

	>SFN Offset
	O
	
	9.2.2.75
	Associated with the ECGI IE in the Served Cell Information E-UTRA IE
	YES
	ignore

	Served Cells To Modify E-UTRA
	
	0 .. < maxnoofCellsinNG-RAN node>
	
	List of modified cells served by the NG-RAN node.
	YES
	reject

	>Old ECGI
	M
	
	E-UTRA CGI
9.2.2.8
	
	–
	

	>Served Cell Information E-UTRA
	M
	
	9.2.2.12
	
	–
	

	>Neighbour Information NR
	O
	
	9.2.2.13
	
	–
	

	>Neighbour Information E-UTRA
	O
	
	9.2.2.14
	
	–
	

	>Deactivation Indication
	O
	
	ENUMERATED (deactivated, ...)
	Indicates that the concerned cell is switched off for energy saving reasons.
	–
	

	>SFN Offset
	O
	
	9.2.2.75
	Associated with the ECGI IE in the Served Cell Information E-UTRA IE
	YES
	ignore

	> Estimated Deactivation Time
	O
	
	ENUMERATED(500ms, 1000ms, 2000ms, 5000ms, 10000ms, 20000ms, 40000ms, 1min, 6min, 12min, 30min…)
	The concerned cell is estimated to be switched off after the indicated time period.
	YES
	ignore

	Served Cells To Delete E-UTRA
	
	0 .. < maxnoofCellsinNG-RAN node >
	
	List of deleted cells served by the NG-RAN node.
	YES
	reject

	[bookmark: _Hlk509328706]>Old ECGI
	M
	
	E-UTRA CGI
9.2.2.8
	
	–
	



	Range bound
	Explanation

	maxnoofCellsinNG-RAN node
	Maximum no. cells that can be served by a NG-RAN node. Value is 16384.
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-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

XnAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) xnap (2) version1 (1) xnap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN
**************** skip unchanged part *******************
	id-TAINSAGSupportList,
	id-earlyMeasurement,
	id-BeamMeasurementsReportConfiguration,
	id-CoverageModificationCause,
	id-UERLFReportContainerLTEExtension,
	id-ExcessPacketDelayThresholdConfiguration,
	id-Estimated-Deactivation-Time,
	maxEARFCN,
	maxnoofAllowedAreas,
	maxnoofAMFRegions,
	maxnoofAoIs,
	maxnoofBPLMNs,
	maxnoofCAGs,
	maxnoofCAGsperPLMN,
	maxnoofCellsinAoI,
**************** skip unchanged part *******************


ServedCells-ToModify-E-UTRA ::= SEQUENCE (SIZE (1..maxnoofCellsinNG-RANnode)) OF ServedCells-ToModify-E-UTRA-Item

ServedCells-ToModify-E-UTRA-Item ::= SEQUENCE {
	old-ECGI					E-UTRA-CGI,
	served-cell-info-E-UTRA		ServedCellInformation-E-UTRA,
	neighbour-info-NR			NeighbourInformation-NR											OPTIONAL,
	neighbour-info-E-UTRA		NeighbourInformation-E-UTRA										OPTIONAL,
	deactivation-indication		ENUMERATED {deactivated, ...}									OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {Served-cells-ToModify-E-UTRA-Item-ExtIEs} }	OPTIONAL,
	...
}

Served-cells-ToModify-E-UTRA-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
{ ID id-SFN-Offset				CRITICALITY ignore EXTENSION SFN-Offset					PRESENCE optional },
{ ID id-Estimated-Deactivation-Time			CRITICALITY ignore EXTENSION Estimated-Deactivation-Time				PRESENCE optional },
	...
}

Estimated-Deactivation-Time ::= SEQUENCE {
	Estimated-deactivation-Time					ENUMERATED { ms500, ms1000, ms2000, ms5000, ms10000, ms20000, ms40000, min1, min6, min12, min30, ...},
	iE-Extensions		ProtocolExtensionContainer { { Estimated-Deactivation-Time-ExtIEs} } OPTIONAL,
	...
}

Estimated-Deactivation-Time-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
		...
}


**************** skip unchanged part *******************

ServedCells-ToModify-NR ::= SEQUENCE (SIZE (1..maxnoofCellsinNG-RANnode)) OF ServedCells-ToModify-NR-Item

ServedCells-ToModify-NR-Item ::= SEQUENCE {
	old-NR-CGI					NR-CGI,
	served-cell-info-NR			ServedCellInformation-NR,
	neighbour-info-NR			NeighbourInformation-NR											OPTIONAL,
	neighbour-info-E-UTRA		NeighbourInformation-E-UTRA										OPTIONAL,
	deactivation-indication		ENUMERATED {deactivated, ...}									OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {Served-cells-ToModify-NR-Item-ExtIEs} } 	OPTIONAL,
	...
}

Served-cells-ToModify-NR-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

Served-cells-ToModify-NR-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-Estimated-Deactivation-Time			CRITICALITY ignore EXTENSION Estimated-Deactivation-Time					PRESENCE optional },
	...
}
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-- ASN1START
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

XnAP-Constants {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-Access (22) modules (3) xnap (2) version1 (1) xnap-Constants (4) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS
	ProcedureCode,
	ProtocolIE-ID
FROM XnAP-CommonDataTypes;
**************** skip unchanged part *******************

id-BeamMeasurementsReportConfiguration																ProtocolIE-ID ::= 367
id-CoverageModificationCause																			ProtocolIE-ID ::= 368
id-AdditionalListofPDUSessionResourceChangeConfirmInfo-SNterminated									ProtocolIE-ID ::= 369
id-UERLFReportContainerLTEExtension																ProtocolIE-ID ::= 370
id-ExcessPacketDelayThresholdConfiguration															ProtocolIE-ID ::= 371
id-Estimated-Deactivation-Time                														ProtocolIE-ID ::= XXX



END
**************** skip unchanged part *******************
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