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TP TS 37.483

9.2.2.13	DL DATA NOTIFICATION
This message is sent by the gNB-CU-UP to provide information about the DL data detection to the gNB-CU-CP.
Direction: gNB-CU-UP  gNB-CU-CP
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU-CP UE E1AP ID
	M 
	
	9.3.1.4
	
	YES
	reject

	gNB-CU-UP UE E1AP ID 
	M
	
	9.3.1.5
	
	YES
	reject

	Paging Priority Indicator (PPI)
	O
	
	9.3.1.55
	
	YES
	ignore

	PDU Session To Notify List
	O
	
	
	
	YES
	ignore

	>PDU Session To Notify Item
	
	1..<maxnoofPDUSessionResource>
	
	
	-
	-

	>>PDU Session ID 
	M
	
	9.3.1.21
	
	-
	-

	>>QoS Flow List
	M
	
	9.3.1.12
	
	-
	-

	MT-SDT Information
	O
	
	9.3.1.xxx
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofPDUSessionResource 
	Maximum no. of PDU Sessions for a UE. Value is 256.





Not modified

9.3.1.xxx	MT-SDT Information 
This IE provides the assistant information for MT-SDT.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	MT SDT Data Size 
	O
	
	INTEGER (1…65655, …)
	The downlink data size for all SDT bearers buffered in CU-UP. Unit: byte.






Not modified

DiscardTimerExtended	::=	ENUMERATED {ms0dot5, ms1, ms2, ms4, ms6, ms8,..., ms2000}



DLDiscarding ::= SEQUENCE {
	dLDiscardingCountVal			PDCP-Count,
	iE-Extensions					ProtocolExtensionContainer { { DLDiscarding-ExtIEs } } 		OPTIONAL
}

DLDiscarding-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {
	...
}


Not modified

MeasurementsToActivate ::= BIT STRING (SIZE (8))

MDTPLMNList ::= SEQUENCE (SIZE(1..maxnoofMDTPLMNs)) OF PLMN-Identity

MDTPLMNModificationList ::= SEQUENCE (SIZE(0..maxnoofMDTPLMNs)) OF PLMN-Identity

MT-SDT-DataSize ::= INTEGER (0..4095, ...) 

MT-SDT-Information ::= SEQUENCE {
	mT-SDT-DataSize			MT-SDT-DataSize	OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { {MT-SDT-Information-ExtIEs} } OPTIONAL
}

MT-SDT-Information-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {
	...
}




-- N




Not modified

Conclusion and Proposals
This paper has proposed TP for TS 37.483 which is to: 
· Agree with the name: MT-SDT Data Size
· Agree with MT-SDT Data size type defined as INTEGER 65535 bytes, extensible.

Proposal 1: Agree the TP above for baseline CR TS 37.483 for MT-SDT support.
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