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9.3.1.25
Target ID

This IE identifies the target for the handover.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	CHOICE Target ID
	M
	
	
	
	-
	

	>NG-RAN
	
	
	
	
	
	

	>>Global RAN Node ID
	M
	
	9.3.1.5
	
	-
	

	>>Selected TAI
	M
	
	TAI

9.3.3.11
	
	-
	

	>>Selected NID
	O
	
	NID
9.3.3.42
	Indicates, together with the PLMN ID in the selected TAI, the target SNPN network as specified in TS 23.502 [10]. 
	YES
	reject

	>E-UTRAN
	
	
	
	
	
	

	>>Global eNB ID
	M
	
	Global ng-eNB ID

9.3.1.8
	
	-
	

	>>Selected EPS TAI
	M
	
	EPS TAI

9.3.3.17
	
	-
	

	>Target RNC-ID
	
	
	
	
	YES
	reject

	>>LAI
	M
	
	9.3.3.30
	
	-
	

	>>RNC-ID
	M
	
	9.3.1.123
	This IE is ignored if the Extended RNC-ID IE is included in the Target ID IE.
	-
	

	>>Extended RNC-ID
	O
	
	9.3.1.124
	The Extended RNC-ID IE is used if the RNC identity has a value larger than 4095.
	-
	

	>Target Home eNB ID
	
	
	
	
	YES
	reject

	>>PLMN Identity
	M
	
	9.3.3.5
	
	-
	

	>>Home eNB ID
	M
	
	BIT STRING (SIZE(28))
	Equal to the E-UTRA Cell Identity IE contained in the E-UTRA CGI IE of the cell served by the eNB.
	-
	

	>>Selected EPS TAI
	M
	
	EPS TAI

9.3.3.17
	
	-
	


Not modified 

9.3.1.184
NPN Mobility Information

This IE indicates the access restrictions related to an NPN.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	CHOICE NPN Mobility Information
	M
	
	
	
	
	

	>SNPN Mobility Information
	
	
	
	
	
	

	>>Serving NID
	M
	
	NID

9.3.3.42
	
	
	

	>>Equivalent SNPNs
	
	0.. <maxnoofESNPNs>
	
	Allowed SNPNs in addition to Serving SNPN.

This list corresponds to the list of "equivalent SNPNs" as defined in TS 24.501 [26].

This list is part of the roaming restriction information. Roaming restrictions apply to SNPNs other than the Serving SNPN and Equivalent SNPNs.
	YES
	reject

	  >>PLMN Identity
	M
	
	9.3.3.5
	
	-
	-

	  >>NID
	M
	
	9.3.3.42
	
	-
	-

	>PNI-NPN Mobility Information
	
	
	
	
	
	

	>>Allowed PNI-NPN List
	M
	
	9.3.3.45
	
	
	


	Range bound
	Explanation

	maxnoofESNPNs
	Maximum no. of Equivalent SNPNs. Value is 15.


Not modified 

9.4.5
Information Element Definitions

-- ASN1START

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

NGAP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


id-AdditionalDLForwardingUPTNLInformation,


id-AdditionalULForwardingUPTNLInformation,


id-AdditionalDLQosFlowPerTNLInformation,


id-AdditionalDLUPTNLInformationForHOList,


id-AdditionalNGU-UP-TNLInformation,


id-AdditionalRedundantDL-NGU-UP-TNLInformation,


id-AdditionalRedundantDLQosFlowPerTNLInformation,


id-AdditionalRedundantNGU-UP-TNLInformation,


id-AdditionalRedundantUL-NGU-UP-TNLInformation,


id-AdditionalUL-NGU-UP-TNLInformation,


id-AlternativeQoSParaSetList,


id-BurstArrivalTimeDownlink,

id-Cause,


id-CNPacketDelayBudgetDL,


id-CNPacketDelayBudgetUL,


id-CNTypeRestrictionsForEquivalent,


id-CNTypeRestrictionsForServing,


id-CommonNetworkInstance,

id-ConfiguredTACIndication,

id-CurrentQoSParaSetIndex,


id-DAPSRequestInfo,

id-DAPSResponseInfoList,

id-DataForwardingNotPossible,


id-DataForwardingResponseERABList,


id-DirectForwardingPathAvailability,


id-DL-NGU-UP-TNLInformation,


id-EndpointIPAddressAndPort,


id-EnergySavingIndication,

id-EquivalentSNPNs,

id-ExtendedPacketDelayBudget,


id-ExtendedRATRestrictionInformation,


id-ExtendedReportIntervalMDT,

id-ExtendedSliceSupportList,


id-ExtendedTAISliceSupportList,


id-ExtendedUEIdentityIndexValue,


id-EUTRA-PagingeDRXInformation,


id-GlobalCable-ID,


id-GlobalRANNodeID,


id-GlobalTNGF-ID,

 
id-GlobalTWIF-ID,


id-GlobalW-AGF-ID,


id-GUAMIType,


id-IncludeBeamMeasurementsIndication,

id-IntersystemSONInformationRequest,


id-IntersystemSONInformationReply,


id-IntersystemResourceStatusUpdate,


id-LastEUTRAN-PLMNIdentity,


id-LastVisitedPSCellList,


id-LocationReportingAdditionalInfo,


id-M4ReportAmount,


id-M5ReportAmount,


id-M6ReportAmount,


id-ExcessPacketDelayThresholdConfiguration,


id-M7ReportAmount,


id-MaximumIntegrityProtectedDataRate-DL,


id-MBS-AreaSessionID,


id-MBS-QoSFlowsToBeSetupList,


id-MBS-QoSFlowsToBeSetupModList,


id-MBS-QoSFlowToReleaseList,


id-MBS-ServiceArea,

id-MBS-SessionFSAIDList,


id-MBS-SessionID,


id-MBS-ActiveSessionInformation-SourcetoTargetList,


id-MBS-ActiveSessionInformation-TargettoSourceList,


id-MBS-SessionTNLInfo5GC,


id-MBS-SupportIndicator, 


id-MBSSessionFailedtoSetupList,


id-MBSSessionFailedtoSetuporModifyList,


id-MBSSessionSetupResponseList,

id-MBSSessionSetuporModifyResponseList,

id-MBSSessionToReleaseList,


id-MBSSessionSetupRequestList,

id-MBSSessionSetuporModifyRequestList,


id-MDTConfiguration,


id-MicoAllPLMN,


id-NetworkInstance,


id-NGAPIESupportInformationRequestList,


id-NGAPIESupportInformationResponseList,


id-NID,


id-NR-CGI,


id-NRNTNTAIInformation,


id-NPN-MobilityInformation,


id-NPN-PagingAssistanceInformation,


id-NPN-Support,


id-NR-PagingeDRXInformation,


id-OldAssociatedQosFlowList-ULendmarkerexpected,


id-OnboardingSupport,


id-PagingAssisDataforCEcapabUE,


id-PagingCauseIndicationForVoiceService,


id-PDUSessionAggregateMaximumBitRate,


id-PduSessionExpectedUEActivityBehaviour,


id-PDUSessionPairID,


id-PDUSessionResourceFailedToSetupListCxtFail,


id-PDUSessionResourceReleaseResponseTransfer,


id-PDUSessionType,


id-PEIPSassistanceInformation,


id-PSCellInformation,


id-QMCConfigInfo,

id-QosFlowAddOrModifyRequestList,


id-QosFlowFailedToSetupList,

id-QosFlowFeedbackList,


id-QosFlowParametersList,


id-QosFlowSetupRequestList,


id-QosFlowToReleaseList,


id-QosMonitoringRequest,


id-QosMonitoringReportingFrequency,

id-SuccessfulHandoverReportList,


id-UEContextReferenceAtSource,

id-RAT-Information,


id-RedundantCommonNetworkInstance,


id-RedundantDL-NGU-TNLInformationReused,


id-RedundantDL-NGU-UP-TNLInformation,


id-RedundantDLQosFlowPerTNLInformation,


id-RedundantPDUSessionInformation,

id-RedundantQosFlowIndicator,


id-RedundantUL-NGU-UP-TNLInformation,


id-SCTP-TLAs,


id-SecondaryRATUsageInformation,


id-SecurityIndication,


id-SecurityResult,

id-Selected-NID,

id-SgNB-UE-X2AP-ID,


id-S-NSSAI,


id-SONInformationReport,


id-SourceNodeID,


id-SourceNodeTNLAddrInfo,

id-SourceTNLAddrInfo,

id-SurvivalTime,


id-TNLAssociationTransportLayerAddressNGRAN,


id-TAINSAGSupportList,


id-TargetHomeENB-ID,

id-TargetRNC-ID,


id-TraceCollectionEntityURI,


id-TSCTrafficCharacteristics,


id-UEHistoryInformationFromTheUE,


id-UERadioCapabilityForPaging,

id-UERadioCapabilityForPagingOfNB-IoT,


id-UL-NGU-UP-TNLInformation,


id-UL-NGU-UP-TNLModifyList,


id-ULForwarding,


id-ULForwardingUP-TNLInformation,


id-UsedRSNInformation,

id-UserLocationInformationTNGF,


id-UserLocationInformationTWIF,


id-UserLocationInformationW-AGF,

id-EarlyMeasurement,

id-BeamMeasurementsReportConfiguration,


id-TAI,


id-HFCNode-ID-new,


id-GlobalCable-ID-new,

maxnoofAllowedAreas,

maxnoofAllowedCAGsperPLMN,

maxnoofAllowedS-NSSAIs,


maxnoofBluetoothName,


maxnoofBPLMNs,


maxnoofCAGSperCell,

maxnoofCandidateCells,


maxnoofCellIDforMDT,


maxnoofCellIDforQMC,


maxnoofCellIDforWarning,


maxnoofCellinAoI,


maxnoofCellinEAI,


maxnoofCellsforMBS,


maxnoofCellsingNB,


maxnoofCellsinngeNB,


maxnoofCellsinNGRANNode,


maxnoofCellinTAI,


maxnoofCellsinUEHistoryInfo,


maxnoofCellsUEMovingTrajectory,

maxnoofDRBs,


maxnoofEmergencyAreaID,


maxnoofEAIforRestart,


maxnoofEPLMNs,


maxnoofEPLMNsPlusOne,

maxnoofE-RABs,


maxnoofErrors,

maxnoofESNPNs,


maxnoofExtSliceItems,


maxnoofForbTACs,

maxnoofFreqforMDT,


maxnoofMBSFSAs,


maxnoofMBSQoSFlows,

Not modified
EndIndication ::= ENUMERATED {


no-further-data,

further-data-exists,


...

}

EndpointIPAddressAndPort-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

EquivalentPLMNs ::= SEQUENCE (SIZE(1..maxnoofEPLMNs)) OF PLMNIdentity
EquivalentSNPNs ::= SEQUENCE (SIZE(1..maxnoofESNPNs)) OF SNPNIdentity
EPS-TAC ::= OCTET STRING (SIZE(2))

EPS-TAI ::= SEQUENCE {


pLMNIdentity

PLMNIdentity,


ePS-TAC



EPS-TAC,


iE-Extensions

ProtocolExtensionContainer { {EPS-TAI-ExtIEs} } OPTIONAL,


...

}

EPS-TAI-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

Not modified
SliceSupportListQMC ::= SEQUENCE (SIZE(1..maxnoofSNSSAIforQMC)) OF SliceSupportQMC-Item

SliceSupportQMC-Item ::= SEQUENCE {


s-NSSAI



S-NSSAI,


iE-Extensions

ProtocolExtensionContainer { {SliceSupportQMC-Item-ExtIEs} }

OPTIONAL,


...

}

SliceSupportQMC-Item-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

SNPNIdentity ::= SEQUENCE {


pLMNID





PLMNIdentity,


nID






NID,


iE-Extensions

ProtocolExtensionContainer { {SNPNIdentity-ExtIEs} }
OPTIONAL,

...

}

SNPNIdentity-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

SNPN-MobilityInformation ::= SEQUENCE {


serving-NID


NID,


iE-Extensions

ProtocolExtensionContainer { {SNPN-MobilityInformation-ExtIEs} }
OPTIONAL,


...

}

SNPN-MobilityInformation-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
{ID id-EquivalentSNPNs

CRITICALITY reject
TYPE EquivalentSNPNs PRESENCE optional },

...

}

S-NSSAI ::= SEQUENCE {


sST




SST,


sD




SD












OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { { S-NSSAI-ExtIEs} }
OPTIONAL,


...

}

S-NSSAI-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

Not modified
TargetRANNodeID ::= SEQUENCE {


globalRANNodeID

GlobalRANNodeID,


selectedTAI


TAI,


iE-Extensions

ProtocolExtensionContainer { {TargetRANNodeID-ExtIEs} } OPTIONAL,


...

}

TargetRANNodeID-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {

{ID id-Selected-NID
CRITICALITY reject
EXTENSION NID PRESENCE optional },


...

}

Not modified
9.4.7
Constant Definitions

-- ASN1START

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

NGAP-Constants { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN
Not modified

maxnoofDRBs








INTEGER ::= 32

maxnoofEmergencyAreaID





INTEGER ::= 65535

maxnoofEAIforRestart





INTEGER ::= 256


maxnoofEPLMNs







INTEGER ::= 15


maxnoofEPLMNsPlusOne





INTEGER ::= 16

maxnoofESNPNs







INTEGER ::= 15


maxnoofE-RABs







INTEGER ::= 256

maxnoofErrors







INTEGER ::= 256


maxnoofExtSliceItems





INTEGER ::= 65535

maxnoofForbTACs







INTEGER ::= 4096


maxnoofFreqforMDT






INTEGER ::= 8


maxnoofMBSAreaSessionIDs




INTEGER ::= 256


maxnoofMBSFSAs







INTEGER ::= 64

Not modified

id-MBSSessionReleaseResponseTransfer




ProtocolIE-ID ::= 358


id-ManagementBasedMDTPLMNModificationList



ProtocolIE-ID ::= 359


id-EarlyMeasurement









ProtocolIE-ID ::= 360


id-BeamMeasurementsReportConfiguration




ProtocolIE-ID ::= 361


id-HFCNode-ID-new









ProtocolIE-ID ::= 362


id-GlobalCable-ID-new








ProtocolIE-ID ::= 363


id-TargetHomeENB-ID









ProtocolIE-ID ::= 364

id-EquivalentSNPNs









ProtocolIE-ID ::= xxx

id-Selected-NID










ProtocolIE-ID ::= xxx
END

-- ASN1STOP


