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******************* Start of 1st Change *******************

[bookmark: _Toc20955289][bookmark: _Toc29991486][bookmark: _Toc36555886][bookmark: _Toc44497608][bookmark: _Toc45107996][bookmark: _Toc45901616][bookmark: _Toc51850695][bookmark: _Toc56693698][bookmark: _Toc64447241][bookmark: _Toc66286735][bookmark: _Toc74151430][bookmark: _Toc88653903][bookmark: _Toc97904259][bookmark: _Toc98868346][bookmark: _Toc105174631][bookmark: _Toc106109468][bookmark: _Toc113825289][bookmark: _Toc120033445]9.2.2.20	NR Transmission Bandwidth
The NR Transmission Bandwidth IE is used to indicate either the UL or the DL transmission bandwidth.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	NR SCS
	M
	
	ENUMERATED (scs15, scs30, scs60, scs120, …, scs480, scs960)
	The values scs15, scs30, scs60 and scs120 corresponds to the sub carrier spacing in TS 38.104 [24].

	NR NRB
	M
	
	ENUMERATED (nrb11, nrb18, nrb24, nrb25, nrb31, nrb32, nrb38, nrb51, nrb52, nrb65, nrb66, nrb78, nrb79, nrb93, nrb106, nrb107, nrb121, nrb132, nrb133, nrb135, nrb160, nrb162, nrb189, nrb216, nrb217, nrb245, nrb264, nrb270, nrb273, ..., nrb33, nrb62, nrb124, nrb148, nrb248, nrb44, nrb58, nrb92, nrb119, nrb188, nrb242)
	This IE is used to indicate the UL or DL transmission bandwidth expressed in units of resource blocks "NRB" (TS 38.104 [24]). The values nrb11, nrb18, etc. correspond to the number of resource blocks "NRB" 11, 18, etc.




******************* Start of 2nd Change *******************

[bookmark: _Toc20954613][bookmark: _Toc29902623][bookmark: _Toc29906627][bookmark: _Toc36550621][bookmark: _Toc45104397][bookmark: _Toc45227893][bookmark: _Toc45891707][bookmark: _Toc51764352][bookmark: _Toc56528354][bookmark: _Toc64382322][bookmark: _Toc66283897][bookmark: _Toc67911273][bookmark: _Toc73980051][bookmark: _Toc88650776][bookmark: _Toc97885903][bookmark: _Toc98883036][bookmark: _Toc105523572][bookmark: _Toc106131116][bookmark: _Toc113840268][bookmark: _Toc120012625]9.3.5	Information Element definitions



******************* Skip Unnecessary Text *******************

NRNRB ::= ENUMERATED { nrb11, nrb18, nrb24, nrb25, nrb31, nrb32, nrb38, nrb51, nrb52, nrb65, nrb66, nrb78, nrb79, nrb93, nrb106, nrb107, nrb121, nrb132, nrb133, nrb135, nrb160, nrb162, nrb189, nrb216, nrb217, nrb245, nrb264, nrb270, nrb273, ..., nrb33, nrb62, nrb124, nrb148, nrb248, nrb44, nrb58, nrb92, nrb119, nrb188, nrb242}


******************* End of Change *******************

