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	Reason for change:
	The Access and Mobility procedure is supposed to transfer RA Reports from one gNB-CU to gNB-DU. The RA Report that should be forwarded to the gNB-DU should correspond to cells served by gNB-DU. However, current specifications state that the full list of RA Reports reported by the UE is signalled, i.e. The RACH Report Container has semantic description as follows “RA-ReportList-r16 IE as defined in subclause 6.2.2 in TS 38.331 [10].” 
The RA-ReportList-r16 IE may contain RA Reports that are not for cells served by the gNB-DU

	
	

	Summary of change:
	Correct RA-ReportList-r16 to RA-Report-r16
Impact analysis:
Impact assessment towards the previous version of the specification (same release): 
This CR has no impact on the protocol.
This CR has functionality impact. 
This CR impact can be considered isolated.



	
	

	Consequences if not approved:
	The full list of RA Reports collected and reported by a UE is signalled to the gNB-DU. This implies that RA Reports not pertinent to the cells served by the gNB-DU need to be processed by gNB-DU
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/*******************************Start of Change**************************************************/
[bookmark: _Toc45832402][bookmark: _Toc51763655][bookmark: _Toc64448824][bookmark: _Toc66289483][bookmark: _Toc74154596][bookmark: _Toc81383340][bookmark: _Toc88657973][bookmark: _Toc97910885][bookmark: _Toc99038605][bookmark: _Toc99730868][bookmark: _Toc105510997][bookmark: _Toc105927529][bookmark: _Toc106110069][bookmark: _Toc113835506][bookmark: _Toc120124353][bookmark: _Toc121161353]9.2.10.1	ACCESS AND MOBILITY INDICATION
This message is sent by gNB-CU to gNB-DU to provide access and mobility information to the gNB-DU.
Direction: gNB-CU  gNB-DU.
	[bookmark: _Hlk39157288]IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	Transaction ID
	M
	
	9.3.1.23
	
	YES
	reject

	[bookmark: OLE_LINK81]RACH Report Information List
	
	0..1
	
	
	YES
	ignore

	>RACH Report Information Item
	
	1 .. <maxnoofRACHReports>
	
	
	-
	

	>>RACH Report Container
	M
	
	OCTET STRING
	RA-ReportList-r16 IE as defined in subclause 6.2.2 in TS 38.331 [8].
	-
	

	>>UE Assistant Identifier 
	O
	
	gNB-DU UE F1AP ID
9.3.1.5
	
	-
	

	RLF Report Information List
	
	0..1
	
	
	YES
	ignore

	>RLF Report Information Item
	
	[bookmark: OLE_LINK84]1 .. <maxnoofRLFReports>
	
	
	-
	

	>>NR UE RLF Report Container
	M
	
	OCTET STRING
	nr-RLF-Report-r16 IE contained in the UEInformationResponse message defined in TS 38.331 [8].
	-
	

	>>UE Assistant Identifier 
	O
	
	gNB-DU UE F1AP ID
9.3.1.5
	
	-
	

	Successful HO Report Information List
	
	0..1
	
	
	YES
	ignore

	>Successful HO Report Information Item
	
	1 .. <maxnoofSuccessfulHOReports>
	
	
	-
	

	>>Successful HO Report Container
	M
	
	OCTET STRING
	SuccessHO-Report-r17 IE as defined in subclause 6.2.2 in TS 38.331 [8].
	-
	



	Range bound
	Explanation

	maxnoofRACHReports
	Maximum no. of RACH Reports, the maximum value is 64.

	maxnoofRLFReports
	Maximum no. of RLF Reports, the maximum value is 64.

	maxnoofSuccessfulHOReports
	Maximum no. of Successful HO Reports, the maximum value is 64.
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