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	Reason for change:
	1) The semantic description of IE “Cause” is ambiguous, since the “Complete Failure Cause Information IE” is not defined in this specification. 
2) By checking the X2AP/XnAP/E1AP specifications, the eNB2/NG-RAN node2/gNB-DU Measurement ID in the RESOURCE STATUS FAILURE messages are all mandatory, and the presence of the IE “gNB-CU-UP Measurement ID” in the E1AP RESOURCE STATUS FAILURE message should also be mandatory.

	
	

	Summary of change:
	1) Remove the unnecessary semantic description of IE “Cause” in the E1AP RESOURCE STATUS FAILURE message. 
2) Change the presence of IE “gNB-CU-UP Measurement ID” in the E1AP RESOURCE STATUS FAILURE message as “mandatory” in both Tabular and ASN.1.


	
	

	Consequences if not approved:
	1) Ambiguous description of the semantic description.
2) The presence of IE “gNB-CU-UP Measurement ID” in the E1AP RESOURCE STATUS FAILURE message is wrong.

Impact Analysis:
Impact assessment towards the previous version of the specification (same release): 
This CR has an impact under protocol point of view. The impact can be considered isolated because the change affects only the Resource Status Reporting Initiation function. 
This CR is non-backwards compatible.
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This message is sent by the gNB-CU-UP to indicate that for any of the requested measurement objects the measurement cannot be initiated.
Direction: gNB-CU-UP  gNB-CU-CP.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.53
	
	YES
	reject

	gNB-CU-CP Measurement ID
	M
	
	INTEGER (1..4095,...)
	Allocated by gNB-CU-CP
	YES
	reject

	gNB-CU-UP Measurement ID
	MC-ifRegistrationRequestStop
	
	INTEGER (1..4095,...)
	Allocated by gNB-CU-UP
	YES
	ignore

	Cause
	M
	
	9.3.1.2
	Ignored by the receiver when the Complete Failure Cause Information IE is included
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore



	Condition
	Explanation

	ifRegistrationRequestStop
	This IE shall be present if the Registration Request IE is set to the value “stop”



<<<<<<<<<<<<<<<<<<<< NEXT CHANGE >>>>>>>>>>>>>>>>>>>>
ResourceStatusFailure ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ { ResourceStatusFailureIEs } },
	...
}

ResourceStatusFailureIEs E1AP-PROTOCOL-IES ::= {
		{ ID id-TransactionID					CRITICALITY reject		TYPE TransactionID	PRESENCE mandatory}|
		{ ID id-gNB-CU-CP-Measurement-ID		CRITICALITY reject		TYPE INTEGER (1..4095, ...)		PRESENCE mandatory}|
		{ ID id-gNB-CU-UP-Measurement-ID		CRITICALITY ignore		TYPE INTEGER (1..4095, ...)		PRESENCE optionalmandatory}|
		{ ID id-Cause					CRITICALITY ignore		TYPE Cause		PRESENCE mandatory}|
		{ ID id-CriticalityDiagnostics	CRITICALITY ignore		TYPE CriticalityDiagnostics					PRESENCE optional},
	...
}
<<<<<<<<<<<<<<<<<<<< END OF CHANGE >>>>>>>>>>>>>>>>>>>>

