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/*---------------Start of Change-----------*/
[bookmark: _Toc99123317][bookmark: _Toc99662121][bookmark: _Toc105152187][bookmark: _Toc105173993][bookmark: _Toc106108991][bookmark: _Toc106122896][bookmark: _Toc107409449][bookmark: _Toc112756638][bookmark: _Toc120537132]9.2.5	NAS Transport Messages
[bookmark: _Toc20955110][bookmark: _Toc29503556][bookmark: _Toc29504140][bookmark: _Toc29504724][bookmark: _Toc36553170][bookmark: _Toc36554897][bookmark: _Toc45652206][bookmark: _Toc45658638][bookmark: _Toc45720458][bookmark: _Toc45798338][bookmark: _Toc45897727][bookmark: _Toc51745931][bookmark: _Toc64446195][bookmark: _Toc73982065][bookmark: _Toc88652154][bookmark: _Toc97891197][bookmark: _Toc99123318][bookmark: _Toc99662122][bookmark: _Toc105152188][bookmark: _Toc105173994][bookmark: _Toc106108992][bookmark: _Toc106122897][bookmark: _Toc107409450][bookmark: _Toc112756639][bookmark: _Toc120537133]9.2.5.1	INITIAL UE MESSAGE
This message is sent by the NG-RAN node to transfer the initial layer 3 message to the AMF over the NG interface.
Direction: NG-RAN node  AMF
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	NAS-PDU
	M
	
	9.3.3.4
	
	YES
	reject

	User Location Information
	M
	
	9.3.1.16
	
	YES
	reject

	RRC Establishment Cause
	M
	
	9.3.1.111
	
	YES
	ignore

	5G-S-TMSI
	O
	
	9.3.3.20
	
	YES
	reject

	AMF Set ID
	O
	
	9.3.3.12
	
	YES
	ignore

	UE Context Request
	O
	
	ENUMERATED (requested, ...)
	
	YES
	ignore

	Allowed NSSAI
	O
	
	9.3.1.31
	
	YES
	reject

	Source to Target AMF Information Reroute
	O
	
	9.3.3.27
	
	YES
	ignore

	Selected PLMN Identity
	O
	
	PLMN Identity
9.3.3.5
	Indicates the selected PLMN id for the non-3GPP access.
	YES
	ignore

	IAB Node Indication
	O
	
	ENUMERATED (true, ...)
	Indication of an IAB node
	YES
	reject

	CE-mode-B Support Indicator
	O
	
	9.3.1.156
	
	YES
	reject

	LTE-M Indication
	O
	
	9.3.1.157
	
	YES
	ignore

	EDT Session
	O
	
	ENUMERATED (true, …)
	
	YES
	ignore

	Authenticated Indication
	O
	
	ENUMERATED (true, …)
	Indicates the FN-RG has been authenticated by the access network.
	YES
	ignore

	NPN Access Information
	O
	
	[bookmark: _Hlk44344637]9.3.3.46
	
	YES
	reject

	RedCap Indication
	O
	
	9.3.1.228
	
	YES
	ignore

	Selected NID
	O
	
	NID
9.3.3.42
	Indicates the selected NID for the non-3GPP access.
	
	


[bookmark: _GoBack]
/*---------------Start of Change-----------*/
[bookmark: _Toc20955189][bookmark: _Toc29503638][bookmark: _Toc29504222][bookmark: _Toc29504806][bookmark: _Toc36553252][bookmark: _Toc36554979][bookmark: _Toc45652290][bookmark: _Toc45658722][bookmark: _Toc45720542][bookmark: _Toc45798422][bookmark: _Toc45897811][bookmark: _Toc51746015][bookmark: _Toc64446279][bookmark: _Toc73982149][bookmark: _Toc88652238][bookmark: _Toc97891281][bookmark: _Toc99123424][bookmark: _Toc99662229][bookmark: _Toc105152296][bookmark: _Toc105174102][bookmark: _Toc106109100][bookmark: _Toc106123005][bookmark: _Toc107409558][bookmark: _Toc112756747][bookmark: _Toc120537241][bookmark: _Toc98868324][bookmark: _Toc105174610][bookmark: _Toc106109447]9.3.1.25	Target ID
This IE identifies the target for the handover.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	CHOICE Target ID
	M
	
	
	
	-
	

	>NG-RAN
	
	
	
	
	
	

	>>Global RAN Node ID
	M
	
	9.3.1.5
	
	-
	

	>>Selected TAI
	M
	
	TAI
9.3.3.11
	
	-
	

	>>Selected NID
	O
	
	NID
9.3.3.42
	
	-
	

	>E-UTRAN
	
	
	
	
	
	

	>>Global eNB ID
	M
	
	Global ng-eNB ID
9.3.1.8
	
	-
	

	>>Selected EPS TAI
	M
	
	EPS TAI
9.3.3.17
	
	-
	

	>Target RNC-ID
	
	
	
	
	YES
	reject

	>>LAI
	M
	
	9.3.3.30
	
	-
	

	>>RNC-ID
	M
	
	9.3.1.123
	This IE is ignored if the Extended RNC-ID IE is included in the Target ID IE.
	-
	

	>>Extended RNC-ID
	O
	
	9.3.1.124
	The Extended RNC-ID IE is used if the RNC identity has a value larger than 4095.
	-
	

	>Target Home eNB ID
	
	
	
	
	YES
	reject

	>>PLMN Identity
	M
	
	9.3.3.5
	
	-
	

	>>Home eNB ID
	M
	
	BIT STRING (SIZE(28))
	Equal to the E-UTRA Cell Identity IE contained in the E-UTRA CGI IE of the cell served by the eNB.
	-
	

	>>Selected EPS TAI
	M
	
	EPS TAI
9.3.3.17
	
	-
	



/*---------------Next Change-----------*/
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This IE indicates the access restrictions related to an NPN.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	CHOICE NPN Mobility Information
	M
	
	
	
	
	

	>SNPN Mobility Information
	
	
	
	
	
	

	>>Serving NID
	M
	
	NID
9.3.3.42
	
	
	

	>>Equivalent SNPNs
	
	0..<maxnoofESNPNs>
	Allowed SNPNs in addition to Serving SNPN.
This list corresponds to the list of "equivalent SNPNs" as defined in TS 24.501 [26].
This list is part of the roaming restriction information. Roaming restrictions apply to SNPNs other than the Serving SNPN and Equivalent SNPNs.
	
	YES
	reject

	>>>PLMN Identity
	M
	
	9.3.3.5
	
	-
	

	>>>NID
	M
	
	9.3.3.42
	
	-
	

	>PNI-NPN Mobility Information
	
	
	
	
	
	

	>>Allowed PNI-NPN List
	M
	
	9.3.3.45
	
	
	



	Range bound
	Explanation

	maxnoofESNPNs
	Maximum no. of equivalent SNPNs. Value is 15.



/*---------------Next Change ASN.1-----------*/
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-- ASN1START
-- **************************************************************
--
-- PDU definitions for NGAP.
--
-- **************************************************************

NGAP-PDU-Contents { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules.
--
-- **************************************************************

IMPORTS

	AllowedNSSAI,
	AMFName,
	AMFSetID,
	AMF-TNLAssociationSetupList,
	AMF-TNLAssociationToAddList,
	AMF-TNLAssociationToRemoveList,
	AMF-TNLAssociationToUpdateList,
	AMF-UE-NGAP-ID,
	AssistanceDataForPaging,
	AuthenticatedIndication,
	BroadcastCancelledAreaList,
	BroadcastCompletedAreaList,
	CancelAllWarningMessages,
	Cause,
	CellIDListForRestart,
	CEmodeBrestricted,
	CEmodeBSupport-Indicator,
	CNAssistedRANTuning,
	ConcurrentWarningMessageInd,
	CoreNetworkAssistanceInformationForInactive,
	CPTransportLayerInformation,
	CriticalityDiagnostics,
	DataCodingScheme,
	DL-CP-SecurityInformation,
	DirectForwardingPathAvailability,
	EarlyStatusTransfer-TransparentContainer,
	EDT-Session,
	EmergencyAreaIDListForRestart,
	EmergencyFallbackIndicator,
	EN-DCSONConfigurationTransfer,
	EndIndication,
	Enhanced-CoverageRestriction,
	EUTRA-CGI,
	EUTRA-PagingeDRXInformation,
	Extended-AMFName,
	Extended-ConnectedTime,
	Extended-RANNodeName,
	FiveG-ProSeAuthorized, 
	FiveG-ProSePC5QoSParameters,
	FiveG-S-TMSI,
	GlobalRANNodeID,
	GUAMI,
	HandoverFlag,
	HandoverType,
	IAB-Authorized,
	IAB-Supported,
	IABNodeIndication,
	IMSVoiceSupportIndicator,
	IndexToRFSP,
	InfoOnRecommendedCellsAndRANNodesForPaging,
	IntersystemSONConfigurationTransfer,
	LAI,
	LTEM-Indication,
	LocationReportingRequestType,
	LTEUESidelinkAggregateMaximumBitrate,
	LTEV2XServicesAuthorized,
	MaskedIMEISV,
	MBS-AreaSessionID,
	MBS-ServiceArea,
	MBS-SessionID,
	MBS-DistributionReleaseRequestTransfer,
	MBS-DistributionSetupRequestTransfer,
	MBS-DistributionSetupResponseTransfer,
	MBS-DistributionSetupUnsuccessfulTransfer,
	MBSSessionReleaseResponseTransfer,
	MBSSessionSetupOrModFailureTransfer,
	MBSSessionSetupOrModRequestTransfer,
	MBSSessionSetupOrModResponseTransfer,
	MessageIdentifier,
	MDTPLMNList,
	MDTPLMNModificationList,
	MobilityRestrictionList,
	MulticastSessionActivationRequestTransfer,
	MulticastSessionDeactivationRequestTransfer,
	MulticastSessionUpdateRequestTransfer,
	MulticastGroupPagingAreaList,
	NAS-PDU,
	NASSecurityParametersFromNGRAN,
	NB-IoT-DefaultPagingDRX,
	NB-IoT-PagingDRX,
	NB-IoT-Paging-eDRXInfo,
	NB-IoT-UEPriority,
	NewSecurityContextInd,
	NGRAN-CGI,
	NGRAN-TNLAssociationToRemoveList,
	NGRANTraceID,
	NotifySourceNGRANNode,
	NPN-AccessInformation,
	NR-CGI,
	NR-PagingeDRXInformation,
	NRPPa-PDU,
	NumberOfBroadcastsRequested,
	NRUESidelinkAggregateMaximumBitrate,
	NRV2XServicesAuthorized,
	NID,
	OverloadResponse,
	OverloadStartNSSAIList,
	PagingAssisDataforCEcapabUE,
	PagingCause,
	PagingDRX,
	PagingOrigin,
	PagingPriority,
	PDUSessionAggregateMaximumBitRate,
	PDUSessionResourceAdmittedList,
	PDUSessionResourceFailedToModifyListModCfm,
	PDUSessionResourceFailedToModifyListModRes,
	PDUSessionResourceFailedToResumeListRESReq,
	PDUSessionResourceFailedToResumeListRESRes,
	PDUSessionResourceFailedToSetupListCxtFail,
	PDUSessionResourceFailedToSetupListCxtRes,
	PDUSessionResourceFailedToSetupListHOAck,
	PDUSessionResourceFailedToSetupListPSReq,
	PDUSessionResourceFailedToSetupListSURes,
	PDUSessionResourceHandoverList,
	PDUSessionResourceListCxtRelCpl,
	PDUSessionResourceListCxtRelReq,
	PDUSessionResourceListHORqd,
	PDUSessionResourceModifyListModCfm,
	PDUSessionResourceModifyListModInd,
	PDUSessionResourceModifyListModReq,
	PDUSessionResourceModifyListModRes,
	PDUSessionResourceNotifyList,
	PDUSessionResourceReleasedListNot,
	PDUSessionResourceReleasedListPSAck,
	PDUSessionResourceReleasedListPSFail,
	PDUSessionResourceReleasedListRelRes,
	PDUSessionResourceResumeListRESReq,
	PDUSessionResourceResumeListRESRes,
	PDUSessionResourceSecondaryRATUsageList,
	PDUSessionResourceSetupListCxtReq,
	PDUSessionResourceSetupListCxtRes,
	PDUSessionResourceSetupListHOReq,
	PDUSessionResourceSetupListSUReq,
	PDUSessionResourceSetupListSURes,
	PDUSessionResourceSuspendListSUSReq,
	PDUSessionResourceSwitchedList,
	PDUSessionResourceToBeSwitchedDLList,
	PDUSessionResourceToReleaseListHOCmd,
	PDUSessionResourceToReleaseListRelCmd,
	PEIPSassistanceInformation,
	PLMNIdentity,
	PLMNSupportList,
	PrivacyIndicator,
	PWSFailedCellIDList,
	PC5QoSParameters,
	QMCConfigInfo,
	QMCDeactivation,
	RANNodeName,
	RANPagingPriority,
	RANStatusTransfer-TransparentContainer,
	RAN-UE-NGAP-ID,
	RedCapIndication,
	RedirectionVoiceFallback,
	RelativeAMFCapacity,
	RepetitionPeriod,
	ResetType,
	RGLevelWirelineAccessCharacteristics,
	RoutingID,
	RRCEstablishmentCause,
	RRCInactiveTransitionReportRequest,
	RRCState,
	SecurityContext,
	SecurityKey,
	SerialNumber,
	ServedGUAMIList,
	SliceSupportList,
	S-NSSAI,
	SONConfigurationTransfer,
	SourceToTarget-TransparentContainer,
	SourceToTarget-AMFInformationReroute,
	SRVCCOperationPossible,
	SupportedTAList,
	Suspend-Request-Indication,
	Suspend-Response-Indication,
	TAI,
	TAIListForPaging,
	TAIListForRestart,
	TargetID,
	TargetNSSAIInformation,
	TargetToSource-TransparentContainer,
	TargettoSource-Failure-TransparentContainer,
	TimeSyncAssistanceInfo,
	TimeToWait,
	TNLAssociationList,
	TraceActivation,
	TrafficLoadReductionIndication,
	TransportLayerAddress,
	UEAggregateMaximumBitRate,
	UE-associatedLogicalNG-connectionList,
	UECapabilityInfoRequest,
	UEContextRequest,
	UE-DifferentiationInfo,
	UE-NGAP-IDs,
	UEPagingIdentity,
	UEPresenceInAreaOfInterestList,
	UERadioCapability,
	UERadioCapabilityForPaging,
	UERadioCapabilityID,
	UERetentionInformation,
	UESecurityCapabilities,
	UESliceMaximumBitRateList,
	UE-UP-CIoT-Support,
	UL-CP-SecurityInformation,
	UnavailableGUAMIList,
	URI-address,
	UserLocationInformation,
	WarningAreaCoordinates,
	WarningAreaList,
	WarningMessageContents,
	WarningSecurityInfo,
	WarningType,
	WUS-Assistance-Information,
	RIMInformationTransfer

FROM NGAP-IEs

	PrivateIE-Container{},
	ProtocolExtensionContainer{},
	ProtocolIE-Container{},
	ProtocolIE-ContainerList{},
	ProtocolIE-ContainerPair{},
	ProtocolIE-SingleContainer{},
	NGAP-PRIVATE-IES,
	NGAP-PROTOCOL-EXTENSION,
	NGAP-PROTOCOL-IES,
	NGAP-PROTOCOL-IES-PAIR
FROM NGAP-Containers

	id-AllowedNSSAI,
	id-AMFName,
	id-AMFOverloadResponse,
	id-AMFSetID,
	id-AMF-TNLAssociationFailedToSetupList,
	id-AMF-TNLAssociationSetupList,
	id-AMF-TNLAssociationToAddList,
	id-AMF-TNLAssociationToRemoveList,
	id-AMF-TNLAssociationToUpdateList,
	id-AMFTrafficLoadReductionIndication,
	id-AMF-UE-NGAP-ID,
	id-AssistanceDataForPaging,
	id-AuthenticatedIndication,
	id-BroadcastCancelledAreaList,
	id-BroadcastCompletedAreaList,
	id-CancelAllWarningMessages,
	id-Cause,
	id-CellIDListForRestart,
	id-CEmodeBrestricted,
	id-CEmodeBSupport-Indicator,
	id-CNAssistedRANTuning,
	id-ConcurrentWarningMessageInd,
	id-CoreNetworkAssistanceInformationForInactive,
	id-CriticalityDiagnostics,
	id-DataCodingScheme,
	id-DefaultPagingDRX,
	id-DirectForwardingPathAvailability,
	id-DL-CP-SecurityInformation,
	id-EarlyStatusTransfer-TransparentContainer,
	id-EDT-Session,
	id-EmergencyAreaIDListForRestart,
	id-EmergencyFallbackIndicator,
	id-ENDC-SONConfigurationTransferDL,
	id-ENDC-SONConfigurationTransferUL,
	id-EndIndication,
	id-Enhanced-CoverageRestriction,
	id-EUTRA-CGI,
	id-EUTRA-PagingeDRXInformation,
	id-Extended-AMFName,
	id-Extended-ConnectedTime,
	id-Extended-RANNodeName,
	id-FiveG-ProSeAuthorized,
	id-FiveG-ProSeUEPC5AggregateMaximumBitRate,
	id-FiveG-ProSePC5QoSParameters,
	id-FiveG-S-TMSI,
	id-GlobalRANNodeID,
	id-GUAMI,
	id-HandoverFlag,
	id-HandoverType,
	id-IAB-Authorized,
	id-IAB-Supported,
	id-IABNodeIndication,
	id-IMSVoiceSupportIndicator,
	id-IndexToRFSP,
	id-InfoOnRecommendedCellsAndRANNodesForPaging,
	id-IntersystemSONConfigurationTransferDL,
	id-IntersystemSONConfigurationTransferUL,
	id-LocationReportingRequestType,
	id-LTEM-Indication,
	id-LTEV2XServicesAuthorized,
	id-LTEUESidelinkAggregateMaximumBitrate,
	id-ManagementBasedMDTPLMNList,
	id-ManagementBasedMDTPLMNModificationList,
	id-MaskedIMEISV,
	id-MBS-AreaSessionID,
	id-MBS-ServiceArea,
	id-MBS-SessionID,
	id-MBS-DistributionReleaseRequestTransfer,
	id-MBS-DistributionSetupRequestTransfer,
	id-MBS-DistributionSetupResponseTransfer,
	id-MBS-DistributionSetupUnsuccessfulTransfer,
	id-MBSSessionModificationFailureTransfer,
	id-MBSSessionModificationRequestTransfer,
	id-MBSSessionModificationResponseTransfer,
	id-MBSSessionReleaseResponseTransfer,
	id-MBSSessionSetupFailureTransfer,
	id-MBSSessionSetupRequestTransfer,
	id-MBSSessionSetupResponseTransfer,
	id-MessageIdentifier,
	id-MobilityRestrictionList,
	id-MulticastSessionActivationRequestTransfer,
	id-MulticastSessionDeactivationRequestTransfer,
	id-MulticastSessionUpdateRequestTransfer,
	id-MulticastGroupPagingAreaList,
	id-NAS-PDU,
	id-NASC,
	id-NASSecurityParametersFromNGRAN,
	id-NB-IoT-DefaultPagingDRX,
	id-NB-IoT-PagingDRX,
	id-NB-IoT-Paging-eDRXInfo,
	id-NB-IoT-UEPriority,
	id-NewAMF-UE-NGAP-ID,
	id-NewGUAMI,
	id-NewSecurityContextInd,
	id-NGAP-Message,
	id-NGRAN-CGI,
	id-NGRAN-TNLAssociationToRemoveList,
	id-NGRANTraceID,
	id-NotifySourceNGRANNode,
	id-NPN-AccessInformation,
	id-NR-PagingeDRXInformation,
	id-NRPPa-PDU,
	id-NRV2XServicesAuthorized,
	id-NRUESidelinkAggregateMaximumBitrate,
	id-NumberOfBroadcastsRequested,
	id-OldAMF,
	id-OverloadStartNSSAIList,
	id-PagingAssisDataforCEcapabUE,
	id-PagingCause,
	id-PagingDRX,
	id-PagingOrigin,
	id-PagingPriority,
	id-PDUSessionResourceAdmittedList,
	id-PDUSessionResourceFailedToModifyListModCfm,
	id-PDUSessionResourceFailedToModifyListModRes,
	id-PDUSessionResourceFailedToResumeListRESReq,
	id-PDUSessionResourceFailedToResumeListRESRes,
	id-PDUSessionResourceFailedToSetupListCxtFail,
	id-PDUSessionResourceFailedToSetupListCxtRes,
	id-PDUSessionResourceFailedToSetupListHOAck,
	id-PDUSessionResourceFailedToSetupListPSReq,
	id-PDUSessionResourceFailedToSetupListSURes,
	id-PDUSessionResourceHandoverList,
	id-PDUSessionResourceListCxtRelCpl,
	id-PDUSessionResourceListCxtRelReq,
	id-PDUSessionResourceListHORqd,
	id-PDUSessionResourceModifyListModCfm,
	id-PDUSessionResourceModifyListModInd,
	id-PDUSessionResourceModifyListModReq,
	id-PDUSessionResourceModifyListModRes,
	id-PDUSessionResourceNotifyList,
	id-PDUSessionResourceReleasedListNot,
	id-PDUSessionResourceReleasedListPSAck,
	id-PDUSessionResourceReleasedListPSFail,
	id-PDUSessionResourceReleasedListRelRes,
	id-PDUSessionResourceResumeListRESReq,
	id-PDUSessionResourceResumeListRESRes,
	id-PDUSessionResourceSecondaryRATUsageList,
	id-PDUSessionResourceSetupListCxtReq,
	id-PDUSessionResourceSetupListCxtRes,
	id-PDUSessionResourceSetupListHOReq,
	id-PDUSessionResourceSetupListSUReq,
	id-PDUSessionResourceSetupListSURes,
	id-PDUSessionResourceSuspendListSUSReq,
	id-PDUSessionResourceSwitchedList,
	id-PDUSessionResourceToBeSwitchedDLList,
	id-PDUSessionResourceToReleaseListHOCmd,
	id-PDUSessionResourceToReleaseListRelCmd,
	id-PEIPSassistanceInformation,
	id-PLMNSupportList,
	id-PrivacyIndicator,
	id-PWSFailedCellIDList,
	id-PC5QoSParameters,
	id-QMCConfigInfo,
	id-QMCDeactivation,
	id-RANNodeName,
	id-RANPagingPriority,
	id-RANStatusTransfer-TransparentContainer,
	id-RAN-UE-NGAP-ID,
	id-RedCapIndication,
	id-RedirectionVoiceFallback,
	id-RelativeAMFCapacity,
	id-RepetitionPeriod,
	id-ResetType,
	id-RGLevelWirelineAccessCharacteristics,
	id-RoutingID,
	id-RRCEstablishmentCause,
	id-RRCInactiveTransitionReportRequest,
	id-RRC-Resume-Cause,
	id-RRCState,
	id-SecurityContext,
	id-SecurityKey,
	id-SelectedPLMNIdentity,
	id-SerialNumber,
	id-ServedGUAMIList,
	id-SliceSupportList,
	id-S-NSSAI,
	id-SONConfigurationTransferDL,
	id-SONConfigurationTransferUL,
	id-SourceAMF-UE-NGAP-ID,
	id-SourceToTarget-TransparentContainer,
	id-SourceToTarget-AMFInformationReroute,
	id-SRVCCOperationPossible,
	id-SupportedTAList,
	id-Suspend-Request-Indication,
	id-Suspend-Response-Indication,
	id-Selected-NID,
	id-TAI,
	id-TAIListForPaging,
	id-TAIListForRestart,
	id-TargetID,
	id-TargetNSSAIInformation,
	id-TargetToSource-TransparentContainer,
	id-TargettoSource-Failure-TransparentContainer,
	id-TimeSyncAssistanceInfo,
	id-TimeToWait,
	id-TNGFIdentityInformation,
	id-TraceActivation,
	id-TraceCollectionEntityIPAddress,
	id-TraceCollectionEntityURI,
	id-TWIFIdentityInformation,
	id-UEAggregateMaximumBitRate,
	id-UE-associatedLogicalNG-connectionList,
	id-UECapabilityInfoRequest,
	id-UEContextRequest,
	id-UE-DifferentiationInfo,
	id-UE-NGAP-IDs,
	id-UEPagingIdentity,
	id-UEPresenceInAreaOfInterestList,
	id-UERadioCapability,
	id-UERadioCapabilityForPaging,
	id-UERadioCapabilityID,
	id-UERadioCapability-EUTRA-Format,
	id-UERetentionInformation,
	id-UESecurityCapabilities,
	id-UESliceMaximumBitRateList,
	id-UE-UP-CIoT-Support,
	id-UL-CP-SecurityInformation,
	id-UnavailableGUAMIList,
	id-UserLocationInformation,
	id-W-AGFIdentityInformation,
	id-WarningAreaCoordinates,
	id-WarningAreaList,
	id-WarningMessageContents,
	id-WarningSecurityInfo,
	id-WarningType,
	id-WUS-Assistance-Information,
	id-RIMInformationTransfer

/*---------------unchanged part omits-----------*/

-- **************************************************************
--
-- NAS TRANSPORT ELEMENTARY PROCEDURES
--
-- **************************************************************

-- **************************************************************
--
-- INITIAL UE MESSAGE
--
-- **************************************************************

InitialUEMessage ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {InitialUEMessage-IEs} },
	...
}

InitialUEMessage-IEs NGAP-PROTOCOL-IES ::= {
	{ ID id-RAN-UE-NGAP-ID							CRITICALITY reject	TYPE RAN-UE-NGAP-ID									PRESENCE mandatory	}|
	{ ID id-NAS-PDU									CRITICALITY reject	TYPE NAS-PDU										PRESENCE mandatory	}|
	{ ID id-UserLocationInformation					CRITICALITY reject	TYPE UserLocationInformation						PRESENCE mandatory	}|
	{ ID id-RRCEstablishmentCause					CRITICALITY ignore	TYPE RRCEstablishmentCause						PRESENCE mandatory	}|
	{ ID id-FiveG-S-TMSI							CRITICALITY reject	TYPE FiveG-S-TMSI									PRESENCE optional		}|
	{ ID id-AMFSetID								CRITICALITY ignore	TYPE AMFSetID										PRESENCE optional		}|
	{ ID id-UEContextRequest						CRITICALITY ignore	TYPE UEContextRequest								PRESENCE optional		}|
	{ ID id-AllowedNSSAI							CRITICALITY reject	TYPE AllowedNSSAI									PRESENCE optional		}|
	{ ID id-SourceToTarget-AMFInformationReroute	CRITICALITY ignore	TYPE SourceToTarget-AMFInformationReroute	PRESENCE optional		}|
	{ ID id-SelectedPLMNIdentity					CRITICALITY ignore	TYPE PLMNIdentity									PRESENCE optional		}|
	{ ID id-IABNodeIndication						CRITICALITY reject	TYPE IABNodeIndication								PRESENCE optional		}|
	{ ID id-CEmodeBSupport-Indicator				CRITICALITY reject	TYPE CEmodeBSupport-Indicator					PRESENCE optional		}|
	{ ID id-LTEM-Indication							CRITICALITY ignore	TYPE LTEM-Indication								PRESENCE optional		}|
	{ ID id-EDT-Session								CRITICALITY ignore	TYPE EDT-Session									PRESENCE optional		}|
	{ ID id-AuthenticatedIndication					CRITICALITY ignore	TYPE AuthenticatedIndication						PRESENCE optional		}|
	{ ID id-NPN-AccessInformation					CRITICALITY reject	TYPE NPN-AccessInformation						PRESENCE optional		}|
	{ ID id-RedCapIndication						CRITICALITY ignore	TYPE RedCapIndication								PRESENCE optional		}|
	{ ID id-Selected-NID						CRITICALITY ignore	TYPE NID								PRESENCE optional		},
	...
}


/*---------------unchanged part omits-----------*/
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-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************
NGAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS
	id-AdditionalDLForwardingUPTNLInformation,
	id-AdditionalULForwardingUPTNLInformation,
	id-AdditionalDLQosFlowPerTNLInformation,
	id-AdditionalDLUPTNLInformationForHOList,
	id-AdditionalNGU-UP-TNLInformation,
	id-AdditionalRedundantDL-NGU-UP-TNLInformation,
	id-AdditionalRedundantDLQosFlowPerTNLInformation,
	id-AdditionalRedundantNGU-UP-TNLInformation,
	id-AdditionalRedundantUL-NGU-UP-TNLInformation,
	id-AdditionalUL-NGU-UP-TNLInformation,
	id-AlternativeQoSParaSetList,
	id-BurstArrivalTimeDownlink,
	id-Cause,
	id-CNPacketDelayBudgetDL,
	id-CNPacketDelayBudgetUL,
	id-CNTypeRestrictionsForEquivalent,
	id-CNTypeRestrictionsForServing,
	id-CommonNetworkInstance,
	id-ConfiguredTACIndication,
	id-CurrentQoSParaSetIndex,
	id-DAPSRequestInfo,
	id-DAPSResponseInfoList,
	id-DataForwardingNotPossible,
	id-DataForwardingResponseERABList,
	id-DirectForwardingPathAvailability,
	id-DL-NGU-UP-TNLInformation,
	id-EndpointIPAddressAndPort,
	id-EnergySavingIndication,
	id-ExtendedPacketDelayBudget,
	id-ExtendedRATRestrictionInformation,
	id-ExtendedReportIntervalMDT,
	id-ExtendedSliceSupportList,
	id-ExtendedTAISliceSupportList,
	id-ExtendedUEIdentityIndexValue,
	id-EUTRA-PagingeDRXInformation,
	id-EquivalentSNPNs,
	id-GlobalCable-ID,
	id-GlobalRANNodeID,
	id-GlobalTNGF-ID,
 	id-GlobalTWIF-ID,
	id-GlobalW-AGF-ID,
	id-GUAMIType,
	id-IncludeBeamMeasurementsIndication,
	id-IntersystemSONInformationRequest,
	id-IntersystemSONInformationReply,
	id-IntersystemResourceStatusUpdate,
	id-LastEUTRAN-PLMNIdentity,
	id-LastVisitedPSCellList,
	id-LocationReportingAdditionalInfo,
	id-M4ReportAmount,
	id-M5ReportAmount,
	id-M6ReportAmount,
	id-ExcessPacketDelayThresholdConfiguration,
	id-M7ReportAmount,
	id-MaximumIntegrityProtectedDataRate-DL,
[bookmark: OLE_LINK51]	id-MBS-AreaSessionID,
	id-MBS-QoSFlowsToBeSetupList,
	id-MBS-QoSFlowsToBeSetupModList,
	id-MBS-QoSFlowToReleaseList,
	id-MBS-ServiceArea,
	id-MBS-SessionFSAIDList,
	id-MBS-SessionID,
	id-MBS-ActiveSessionInformation-SourcetoTargetList,
	id-MBS-ActiveSessionInformation-TargettoSourceList,
	id-MBS-SessionTNLInfo5GC,
	id-MBS-SupportIndicator, 
	id-MBSSessionFailedtoSetupList,
	id-MBSSessionFailedtoSetuporModifyList,
	id-MBSSessionSetupResponseList,
	id-MBSSessionSetuporModifyResponseList,
	id-MBSSessionToReleaseList,
	id-MBSSessionSetupRequestList,
	id-MBSSessionSetuporModifyRequestList,
	id-MDTConfiguration,
	id-MicoAllPLMN,
	id-NetworkInstance,
	id-NGAPIESupportInformationRequestList,
	id-NGAPIESupportInformationResponseList,
	id-NID,
	id-NR-CGI,
	id-NRNTNTAIInformation,
	id-NPN-MobilityInformation,
	id-NPN-PagingAssistanceInformation,
	id-NPN-Support,
	id-NR-PagingeDRXInformation,
	id-OldAssociatedQosFlowList-ULendmarkerexpected,
	id-OnboardingSupport,
	id-PagingAssisDataforCEcapabUE,
	id-PagingCauseIndicationForVoiceService,
	id-PDUSessionAggregateMaximumBitRate,
	id-PduSessionExpectedUEActivityBehaviour,
	id-PDUSessionPairID,
	id-PDUSessionResourceFailedToSetupListCxtFail,
	id-PDUSessionResourceReleaseResponseTransfer,
	id-PDUSessionType,
	id-PEIPSassistanceInformation,
	id-PSCellInformation,
	id-QMCConfigInfo,
	id-QosFlowAddOrModifyRequestList,
	id-QosFlowFailedToSetupList,
	id-QosFlowFeedbackList,
	id-QosFlowParametersList,
	id-QosFlowSetupRequestList,
	id-QosFlowToReleaseList,
	id-QosMonitoringRequest,
	id-QosMonitoringReportingFrequency,
	id-SuccessfulHandoverReportList,
	id-UEContextReferenceAtSource,
	id-RAT-Information,
	id-RedundantCommonNetworkInstance,
	id-RedundantDL-NGU-TNLInformationReused,
	id-RedundantDL-NGU-UP-TNLInformation,
	id-RedundantDLQosFlowPerTNLInformation,
	id-RedundantPDUSessionInformation,
	id-RedundantQosFlowIndicator,
	id-RedundantUL-NGU-UP-TNLInformation,
	id-SCTP-TLAs,
	id-SecondaryRATUsageInformation,
	id-SecurityIndication,
	id-SecurityResult,
	id-SgNB-UE-X2AP-ID,
	id-S-NSSAI,
	id-SONInformationReport,
	id-SourceNodeID,
	id-SourceNodeTNLAddrInfo,
	id-SourceTNLAddrInfo,
	id-SurvivalTime,
	id-Selected-NID,
	id-TNLAssociationTransportLayerAddressNGRAN,
	id-TAINSAGSupportList,
	id-TargetHomeENB-ID,
	id-TargetRNC-ID,
	id-TraceCollectionEntityURI,
	id-TSCTrafficCharacteristics,
	id-UEHistoryInformationFromTheUE,
	id-UERadioCapabilityForPaging,
	id-UERadioCapabilityForPagingOfNB-IoT,
	id-UL-NGU-UP-TNLInformation,
	id-UL-NGU-UP-TNLModifyList,
	id-ULForwarding,
	id-ULForwardingUP-TNLInformation,
	id-UsedRSNInformation,
	id-UserLocationInformationTNGF,
	id-UserLocationInformationTWIF,
	id-UserLocationInformationW-AGF,
	id-EarlyMeasurement,
	id-BeamMeasurementsReportConfiguration,
	id-TAI,
	id-HFCNode-ID-new,
	id-GlobalCable-ID-new,
	maxnoofAllowedAreas,
	maxnoofAllowedCAGsperPLMN,
	maxnoofAllowedS-NSSAIs,
	maxnoofBluetoothName,
	maxnoofBPLMNs,
	maxnoofCAGSperCell,
	maxnoofCandidateCells,
	maxnoofCellIDforMDT,
	maxnoofCellIDforQMC,
	maxnoofCellIDforWarning,
	maxnoofCellinAoI,
	maxnoofCellinEAI,
	maxnoofCellsforMBS,
	maxnoofCellsingNB,
	maxnoofCellsinngeNB,
	maxnoofCellsinNGRANNode,
	maxnoofCellinTAI,
	maxnoofCellsinUEHistoryInfo,
	maxnoofCellsUEMovingTrajectory,
	maxnoofDRBs,
	maxnoofEmergencyAreaID,
	maxnoofEAIforRestart,
	maxnoofEPLMNs,
	maxnoofEPLMNsPlusOne,
	maxnoofESNPNs,
	maxnoofE-RABs,
	maxnoofErrors,
	maxnoofExtSliceItems,
	maxnoofForbTACs,
	maxnoofFreqforMDT,
	maxnoofMBSFSAs,
	maxnoofMBSQoSFlows,
	maxnoofMBSServiceAreaInformation,
	maxnoofMBSAreaSessionIDs,
	maxnoofMBSSessions,
	maxnoofMBSSessionsofUE,
[bookmark: OLE_LINK134]	maxnoofMDTPLMNs,
	maxnoofMRBs,
	maxnoofMultiConnectivity,
	maxnoofMultiConnectivityMinusOne,
	maxnoofNeighPCIforMDT,
	maxnoofNGAPIESupportInfo,
	maxnoofNGConnectionsToReset,
	maxNRARFCN,
	maxnoofNRCellBands,
	maxnoofNSAGs,
	maxnoofPagingAreas,
[bookmark: _Hlk44941446]	maxnoofPC5QoSFlows,
	maxnoofPDUSessions,
	maxnoofPLMNs,
	maxnoofPLMNforQMC,
	maxnoofQosFlows,
	maxnoofQosParaSets,
	maxnoofRANNodeinAoI,
	maxnoofRecommendedCells,
	maxnoofRecommendedRANNodes,
	maxnoofAoI,
	maxnoofPSCellsPerPrimaryCellinUEHistoryInfo,
	maxnoofReportedCells,
	maxnoofSensorName,
	maxnoofServedGUAMIs,
	maxnoofSliceItems,
	maxnoofSNSSAIforQMC,
	maxnoofSuccessfulHOReports,
	maxnoofTACs,
	maxnoofTACsinNTN,
	maxnoofTAforMDT,
	maxnoofTAforQMC,
	maxnoofTAIforInactive,
	maxnoofTAIforMBS,
	maxnoofTAIforPaging,
	maxnoofTAIforRestart,
	maxnoofTAIforWarning,
	maxnoofTAIinAoI,
	maxnoofTargetS-NSSAIs,
	maxnoofTimePeriods,
	maxnoofTNLAssociations,
	maxnoofUEAppLayerMeas,
	maxnoofUEsforPaging,
	maxnoofWLANName,
	maxnoofXnExtTLAs,
	maxnoofXnGTP-TLAs,
	maxnoofXnTLAs,
	maxnoofThresholdsForExcessPacketDelay
/*---------------unchanged part omits-----------*/
EquivalentPLMNs ::= SEQUENCE (SIZE(1..maxnoofEPLMNs)) OF PLMNIdentity

EquivalentSNPNs ::= SEQUENCE (SIZE(1..maxnoofESNPNs)) OF SNPNIdentify

SNPNIdentify ::= SEQUENCE {
	plmnID				PLMNIdentity,
	nid					NID,
	iE-Extensions		ProtocolExtensionContainer { { SNPNIdentify-ExtIEs} }	OPTIONAL,
	...
}

SNPNIdentify-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}


/*---------------unchanged part omits-----------*/

SNPN-MobilityInformation ::= SEQUENCE {
	serving-NID			NID,
	iE-Extensions		ProtocolExtensionContainer { {SNPN-MobilityInformation-ExtIEs} }	OPTIONAL,
	...
}

SNPN-MobilityInformation-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ID id-EquivalentSNPNs	CRITICALITY reject	EXTENSION EquivalentSNPNs PRESENCE optional },
...
}


/*---------------unchanged part omits-----------*/

TargetRANNodeID ::= SEQUENCE {
	globalRANNodeID		GlobalRANNodeID,
	selectedTAI			TAI,
	iE-Extensions		ProtocolExtensionContainer { {TargetRANNodeID-ExtIEs} } OPTIONAL,
	...
}

TargetRANNodeID-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ID id-Selected-NID	CRITICALITY reject	EXTENSION NID PRESENCE optional },
...
}


/*---------------unchanged part omits-----------*/
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/*---------------unchanged part omits-----------*/
	maxnoofPLMNforQMC							INTEGER ::= 16
	maxnoofUEAppLayerMeas						INTEGER ::= 16
	maxnoofSNSSAIforQMC							INTEGER ::= 16
	maxnoofTAforQMC								INTEGER ::= 8
	maxnoofThresholdsForExcessPacketDelay		INTEGER ::= 255
	maxnoofESNPNs 								INTEGER ::= 15
-- **************************************************************
--
-- IEs
--
-- **************************************************************
/*---------------unchanged part omits-----------*/

	id-GlobalCable-ID-new									ProtocolIE-ID ::= 363
	id-TargetHomeENB-ID										ProtocolIE-ID ::= 364
	id-Selected-NID											ProtocolIE-ID ::= xxx
	id-EquivalentSNPNs                                      ProtocolIE-ID ::= xxx
END
-- ASN1STOP
/*---------------End of changes-----------*/

