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	Reason for change:
	This CR contains 1 detected misalignment issue between tabular and ASN.1:
1) Trace Activation IE in tabular of Trace Start procedure is mandatory, while it is optional in ASN.1

	
	

	Summary of change:
	1) Correct the presence of Trace Activation IE in ASN.1 from optional to mandatory.
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/*******************************Start of Change**************************************************/
-- **************************************************************
--
-- TRACE START
--
-- **************************************************************

TraceStart ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {TraceStartIEs} },
	...
}

TraceStartIEs XNAP-PROTOCOL-IES ::= {
	{ ID id-M-NG-RANnodeUEXnAPID					CRITICALITY reject	TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
[bookmark: OLE_LINK86][bookmark: OLE_LINK87]	{ ID id-S-NG-RANnodeUEXnAPID					CRITICALITY reject	TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-TraceActivation							CRITICALITY ignore	TYPE TraceActivation							PRESENCE optional mandatory},
	...
}

[bookmark: OLE_LINK68][bookmark: OLE_LINK69]/*******************************End of Change**************************************************/
