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3.2
Abbreviations
For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. 
A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].

5GC
5G Core Network

AMF
Access and Mobility Management Function

CIoT
Cellular IoT
DRX
Discontinuous Reception
MBS
Multicast/Broadcast Service
NB-IoT
Narrow Band Internet of Things

NG-U
NG User plane interface

PTP
Point to Point

PTM
Point to Multipoint

QMC
QoE Measurement Collection

QoE
Quality of Experience

RIM
Remote Interference Management

SMF
Session Management Function

UP
User Plane

UPF
User Plane Function

Not modified
5.28
Multicast Group Paging Function

The Multicast group paging function supports the sending of multicast group paging requests to the NG-RAN nodes in order to group-page UEs that have joined the Multicast MBS Session

5.29
QMC support function

The QMC function provides means to manage the QMC sessions and support the mobility of QMC sessions over the NG interface. 

5.xx
MT Communication Handling function

The function enables to support MT data and signalling handling within the CN for UEs in RRC_INACTIVE state with extended DRX beyond 10.24s as specified in TS 23.501. 

Not modified
6.25
The procedures for supporting QMC

The following procedures are used to control the QMC sessions in the UE and to transfer QMC session information to the target NG-RAN node during a UE’s intra-system intra-RAT mobility:

-
Initial Context Setup;

-
UE Context Modification;

-
Handover Preparation;

-
Handover Resource Allocation.

6.xx
MT Communication Handling procedures
The following procedures are used by the NG-RAN node to request the AMF to activate or deactivate the CN based MT communication handling for UEs in RRC_INACTIVE state with long extended DRX, and by the CN to indicate availability of downlink data.
-
MT Communication Handling procedure.
-
DL Data Notification procedure.
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