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1 Introduction
This document contains a TP for SON BLCR for 38.423 to reflect the agreements in RAN3 #119bis-e meeting.
5 Annex – TP to TS 38.423 for RA report 

Start of changes
9.1.3.25
ACCESS AND MOBILITY INDICATION
This message is sent by NG-RAN node1 to transfer access and mobility related information to NG-RAN node2.

Direction: NG-RAN node 1 ( NG-RAN node 2.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	ignore

	RA Report List
	
	0..1
	
	
	YES
	ignore

	>RA Report List Item
	
	1 .. <maxnoofRAReports>
	
	
	EACH
	ignore

	>>RA Report Container
	M
	
	OCTET STRING
	RA-ReportList-r16 IE as defined in subclause 6.2.2 in TS 38.331 [10].
	YES
	ignore

	>>UE Assistant Identifier
	O
	
	NG-RAN node UE XnAP ID

9.2.3.16
	
	YES
	ignore

	Successful HO Report List
	
	0..1
	
	
	YES
	ignore

	>Successful HO Report List Item
	
	1 .. <maxnoofSuccessfulHOReports>
	
	
	–
	

	>>Successful HO Report Container
	M
	
	OCTET STRING
	SuccessHO-Report-r17 IE as defined in subclause 6.2.2 in TS 38.331 [10].
	–
	


	Range bound
	Explanation

	maxnoofRAReports
	Maximum no. of RA Reports, the maximum value is 64.

	maxnoofSuccessfulHOReports
	Maximum no. of Successful HO Reports, the maximum value is 64.


Next change
9.3.4
PDU Definitions

-- ACCESS AND MOBILITY INDICATION

--

-- **************************************************************

AccessAndMobilityIndication ::= SEQUENCE {


protocolIEs


ProtocolIE-Container
{{ AccessAndMobilityIndication-IEs}},


...

}

AccessAndMobilityIndication-IEs XNAP-PROTOCOL-IES ::= {


{ ID id-RAReportInformation


CRITICALITY ignore

TYPE RAReport



PRESENCE optional}|


{ ID id-SuccessfulHOReportInformation

CRITICALITY ignore

TYPE SuccessfulHOReportInformation


PRESENCE optional},


...

}

-- **************************************************************

--
Next change
9.3.5
Information Element definitions

-- R

RACH-Config-Common
::= OCTET STRING

RACH-Config-Common-IAB
::= OCTET STRING

RAReport
::= SEQUENCE (SIZE(1.. maxnoofRAReports)) OF RAReportList-Item
RAReportList-Item
::= SEQUENCE {


rAReport



RAReportContainer,

iE-Extensions





ProtocolExtensionContainer { { RAReportList-Item-ExtIEs} }
OPTIONAL,


...

}
RAReportList-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


{ ID id-UEAssistantIdentifier
CRITICALITY ignore
EXTENSION NG-RANnodeUEXnAPID 
PRESENCE optional},

...

}
RAReportContainer
::= OCTET STRING

RadioResourceStatus
::= CHOICE {


ng-eNB-RadioResourceStatus
NG-eNB-RadioResourceStatus,


gNB-RadioResourceStatus

GNB-RadioResourceStatus,

choice-extension


ProtocolIE-Single-Container { { RadioResourceStatus-ExtIEs} }

}

RadioResourceStatus-ExtIEs XNAP-PROTOCOL-IES ::= {


...

}
RANAC ::= INTEGER (0..255)
RANAreaID ::= SEQUENCE {


tAC




TAC,


rANAC



RANAC











OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {RANAreaID-ExtIEs} } 
OPTIONAL,


...

}

RANAreaID-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}

RANAreaID-List ::= SEQUENCE (SIZE(1..maxnoofRANAreasinRNA)) OF RANAreaID

Range ::= ENUMERATED {m50, m80, m180, m200, m350, m400, m500, m700, m1000, ...}
RANPagingArea ::= SEQUENCE {


pLMN-Identity


PLMN-Identity,


rANPagingAreaChoice

RANPagingAreaChoice,


iE-Extensions


ProtocolExtensionContainer { {RANPagingArea-ExtIEs} } OPTIONAL,


...

}

RANPagingArea-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}

RANPagingAreaChoice ::= CHOICE {


cell-List


NG-RAN-Cell-Identity-ListinRANPagingArea,


rANAreaID-List

RANAreaID-List,


choice-extension
ProtocolIE-Single-Container { {RANPagingAreaChoice-ExtIEs} }

}

RANPagingAreaChoice-ExtIEs XNAP-PROTOCOL-IES ::= {


...

}

RANPagingAttemptInfo ::= SEQUENCE {


pagingAttemptCount




INTEGER (1..16, ...),


intendedNumberOfPagingAttempts

INTEGER (1..16, ...),


nextPagingAreaScope




ENUMERATED {same, changed, ...}
OPTIONAL,


iE-Extensions


ProtocolExtensionContainer { {RANPagingAttemptInfo-ExtIEs} } OPTIONAL,


...

}

RANPagingAttemptInfo-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}

RANPagingFailure

::= 
ENUMERATED {


true,


...

}
RBsetConfiguration ::= SEQUENCE {


subcarrierSpacing 

SSB-subcarrierSpacing,


rBsetSize



ENUMERATED {rb2, rb4, rb8, rb16, rb32, rb64},


numberofRBSets


INTEGER(1.. maxnoofRBsetsPerCell),

iE-Extensions



ProtocolExtensionContainer { { RBsetConfiguration-ExtIEs} } OPTIONAL,


...

}

RBsetConfiguration-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}

Redcap-Bcast-Information ::=  BIT STRING(SIZE(8))

RedundantQoSFlowIndicator ::= ENUMERATED {true, false}
RedundantPDUSessionInformation ::= SEQUENCE {


rSN




RSN,


iE-Extensions

ProtocolExtensionContainer { {RedundantPDUSessionInformation-ExtIEs} }
OPTIONAL,


...

}

RedundantPDUSessionInformation-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


{ ID id-PDUSession-PairID
CRITICALITY ignore
EXTENSION PDUSession-PairID
PRESENCE optional
},


...

}

RSN ::= ENUMERATED {v1, v2, ...}

ReflectiveQoSAttribute ::= ENUMERATED {subject-to-reflective-QoS, ...}

RequestedSRSTransmissionCharacteristics ::= OCTET STRING

RoutingID ::= OCTET STRING
ReplacingCells ::= SEQUENCE (SIZE(0.. maxnoofCellsinNG-RANnode)) OF ReplacingCells-Item
ReplacingCells-Item ::= SEQUENCE {

globalNG-RANCell-ID



GlobalCell-ID,


iE-Extensions

ProtocolExtensionContainer { {ReplacingCells-Item-ExtIEs} }
OPTIONAL,

...
}
ReplacingCells-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}
ReportAmountMDT ::= ENUMERATED{r1, r2, r4, r8, r16, r32, r64, infinity, ...}

ReportArea ::= ENUMERATED {


cell,


...

}

ReportConfigContainer ::= OCTET STRING
ReportIntervalMDT ::= ENUMERATED {ms120, ms240, ms480, ms640, ms1024, ms2048, ms5120, ms10240, min1, min6, min12, min30, min60, ...} 

ReportType ::= CHOICE {


periodical




Periodical,


eventTriggered



EventTriggered,


...
}

ExtendedReportIntervalMDT ::= ENUMERATED {


ms20480, 


ms40960,

...
}

ReportCharacteristics ::=  BIT STRING(SIZE(32))

ReportingPeriodicity ::= ENUMERATED {


half-thousand-ms,

one-thousand-ms,


two-thousand-ms,


five-thousand-ms,


ten-thousand-ms,


...

}

RegistrationRequest ::= ENUMERATED {start, stop, add, ... }
RequestReferenceID ::= INTEGER (1..64, ...)
ReservedSubframePattern ::= SEQUENCE {


subframeType




ENUMERATED {mbsfn, non-mbsfn, ...},


reservedSubframePattern


BIT STRING (SIZE(10..160)),


mbsfnControlRegionLength

MBSFNControlRegionLength




OPTIONAL,


iE-Extension




ProtocolExtensionContainer { {ReservedSubframePattern-ExtIEs} } OPTIONAL,


...

}

ReservedSubframePattern-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}

ResetRequestTypeInfo ::= CHOICE {


fullReset


ResetRequestTypeInfo-Full,


partialReset

ResetRequestTypeInfo-Partial,


choice-extension
ProtocolIE-Single-Container { {ResetRequestTypeInfo-ExtIEs} }

}

ResetRequestTypeInfo-ExtIEs XNAP-PROTOCOL-IES ::= {


...

}

ResetRequestTypeInfo-Full ::= SEQUENCE {


iE-Extension




ProtocolExtensionContainer { {ResetRequestTypeInfo-Full-ExtIEs} } OPTIONAL,


...

}

ResetRequestTypeInfo-Full-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}

ResetRequestTypeInfo-Partial ::= SEQUENCE {


ue-contexts-ToBeReleasedList
ResetRequestPartialReleaseList,


iE-Extension




ProtocolExtensionContainer { {ResetRequestTypeInfo-Partial-ExtIEs} } OPTIONAL,


...

}

ResetRequestTypeInfo-Partial-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}

ResetRequestPartialReleaseList ::= SEQUENCE (SIZE(1..maxnoofUEContexts)) OF ResetRequestPartialReleaseItem
ResetRequestPartialReleaseItem ::= SEQUENCE {


ng-ran-node1UEXnAPID





NG-RANnodeUEXnAPID


OPTIONAL,

ng-ran-node2UEXnAPID





NG-RANnodeUEXnAPID


OPTIONAL,

iE-Extensions






ProtocolExtensionContainer { {ResetRequestPartialReleaseItem-ExtIEs} } OPTIONAL,


...

}

ResetRequestPartialReleaseItem-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}

ResetResponseTypeInfo ::= CHOICE {


fullReset


ResetResponseTypeInfo-Full,


partialReset

ResetResponseTypeInfo-Partial,


choice-extension
ProtocolIE-Single-Container { {ResetResponseTypeInfo-ExtIEs} }

}

ResetResponseTypeInfo-ExtIEs XNAP-PROTOCOL-IES ::= {


...

}

ResetResponseTypeInfo-Full ::= SEQUENCE {


iE-Extension




ProtocolExtensionContainer { {ResetResponseTypeInfo-Full-ExtIEs} } OPTIONAL,


...

}

ResetResponseTypeInfo-Full-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}

ResetResponseTypeInfo-Partial ::= SEQUENCE {


ue-contexts-AdmittedToBeReleasedList
ResetResponsePartialReleaseList,


iE-Extension




ProtocolExtensionContainer { {ResetResponseTypeInfo-Partial-ExtIEs} } OPTIONAL,


...

}

ResetResponseTypeInfo-Partial-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}

ResetResponsePartialReleaseList ::= SEQUENCE (SIZE(1..maxnoofUEContexts)) OF ResetResponsePartialReleaseItem
ResetResponsePartialReleaseItem ::= SEQUENCE {


ng-ran-node1UEXnAPID





NG-RANnodeUEXnAPID

OPTIONAL,

ng-ran-node2UEXnAPID





NG-RANnodeUEXnAPID

OPTIONAL,

iE-Extensions






ProtocolExtensionContainer { {ResetResponsePartialReleaseItem-ExtIEs} } OPTIONAL,


...

}

ResetResponsePartialReleaseItem-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}

RLCMode
::= ENUMERATED {


rlc-am,


rlc-um-bidirectional,


rlc-um-unidirectional-ul,


rlc-um-unidirectional-dl,


...

}

RLC-Status ::= SEQUENCE {


reestablishment-Indication 
Reestablishment-Indication,


iE-Extensions




ProtocolExtensionContainer { {RLC-Status-ExtIEs} } OPTIONAL,


...

}

RLC-Status-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}

RLCDuplicationInformation ::= 

SEQUENCE {

rLCDuplicationStateList 

RLCDuplicationStateList,

rLC-PrimaryIndicator 

ENUMERATED {true, false}

OPTIONAL,

iE-Extensions




ProtocolExtensionContainer { {RLCDuplicationInformation-ItemExtIEs} }
OPTIONAL
}

RLCDuplicationInformation-ItemExtIEs 
XNAP-PROTOCOL-EXTENSION ::= {


...

}

RLCDuplicationStateList
::= 
SEQUENCE (SIZE(1..maxnoofRLCDuplicationstate)) OF RLCDuplicationState-Item
RLCDuplicationState-Item ::=
SEQUENCE {


duplicationState


ENUMERATED {active,inactive, ...}, 


iE-Extensions
ProtocolExtensionContainer { {RLCDuplicationState-ItemExtIEs } }
OPTIONAL,


...

}

RLCDuplicationState-ItemExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}

Reestablishment-Indication ::= ENUMERATED {


reestablished,


...

}

RFSP-Index ::= INTEGER (1..256)

RRCConfigIndication ::= ENUMERATED {


full-config,


delta-config,

...

}
RRCConnections::= SEQUENCE {


noofRRCConnections






NoofRRCConnections,


availableRRCConnectionCapacityValue

AvailableRRCConnectionCapacityValue,


iE-Extensions



ProtocolExtensionContainer { { RRCConnections-ExtIEs} }
OPTIONAL,


...

}

RRCConnections-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}
RRCConnReestab-Indicator ::= ENUMERATED { reconfigurationFailure, handoverFailure, otherFailure, ...}
RRCReestab-initiated ::= SEQUENCE {

rRRCReestab-initiated-reporting
RRCReestab-Initiated-Reporting,


iE-Extensions


ProtocolExtensionContainer { { RRCReestab-initiated-ExtIEs} } OPTIONAL,


...

}

RRCReestab-initiated-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}
RRCReestab-Initiated-Reporting ::= CHOICE {


rRCReestab-reporting-wo-UERLFReport




RRCReestab-Initiated-Reporting-wo-UERLFReport,

rRCReestab-reporting-with-UERLFReport



RRCReestab-Initiated-Reporting-with-UERLFReport,


choice-extension



ProtocolIE-Single-Container { {RRCReestab-Initiated-Reporting-ExtIEs} }

}

RRCReestab-Initiated-Reporting-ExtIEs XNAP-PROTOCOL-IES ::= {


...

}

RRCReestab-Initiated-Reporting-wo-UERLFReport ::= SEQUENCE {


failureCellPCI

NG-RAN-CellPCI,

reestabCellCGI

GlobalNG-RANCell-ID,

c-RNTI



C-RNTI,


shortMAC-I


MAC-I,

iE-Extensions

ProtocolExtensionContainer { { RRCReestab-Initiated-Reporting-wo-UERLFReport-ExtIEs} } OPTIONAL,


...

}

RRCReestab-Initiated-Reporting-wo-UERLFReport-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


{ ID id-RRCConnReestab-Indicator 
CRITICALITY ignore
EXTENSION RRCConnReestab-Indicator

PRESENCE optional },

...

}

RRCReestab-Initiated-Reporting-with-UERLFReport ::= SEQUENCE {


uERLFReportContainer
UERLFReportContainer,


iE-Extensions


ProtocolExtensionContainer { {RRCReestab-Initiated-Reporting-with-UERLFReport-ExtIEs} } OPTIONAL,


...

}

RRCReestab-Initiated-Reporting-with-UERLFReport-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}

RRCSetup-initiated ::= SEQUENCE {


rRRCSetup-Initiated-Reporting
RRCSetup-Initiated-Reporting,


uERLFReportContainer


UERLFReportContainer


OPTIONAL,


iE-Extensions


ProtocolExtensionContainer { { RRCSetup-initiated-ExtIEs} } OPTIONAL,


...

}

RRCSetup-initiated-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}
RRCSetup-Initiated-Reporting ::= CHOICE {


rRCSetup-reporting-with-UERLFReport



RRCSetup-Initiated-Reporting-with-UERLFReport,


choice-extension



ProtocolIE-Single-Container { {RRCSetup-Initiated-Reporting-ExtIEs} }

}

RRCSetup-Initiated-Reporting-ExtIEs XNAP-PROTOCOL-IES ::= {


...

}

RRCSetup-Initiated-Reporting-with-UERLFReport ::= SEQUENCE {


uERLFReportContainer
UERLFReportContainer,


iE-Extensions


ProtocolExtensionContainer { {RRCSetup-Initiated-Reporting-with-UERLFReport-ExtIEs} } OPTIONAL,


...

}

RRCSetup-Initiated-Reporting-with-UERLFReport-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}

RRCResumeCause ::= ENUMERATED {


rna-Update,

...

}
Next change
9.3.7
Constant definitions

-- Lists

--

-- **************************************************************

maxEARFCN








INTEGER ::= 262143
maxnoofAllowedAreas






INTEGER ::= 16
maxnoofAMFRegions






INTEGER ::= 16

maxnoofAoIs








INTEGER ::= 64

maxnoofBluetoothName





INTEGER ::= 4

maxnoofBPLMNs







INTEGER ::= 12
maxnoofCAGs








INTEGER ::= 12
maxnoofCAGsperPLMN






INTEGER ::= 256
maxnoofCellIDforMDT






INTEGER ::= 32

maxnoofCellsinAoI






INTEGER ::= 256

maxnoofCellsinUEHistoryInfo




INTEGER ::= 16

maxnoofCellsinNG-RANnode




INTEGER ::= 16384

maxnoofCellsinRNA






INTEGER ::= 32

maxnoofCellsUEMovingTrajectory



INTEGER ::= 16
maxnoofDRBs








INTEGER ::= 32

maxnoofEUTRABands






INTEGER ::= 16

maxnoofEUTRABPLMNs






INTEGER ::= 6

maxnoofEPLMNs







INTEGER ::= 15

maxnoofExtSliceItems





INTEGER ::= 65535
maxnoofEPLMNsplus1






INTEGER ::= 16
maxnoofForbiddenTACs






INTEGER ::= 4096

maxnoofFreqforMDT






INTEGER ::= 8

maxnoofMBSFNEUTRA






INTEGER ::= 8

maxnoofMDTPLMNs







INTEGER ::= 16

maxnoofMultiConnectivityMinusOne


INTEGER ::= 3

maxnoofNeighbours






INTEGER ::= 1024

maxnoofNeighPCIforMDT





INTEGER ::= 32

maxnoofNIDs








INTEGER ::= 12
maxnoofNRCellBands






INTEGER ::= 32

maxnoofPLMNs







INTEGER ::= 16

maxnoofPDUSessions






INTEGER ::= 256

maxnoofProtectedResourcePatterns


INTEGER ::= 16
maxnoofQoSFlows







INTEGER ::= 64
maxnoofQoSParaSets






INTEGER ::= 8

maxnoofRANAreaCodes






INTEGER ::= 32

maxnoofRANAreasinRNA





INTEGER ::= 16

maxnoofRANNodesinAoI





INTEGER ::= 64
maxnoofSCellGroups






INTEGER ::= 3

maxnoofSCellGroupsplus1





INTEGER ::= 4

maxnoofSensorName






INTEGER ::= 3

maxnoofSliceItems






INTEGER ::= 1024

maxnoofSNPNIDs







INTEGER ::= 12
maxnoofsupportedPLMNs





INTEGER ::= 12
maxnoofsupportedTACs





INTEGER ::= 256
maxnoofTAforMDT







INTEGER ::= 8

maxnoofTAI








INTEGER ::= 16
maxnoofTAIsinAoI 






INTEGER ::= 16

maxnooftimeperiods






INTEGER ::= 2

maxnoofTNLAssociations





INTEGER ::= 32
maxnoofUEContexts






INTEGER ::= 8192
maxNRARFCN








INTEGER ::= 3279165

maxNrOfErrors







INTEGER ::= 256

maxnoofslots







INTEGER ::= 5120
maxnoofExtTLAs







INTEGER ::= 16

maxnoofGTPTLAs







INTEGER ::= 16

maxnoofCHOcells







INTEGER ::= 8

maxnoofPC5QoSFlows 






INTEGER ::= 2064
maxnoofSSBAreas







INTEGER ::= 64

maxnoofRAReports






INTEGER ::= 64

maxnoofNRSCSs







INTEGER ::= 5

maxnoofPhysicalResourceBlocks



INTEGER ::= 275

maxnoofAdditionalPDCPDuplicationTNL


INTEGER ::= 2
maxnoofRLCDuplicationstate




INTEGER ::= 3

maxnoofWLANName







INTEGER ::= 4

maxnoofNonAnchorCarrierFreqConfig


INTEGER ::= 15
maxnoofDataForwardingTunneltoE-UTRAN

INTEGER ::= 256

maxnoofMBSFSAs







INTEGER ::= 256
maxnoofUEIDIndicesforMBSPaging



INTEGER ::= 4096
maxnoofMBSQoSFlows






INTEGER ::= 64
maxnoofMRBs








INTEGER ::= 32
maxnoofCellsforMBS






INTEGER ::= 8192
maxnoofMBSServiceAreaInformation



INTEGER ::= 256
maxnoofTAIforMBS 






INTEGER ::= 1024

maxnoofAssociatedMBSSessions



INTEGER ::= 32
maxnoofMBSSessions






INTEGER ::= 256
maxnoofSuccessfulHOReports




INTEGER ::= 64 
maxnoofPSCellsPerSN 





INTEGER ::= 8
maxnoofNR-UChannelIDs





INTEGER ::= 16 

maxnoofCellsinCHO






INTEGER ::= 8

maxnoofCHOexecutioncond





INTEGER ::= 2
maxnoofServedCellsIAB





INTEGER ::= 512

maxnoofServingCells






INTEGER ::= 32

maxnoofBHInfo







INTEGER ::= 1024
maxnoofTrafficIndexEntries




INTEGER
::=
1024

maxnoofTLAsIAB







INTEGER
::=
1024
maxnoofBAPControlPDURLCCHs




INTEGER ::= 2

maxnoofIABSTCInfo






INTEGER ::= 45

maxnoofSymbols







INTEGER ::= 14

maxnoofDUFSlots







INTEGER ::= 320

maxnoofHSNASlots






INTEGER ::= 5120

maxnoofRBsetsPerCell





INTEGER ::= 8

maxnoofRBsetsPerCell1





INTEGER ::= 7

maxnoofChildIABNodes





INTEGER ::= 1024

maxnoofPSCellCandidates





INTEGER ::= 8

maxnoofTargetSNs 






INTEGER ::= 8
maxnoofUEAppLayerMeas





INTEGER ::= 16
maxnoofSNSSAIforQMC






INTEGER ::= 16

maxnoofCellIDforQMC






INTEGER ::= 32

maxnoofPLMNforQMC






INTEGER ::= 16

maxnoofTAforQMC







INTEGER ::= 8
maxnoofMTCItems







INTEGER ::= 16

maxnoofCSIRSconfigurations




INTEGER ::= 96

maxnoofCSIRSneighbourCells




INTEGER ::= 16

maxnoofCSIRSneighbourCellsInMTC



INTEGER ::= 16

maxnoofNeighbour-NG-RAN-Nodes



INTEGER ::= 256
maxnoofSRBs








INTEGER ::= 5
maxnoofSMBR








INTEGER ::= 8

maxnoofNSAGs







INTEGER ::= 256

maxnoofTargetSNsMinusOne




INTEGER ::= 7

maxnoofThresholdsForExcessPacketDelay

INTEGER ::= 255

-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-ActivatedServedCells



















ProtocolIE-ID ::= 0

id-ActivationIDforCellActivation
















ProtocolIE-ID ::= 1

id-admittedSplitSRB




















ProtocolIE-ID ::= 2

id-admittedSplitSRBrelease


















ProtocolIE-ID ::= 3

id-AMF-Region-Information


















ProtocolIE-ID ::= 4

id-AssistanceDataForRANPaging

















ProtocolIE-ID ::= 5

id-BearersSubjectToCounterCheck

















ProtocolIE-ID ::= 6

id-Cause






















ProtocolIE-ID ::= 7

id-cellAssistanceInfo-NR


















ProtocolIE-ID ::= 8

id-ConfigurationUpdateInitiatingNodeChoice














ProtocolIE-ID ::= 9

id-CriticalityDiagnostics


















ProtocolIE-ID ::= 10
id-XnUAddressInfoperPDUSession-List
















ProtocolIE-ID ::= 11

id-DRBsSubjectToStatusTransfer-List
















ProtocolIE-ID ::= 12

id-ExpectedUEBehaviour



















ProtocolIE-ID ::= 13
id-GlobalNG-RAN-node-ID



















ProtocolIE-ID ::= 14

id-GUAMI






















ProtocolIE-ID ::= 15

id-indexToRatFrequSelectionPriority
















ProtocolIE-ID ::= 16
id-initiatingNodeType-ResourceCoordRequest














ProtocolIE-ID ::= 17

id-List-of-served-cells-E-UTRA

















ProtocolIE-ID ::= 18

id-List-of-served-cells-NR


















ProtocolIE-ID ::= 19

id-LocationReportingInformation

















ProtocolIE-ID ::= 20

id-MAC-I






















ProtocolIE-ID ::= 21

id-MaskedIMEISV





















ProtocolIE-ID ::= 22

id-M-NG-RANnodeUEXnAPID



















ProtocolIE-ID ::= 23
id-MN-to-SN-Container



















ProtocolIE-ID ::= 24
id-MobilityRestrictionList


















ProtocolIE-ID ::= 25
id-new-NG-RAN-Cell-Identity


















ProtocolIE-ID ::= 26

id-newNG-RANnodeUEXnAPID


















ProtocolIE-ID ::= 27

id-UEReportRRCTransfer



















ProtocolIE-ID ::= 28

id-oldNG-RANnodeUEXnAPID


















ProtocolIE-ID ::= 29

id-OldtoNewNG-RANnodeResumeContainer















ProtocolIE-ID ::= 30

id-PagingDRX





















ProtocolIE-ID ::= 31

id-PCellID






















ProtocolIE-ID ::= 32

id-PDCPChangeIndication



















ProtocolIE-ID ::= 33
id-PDUSessionAdmittedAddedAddReqAck
















ProtocolIE-ID ::= 34

id-PDUSessionAdmittedModSNModConfirm















ProtocolIE-ID ::= 35

id-PDUSessionAdmitted-SNModResponse
















ProtocolIE-ID ::= 36

id-PDUSessionNotAdmittedAddReqAck
















ProtocolIE-ID ::= 37

id-PDUSessionNotAdmitted-SNModResponse















ProtocolIE-ID ::= 38

id-PDUSessionReleasedList-RelConf
















ProtocolIE-ID ::= 39
id-PDUSessionReleasedSNModConfirm
















ProtocolIE-ID ::= 40
id-PDUSessionResourcesActivityNotifyList














ProtocolIE-ID ::= 41
id-PDUSessionResourcesAdmitted-List
















ProtocolIE-ID ::= 42
id-PDUSessionResourcesNotAdmitted-List















ProtocolIE-ID ::= 43
id-PDUSessionResourcesNotifyList
















ProtocolIE-ID ::= 44
id-PDUSession-SNChangeConfirm-List
















ProtocolIE-ID ::= 45
id-PDUSession-SNChangeRequired-List
















ProtocolIE-ID ::= 46

id-PDUSessionToBeAddedAddReq

















ProtocolIE-ID ::= 47
id-PDUSessionToBeModifiedSNModRequired















ProtocolIE-ID ::= 48
id-PDUSessionToBeReleasedList-RelRqd















ProtocolIE-ID ::= 49

id-PDUSessionToBeReleased-RelReq
















ProtocolIE-ID ::= 50

id-PDUSessionToBeReleasedSNModRequired















ProtocolIE-ID ::= 51

id-RANPagingArea




















ProtocolIE-ID ::= 52
id-PagingPriority




















ProtocolIE-ID ::= 53
id-requestedSplitSRB



















ProtocolIE-ID ::= 54
id-requestedSplitSRBrelease


















ProtocolIE-ID ::= 55

id-ResetRequestTypeInfo



















ProtocolIE-ID ::= 56
id-ResetResponseTypeInfo


















ProtocolIE-ID ::= 57
id-RespondingNodeTypeConfigUpdateAck















ProtocolIE-ID ::= 58

id-respondingNodeType-ResourceCoordResponse














ProtocolIE-ID ::= 59

id-ResponseInfo-ReconfCompl


















ProtocolIE-ID ::= 60

id-RRCConfigIndication



















ProtocolIE-ID ::= 61

id-RRCResumeCause




















ProtocolIE-ID ::= 62

id-SCGConfigurationQuery


















ProtocolIE-ID ::= 63
id-selectedPLMN





















ProtocolIE-ID ::= 64
id-ServedCellsToActivate


















ProtocolIE-ID ::= 65

id-servedCellsToUpdate-E-UTRA

















ProtocolIE-ID ::= 66

id-ServedCellsToUpdateInitiatingNodeChoice














ProtocolIE-ID ::= 67

id-servedCellsToUpdate-NR


















ProtocolIE-ID ::= 68

id-s-ng-RANnode-SecurityKey


















ProtocolIE-ID ::= 69

id-S-NG-RANnodeUE-AMBR



















ProtocolIE-ID ::= 70

id-S-NG-RANnodeUEXnAPID



















ProtocolIE-ID ::= 71
id-SN-to-MN-Container



















ProtocolIE-ID ::= 72

id-sourceNG-RANnodeUEXnAPID


















ProtocolIE-ID ::= 73

id-SplitSRB-RRCTransfer



















ProtocolIE-ID ::= 74
id-TAISupport-list




















ProtocolIE-ID ::= 75

id-TimeToWait





















ProtocolIE-ID ::= 76

id-Target2SourceNG-RANnodeTranspContainer














ProtocolIE-ID ::= 77
id-targetCellGlobalID



















ProtocolIE-ID ::= 78

id-targetNG-RANnodeUEXnAPID


















ProtocolIE-ID ::= 79

id-target-S-NG-RANnodeID


















ProtocolIE-ID ::= 80

id-TraceActivation




















ProtocolIE-ID ::= 81

id-UEContextID





















ProtocolIE-ID ::= 82

id-UEContextInfoHORequest


















ProtocolIE-ID ::= 83

id-UEContextInfoRetrUECtxtResp

















ProtocolIE-ID ::= 84

id-UEContextInfo-SNModRequest

















ProtocolIE-ID ::= 85
id-UEContextKeptIndicator


















ProtocolIE-ID ::= 86

id-UEContextRefAtSN-HORequest

















ProtocolIE-ID ::= 87
id-UEHistoryInformation



















ProtocolIE-ID ::= 88

id-UEIdentityIndexValue



















ProtocolIE-ID ::= 89
id-UERANPagingIdentity



















ProtocolIE-ID ::= 90

id-UESecurityCapabilities


















ProtocolIE-ID ::= 91
id-UserPlaneTrafficActivityReport
















ProtocolIE-ID ::= 92
id-XnRemovalThreshold 



















ProtocolIE-ID ::= 93

id-DesiredActNotificationLevel

















ProtocolIE-ID ::= 94
id-AvailableDRBIDs 




















ProtocolIE-ID ::= 95

id-AdditionalDRBIDs 



















ProtocolIE-ID ::= 96

id-SpareDRBIDs 





















ProtocolIE-ID ::= 97

id-RequiredNumberOfDRBIDs 


















ProtocolIE-ID ::= 98

id-TNLA-To-Add-List




















ProtocolIE-ID ::= 99
id-TNLA-To-Update-List



















ProtocolIE-ID ::= 100
id-TNLA-To-Remove-List



















ProtocolIE-ID ::= 101
id-TNLA-Setup-List




















ProtocolIE-ID ::= 102
id-TNLA-Failed-To-Setup-List

















ProtocolIE-ID ::= 103
id-PDUSessionToBeReleased-RelReqAck
















ProtocolIE-ID ::= 104
id-S-NG-RANnodeMaxIPDataRate-UL

















ProtocolIE-ID ::= 105

id-PDUSessionResourceSecondaryRATUsageList














ProtocolIE-ID ::= 107

id-Additional-UL-NG-U-TNLatUPF-List
















ProtocolIE-ID ::= 108

id-SecondarydataForwardingInfoFromTarget-List













ProtocolIE-ID ::= 109

id-LocationInformationSNReporting
















ProtocolIE-ID ::= 110

id-LocationInformationSN


















ProtocolIE-ID ::= 111

id-LastE-UTRANPLMNIdentity


















ProtocolIE-ID ::= 112

id-S-NG-RANnodeMaxIPDataRate-DL

















ProtocolIE-ID ::= 113

id-MaxIPrate-DL





















ProtocolIE-ID ::= 114

id-SecurityResult




















ProtocolIE-ID ::= 115

id-S-NSSAI






















ProtocolIE-ID ::= 116

id-MR-DC-ResourceCoordinationInfo
















ProtocolIE-ID ::= 117

id-AMF-Region-Information-To-Add
















ProtocolIE-ID ::= 118

id-AMF-Region-Information-To-Delete
















ProtocolIE-ID ::= 119

id-OldQoSFlowMap-ULendmarkerexpected















ProtocolIE-ID ::= 120

id-RANPagingFailure




















ProtocolIE-ID ::= 121

id-UERadioCapabilityForPaging

















ProtocolIE-ID ::= 122

id-PDUSessionDataForwarding-SNModResponse














ProtocolIE-ID ::= 123

id-DRBsNotAdmittedSetupModifyList
















ProtocolIE-ID ::= 124

id-Secondary-MN-Xn-U-TNLInfoatM

















ProtocolIE-ID ::= 125

id-NE-DC-TDM-Pattern



















ProtocolIE-ID ::= 126

id-PDUSessionCommonNetworkInstance
















ProtocolIE-ID ::= 127

id-BPLMN-ID-Info-EUTRA



















ProtocolIE-ID ::= 128

id-BPLMN-ID-Info-NR




















ProtocolIE-ID ::= 129

id-InterfaceInstanceIndication

















ProtocolIE-ID ::= 130

id-S-NG-RANnode-Addition-Trigger-Ind















ProtocolIE-ID ::= 131

id-DefaultDRB-Allowed



















ProtocolIE-ID ::= 132

id-DRB-IDs-takenintouse



















ProtocolIE-ID ::= 133

id-SplitSessionIndicator


















ProtocolIE-ID ::= 134

id-CNTypeRestrictionsForEquivalent
















ProtocolIE-ID ::= 135

id-CNTypeRestrictionsForServing

















ProtocolIE-ID ::= 136

id-DRBs-transferred-to-MN


















ProtocolIE-ID ::= 137
id-ULForwardingProposal



















ProtocolIE-ID ::= 138

id-EndpointIPAddressAndPort 

















ProtocolIE-ID ::= 139

id-IntendedTDD-DL-ULConfiguration-NR















ProtocolIE-ID ::= 140

id-TNLConfigurationInfo



















ProtocolIE-ID ::= 141

id-PartialListIndicator-NR


















ProtocolIE-ID ::= 142

id-MessageOversizeNotification

















ProtocolIE-ID ::= 143
id-CellAndCapacityAssistanceInfo-NR
















ProtocolIE-ID ::= 144

id-NG-RANTraceID




















ProtocolIE-ID ::= 145
id-NonGBRResources-Offered


















ProtocolIE-ID ::= 146
id-FastMCGRecoveryRRCTransfer-SN-to-MN















ProtocolIE-ID ::= 147
id-RequestedFastMCGRecoveryViaSRB3
















ProtocolIE-ID ::= 148
id-AvailableFastMCGRecoveryViaSRB3
















ProtocolIE-ID ::= 149
id-RequestedFastMCGRecoveryViaSRB3Release














ProtocolIE-ID ::= 150
id-ReleaseFastMCGRecoveryViaSRB3
















ProtocolIE-ID ::= 151
id-FastMCGRecoveryRRCTransfer-MN-to-SN















ProtocolIE-ID ::= 152

id-ExtendedRATRestrictionInformation















ProtocolIE-ID ::= 153

id-QoSMonitoringRequest



















ProtocolIE-ID ::= 154

id-FiveGCMobilityRestrictionListContainer














ProtocolIE-ID ::= 155

id-PartialListIndicator-EUTRA

















ProtocolIE-ID ::= 156
id-CellAndCapacityAssistanceInfo-EUTRA















ProtocolIE-ID ::= 157
id-CHOinformation-Req



















ProtocolIE-ID ::= 158

id-CHOinformation-Ack



















ProtocolIE-ID ::= 159

id-targetCellsToCancel



















ProtocolIE-ID ::= 160

id-requestedTargetCellGlobalID

















ProtocolIE-ID ::= 161

id-procedureStage




















ProtocolIE-ID ::= 162

id-DAPSRequestInfo




















ProtocolIE-ID ::= 163
id-DAPSResponseInfo-List


















ProtocolIE-ID ::= 164
id-CHO-MRDC-Indicator



















ProtocolIE-ID ::= 165

id-OffsetOfNbiotChannelNumberToDL-EARFCN














ProtocolIE-ID ::= 166

id-OffsetOfNbiotChannelNumberToUL-EARFCN














ProtocolIE-ID ::= 167
id-NBIoT-UL-DL-AlignmentOffset

















ProtocolIE-ID ::= 168
id-LTEV2XServicesAuthorized


















ProtocolIE-ID ::= 169

id-NRV2XServicesAuthorized


















ProtocolIE-ID ::= 170

id-LTEUESidelinkAggregateMaximumBitRate















ProtocolIE-ID ::= 171

id-NRUESidelinkAggregateMaximumBitRate















ProtocolIE-ID ::= 172

id-PC5QoSParameters




















ProtocolIE-ID ::= 173

id-AlternativeQoSParaSetList

















ProtocolIE-ID ::= 174
id-CurrentQoSParaSetIndex


















ProtocolIE-ID ::= 175
id-MobilityInformation 



















ProtocolIE-ID ::= 176
id-InitiatingCondition-FailureIndication














ProtocolIE-ID ::= 177
id-UEHistoryInformationFromTheUE
















ProtocolIE-ID ::= 178
id-HandoverReportType



















ProtocolIE-ID ::= 179
id-HandoverCause




















ProtocolIE-ID ::= 180
id-SourceCellCGI




















ProtocolIE-ID ::= 181
id-TargetCellCGI




















ProtocolIE-ID ::= 182
id-ReEstablishmentCellCGI


















ProtocolIE-ID ::= 183
id-TargetCellinEUTRAN



















ProtocolIE-ID ::= 184
id-SourceCellCRNTI




















ProtocolIE-ID ::= 185
id-UERLFReportContainer



















ProtocolIE-ID ::= 186
id-NGRAN-Node1-Measurement-ID

















ProtocolIE-ID ::= 187
id-NGRAN-Node2-Measurement-ID

















ProtocolIE-ID ::= 188
id-RegistrationRequest



















ProtocolIE-ID ::= 189
id-ReportCharacteristics



















ProtocolIE-ID ::= 190
id-CellToReport























ProtocolIE-ID ::= 191
id-ReportingPeriodicity




















ProtocolIE-ID ::= 192
id-CellMeasurementResult



















ProtocolIE-ID ::= 193
id-NG-RANnode1CellID





















ProtocolIE-ID ::= 194
id-NG-RANnode2CellID



















ProtocolIE-ID ::= 195
id-NG-RANnode1MobilityParameters
















ProtocolIE-ID ::= 196
id-NG-RANnode2ProposedMobilityParameters














ProtocolIE-ID ::= 197
id-MobilityParametersModificationRange















ProtocolIE-ID ::= 198
id-TDDULDLConfigurationCommonNR

















ProtocolIE-ID ::= 199
id-CarrierList





















ProtocolIE-ID ::= 200

id-ULCarrierList




















ProtocolIE-ID ::= 201
id-FrequencyShift7p5khz



















ProtocolIE-ID ::= 202

id-SSB-PositionsInBurst



















ProtocolIE-ID ::= 203
id-NRCellPRACHConfig



















ProtocolIE-ID ::= 204
id-RAReport




















ProtocolIE-ID ::= 205
id-IABNodeIndication



















ProtocolIE-ID ::= 206
id-Redundant-UL-NG-U-TNLatUPF

















ProtocolIE-ID ::= 207
id-CNPacketDelayBudgetDownlink

















ProtocolIE-ID ::= 208
id-CNPacketDelayBudgetUplink

















ProtocolIE-ID ::= 209
id-Additional-Redundant-UL-NG-U-TNLatUPF-List













ProtocolIE-ID ::= 210
id-RedundantCommonNetworkInstance
















ProtocolIE-ID ::= 211
id-TSCTrafficCharacteristics

















ProtocolIE-ID ::= 212
id-RedundantQoSFlowIndicator

















ProtocolIE-ID ::= 213
id-Redundant-DL-NG-U-TNLatNG-RAN
















ProtocolIE-ID ::= 214

id-ExtendedPacketDelayBudget

















ProtocolIE-ID ::= 215
id-Additional-PDCP-Duplication-TNL-List















ProtocolIE-ID ::= 216
id-RedundantPDUSessionInformation
















ProtocolIE-ID ::= 217

id-UsedRSNInformation



















ProtocolIE-ID ::= 218

id-RLCDuplicationInformation

















ProtocolIE-ID ::= 219

id-NPN-Broadcast-Information

















ProtocolIE-ID ::= 220
id-NPNPagingAssistanceInformation
















ProtocolIE-ID ::= 221
id-NPNMobilityInformation


















ProtocolIE-ID ::= 222
id-NPN-Support





















ProtocolIE-ID ::= 223
id-MDT-Configuration



















ProtocolIE-ID ::= 224
id-MDTPLMNList





















ProtocolIE-ID ::= 225
id-TraceCollectionEntityURI


















ProtocolIE-ID ::= 226

id-UERadioCapabilityID



















ProtocolIE-ID ::= 227

id-CSI-RSTransmissionIndication

















ProtocolIE-ID ::= 228

id-SNTriggered





















ProtocolIE-ID ::= 229
id-DLCarrierList




















ProtocolIE-ID ::= 230
id-ExtendedTAISliceSupportList

















ProtocolIE-ID ::= 231
id-cellAssistanceInfo-EUTRA


















ProtocolIE-ID ::= 232
id-ConfiguredTACIndication


















ProtocolIE-ID ::= 233
id-secondary-SN-UL-PDCP-UP-TNLInfo
















ProtocolIE-ID ::= 234

id-pdcpDuplicationConfiguration

















ProtocolIE-ID ::= 235

id-duplicationActivation


















ProtocolIE-ID ::= 236

id-NPRACHConfiguration



















ProtocolIE-ID ::= 237

id-QosMonitoringReportingFrequency
















ProtocolIE-ID ::= 238
id-QoSFlowsMappedtoDRB-SetupResponse-MNterminated












ProtocolIE-ID ::= 239
id-DL-scheduling-PDCCH-CCE-usage
















ProtocolIE-ID ::= 240

id-UL-scheduling-PDCCH-CCE-usage
















ProtocolIE-ID ::= 241

id-SFN-Offset





















ProtocolIE-ID ::= 242
id-QoSMonitoringDisabled



















ProtocolIE-ID ::= 243

id-ExtendedUEIdentityIndexValue

















ProtocolIE-ID ::= 244
id-EUTRAPagingeDRXInformation

















ProtocolIE-ID ::= 245
id-CHO-MRDC-EarlyDataForwarding

















ProtocolIE-ID ::= 246

id-SCGIndicator





















ProtocolIE-ID ::= 247
id-UESpecificDRX




















ProtocolIE-ID ::= 248
id-PDUSessionExpectedUEActivityBehaviour














ProtocolIE-ID ::= 249
id-QoS-Mapping-Information


















ProtocolIE-ID ::= 250

id-AdditionLocationInformation

















ProtocolIE-ID ::= 251

id-dataForwardingInfoFromTargetE-UTRANnode














ProtocolIE-ID ::= 252
id-DirectForwardingPathAvailability
















ProtocolIE-ID ::= 253
id-SourceNG-RAN-node-ID



















ProtocolIE-ID ::= 254

id-SourceDLForwardingIPAddress

















ProtocolIE-ID ::= 255

id-SourceNodeDLForwardingIPAddress
















ProtocolIE-ID ::= 256
id-ExtendedReportIntervalMDT


















ProtocolIE-ID ::= 257
id-SecurityIndication



















ProtocolIE-ID ::= 258
id-RRCConnReestab-Indicator


















ProtocolIE-ID ::= 259
id-TargetNodeID





















ProtocolIE-ID ::= 260

id-ManagementBasedMDTPLMNList

















ProtocolIE-ID ::= 261

id-PrivacyIndicator




















ProtocolIE-ID ::= 262

id-TraceCollectionEntityIPAddress
















ProtocolIE-ID ::= 263

id-M4ReportAmount




















ProtocolIE-ID ::= 264
id-M5ReportAmount




















ProtocolIE-ID ::= 265
id-M6ReportAmount




















ProtocolIE-ID ::= 266

id-M7ReportAmount




















ProtocolIE-ID ::= 267
id-BeamMeasurementIndicationM1

















ProtocolIE-ID ::= 268
id-MBS-Session-ID




















ProtocolIE-ID ::= 269
id-UEIdentityIndexList-MBSGroupPaging
















ProtocolIE-ID ::= 270
id-MulticastRANPagingArea


















ProtocolIE-ID ::= 271
id-Supported-MBS-FSA-ID-List

















ProtocolIE-ID ::= 272
id-MBS-SessionInformation-List

















ProtocolIE-ID ::= 273

id-MBS-SessionInformationResponse-List















ProtocolIE-ID ::= 274

id-MBS-SessionAssociatedInformation
















ProtocolIE-ID ::= 275

id-SuccessfulHOReportInformation
















ProtocolIE-ID ::= 276

id-SliceRadioResourceStatus-List
















ProtocolIE-ID ::= 277

id-CompositeAvailableCapacitySupplementaryUplink












ProtocolIE-ID ::= 278

id-SCGUEHistoryInformation


















ProtocolIE-ID ::= 279

id-SSBOffsets-List




















ProtocolIE-ID ::= 280
id-NG-RANnode2SSBOffsetModificationRange














ProtocolIE-ID ::= 281
id-Coverage-Modification-List

















ProtocolIE-ID ::= 282

id-NR-U-Channel-List



















ProtocolIE-ID ::= 283

id-SourcePSCellCGI




















ProtocolIE-ID ::= 284

id-FailedPSCellCGI




















ProtocolIE-ID ::= 285

id-SCGFailureReportContainer

















ProtocolIE-ID ::= 286

id-SNMobilityInformation


















ProtocolIE-ID ::= 287
id-SourcePSCellID




















ProtocolIE-ID ::= 288

id-SuitablePSCellCGI



















ProtocolIE-ID ::= 289

id-PSCellChangeHistory



















ProtocolIE-ID ::= 290

id-CHOConfiguration




















ProtocolIE-ID ::= 291

id-NR-U-ChannelInfo-List


















ProtocolIE-ID ::= 292

id-PSCellHistoryInformationRetrieve
















ProtocolIE-ID ::= 293
id-NG-RANnode2SSBOffsetsModificationRange














ProtocolIE-ID ::= 294
id-MIMOPRBusageInformation


















ProtocolIE-ID ::= 295

id-F1CTrafficContainer



















ProtocolIE-ID ::= 296

id-IAB-MT-Cell-List




















ProtocolIE-ID ::= 297
id-NoPDUSessionIndication


















ProtocolIE-ID ::= 298
id-IAB-TNL-Address-Request


















ProtocolIE-ID ::= 299
id-IAB-TNL-Address-Response


















ProtocolIE-ID ::= 300
id-TrafficToBeAddedList



















ProtocolIE-ID ::= 301
id-TrafficToBeModifiedList


















ProtocolIE-ID ::= 302
id-TrafficToBeReleaseInformation
















ProtocolIE-ID ::= 303
id-TrafficAddedList




















ProtocolIE-ID ::= 304
id-TrafficModifiedList



















ProtocolIE-ID ::= 305
id-TrafficNotAddedList



















ProtocolIE-ID ::= 306
id-TrafficNotModifiedList


















ProtocolIE-ID ::= 307
id-TrafficRequiredToBeModifiedList
















ProtocolIE-ID ::= 308
id-TrafficRequiredModifiedList

















ProtocolIE-ID ::= 309
id-TrafficReleasedList



















ProtocolIE-ID ::= 310
id-IABTNLAddressToBeAdded


















ProtocolIE-ID ::= 311
id-IABTNLAddressToBeReleasedList
















ProtocolIE-ID ::= 312
id-nonF1-Terminating-IAB-DonorUEXnAPID















ProtocolIE-ID ::= 313
id-F1-Terminating-IAB-DonorUEXnAPID
















ProtocolIE-ID ::= 314
id-BoundaryNodeCellsList


















ProtocolIE-ID ::= 315
id-ParentNodeCellsList



















ProtocolIE-ID ::= 316
id-tdd-GNB-DU-Cell-Resource-Configuration














ProtocolIE-ID ::= 317

id-UL-GNB-DU-Cell-Resource-Configuration














ProtocolIE-ID ::= 318

id-DL-GNB-DU-Cell-Resource-Configuration














ProtocolIE-ID ::= 319
id-permutation





















ProtocolIE-ID ::= 320
id-IABTNLAddressException


















ProtocolIE-ID ::= 321
id-CHOinformation-AddReq


















ProtocolIE-ID ::= 322
id-CHOinformation-ModReq


















ProtocolIE-ID ::= 323
id-SurvivalTime





















ProtocolIE-ID ::= 324

id-TimeSynchronizationAssistanceInformation














ProtocolIE-ID ::= 325
id-SCGActivationRequest



















ProtocolIE-ID ::= 326

id-SCGActivationStatus



















ProtocolIE-ID ::= 327

id-CPAInformationRequest


















ProtocolIE-ID ::= 328

id-CPAInformationAck



















ProtocolIE-ID ::= 329

id-CPCInformationRequired


















ProtocolIE-ID ::= 330

id-CPCInformationConfirm


















ProtocolIE-ID ::= 331

id-CPAInformationModReq



















ProtocolIE-ID ::= 332

id-CPAInformationModReqAck


















ProtocolIE-ID ::= 333

id-CPC-DataForwarding-Indicator

















ProtocolIE-ID ::= 334
id-CPCInformationUpdate



















ProtocolIE-ID ::= 335

id-CPACInformationModRequired

















ProtocolIE-ID ::= 336
id-QMCConfigInfo




















ProtocolIE-ID ::= 337

id-ProtocolIE-ID338-NotToBeUsed

















ProtocolIE-ID ::= 338
id-Additional-Measurement-Timing-Configuration-List












ProtocolIE-ID ::= 339
id-PDUSession-PairID




















ProtocolIE-ID ::= 340
id-Local-NG-RAN-Node-Identifier

















ProtocolIE-ID ::= 341
id-Neighbour-NG-RAN-Node-List

















ProtocolIE-ID ::= 342

id-Local-NG-RAN-Node-Identifier-Removal















ProtocolIE-ID ::= 343

id-FiveGProSeAuthorized



















ProtocolIE-ID ::= 344
id-FiveGProSePC5QoSParameters

















ProtocolIE-ID ::= 345

id-FiveGProSeUEPC5AggregateMaximumBitRate














ProtocolIE-ID ::= 346
id-ServedCellSpecificInfoReq-NR

















ProtocolIE-ID ::= 347

id-NRPagingeDRXInformation


















ProtocolIE-ID ::= 348

id-NRPagingeDRXInformationforRRCINACTIVE















ProtocolIE-ID ::= 349

id-Redcap-Bcast-Information


















ProtocolIE-ID ::= 350
id-SDTSupportRequest



















ProtocolIE-ID ::= 351

id-SDT-SRB-between-NewNode-OldNode
















ProtocolIE-ID ::= 352

id-SDT-Termination-Request


















ProtocolIE-ID ::= 353

id-SDTPartialUEContextInfo


















ProtocolIE-ID ::= 354

id-SDTDataForwardingDRBList


















ProtocolIE-ID ::= 355

id-PagingCause





















ProtocolIE-ID ::= 356
id-PEIPSassistanceInformation

















ProtocolIE-ID ::= 357
id-UESliceMaximumBitRateList


















ProtocolIE-ID ::= 358
id-S-NG-RANnodeUE-Slice-MBR


















ProtocolIE-ID ::= 359
id-PositioningInformation


















ProtocolIE-ID ::= 360

id-UEAssistantIdentifier


















ProtocolIE-ID ::= 361
id-ManagementBasedMDTPLMNModificationList














ProtocolIE-ID ::= 362

id-F1-terminatingIAB-donorIndicator
















ProtocolIE-ID ::= 363

id-TAINSAGSupportList



















ProtocolIE-ID ::= 364

id-SCGreconfigNotification


















ProtocolIE-ID ::= 365

id-earlyMeasurement




















ProtocolIE-ID ::= 366
id-BeamMeasurementsReportConfiguration















ProtocolIE-ID ::= 367
id-CoverageModificationCause


















ProtocolIE-ID ::= 368
id-AdditionalListofPDUSessionResourceChangeConfirmInfo-SNterminated








ProtocolIE-ID ::= 369

id-UERLFReportContainerLTEExtension















ProtocolIE-ID ::= 370

id-ExcessPacketDelayThresholdConfiguration














ProtocolIE-ID ::= 371
END

-- ASN1STOP

End of changes
