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1	Introduction
This TP reflects results from offline discussions among the co-signed companies.
It introduces the MBS Assistance Information in TS 38.413.
2	Text Proposal 
<<<<<<<<<<<<<<<<<<<< First Change >>>>>>>>>>>>>>>>>>>>
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[bookmark: _Hlk131404871]This IE provides MBS Assistance Information as specified in TS 38.300 [8] and TS 23.247 [44].
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	MBS Assistance Information
	M
	
	ENUMERATED 
(true, ...)
	



<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
9.3.1.211	MBS Session Setup Request List
This IE provides information related to MBS sessions joined by the UE.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	MBS Session Setup Request List
	
	1
	
	
	-
	

	>MBS Session Setup Request Item
	
	1..<maxnoofMBSSessions>
	
	
	-
	

	>>MBS Session ID
	M
	
	9.3.1.206
	
	-
	

	>>MBS Area Session ID
	O
	
	9.3.1.207
	
	-
	

	>>Associated MBS QoS Flow Setup Request List
	
	0..1
	
	
	-
	

	>>>Associated MBS QoS Flow Setup Request Item
	
	1..<maxnoofMBSQoSflows>
	
	
	-
	

	>>>>MBS QoS Flow Identifier
	M
	
	QoS Flow Identifier
9.3.1.51
	
	-
	

	>>>>Associated Unicast QoS Flow Identifier
	M 
	
	QoS Flow Identifier
9.3.1.51
	
	-
	

	>>MBS Assistance Information
	O
	
	9.3.1.x
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofMBSSessions
	Maximum no. of MBS sessions allowed within one PDU session. Value is 32.

	maxnoofMBSQoSflows
	Maximum no. of MBS QoS flows allowed within one MBS session. Value is 64.



[bookmark: _Toc99123612][bookmark: _Toc99662417][bookmark: _Toc105152484][bookmark: _Toc105174290][bookmark: _Toc106109288][bookmark: _Toc107409746][bookmark: _Toc112756935][bookmark: _Toc120537429]9.3.1.212	MBS Session Setup or Modify Request List
This IE provides information related to MBS sessions joined by the UE.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	MBS Session Setup or Modify Request List
	
	1
	
	
	-
	

	>MBS Session Setup or Modify Request Item
	
	1..<maxnoofMBSSessions>
	
	
	-
	

	>>MBS Session ID
	M
	
	9.3.1.206
	
	-
	

	>>MBS Area Session ID
	O
	
	9.3.1.207
	
	-
	

	>>Associated MBS QoS Flow Setup or Modify Request List
	
	0..1
	
	
	-
	

	>>>Associated MBS QoS Flow Setup or Modify Request Item
	
	1..<maxnoofMBSQoSflows>
	
	
	-
	

	>>>>MBS QoS Flow Identifier
	M
	
	QoS Flow Identifier
9.3.1.51
	
	-
	

	>>>>Associated Unicast QoS Flow Identifier
	M 
	
	QoS Flow Identifier
9.3.1.51
	
	-
	

	>>MBS QoS Flow To Release List
	O
	
	QoS Flow List with Cause
9.3.1.13
	This IE indicates the MBS QoS Flow Identifiers of the MBS QoS Flows to be released.
	-
	

	>>MBS Assistance Information
	O
	
	9.3.1.x
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofMBSSessions
	Maximum no. of MBS sessions allowed within one PDU session. Value is 32.

	maxnoofMBSQoSflows
	Maximum no. of MBS QoS flows allowed within one MBS session. Value is 64.



	
<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
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-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

NGAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS

[bookmark: _Hlk512952190]<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>
[bookmark: OLE_LINK51]	id-MBS-SessionFSAIDList,
	id-MBS-SessionID,
	id-MBS-ActiveSessionInformation-SourcetoTargetList,
	id-MBS-ActiveSessionInformation-TargettoSourceList,
	id-MBS-AssistanceInformation,
	id-MBS-SessionTNLInfo5GC,
	id-MBS-SupportIndicator, 
<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>

MBS-AssistanceInformation ::= ENUMERATED {true, ...}

<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>

MBSSessionSetupRequestList ::= SEQUENCE (SIZE(1..maxnoofMBSSessions)) OF MBSSessionSetupRequestItem

MBSSessionSetupRequestItem ::= SEQUENCE {
	mBS-SessionID									MBS-SessionID,
	mBS-AreaSessionID								MBS-AreaSessionID																	OPTIONAL,
	associatedMBSQosFlowSetupRequestList			AssociatedMBSQosFlowSetupRequestList												OPTIONAL,
	iE-Extensions									ProtocolExtensionContainer { { MBSSessionSetupRequestItem-ExtIEs} }		OPTIONAL,
	...
}

MBSSessionSetupRequestItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-MBS-AssistanceInformation			CRITICALITY ignore	TYPE MBS-AssistanceInformation		PRESENCE	optional		},
	...
}

MBSSessionSetuporModifyRequestList ::= SEQUENCE (SIZE(1..maxnoofMBSSessions)) OF MBSSessionSetuporModifyRequestItem

MBSSessionSetuporModifyRequestItem ::= SEQUENCE {
	mBS-SessionID										MBS-SessionID,
	mBS-AreaSessionID									MBS-AreaSessionID									OPTIONAL,
	associatedMBSQosFlowSetuporModifyRequestList		AssociatedMBSQosFlowSetuporModifyRequestList		OPTIONAL,
	mBS-QosFlowToReleaseList 							QosFlowListWithCause								OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer {{MBSSessionSetuporModifyRequestItem-ExtIEs}}			OPTIONAL,
	...
}

MBSSessionSetuporModifyRequestItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-MBS-AssistanceInformation			CRITICALITY ignore	TYPE MBS-AssistanceInformation		PRESENCE	optional		},
	...
}


<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
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-- ASN1START
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

NGAP-Constants { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN
<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>
	id-NGAPIESupportInformationResponseList					ProtocolIE-ID ::= 356
	id-MBS-SessionFSAIDList									ProtocolIE-ID ::= 357
	id-MBSSessionReleaseResponseTransfer					ProtocolIE-ID ::= 358
	id-ManagementBasedMDTPLMNModificationList				ProtocolIE-ID ::= 359
	id-EarlyMeasurement										ProtocolIE-ID ::= 360
	id-BeamMeasurementsReportConfiguration					ProtocolIE-ID ::= 361
	id-HFCNode-ID-new										ProtocolIE-ID ::= 362
	id-GlobalCable-ID-new									ProtocolIE-ID ::= 363
	id-TargetHomeENB-ID										ProtocolIE-ID ::= 364
	id-MBS-AssistanceInformation							ProtocolIE-ID ::= 999 -- to be allocated


END
-- ASN1STOP
<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>

