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-----------Start of the First Change-----------
[bookmark: _Toc25943749][bookmark: _Toc29998415][bookmark: _Toc30001989][bookmark: _Toc30002239][bookmark: _Toc30004244][bookmark: _Toc35428767][bookmark: _Toc35429017][bookmark: _Toc36557924][bookmark: _Toc36558174][bookmark: _Toc45887745][bookmark: _Toc64445077][bookmark: _Toc73980407][bookmark: _Toc81229536][bookmark: _Toc88651059][bookmark: _Toc97887005][bookmark: _Toc105700744]9.2.1.5	W1 SETUP RESPONSE
This message is sent by the ng-eNB-CU to transfer information associated to a W1-C interface instance.
Direction: ng-eNB-CU  ng-eNB-DU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.23
	
	YES
	reject

	Cells to be Activated List
	
	0.. 1
	
	
	YES
	reject

	>Cells to be Activated List Item
	
	1.. <maxCellinng-eNBDU>
	
	List of cells to be activated
	EACH
	reject

	>> E-UTRAN CGI
	M
	
	9.3.1.12
	
	-
	

	>> E-UTRAN PCI 
	O
	
	INTEGER (0..503)
	Physical Cell ID
	-
	

	>>ng-eNB-CU System Information
	O
	
	9.3.1.33
	RRC container with system information owned by ng-eNB-CU 
	YES
	reject

	>>Available PLMN List
	O
	
	9.3.1.47
	
	YES
	ignore

	>>Extended Available PLMN List
	O
	
	9.3.1.55
	This is included if Available PLMN List IE is included and if more than 6 Available PLMNs is to be signalled. 
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.3.1.61
	
	YES
	ignore



	Range bound
	Explanation

	maxCellinng-eNBDU
	Maximum no. cells that can be served by an ng-eNB-DU. Value is 512.



-----------Start of the Next Change-----------
[bookmark: _Toc25943758][bookmark: _Toc29998424][bookmark: _Toc30001998][bookmark: _Toc30002248][bookmark: _Toc30004253][bookmark: _Toc35428776][bookmark: _Toc35429026][bookmark: _Toc36557933][bookmark: _Toc36558183][bookmark: _Toc45887754][bookmark: _Toc64445086][bookmark: _Toc73980416][bookmark: _Toc81229545][bookmark: _Toc88651068][bookmark: _Toc97887014][bookmark: _Toc105700753]9.2.1.14	NG-ENB-DU RESOURCE COORDINATION RESPONSE
This message is sent by an ng-eNB-DU to an ng-eNB-CU, to express the desired resource allocation for data traffic, as a response to the NG-ENB-DU RESOURCE COORDINATION REQUEST.
Direction: ng-eNB-DU  ng-eNB-CU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.23
	
	YES
	reject

	E-UTRA – NR Cell Resource Coordination Response Container
	M
	
	OCTET STRING
	Includes the XNAP E-UTRA – NR CELL RESOURCE COORDINATION RESPONSE message as defined in clause 9.1.2.24 in TS 38.423 [7].
	YES
	reject

	Criticality Diagnostics
	O
	
	9.3.1.61
	
	YES
	ignore





	
-----------Start of the Next Change----------
[bookmark: _Toc25943864][bookmark: _Toc29998530][bookmark: _Toc30002104][bookmark: _Toc30002354][bookmark: _Toc30004359][bookmark: _Toc35428882][bookmark: _Toc35429132][bookmark: _Toc36558039][bookmark: _Toc36558289][bookmark: _Toc45887860][bookmark: _Toc64445195][bookmark: _Toc73980525][bookmark: _Toc81229655][bookmark: _Toc88651178][bookmark: _Toc97887124][bookmark: _Toc105700863]9.4.4	PDU Definitions
-- ASN1START 
-- **************************************************************
--
-- PDU definitions for W1AP.
--
-- **************************************************************

W1AP-PDU-Contents { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) w1ap (3) version1 (1) w1ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules.
--
-- **************************************************************

IMPORTS
	Candidate-SpCell-Item,
	Cause,
//skip unchanged part
-- **************************************************************
--
-- W1 Setup Response
--
-- **************************************************************

W1SetupResponse ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { {W1SetupResponseIEs} },
	...
}


W1SetupResponseIEs W1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID		CRITICALITY reject	TYPE TransactionID		PRESENCE mandatory	}|
	{ ID id-Cells-to-be-Activated-List	CRITICALITY reject	TYPE Cells-to-be-Activated-List		PRESENCE optional	}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics			PRESENCE optional	},
	...
}


Cells-to-be-Activated-List	::= SEQUENCE (SIZE(1.. maxCellinngeNBDU))	OF Cells-to-be-Activated-List-Item

//skip unchanged part
-- **************************************************************
--
-- NGENBDU RESOURCE COORDINATION RESPONSE 
--
-- **************************************************************

NGENBDUResourceCoordinationResponse ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{{NGENBDUResourceCoordinationResponse-IEs}},
	...
}

NGENBDUResourceCoordinationResponse-IEs W1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID			CRITICALITY reject	TYPE TransactionID				PRESENCE mandatory	}|
	{ ID id-EUTRA-NR-CellResourceCoordinationReqAck-Container	CRITICALITY reject	TYPE EUTRA-NR-CellResourceCoordinationReqAck-Container		PRESENCE mandatory}|
	{ ID id-CriticalityDiagnostics	CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional	},
	...
}

-----------End of the Changes-----------

