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1
Overall description

RAN3 thanks RAN2 for the LS in R2-2306569 on area scope for QoE measurements. RAN3 would like to provide feedback to the following issue.
	RAN2 would also like to ask SA4/SA5/RAN3 whether there is a problem if for UEs in RRC CONNECTED the network performs area scope checking (with Area Scope of QMC) and UE application also performs area scope checking (with LocationFilter) at the same time. It should be noted that area scope management for UEs in RRC CONNECTED in Rel-17 relies on the gNB releasing the QoE configuration when the UE moves out of the applicable area scope.


RAN3 thinks if both network and UE application layer check the area scope, it increases the complexity of the network and may also increase the signalling overhead (e.g, if one of network and UE application release the QoE measurement, it needs to inform the other one). In addition, RAN3 thinks it is better to only let UE handle area scope checking for MBS broadcast QoE measurement in RRC CONNECTED state, as this achieves a unified mechanism for MBS broadcast QoE area checking.
2
Actions

To SA4, SA5 and RAN2: 

ACTION: 
RAN3 kindly asks SA4, SA5 and RAN2 to take the above feedback into account and provide further feedback if necessary.

3
Dates of next RAN3 meetings
RAN3#121-bis                                                                     2023-10-09 - 2023-10-13     Xiamen, China

RAN3#122                                                                           2023-11-13 – 2023-11-17    Chicago, US
