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1. Overall Description:
In RAN2#123bis, RAN2 had discussion on area scope handling for QoE measurement for MBS. RAN2 agreed that gNB is responsible for checking area scope when UE is in RRC_CONNECTED, which is same as in Rel-17. RAN2 also discussed which layer (i.e., UE AS vs UE APP) is responsible for area scope checking in RRC_IDLE and RRC_INACTIVE and achieved the following working assumption. 
Working assumption: For QoE configurations applicable to RRC_IDLE/INACTIVE state, area scope checking is performed by the UE AS layer when the UE is in RRC_IDLE/INACTIVE state.

However, some companies have a concern that polygon-based area scope and circular-based area scope checking cannot be supported with UE AS based area scope, but it can be supported with UE APP based area scope via LocationFilter.

Therefore, RAN2 would like to ask SA4 and SA5 whether it is acceptable that area scope based on LocationFilter (e.g., polygon-based area scope and circular-based area scope) is not supported for QoE measurement collection applicable to RRC IDLE/INACTIVE. 

2. Actions:
To SA4 and SA5 working group.
ACTION: 	RAN2 respectfully asks SA4 and SA5 to provide feedback on the question.

3. Date of Next TSG RAN WG2 Meetings:
TSG RAN WG2 Meeting #124 	13th – 17th November 2023	Chicago, US	
TSG RAN WG2 Meeting #125	26th Feb – 01st March 2024	Athens, GR	
