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This message is sent by the gNB-CU to request the setup of a UE context.
Direction: gNB-CU  gNB-DU. 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M 
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID 
	O
	
	9.3.1.5
	
	YES
	ignore

	SpCell ID
	M
	
	NR CGI 9.3.1.12
	Special Cell as defined in TS 38.321 [16]. For handover case, this IE is considered as target cell.
	YES
	reject

	ServCellIndex
	M
	
	INTEGER (0..31,...)
	
	YES
	reject

	SpCell UL Configured
	O
	
	Cell UL Configured
9.3.1.33
	
	YES
	ignore

	Skip unchanged part

	Network Controlled Repeater Authorized
	O
	
	9.3.1.288
	
	YES
	ignore

	SDT Volume Threshold
	O
	
	INTEGER(1.. 192000,...)
	Unit: byte.
	YES
	ignore

	LTM InformationSetup
	
	0..1
	
	
	YES
	reject

	>LTM Indicator
	M
	
	ENUMERATED (true, …)
	
	-
	

	>LTM Configuration ID
	M
	
	INTEGER (1..8)
	Corresponds to the LTM-CandidateId IE, as defined in TS 38.331 [8].
	-
	

	>Reference Configuration
	O
	
	9.3.1.292
	
	-
	

	>CSI Resource Configuration
	O
	
	9.3.1.330
	
	-
	

	LTM Configuration ID Mapping List
	O
	
	9.3.1.294
	
	YES
	reject

	Early Sync Information Request
	
	0..1
	
	
	YES
	ignore

	>Request for RACH Configuration
	OM
	
	ENUMERATED (true, …)
	
	-
	

	>LTM gNB-DUs List
	
	0..1
	
	This IE contains the IDs of the source gNB-DU and candidate gNB-DU(s).
	YES
	reject

	>>LTM gNB-DUs Item IEs
	
	1..< maxnoofLTMgNBDUs>
	
	
	
	

	>>>LTM gNB-DU ID
	M
	
	gNB-DU ID 
9.3.1.9
	
	
	

	Path Addition Information
	O
	
	9.3.1.296
	This IE contains either the Indirect Path Addition IE or the N3C Indirect Path Addition IE.
	YES
	reject

	NR A2X Services Authorized
	O
	
	9.3.1.323
	
	YES
	ignore

	LTE A2X Services Authorized
	O
	
	9.3.1.324
	
	YES
	ignore

	NR UE Sidelink Aggregate Maximum Bit Rate for A2X
	O
	
	NR UE Sidelink Aggregate Maximum Bit Rate
9.3.1.119
	This IE applies only if the UE is authorized for NR A2X services.
	YES
	ignore

	LTE UE Sidelink Aggregate Maximum Bit Rate for A2X
	O
	
	LTE UE Sidelink Aggregate Maximum Bit Rate
9.3.1.118
	This IE applies only if the UE is authorized for LTE A2X services.
	YES
	ignore

	DL LBT Failure Information Request
	O
	
	ENUMERATED (inquiry, …)
	
	YES
	ignore

	Ranging and Sidelink Positioning Service Information
	O
	
	9.3.1.331
	This IE applies only if the UE is authorized for NR V2X services and/or 5G ProSe services.
	YES
	ignore



	Range bound
	Explanation

	maxnoofSCells
	Maximum no. of SCells allowed towards one UE, the maximum value is 32.

	maxnoofServingCellMOs
	Maximum number of ServingCellMOs for NCD-SSB per cell. Maximum value is 16

	maxnoofSRBs
	Maximum no. of SRB allowed towards one UE, the maximum value is 8. 

	maxnoofDRBs
	Maximum no. of DRB allowed towards one UE, the maximum value is 64. 

	maxnoofULUPTNLInformation
	Maximum no. of ULUP TNL Information allowed towards one DRB, the maximum value is 2.

	maxnoofCandidateSpCells
	Maximum no. of SpCells allowed towards one UE, the maximum value is 64.

	maxnoofQoSFlows
	Maximum no. of flows allowed to be mapped to one DRB, the maximum value is 64.

	maxnoofBHRLCChannels
	Maximum no. of BH RLC channels allowed towards one IAB-node, the maximum value is 65536.

	maxnoofSLDRBs
	Maximum no. of SL DRB allowed for NR sidelink communication per UE, the maximum value is 512.

	maxnoofPC5QoSFlows
	Maximum no. of PC5 QoS flow allowed towards one UE for NR sidelink communication, the maximum value is 2048.

	maxnoofAdditionalPDCPDuplicationTNL
	Maximum no. of additional UP TNL Information allowed towards one DRB, the maximum value is 2. 

	maxnoofUuRLCChannels
	Maximum no. of Uu Relay RLC channels for L2 U2N relaying per Relay UE, the maximum value is 32.

	maxnoofPC5RLCChannels
	Maximum no. of PC5 Relay RLC channels allowed for L2 U2N or U2U relaying per Remote UE or Relay UE, the maximum value is 512.

	maxnoofMRBsforUE
	Maximum no. of multicast MRB allowed towards one UE, the maximum value is 64.

	maxnoofLTMgNBDUs
	Maximum no. of gNB-DUs allowed to be configured with LTM towards one UE, the maximum value is 8.



	Condition
	Explanation

	ifDRBSetup
	This IE shall be present only if the DRB to Be Setup List IE is present.

	ifCHOmod
	This IE shall be present if the CHO Trigger IE is present and set to "CHO-replace".
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This message is sent by the gNB-CU to provide UE Context information changes to the gNB-DU.
Direction: gNB-CU  gNB-DU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	SpCell ID
	O
	
	NR CGI 9.3.1.12
	Special Cell as defined in TS 38.321 [16]. For handover case, this IE is considered as target cell.
	YES
	ignore

	ServCellIndex
	O
	
	INTEGER (0..31, ...)
	
	YES
	reject

	SpCell UL Configured
	O
	
	Cell UL Configured
9.3.1.33
	
	YES
	ignore

	DRX Cycle 
	O
	
	9.3.1.24
	
	YES
	ignore

	CU to DU RRC Information
	O
	
	9.3.1.25
	
	YES
	reject

	Transmission Action Indicator
	O
	
	9.3.1.11
	
	YES
	ignore

	Skip no impacted part

	Network Controlled Repeater Authorized
	O
	
	9.3.1.288
	
	YES
	ignore

	SDT Volume Threshold
	O
	
	INTEGER(1.. 192000,...)
	Unit: byte.
	YES
	ignore

	LTM Information Modify
	
	0..1
	
	
	YES
	reject

	>LTM Indicator
	M
	
	ENUMERATED (true, …)
	
	-
	

	>LTM Configuration ID
	M
	
	INTEGER (1..8)
	Corresponds to the LTM-CandidateId IE, as defined in TS 38.331 [8].
	-
	

	>Reference Configuration
	O
	
	9.3.1.292
	
	-
	

	>CSI Resource Configuration
	O
	
	9.3.1.330
	
	-
	

	LTM Configuration ID Mapping List
	O
	
	9.3.1.294
	
	YES
	reject

	Early Sync Information Request
	
	0..1
	
	
	YES
	ignore

	>Request for RACH Configuration
	MO
	
	ENUMERATED (true, …)
	
	-
	

	>LTM gNB-DUs ID List
	
	1
	
	This IE contains the IDs of the source gNB-DU and candidate gNB-DU(s).
	YES
	reject

	>>LTM gNB-DUs Item IEs
	
	1..< maxnoofLTMgNBDUs>
	
	
	
	

	>>>LTM gNB-DU ID
	M
	
	gNB-DU ID 
9.3.1.9
	
	
	

	Early Sync Information List
	
	0..1
	
	
	YES
	ignore

	>Early Sync Information Item IEs
	
	1 .. <maxnoofLTMCells>
	
	
	EACH
	ignore

	>>Cell ID
	M
	
	NR CGI
9.3.1.12
	
	-
	

	>>TCI States Configurations List
	O
	
	9.3.1.293
	
	
	

	>>Early UL Sync Configuration
	O
	
	9.3.1.328
	
	-
	

	>>Early UL Sync Configuration for SUL
	O
	
	Early UL Sync Configuration
9.3.1.328
	This IE applies for SUL carrier.
	-
	

	>>TA Assistance Information
	O
	
	ENUMERATED (zero, …)
	The value "zero" corresponds to TA value of the cell being equal to zero.
	-
	

	LTM Cells To Be Released List
	O
	
	9.3.1.291
	
	YES
	ignore

	Path Addition Information
	O
	
	9.3.1.296
	
	YES
	reject

	NR A2X Services Authorized
	O
	
	9.3.1.323
	
	YES
	ignore

	LTE A2X Services Authorized
	O
	
	9.3.1.324
	
	YES
	ignore

	NR UE Sidelink Aggregate Maximum Bit Rate for A2X
	O
	
	NR UE Sidelink Aggregate Maximum Bit Rate
9.3.1.119
	This IE applies only if the UE is authorized for NR A2X services.
	YES
	ignore

	LTE UE Sidelink Aggregate Maximum Bit Rate for A2X
	O
	
	LTE UE Sidelink Aggregate Maximum Bit Rate
9.3.1.118
	This IE applies only if the UE is authorized for LTE A2X services.
	YES
	ignore

	DL LBT Failure Information Request
	O
	
	ENUMERATED (inquiry, …)
	
	YES
	ignore

	Ranging and Sidelink Positioning Service Information
	O
	
	9.3.1.331
	This IE applies only if the UE is authorized for NR V2X services and/or 5G ProSe services.
	YES
	ignore



	Range bound
	Explanation

	maxnoofSCells
	Maximum no. of SCells allowed towards one UE, the maximum value is 32.

	maxnoofServingCellMOs
	Maximum number of ServingCellMOs for NCD-SSB per cell. Maximum value is 16

	maxnoofSRBs
	Maximum no. of SRB allowed towards one UE, the maximum value is 8. 

	maxnoofDRBs
	Maximum no. of DRB allowed towards one UE, the maximum value is 64. 

	maxnoofULUPTNLInformation
	Maximum no. of UL UP TNL Information allowed towards one DRB, the maximum value is 2.

	maxnoofQoSFlows
	Maximum no. of flows allowed to be mapped to one DRB, the maximum value is 64.

	maxnoofBHRLCChannels
	Maximum no. of BH RLC channels allowed towards one IAB-node, the maximum value is 65536.

	maxnoofSLDRBs
	Maximum no. of SL DRB allowed for NR sidelink communication per UE, the maximum value is 512.

	maxnoofPC5QoSFlows
	Maximum no. of PC5 QoS flow allowed towards one UE for NR sidelink communication, the maximum value is 2048.

	maxnoofAdditionalPDCPDuplicationTNL
	Maximum no. of additional UP TNL Information allowed towards one DRB, the maximum value is 2. 

	maxnoofCellsinCHO
	Maximum no. cells that can be prepared for a conditional mobility. Value is 8.

	maxnoofUuRLCChannels
	Maximum no. of Uu Relay RLC channels for L2 U2N relaying or L2 N3C relaying per Relay UE, the maximum value is 32.

	maxnoofPC5RLCChannels
	Maximum no. of PC5 Relay RLC channel allowed for L2 U2N or U2U relaying per Remote UE or Relay UE, the maximum value is 512.

	maxnoofMRBsforUE
	Maximum no. of multicast MRB allowed towards one UE, the maximum value is 64.

	maxnoofSLdestinations
	Maximum number of destination for NR sidelink communication, the maximum value is 32

	maxnoofLTMCells
	Maximum no. of Cells configured for LTM allowed towards one UE, the maximum value is 8.

	maxnoofLTMgNBDUs
	Maximum no. of gNB-DUs allowed to be configured with LTM towards one UE, the maximum value is 8.



	Condition
	Explanation

	ifCHOcancel
	This IE may be present if the CHO Trigger IE is present and set to "CHO-cancel".
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[bookmark: _Hlk120261234]-- ASN1START 
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

F1AP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS
	id-gNB-CUSystemInformation,
	id-HandoverPreparationInformation,
	id-TAISliceSupportList,
	id-RANAC,
	id-BearerTypeChange,
	id-Coverage-Modification-Cause,
	id-Cell-Direction,
	id-Cell-Type,
	id-CellGroupConfig,
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-- E


EarlyULSyncConfig ::= SEQUENCE {
	rACH 								RACHConfiguration,
	lTMgNB-DU-IDs-PreambleIndexList		LTMgNB-DU-IDs-PreambleIndexList							OPTIONAL,
	iE-Extensions						ProtocolExtensionContainer { { EarlyULSyncConfig-ExtIEs} } OPTIONAL,
	...
}


EarlyULSyncConfig-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

EarlySyncInformation-Request  ::= SEQUENCE {
	requestforRACHConfiguration					RequestforRACHConfiguration									OPTIONAL,
	lTMgNB-DU-IDsList							LTMgNB-DU-IDsList											OPTIONAL,
	iE-Extensions								ProtocolExtensionContainer { { EarlySyncInformation-Request-ExtIEs} } OPTIONAL,
	...
}


EarlySyncInformation-Request-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


EarlySyncInformation  ::= SEQUENCE {
	tCIStatesConfigurationsList		TCIStatesConfigurationsList,
	earlyULSyncConfig				EarlyULSyncConfig									OPTIONAL,
	earlyULSyncConfigSUL			EarlyULSyncConfig									OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { EarlySyncInformation-ExtIEs} } OPTIONAL,
	...
}


EarlySyncInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

EarlySyncInformation-List ::= SEQUENCE (SIZE (1.. maxnoofLTMCells)) OF EarlySyncInformation-Item

EarlySyncInformation-Item ::= SEQUENCE {
	nRCGI				NRCGI,
	tCIStatesConfigurationsList		TCIStatesConfigurationsList							OPTIONAL,
	earlyULSyncConfig				EarlyULSyncConfig									OPTIONAL,
	earlyULSyncConfigSUL			EarlyULSyncConfig									OPTIONAL,	
	tAAssistanceInfo				TAAssistanceInfo									OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { EarlySyncInformation-Item-ExtIEs } }	OPTIONAL,
	...
}

EarlySyncInformation-Item-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}





