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----------------Start of the change----------------
8.4	UE Mobility Management Procedures
8.4.1	Handover Preparation
8.4.1.1	General
The purpose of the Handover Preparation procedure is to request the preparation of resources at the target side via the 5GC. There is only one Handover Preparation procedure ongoing at the same time for a certain UE. The procedure uses UE-associated signalling.
8.4.1.2	Successful Operation


Figure 8.4.1.2-1: Handover preparation: successful operation
The source NG-RAN node initiates the handover preparation by sending the HANDOVER REQUIRED message to the serving AMF. When the source NG-RAN node sends the HANDOVER REQUIRED message, it shall start the timer TNGRELOCprep. The source NG-RAN node shall indicate the appropriate cause value for the handover in the Cause IE.
//skip unchanged part
If the QoS Flow Mapping Indication IE for a QoS flow is included in the Associated QoS Flow List IE within the DRBs to QoS Flows Mapping List IE within the Source NG-RAN node to Target NG-RAN node Transparent Container IE of the HANDOVER REQUIRED message, it indicates that the source NG-RAN node has mapped only the uplink or downlink of the QoS flow to the DRB. 
The source NG-RAN node shall, if supported, for each MRB contained in the MBS Mapping and Data Forwarding Request List IE of the HANDOVER REQUIRED message, provide the MRB Progress Information IE to include the highest PDCP SN of the packet which has already been delivered to the UE for the MRB.
The source NG-RAN node shall, for each MRB of each MBS session contained in the MBS Active Session Information Target to Source List IE, start data forwarding to the TNL address contained in the DL Forwarding UP TNL Information IE. If the MRB Progress Information IE is contained for an MRB in the Data Forwarding Response MRB List IE in the MBS Active Session Information Target to Source List IE, the source NG-RAN node may use this information to determine when to stop data forwarding.
----------------End of the change----------------
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