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[bookmark: _CR8_3_1]8.3.4	UE Context Modification (gNB-CU initiated)
[bookmark: _CR8_3_4_1][bookmark: _Toc20955787][bookmark: _Toc29892881][bookmark: _Toc36556818][bookmark: _Toc45832204][bookmark: _Toc51763384][bookmark: _Toc64448547][bookmark: _Toc66289206][bookmark: _Toc74154319][bookmark: _Toc81383063][bookmark: _Toc88657696][bookmark: _Toc97910608][bookmark: _Toc99038247][bookmark: _Toc99730508][bookmark: _Toc105510627][bookmark: _Toc105927159][bookmark: _Toc106109699][bookmark: _Toc113835136][bookmark: _Toc120123979][bookmark: _Toc155980263]8.3.4.1	General
The purpose of the UE Context Modification procedure is to modify the established UE Context, e.g., establishing, modifying and releasing radio resources or sidelink resources. This procedure is also used to command the gNB-DU to stop data transmission for the UE for mobility (see TS 38.401 [4]). The procedure uses UE-associated signalling.
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Figure 8.3.4.2-1: UE Context Modification procedure. Successful operation
The UE CONTEXT MODIFICATION REQUEST message is initiated by the gNB-CU.
Upon reception of the UE CONTEXT MODIFICATION REQUEST message, the gNB-DU shall perform the modifications, and if successful reports the update in the UE CONTEXT MODIFICATION RESPONSE message.
If the SpCell ID IE is included in the UE CONTEXT MODIFICATION REQUEST message, the gNB-DU shall replace any previously received value and regard it as a reconfiguration with sync as defined in TS 38.331 [8]. If the ServCellIndex IE is included in the UE CONTEXT MODIFICATION REQUEST message, the gNB-DU shall take this into account for the indicated SpCell. If the SpCell UL Configured IE is included in the UE CONTEXT MODIFICATION REQUEST message, the gNB-DU shall configure UL for the indicated SpCell accordingly. If the servingCellMO IE is included in the UE CONTEXT MODIFICATION REQUEST message, the gNB-DU shall configure servingCellMO for the indicated SpCell accordingly. If the servingCellMO List IE is included in the UE CONTEXT SETUP MODIFICATION REQUEST message, the gNB-DU shall, if supported, configure servingCellMO after determining the list of BWPs for the UE and include the list of servingCellMOs that have been encoded in CellGroupConfig IE as ServingCellMO-encoded-in-CGC List IE in the UE CONTEXT MODIFICATION RESPONSE message.
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[bookmark: _Toc20955789][bookmark: _Toc29892883][bookmark: _Toc36556820][bookmark: _Toc45832206][bookmark: _Toc51763386][bookmark: _Toc64448549][bookmark: _Toc66289208][bookmark: _Toc74154321][bookmark: _Toc81383065][bookmark: _Toc88657698][bookmark: _Toc97910610][bookmark: _Toc99038249][bookmark: _Toc99730510][bookmark: _Toc105510629][bookmark: _Toc105927161][bookmark: _Toc106109701][bookmark: _Toc113835138][bookmark: _Toc120123981]If the LTM Indicator IE set to "true" is contained in the LTM Information Modfiy IE included in the UE CONTEXT MODIFICATION REQUEST message, the gNB-DU shall, if supported, consider that the request concerns LTM for the included SpCell ID IE and shall include it as the Requested Target Cell ID IE in the UE CONTEXT MODIFICATION RESPONSE message. If the gNB-DU accepts the request for LTM for that SpCell, the gNB-DU shall generate and include the CellGroupConfig IE for the accepted LTM candidate cell in the UE CONTEXT MODIFICATION RESPONSE message.
If the Request for Lower Layer Configuration IE set to "true" is contained within the Reference Configuration IE in the LTM Information Modify IE included in the UE CONTEXT MODIFICATION REQUEST message, the gNB-DU shall, if supported, include the CellGroupConfig IE in the UE CONTEXT MODIFICATION RESPONSE message to provide lower layer configuration for the gNB-CU to generate the LTM reference configuration.
If the LTM Reference Configuration IE is contained within the Reference Configuration IE in the LTM Information Modify IE included in the UE CONTEXT MODIFICATION REQUEST message, the gNB-DU shall, if supported, take it into account for generating the LTM lower layer configuration. 
If the CSI Resource Configuration IE is contained in the LTM Information Modify IE included in the UE CONTEXT MODIFICATION REQUEST message, the gNB-DU shall, if supported, use it to generate the LTM CSI reporting configuration in the CellGroupConfig IE for the requested LTM candidate cell.
If the LTM Configuration ID Mapping List IE is contained in the UE CONTEXT MODIFICATION REQUEST message, the gNB-DU shall, if supported, consider this as the mapping information for the LTM candidate cell(s).
If the Request for RACH Configuration IE set to "true" is contained in the Early Sync Information Request IE included in the UE CONTEXT MODIFICATION REQUEST message, the gNB-DU shall, if supported, take it into account for early TA acquisition, and include the Early UL Sync Configuration and/or Early UL Sync Configuration for SUL IE  in the UE CONTEXT MODIFICATION RESPONSE message.
If the LTM gNB-DUs List is contained in the UE CONTEXT MODIFICATION REQUEST message, the gNB-DU shall, if supported, use this information to assign RACH resources for early TA acquisition.
If the Early Sync Information List IE is contained in the UE CONTEXT MODIFICATION REQUEST message, the gNB-DU shall, if supported, use it as specified in TS 38.401 [4].
< Skip unchanged part>
[bookmark: _CR8_3_4_3][bookmark: _CR8_3_4_4]9.2.2.7	UE CONTEXT MODIFICATION REQUEST
This message is sent by the gNB-CU to provide UE Context information changes to the gNB-DU.
Direction: gNB-CU  gNB-DU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	< skip unchanged part>

	LTM Information Modify
	
	0..1
	
	
	YES
	reject

	>LTM Indicator
	M
	
	ENUMERATED (true, …)
	
	-
	

	>LTM Configuration ID
	M
	
	INTEGER (1..8)
	Corresponds to the LTM-CandidateId IE, as defined in TS 38.331 [8].
	-
	

	>Reference Configuration
	O
	
	9.3.1.292
	
	-
	

	>CSI Resource Configuration
	O
	
	9.3.1.xxz
	
	-
	

	LTM Configuration ID Mapping List
	O
	
	9.3.1.294
	
	YES
	reject

	Early Sync Information Request
	
	0..1
	
	
	YES
	ignore

	>Request for RACH Configuration
	O
	
	ENUMERATED (true, …)
	
	-
	

	>LTM gNB-DUs List
	
	1
	
	This IE contains the IDs of the source gNB-DU and candidate gNB-DU(s).
	YES
	reject

	>>LTM gNB-DUs Item IEs
	
	1..< maxnoofLTMgNBDUs>
	
	
	
	

	>>>LTM gNB-DU ID
	M
	
	gNB-DU ID 
9.3.1.9
	
	
	

	Early Sync Information List
	
	0..1
	
	
	YES
	ignore

	>Early Sync Information Item IEs
	
	1 .. <maxnoofLTMCells>
	
	
	EACH
	ignore

	>>Cell ID
	M
	
	NR CGI
9.3.1.12
	
	-
	

	>>TCI States Configurations List
	O
	
	9.3.1.293
	
	
	

	>>Early UL Sync Configuration
	O
	
	9.3.1.328
	
	-
	

	>>Early UL Sync Configuration for SUL
	O
	
	Early UL Sync Configuration
9.3.1.328
	This IE applies for SUL carrier.
	-
	

	>>TA Assistance Information
	O
	
	ENUMERATED (zero, …)
	The value "zero" corresponds to TA value of the cell being equal to zero.
	-
	

	LTM Cells To Be Released List
	O
	
	9.3.1.291
	
	YES
	ignore

	Path Addition Information
	O
	
	9.3.1.296
	
	YES
	ignore

	NR A2X Services Authorized
	O
	
	9.3.1.323
	
	YES
	ignore

	LTE A2X Services Authorized
	O
	
	9.3.1.324
	
	YES
	ignore

	NR UE Sidelink Aggregate Maximum Bit Rate for A2X
	O
	
	9.3.1.119
	This IE applies only if the UE is authorized for NR A2X services.
	YES
	ignore

	LTE UE Sidelink Aggregate Maximum Bit Rate for A2X
	O
	
	9.3.1.118
	This IE applies only if the UE is authorized for LTE A2X services.
	YES
	ignore

	DL LBT Failure Information Request
	O
	
	ENUMERATED (inquiry, …)
	
	
	

	Ranging and Sidelink Positioning Service Information
	O
	
	9.3.1.331
	This IE applies only if the UE is authorized for NR V2X services and/or 5G ProSe services.
	
	



	Range bound
	Explanation

	maxnoofSCells
	Maximum no. of SCells allowed towards one UE, the maximum value is 32.

	maxnoofServingCellMOs
	Maximum number of ServingCellMOs for NCD-SSB per cell. Maximum value is 16

	maxnoofSRBs
	Maximum no. of SRB allowed towards one UE, the maximum value is 8. 

	maxnoofDRBs
	Maximum no. of DRB allowed towards one UE, the maximum value is 64. 

	maxnoofULUPTNLInformation
	Maximum no. of UL UP TNL Information allowed towards one DRB, the maximum value is 2.

	maxnoofQoSFlows
	Maximum no. of flows allowed to be mapped to one DRB, the maximum value is 64.

	maxnoofBHRLCChannels
	Maximum no. of BH RLC channels allowed towards one IAB-node, the maximum value is 65536.

	maxnoofSLDRBs
	Maximum no. of SL DRB allowed for NR sidelink communication per UE, the maximum value is 512.

	maxnoofPC5QoSFlows
	Maximum no. of PC5 QoS flow allowed towards one UE for NR sidelink communication, the maximum value is 2048.

	maxnoofAdditionalPDCPDuplicationTNL
	Maximum no. of additional UP TNL Information allowed towards one DRB, the maximum value is 2. 

	maxnoofCellsinCHO
	Maximum no. cells that can be prepared for a conditional mobility. Value is 8.

	maxnoofUuRLCChannels
	Maximum no. of Uu Relay RLC channels for L2 U2N relaying or L2 N3C relaying per Relay UE, the maximum value is 32.

	maxnoofPC5RLCChannels
	Maximum no. of PC5 Relay RLC channel allowed for L2 U2N relaying per Remote UE or Relay UE, the maximum value is 512.

	maxnoofMRBsforUE
	Maximum no. of multicast MRB allowed towards one UE, the maximum value is 64.

	maxnoofSLdestinations
	Maximum number of destination for NR sidelink communication, the maximum value is 32

	maxnoofLTMCells
	Maximum no. of Cells configured for LTM allowed towards one UE, the maximum value is 8.

	maxnoofLTMgNBDUs
	Maximum no. of gNB-DUs allowed to be configured with LTM towards one UE, the maximum value is 8.



	Condition
	Explanation

	ifCHOcancel
	This IE may be present if the CHO Trigger IE is present and set to "CHO-cancel".
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This message is sent by the gNB-DU to inform the gNB-CU about the initiation of the cell switch  command to the UE. 
Direction: gNB-DU  gNB-CU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	Cell ID
	M
	
	NR CGI
9.3.1.12
	
	YES
	reject

	LTM Cell Switch Information
	
	0..1
	
	
	YES
	ignore

	>Joint or DL TCI State ID
	OM
	
	INTEGER (0..127)
	Corresponds to the TCI-StateId IE as defined in TS 38.331 [8].
	-
	

	>UL TCI State ID
	O
	
	INTEGER (0..63)
	Corresponds to the TCI-UL-StateId IE as defined in TS 38.331 [8].
	
	



[bookmark: _Toc155980651]9.2.2.16	CU-DU CELL SWITCH NOTIFICATION 
This message is sent by the gNB-CU to inform the gNB-DU about the initiation of the cell switch command to the UE. 
Direction: gNB-CU  gNB-DU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	Cell ID
	M
	
	NR CGI
9.3.1.12
	
	YES
	reject

	LTM Cell Switch Information
	
	0..1
	
	
	YES
	ignore

	>Joint or DLTCI State ID
	OM
	
	INTEGER (0..127)
	Corresponds to the TCI-StateId IE as defined in TS 38.331 [8].
	-
	-

	>UL TCI State ID
	O
	
	INTEGER (0..63)
	Corresponds to the TCI-UL-StateId IE as defined in TS 38.331 [8].
	-
	-
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-- L
< skip unchanged part>
LTMCellSwitchInformation	::= SEQUENCE {
	jointorDLTCIStateID			JointorDLTCIStateID 		OPTIONAL,
	uLTCIStateID					ULTCIStateID 				OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { LTMCellSwitchInformation-ExtIEs } }	OPTIONAL,
	...
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