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8.2.5       gNB-CU Configuration Update
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The purpose of the gNB-CU Configuration Update procedure is to update application level configuration data needed for the gNB-DU and gNB-CU to interoperate correctly on the F1 interface. This procedure does not affect existing UE-related contexts, if any. The procedure uses non-UE associated signalling.
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Figure 8.2.5.2-1: gNB-CU Configuration Update procedure: Successful Operation
The gNB-CU initiates the procedure by sending a GNB-CU CONFIGURATION UPDATE message including the appropriate updated configuration data to the gNB-DU. The gNB-DU responds with a GNB-CU CONFIGURATION UPDATE ACKNOWLEDGE message to acknowledge that it successfully updated the configuration data. If an information element is not included in the GNB-CU CONFIGURATION UPDATE message, the gNB-DU shall interpret that the corresponding configuration data is not changed and shall continue to operate the F1-C interface with the existing related configuration data.
The updated configuration data shall be stored in the respective node and used as long as there is an operational TNL association or until any further update is performed.
…..
…..
If the NES CHO List IE is included in the GNB-CU CONFIGURATION UPDATE, the gNB-DU shall consider the UEs in the list to be configured with NES specific CHO configuration(s).

9.2.1.10          GNB-CU CONFIGURATION UPDATE
This message is sent by the gNB-CU to transfer updated information associated to an F1-C interface instance.
NOTE:      If F1-C signalling transport is shared among several F1-C interface instances, this message may transfer updated information associated to several F1-C interface instances.
Direction: gNB-CU ® gNB-DU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	 
	9.3.1.1
	 
	YES
	reject

	Transaction ID
	M
	 
	9.3.1.23
	 
	YES
	reject

	Cells to be Activated List
	 
	0..1
	 
	List of cells to be activated or modified
	YES
	reject

	>Cells to be Activated List Item
	 
	1.. <maxCellingNBDU>
	 
	 
	EACH
	reject

	>>NR CGI
	M
	 
	9.3.1.12
	 
	-
	 

	>>NR PCI
	O
	 
	INTEGER (0..1007)
	Physical Cell ID
	-
	 

	>>gNB-CU System Information
	O
	 
	9.3.1.42
	RRC container with system information owned by gNB-CU
	YES
	reject

	>>Available PLMN List
	O
	 
	9.3.1.65
	 
	YES
	ignore

	..
	
	
	
	
	
	

	.
	
	
	
	
	
	

	
	
	
	
	
	
	

	[bookmark: OLE_LINK81]NES CHO List
	 
	0..1
	 
	 
	YES
	ignore

	 >NES CHO Item
	 
	1 .. <maxnoofUEforNESCHO>
	 
	 
	-
	 

	 >UE Configured with NES CHO
	O
	 
	gNB-DU UE F1AP ID
9.3.1.5
	 
	-
	 




9.4.5       Information Element Definitions
maxnoofUEforNESCHO                  INTEGER ::= 4096
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