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This message is sent by NG-RAN node1 to NG-RAN node2 to initiate adaptation of mobility parameters.
Direction: NG-RAN node1  NG-RAN node2.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	NG-RAN node1 Cell ID
	M
	
	Global NG-RAN Cell Identity
9.2.2.27
	
	YES
	reject

	NG-RAN node2 Cell ID
	M
	
	Global NG-RAN Cell Identity
9.2.2.27
	
	YES
	reject

	[bookmark: OLE_LINK14]NG-RAN node1 Mobility Parameters
	O
	
	Mobility Parameters Information 9.2.2.60
	Configuration change in NG-RAN node1 cell
	YES
	reject

	NG-RAN node2 Proposed Mobility Parameters
	M
	
	Mobility Parameters Information 9.2.2.60
	Proposed configuration change in NG-RAN node2 cell
	YES
	ignorereject

	Cause
	M
	
	9.2.3.2
	
	YES
	ignore

	SSB Offsets List
	
	0..1
	
	
	YES
	ignore

	>SSB Offsets Item
	
	1 .. < maxnoofSSBAreas>
	
	
	–
	

	>>NG-RAN node1 SSB Offset Information
	O
	
	SSB Offset Information
9.2.2.77
	Configuration change in NG-RAN node 1 SSB
	–
	

	>>NG-RAN node2 SSB Offset Information
	M
	
	SSB Offset Information
9.2.2.77
	Proposed configuration change in NG-RAN node2 SSB
	–
	



	Range bound
	Explanation

	maxnoofSSBAreas
	Maximum no. SSB Areas that can be served by a NG-RAN node cell. Value is 64.
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[bookmark: _CR9_1_3_24][bookmark: _Hlk44419432][bookmark: _Toc14207738][bookmark: _Toc44497548][bookmark: _Toc45107936][bookmark: _Toc45901556][bookmark: _Toc51850635][bookmark: _Toc56693638][bookmark: _Toc64447181][bookmark: _Toc66286675][bookmark: _Toc74151370][bookmark: _Toc88653842][bookmark: _Toc97904198][bookmark: _Toc98868271][bookmark: _Toc105174556][bookmark: _Toc106109393][bookmark: _Toc113825214][bookmark: _Toc155959885]9.1.3.24	MOBILITY CHANGE FAILURE
This message is sent by the NG-RAN node2 to indicate to NG-RAN node1 that Proposed Mobility Parameters proposed by NG-RAN node1 were refused.
Direction: NG-RAN node2  NG-RAN node1.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	NG-RAN node1 Cell ID
	M
	
	Global NG-RAN Cell Identity
9.2.2.27
	
	YES
	ignore

	NG-RAN node2 Cell ID
	M
	
	Global NG-RAN Cell Identity
9.2.2.27
	
	YES
	ignore

	Cause
	M
	
	9.2.3.2
	
	YES
	ignore

	Mobility Parameters Modification Range
	O
	
	9.2.2.61
	
	YES
	ignorereject

	Criticality Diagnostics
	O
	
	9.2.3.2
	
	YES
	ignore

	NG-RAN node2 SSB Offsets Modification Range
	
	0 .. < maxnoofSSBAreas>
	
	
	YES
	ignore

	>SSB Offset Modification Range
	M
	
	9.2.2.78
	
	–
	



	Range bound
	Explanation

	maxnoofSSBAreas
	Maximum no. SSB Areas that can be served by a NG-RAN node cell. Value is 64.





	

}

-- **************************************************************
--
-- MOBILITY CHANGE REQUEST
--
-- **************************************************************

MobilityChangeRequest ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{MobilityChangeRequest-IEs}},
	...
}

MobilityChangeRequest-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-NG-RANnode1CellID							CRITICALITY reject	TYPE GlobalNG-RANCell-ID							PRESENCE mandatory}|
[bookmark: OLE_LINK18]	{ ID id-NG-RANnode2CellID							CRITICALITY reject	TYPE GlobalNG-RANCell-ID							PRESENCE mandatory}|
	{ ID id-NG-RANnode1MobilityParameters				CRITICALITY ignorereject	TYPE MobilityParametersInformation			PRESENCE optional}|
	{ ID id-NG-RANnode2ProposedMobilityParameters		CRITICALITY reject	TYPE MobilityParametersInformation			PRESENCE mandatory}|
	{ ID id-Cause										CRITICALITY ignore	TYPE Cause											PRESENCE mandatory}|
	{ ID id-SSBOffsets-List								CRITICALITY ignore	TYPE SSBOffsets-List								PRESENCE optional},
	...
}


[snip]


-- **************************************************************
--
-- MOBILITY CHANGE FAILURE
--
-- **************************************************************

MobilityChangeFailure ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{MobilityChangeFailure-IEs}},
	...
}

MobilityChangeFailure-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-NG-RANnode1CellID						CRITICALITY reject	TYPE GlobalNG-RANCell-ID									PRESENCE mandatory}|
	{ ID id-NG-RANnode2CellID						CRITICALITY reject	TYPE GlobalNG-RANCell-ID									PRESENCE mandatory}|
	{ ID id-Cause									CRITICALITY ignore	TYPE Cause													PRESENCE mandatory}|
	{ ID id-MobilityParametersModificationRange		CRITICALITY rejectignore	TYPE MobilityParametersModificationRange				PRESENCE optional}|
	{ ID id-CriticalityDiagnostics					CRITICALITY ignore	TYPE CriticalityDiagnostics								PRESENCE optional}|
	{ ID id-NG-RANnode2SSBOffsetsModificationRange	CRITICALITY ignore	TYPE NG-RANnode2SSBOffsetsModificationRange			PRESENCE optional},
	...
}


