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Changes Start
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This IE contains cell configuration information of an NR cell that a neighbouring NG-RAN node may need for the Xn AP interface.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	NR-PCI
	M
	
	INTEGER (0..1007, …)
	NR Physical Cell ID
	–
	

	NR CGI
	M
	
	9.2.2.7
	
	–
	

	TAC
	M
	
	9.2.2.5
	Tracking Area Code
	–
	

	RANAC
	O
	
	RAN Area Code
9.2.2.6
	
	–
	

	Broadcast PLMNs
	
	1..<maxnoofBPLMNs>
	
	Broadcast PLMNs contained in the SIB1 message as specified in TS 38.331[10], associated to the NR Cell Identity in the NR CGI IE.
	–
	

	>PLMN Identity
	M
	
	9.2.2.4
	
	–
	

	CHOICE NR-Mode-Info
	M
	
	
	
	–
	

	>FDD
	
	
	
	
	
	

	>>FDD Info
	
	1
	
	
	–
	

	>>>UL NR Frequency Info
	M
	
	NR Frequency Info
9.2.2.19
	This IE is ignored for NR operating bands for which uplink range of NREF is not defined in section 5.4.2.3 of TS 38.104 [24].
	–
	

	>>>DL NR Frequency Info
	M
	
	NR Frequency Info
9.2.2.19
	
	–
	

	>>>UL Transmission Bandwidth
	M
	
	NR Transmission Bandwidth
9.2.2.20
	This IE is ignored for NR operating bands for which uplink range of NREF is not defined in section 5.4.2.3 of TS 38.104 [24].
	–
	

	>>>DL Transmission Bandwidth
	M
	
	NR Transmission Bandwidth
9.2.2.20
	
	–
	

	>>>UL Carrier List 
	O
	
	NR Carrier List
[bookmark: _Hlk44419558]9.2.2.63
	If included, the UL Transmission Bandwidth IE shall be ignored.
	YES
	ignore

	>>>DL Carrier List
	O
	
	NR Carrier List
[bookmark: _Hlk44460063]9.2.2.63
	If included, the DL Transmission Bandwidth IE shall be ignored.
	YES
	ignore

	>>>gNB-DU Cell Resource Configuration-FDD-UL
	O
	
	gNB-DU Cell Resource Configuration
9.2.2.95
	Contains FDD UL resource configuration of gNB-DU’s cell. Only applicable if the gNB-DU is an IAB-DU or an IAB-donor-DU.
	YES
	ignore

	>>>gNB-DU Cell Resource Configuration-FDD-DL
	O
	
	gNB-DU Cell Resource Configuration
9.2.2.95
	Contains FDD UL resource configuration of gNB-DU’s cell. Only applicable if the gNB-DU is an IAB-DU or an IAB-donor-DU.
	YES
	ignore

	>TDD
	
	
	
	
	
	

	>>TDD Info
	
	1
	
	
	–
	

	>>>Frequency Info
	M
	
	NR Frequency Info
9.2.2.19
	
	–
	

	>>>Transmission Bandwidth
	M
	
	NR Transmission Bandwidth
9.2.2.20
	
	–
	

	>>>Intended TDD DL-UL Configuration NR
	O
	
	9.2.2.40
	
	YES
	ignore

	>>>TDD UL-DL Configuration Common NR 
	O
	
	OCTET STRING
	Includes the tdd-UL-DL-ConfigurationCommon contained in the SIB1 message as defined in TS 38.331 [10]
	YES
	ignore

	>>>Carrier List 
	O
	
	NR Carrier List
9.2.2.63
	If included, the Transmission Bandwidth IE shall be ignored.
	YES
	ignore

	>>>gNB-DU Cell Resource Configuration-TDD
	O
	
	gNB-DU Cell Resource Configuration
9.2.2.95
	Contains FDD UL resource configuration of gNB-DU’s cell. Only applicable if the gNB-DU is an IAB-DU or an IAB-donor-DU.
	YES
	ignore

	Measurement Timing Configuration
	M
	
	OCTET STRING
	Includes the MeasurementTimingConfiguration inter-node message for the served cell, as defined in TS 38.331 [10].
	–
	

	Connectivity Support
	M
	
	9.2.2.28
	
	–
	

	[bookmark: _Hlk130985143]Broadcast PLMN Identity Info List NR
	
	0..<maxnoofBPLMNs>
	
	This IE corresponds to information provided in the PLMN-IdentityInfoList IE and the NPN-IdentityInfoList IE (if available) in SIB1 as specified in TS 38.331 [10]. All PLMN Identities and associated information contained in the PLMN-IdentityInfoList IE and NPN identities and associated information contained in the NPN-IdentityInfoList IE (if available) are included and provided in the same order as broadcast in the SIB1 message.
NOTE: In case of NPN-only cell, the PLMN Identities and associated information contained in the PLMN-IdentityInfoList IE are not included.
	YES
	ignore

	[bookmark: _Hlk130985175]>Broadcast PLMNs
	
	1..<maxnoofBPLMNs>
	
	Broadcast PLMNs in the SIB1 message, associated to the NR Cell Identity IE.
	–
	

	>>PLMN Identity
	M
	
	9.2.2.4
	
	–
	

	>TAC
	M
	
	9.2.2.5
	
	–
	

	>NR Cell Identity
	M
	
	BIT STRING (SIZE(36))
	
	–
	

	>RANAC
	O
	
	RAN Area Code
9.2.2.6
	
	–
	

	>Configured TAC Indication
	O
	
	9.2.2.39a
	NOTE: This IE is associated with the TAC in the Broadcast PLMN Identity Info List NR IE
	YES
	ignore

	>NPN Broadcast Information
	O
	
	9.2.2.71
	If this IE is included the content of the Broadcast PLMNs IE in the Broadcast PLMN Identity Info List NR IE is ignored.
	YES
	reject

	Configured TAC Indication
	O
	
	9.2.2.39a
	NOTE: This IE is associated with the TAC on top-level of the Served Cell Information NR IE
	YES
	ignore

	NPN Broadcast Information
	O
	
	9.2.2.71
	If this IE is included the content of the Broadcast PLMNs IE in the top Served Cell Information NR IE is ignored.
	YES
	reject

	SSB Positions In Burst
	O
	
	[bookmark: _Hlk44419608]9.2.2.64
	
	YES
	ignore

	NR Cell PRACH Configuration
	O
	
	OCTET STRING
	Includes the NR Cell PRACH Configuration IE as defined in section 9.3.1.139 in TS 38.473 [41].
	YES
	ignore

	CSI-RS Transmission Indication
	O
	
	ENUMERATED (activated, deactivated, ...)
	This IE indicates the CSI-RS transmission status of the given cell.
If the Additional Measurement Timing Configuration List IE is present, this IE is ignored.
	YES
	ignore

	SFN Offset
	O
	
	9.2.2.75
	
	YES
	ignore

	Supported MBS FSA ID List
	
	0..<maxnoofMBSFSAs>
	
	Shall contain all MBS Frequency Selection Area Identities associated to the NR Cell Identity in the NR CGI IE.
	YES
	ignore

	[bookmark: _Hlk130985373]>MBS Frequency Selection Area Identity
	M
	
	OCTET STRING(3)
	Corresponds to information provided in the MBS-FSAI IE as defined in TS 38.331 [10].
	–
	

	NR-U Channel Info List
	
	0..1
	
	
	YES
	ignore

	>NR-U Channel Info Item
	
	1..<maxnoofNR-UChannelIDs>
	
	
	–
	

	>>NR-U Channel ID
	M
	
	INTEGER (1.. maxnoofNR-UChannelIDs, …)
	Index to uniquely identify the part of the NR-U Channel Bandwidth consisting of a contiguous set of resource blocks (RBs) on which a channel access procedure is performed in shared spectrum.

Value 1 represents the first part of the NR-U Channel Bandwidth on which a channel access procedure is performed. Value 2 represents the second part of the NR-U Channel Bandwidth on which a channel access procedure is performed, and so on.

	–
	

	>>NR ARFCN
	M
	
	INTEGER (0.. maxNRARFCN)
	It represents the centre frequency of the NR-U Channel Bandwidth for NR bands restricted to operation with shared spectrum channel access, as defined in TS 37.213 [51]. Allowed values are specified in 38.101-1 [52] in Table 5.4.2.3-2, Table 5.4.2.3-3 and Table 5.4.2.3-4.

	–
	

	>>Bandwidth
	M
	
	ENUMERATED (10MHz, 20MHz, 40MHz, 60MHz, 80MHz, …)
	
	–
	

	Additional Measurement Timing Configuration List
	O
	1 .. <maxnoofMTCItems>
	
	
	YES
	ignore

	>Measurement Timing Configuration Index
	M
	
	INTEGER (0..16)
	“0” refers to the configuration contained in the Measurement Timing Configuration IE.
Any value between “1” and “16” refers to a configuration within the Additional Measurement Timing Configuration List IE. 
	–
	

	>CSI- RS MTC Configuration List
	M
	1 .. <maxnoofCSIRSconfigurations>
	
	This list explicitly expresses the CSI-RS configurations contained in the MTC
	–
	

	>>CSI-RS Index
	M
	
	INTEGER (0..95)
	Index of CSI-RS as in MTC
	–
	

	>>CSI-RS Status
	M
	
	ENUMERATED (activated, deactivated, …)
	This IE indicates the CSI-RS transmission status of the configuration.
	–
	

	>>CSI-RS Neighbour List
	O
	1 .. <maxnoofCSIRSneighbourCells>
	
	This list expresses the cells and CSI-RSs neighbouring the CSI-RS in the CSI-RS Index IE.
	–
	

	>>>NR CGI
	M
	
	9.2.2.7
	
	–
	

	>>>CSI-RS MTC Neighbour List
	O
	1 .. < maxnoofCSIRSneighbourCellsInMTC>
	
	This list expresses the CSI-RSs served by the NR CGI, which are neighbouring the CSI-RS of the served cell and contained in the MTC indicated by the neighbouring NR cell.
	–
	

	>>>>CSI-RS Index
	M
	
	INTEGER (0..95)
	
	–
	

	[bookmark: _Hlk130985399]RedCap Broadcast Information
	O
	
	BIT STRING (SIZE(8))
	The presence of this IE indicates that the intraFreqReselectionRedCap is broadcast in the SIB1 message of the corresponding cell, see TS 38.331 [10].
Each position in the bitmap indicates which RedCap UEs are allowed access, according to the setting of RedCap barring indicators in the SIB1 message, see TS 38.331 [10].
First bit = 1Rx,
second bit = 2Rx,
third bit = halfDuplex,
other bits reserved for future use. Value '1' indicates 'access allowed'. Value '0' indicates 'access not allowed”.
	YES
	ignore

	eRedCap Broadcast Information
	O
	
	BIT STRING (SIZE(8))
	The presence of this IE indicates that the intraFreqReselection-eRedCap IE is broadcast in SIB1 of the corresponding cell, see TS 38.331 [10].
Each position in the bitmap indicates which eRedCap UEs are allowed access, according to the setting of the barring indicators in SIB1, see TS 38.331 [10].
First bit = 1Rx,
second bit = 2Rx,
third bit = half-duplex,
other bits reserved for future use. Value '1' indicates 'access allowed'. Value '0' indicates 'access not allowed'.
	YES
	ignore

	Mobile IAB Cell
	O
	
	9.2.2.106
	
	YES
	ignore

	Cell DTX/DRX Configuration
	O
	
	9.2.2.x
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofBPLMNs
	Maximum no. of broadcast PLMNs by a cell. Value is 12.

	maxnoofMBSFSAs
	Maximum no. of MBS FSAs by one gNB. Value is 256.

	maxnoofNR-UChannelIDs
	Maximum no. NR-U channel IDs in a cell. Value is 16.

	maxnoofMTCItems
	Maximum no. of measurement timing configurations associated with the neighbour cell. Value is 16.

	maxnoofCSIRSconfigurations
	Maximum number of CSI RS configurations reported in the MTC. Value is 96

	maxnoofCSIRSneighbourCells
	Maximum number of cells neighbouring a CSI-RS coverage area. Value is 16

	maxnoofCSIRSneighbourCellsInMTC
	Maximum number of CSI-RS coverage areas neighbouring a specific CSI-RS coverage area. Value is 16



Next Changes
9.2.2.x	Cell DTX/DRX Configuration
This IE indicates the cell DTX and/or DRX parameters.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CellDTXDRX-Config
	O
	
	OCTET STRING
	Includes the cellDTXDRX-Config IE as defined in TS 38.331 [10].



Next Changes


	

9.3.5	Information Element definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************
 
XnAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) xnap (2) version1 (1) xnap-IEs (2) }
 
DEFINITIONS AUTOMATIC TAGS ::=
 
BEGIN
 
IMPORTS
 
 
	id-CNTypeRestrictionsForEquivalent,
	id-CNTypeRestrictionsForServing,
	id-Additional-UL-NG-U-TNLatUPF-List,
	id-ConfiguredTACIndication,
	id-AlternativeQoSParaSetList,
	id-CurrentQoSParaSetIndex,
	id-DefaultDRB-Allowed,
	id-DLCarrierList,
	id-EndpointIPAddressAndPort,
	id-ExtendedReportIntervalMDT,
<unchanged text omitted>
	id-S-CPAC-CompleteConfig-Indicator,
	id-CPACcandidatePSCells-wotherInfo-list,
	id-eRedcap-Bcast-Information,
	id-NRPagingLongeDRXInformationforRRCINACTIVE,
	id-MBSCommServiceType,
	id-AssistanceInformationQoE-Meas,
	id-QoERVQoEReportingPaths,
	id-DirectForwardingPathAvailability,
	id-CHO-CPAC-Info,
	id-CHO-Maxnoof-CondReconfig,
	id-PDUSetQoSParameters,
	id-N6JitterInformation,
	id-ECNMarkingorCongestionInformationReportingRequest,
	id-TAISliceUnavailableCellList,
	id-MobileIABCell,
	id-CellDTXDRX-config,
	maxEARFCN,
	maxnoofAllowedAreas,
	maxnoofAMFRegions,
	maxnoofAoIs,
	maxnoofBPLMNs,
	maxnoofCAGs,

<unchanged text omitted>

-- C
 
 
CAG-Identifier	::= BIT STRING (SIZE (32))
 
CandidateRelayUEInfoList ::= SEQUENCE (SIZE(1..maxnoofCandidateRelayUEs)) OF CandidateRelayUEInfoItem
 
CandidateRelayUEInfoItem ::= SEQUENCE {
	candidateRelayUEID		BIT STRING(SIZE(24)),
	iE-Extensions			ProtocolExtensionContainer { { CandidateRelayUEInfoItem-ExtIEs } }		OPTIONAL,
	...
}
 
<unchanged text omitted>
}
CellIdListforMDT-EUTRA ::= SEQUENCE (SIZE(1..maxnoofCellIDforMDT)) OF E-UTRA-CGI
 
 
CellCapacityClassValue ::= INTEGER (1..100,...)
 
CellDeploymentStatusIndicator ::= ENUMERATED {pre-change-notification, ...}

CellDTXDRX-config::= SEQUENCE {
	cellDTXDRXconfiguration		OCTET STRING,
	iE-Extensions		ProtocolExtensionContainer { { CellDTXDRX-config -ExtIEs} } OPTIONAL,
	...
}
 
CellDTXDRX-config -ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

 
CellGroupID ::= INTEGER (0..maxnoofSCellGroups)

<unchanged text omitted>
-- Served Cells NR IEs
 
 
ServedCellInformation-NR ::= SEQUENCE {
	nrPCI								NRPCI,
	cellID								NR-CGI,
	tac									TAC,
	ranac								RANAC						OPTIONAL,
	broadcastPLMN						BroadcastPLMNs,
	nrModeInfo							NRModeInfo,
	measurementTimingConfiguration		OCTET STRING,
	connectivitySupport					Connectivity-Support,	
	iE-Extensions						ProtocolExtensionContainer { {ServedCellInformation-NR-ExtIEs} } OPTIONAL,
	...
}
 
ServedCellInformation-NR-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-BPLMN-ID-Info-NR				CRITICALITY ignore	EXTENSION BPLMN-ID-Info-NR						PRESENCE optional }|
	{ ID id-ConfiguredTACIndication			CRITICALITY ignore	EXTENSION ConfiguredTACIndication				PRESENCE optional }|
	{ ID id-SSB-PositionsInBurst			CRITICALITY ignore	EXTENSION SSB-PositionsInBurst					PRESENCE optional }|
	{ ID id-NRCellPRACHConfig				CRITICALITY ignore	EXTENSION NRCellPRACHConfig						PRESENCE optional }|
	{ ID id-NPN-Broadcast-Information		CRITICALITY reject	EXTENSION NPN-Broadcast-Information			PRESENCE optional }|
	{ ID id-CSI-RSTransmissionIndication	CRITICALITY ignore	EXTENSION CSI-RSTransmissionIndication		PRESENCE optional }|
	{ ID id-SFN-Offset						CRITICALITY ignore	EXTENSION SFN-Offset							PRESENCE optional }|
	{ ID id-Supported-MBS-FSA-ID-List		CRITICALITY ignore	EXTENSION Supported-MBS-FSA-ID-List			PRESENCE optional }|
	{ ID id-NR-U-ChannelInfo-List			CRITICALITY ignore	EXTENSION NR-U-ChannelInfo-List					PRESENCE optional }|
	{ ID id-Additional-Measurement-Timing-Configuration-List		CRITICALITY ignore	EXTENSION Additional-Measurement-Timing-Configuration-List		PRESENCE optional }|
	{ ID id-Redcap-Bcast-Information		CRITICALITY ignore	EXTENSION Redcap-Bcast-Information			PRESENCE optional }|
	{ ID id-eRedcap-Bcast-Information		CRITICALITY ignore	EXTENSION ERedcap-Bcast-Information			PRESENCE optional }|
	{ ID id-MobileIABCell					CRITICALITY ignore	EXTENSION MobileIABCell							PRESENCE optional}|
	{ ID id-CellDTXDRX-config					CRITICALITY ignore	EXTENSION CellDTXDRX-config					PRESENCE optional},
	...
}
<unchanged text omitted>

9.3.7	Constant definitions
<unchanged text omitted>
-- **************************************************************
--
-- IEs
--
-- **************************************************************
 
id-ActivatedServedCells																				ProtocolIE-ID ::= 0
id-ActivationIDforCellActivation																	ProtocolIE-ID ::= 1
id-admittedSplitSRB																					ProtocolIE-ID ::= 2
id-admittedSplitSRBrelease																			ProtocolIE-ID ::= 3
id-AMF-Region-Information																			ProtocolIE-ID ::= 4
id-AssistanceDataForRANPaging																		ProtocolIE-ID ::= 5
id-BearersSubjectToCounterCheck																		ProtocolIE-ID ::= 6
id-Cause																							ProtocolIE-ID ::= 7
id-cellAssistanceInfo-NR																			ProtocolIE-ID ::= 8
id-ConfigurationUpdateInitiatingNodeChoice															ProtocolIE-ID ::= 9
id-CriticalityDiagnostics																			ProtocolIE-ID ::= 10
id-XnUAddressInfoperPDUSession-List																	ProtocolIE-ID ::= 11
id-DRBsSubjectToStatusTransfer-List																	ProtocolIE-ID ::= 12
<unchanged text omitted>
id-TAISliceUnavailableCellList																		ProtocolIE-ID ::= 452
id-MobileIAB-AuthorizationStatus																	ProtocolIE-ID ::= 453
id-MIAB-MT-BAP-Address																				ProtocolIE-ID ::= 454
id-MobileIABCell																					ProtocolIE-ID ::= 455
id-sk-Counter																						ProtocolIE-ID ::= 456
id-Source-M-NG-RANnodeID																			ProtocolIE-ID ::= 457
id-S-CPAC-CompleteConfig-Indicator																	ProtocolIE-ID ::= 458
id-SourceSN-to-TargetSN-QMCInfo																		ProtocolIE-ID ::= 459
id-RegistrationRequestForDataCollection																ProtocolIE-ID ::= 460
id-ReportCharacteristicsForDataCollection															ProtocolIE-ID ::= 461
id-ReportingPeriodicityForDataCollection															ProtocolIE-ID ::= 462
id-NodeAssociatedInfoResult																			ProtocolIE-ID ::= 463
id-SLPositioning-Ranging-Services-Info																ProtocolIE-ID ::= 464
id-CellDTXDRX-config																				ProtocolIE-ID ::= xxx

 
 
END
-- ASN1STOP
 
End of Changes

