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-----------------Start of the Changes-------------------
[bookmark: _Toc121160996][bookmark: _Toc162617094]8.3.9	DU-CU Cell Switch Notification
[bookmark: _CR8_3_9_1][bookmark: _Toc162617095][bookmark: _Toc121160997]8.3.9.1	General
The purpose of the DU-CU Cell Switch Notification procedure is to enable the gNB-DU to inform the gNB-CU about the initiation of the cell switch command to the UE. This procedure is also used to transfer the selected TCI state from the gNB-DU to the gNB-CU. The procedure uses UE-associated signalling.
[bookmark: _CR8_3_9_2][bookmark: _Toc162617096][bookmark: _Toc121160998]8.3.9.2	Successful Operation


Figure 8.3.9.2-1: DU-CU Cell Switch Notification procedure. Successful operation. 
The gNB-DU initiates the procedure by sending a DU-CU CELL SWITCH NOTIFICATION message. 
[bookmark: _Toc121160999]Upon reception of the DU-CU CELL SWITCH NOTIFICATION message, the gNB-CU shall, if supported, consider that a cell switch command was sent to the UE where the target cell is indicated by the included Cell ID IE. 
[bookmark: OLE_LINK74][bookmark: OLE_LINK75][bookmark: OLE_LINK139][bookmark: OLE_LINK140][bookmark: OLE_LINK143][bookmark: OLE_LINK144]If the LTM Cell Switch Information IE is included in the DU-CU CELL SWITCH NOTIFICATION message, the gNB-CU shall, if supported, forward it to the target gNB-DU in the CU-DU CELL SWITCH NOTIFICATION message.
The gNB-DU shall, if supported, include the LTM Cell Switch Information IE in the DU-CU CELL SWITCH NOTIFICATION message for inter-gNB-DU LTM.
[bookmark: _CR8_3_9_3][bookmark: _Toc162617097]8.3.9.3	Unsuccessful Operation
Not applicable.
[bookmark: _CR8_3_9_4][bookmark: _Toc162617098]8.3.9.4	Abnormal Conditions
Not applicable.
-----------------Next Change-------------------
[bookmark: _CR8_3_10][bookmark: _Toc162617470]9.2.2.16	CU-DU CELL SWITCH NOTIFICATION 
This message is sent by the gNB-CU to inform the gNB-DU about the initiation of the cell switch command to the UE. 
Direction: gNB-CU  gNB-DU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	Cell ID
	M
	
	NR CGI
9.3.1.12
	
	YES
	reject

	LTM Cell Switch Information
	M
	0..1
	
	
	YES
	ignore

	>Joint or DLTCI State ID
	O
	
	INTEGER (0..127)
	Corresponds to the TCI-StateId IE as defined in TS 38.331 [8].
	-
	-

	>UL TCI State ID
	O
	
	INTEGER (0..63)
	Corresponds to the TCI-UL-StateId IE as defined in TS 38.331 [8].
	-
	-



-----------------Next Change-------------------
[bookmark: _Toc66289738][bookmark: _Toc64449079][bookmark: _Toc97911141][bookmark: _Toc20956002][bookmark: _Toc120124733][bookmark: _Toc81383595][bookmark: _Toc162617964][bookmark: _Toc36557065][bookmark: _Toc99731228][bookmark: _Toc113835877][bookmark: _Toc106110435][bookmark: _Toc99038965][bookmark: _Toc45832585][bookmark: _Toc29893128][bookmark: _Toc51763907][bookmark: _Toc88658229][bookmark: _Toc105927895][bookmark: _Toc105511363][bookmark: _Toc74154851]9.4.4	PDU Definitions
-- ASN1START 
-- **************************************************************
--
-- PDU definitions for F1AP.
--
-- **************************************************************

F1AP-PDU-Contents { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules.
--
-- **************************************************************

IMPORTS
	AssociatedSessionID,
	BroadcastMRBs-FailedToBeModified-Item,
	BroadcastMRBs-FailedToBeSetup-Item,

*// skip unchanged part //*
CUDUCellSwitchNotificationIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID		CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID		CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-NRCGI					CRITICALITY reject	TYPE NRCGI							PRESENCE mandatory	}|
	{ ID id-LTMCellSwitchInformation	 CRITICALITY ignore	TYPE LTMCellSwitchInformation	PRESENCE optionalmandatory	},
	...
}

-----------------End of the Change-------------------
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