

	
3GPP TSG-RAN WG3 Meeting #123	R3-240151
Athens, Greece, 26th Feb – 1st Mar 2024
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	38.473
	CR
	1267
	rev
	
	Current version:
	18.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	X
	Core Network
	



	

	Title:	
	Correction of SRB ID for QoE

	
	

	Source to WG:
	China Telecom

	Source to TSG:
	R3

	
	

	Work item code:
	NR_QoE_enh-Core
	
	Date:
	2024-02-06

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-18

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	SRB4 and SRB5 was introduced to include application layer measurement report information for MN and SN, respectively. However, the exisiting upper bound of SRB ID in F1AP is only 3. Therefore, SRB4 and SRB5 could be supported in F1 interface.

	
	

	Summary of change:
	To add a new codepoint for SRB ID IE
Impact Analysis:
Impact assessment towards the previous version of the specification (same release): 
This CR has isoldated impact under protocol point of view. The impact can be considered isolated because the change affects only SRB ID.

	
	

	Consequences if not approved:
	SRB4 and SRB5 can not be supported in CU/DU split architecture. 

	
	

	Clauses affected:
	9.3.1.7,9.4.5

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


//////////////////////////////////////////////////////////////irrelevant operations skipped/////////////////////////////////////////////////////////////////////
[bookmark: _Toc20955911][bookmark: _Toc29893029][bookmark: _Toc36556966][bookmark: _Toc45832414][bookmark: _Toc51763694][bookmark: _Toc64448863][bookmark: _Toc66289522][bookmark: _Toc74154635][bookmark: _Toc81383379][bookmark: _Toc88658012][bookmark: _Toc97910924][bookmark: _Toc99038684][bookmark: _Toc99730947][bookmark: _Toc105511078][bookmark: _Toc105927610][bookmark: _Toc106110150][bookmark: _Toc113835587][bookmark: _Toc120124435][bookmark: _Toc155980786]9.3.1.7	SRB ID
This IE uniquely identifies a SRB for a UE.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	SRB ID
	M
	
	INTEGER (0..3, ..., 4,5)
	Corresponds to the identities of SRB as defined in TS 38.331 [8]. Value 0 indicates SRB0, value 1 indicates SRB1, etc.
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SpectrumSharingGroupID ::= INTEGER (1..maxCellineNB)

SRBID ::= INTEGER (0..3, ..., 4, 5)

SRBs-FailedToBeSetup-Item	::= SEQUENCE {
	sRBID		SRBID	,
	cause		Cause	OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { { SRBs-FailedToBeSetup-ItemExtIEs } }	OPTIONAL,
	...
}
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