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---------------------------------------------------------Start of Change------------------------------------------------------

9.3.3.63	Paging Policy Differentiation 
This IE provides paging policy differentiation information for a UE in RRC_INACTIVE state.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Paging Policy Indicator
	O
	
	INTEGER
(0..7, …)
	Used for paging policy differentiation as specified in TS 23.501 [9]).

	Allocation and Retention Priority
	O
	
	9.3.1.19
	

	QoS Flow Identifier
	O
	
	9.3.1.51
	

	PDU Session ID
	O
	
	9.3.1.50
	

	5QI
	O
	
	INTEGER (0..255, …)
	Indicates the 5QI associated with the PDU session

	PDU Session ID
	M
	
	9.3.1.50
	

	Paging Policy Differentiation List
	
	0..1
	
	

	>Paging Policy Differentiation Item
	
	1..<maxnoofQoSFlows>
	
	

	>>QoS Flow Identifier
	M
	
	9.3.1.51
	

	>>Paging Policy Indicator
	O
	
	INTEGER
(0..7, …)
	Used for paging policy differentiation as specified in TS 23.501 [9]).

	>>Allocation and Retention Priority
	O
	
	9.3.1.19
	

	>>5QI
	O
	
	INTEGER (0..255, …)
	Indicates the 5QI associated with the PDU session

	>>DL Data Size
	O
	
	INTEGER (1.. 96000, ...)
	Unit: Byte.



	Range bound
	Explanation

	maxnoofQoSFlows
	Maximum no. of QoS flows allowed within one PDU session. Value is 64.



---------------------------------------------------------Next of Change------------------------------------------------------
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-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

<Skip unrelated part>

PagingOrigin ::= ENUMERATED {
	non-3gpp,
	...
}

PagingPolicyDifferentiation ::= SEQUENCE {
	pagingPolicyIndicator				PagingPolicyIndicator				OPTIONAL,
	allocationAndRetentionPriority		AllocationAndRetentionPriority		OPTIONAL,
	qosFlowIdentifier					QosFlowIdentifier					OPTIONAL,
	pDUSessionID						PDUSessionID						OPTIONAL,
	fiveQI								FiveQI								OPTIONAL, 
	pDUSessionID						PDUSessionID,
	pagingPolicyDifferentiation-list	PagingPolicyDifferentiation-list	OPTIONAL,
	iE-Extensions						ProtocolExtensionContainer { { PagingPolicyDifferentiation-ExtIEs} }	OPTIONAL,
	...
}

PagingPolicyDifferentiation-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
             ...
} 


PagingPolicyDifferentiation-list ::= SEQUENCE (SIZE(1..maxnoofQosFlows)) OF PagingPolicyDifferentiation-Item

PagingPolicyDifferentiation-Item ::= SEQUENCE {
	qosFlowIdentifier					QosFlowIdentifier,
	pagingPolicyIndicator				PagingPolicyIndicator				OPTIONAL,
	allocationAndRetentionPriority		AllocationAndRetentionPriority		OPTIONAL,
	fiveQI								FiveQI								OPTIONAL, 
	dl-DataSize			 				INTEGER (0..96000, ...)				OPTIONAL,
	iE-Extensions						ProtocolExtensionContainer { { PagingPolicyDifferentiation-Item-ExtIEs} }	OPTIONAL,
	...
}

PagingPolicyDifferentiation-Item-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
             ...
} 
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