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1 Introduction
In the contribution, we discuss the corrections for PDU set related issues:
-	PDU Set based Handling Indicator in XnAP;
-	PDU based discard timer configuration in F1/E1; 
-	Data forwarding; 
-	Non-integer DRX configuration; and
-	BAT handling.
2 Discussion
2.1 PDU Set based Handling Indicator in XnAP
It was agreed that if the HANDOVER REQUEST message includes the PDU Set QoS Parameters IE, the target NG-RAN node shall, if supported, report in the HANDOVER REQUEST ACKNOWLEDGE message the PDU Set based Handling Indicator IE.
And it further specified that:
	For a QoS flow established with PDU Set QoS parameters, if the PDU Set based Handling Indicator IE set to "supported" is included in the HANDOVER REQUEST ACKNOWLEDGE message, the source NG-RAN node shall, if supported, include the PDU Set information and indication of End of Data Burst in the data to be forwarded. Otherwise, the source NG-RAN node may not include the PDU Set information and indication of End of Data Burst in the data to be forwarded.



In TS 38.415, PDU Set Information user plane protocol is defined, and it include two information: PDU set information and indication of End of Data burst. The indication of End of Data Burst of the data should also be forwarded to the target NG-RAN node if the target supports PDU set handling. 
Proposal 1 Besides PDU set information, the indication of End of Data Burst should also be forwarded to the target node.
Besides handover, there is also Retrieve UE Context related procedure. In this case, the new NG-RAN node (the receiving gNB) may not support PDU set handling while the old NG-RAN node (the last serving gNB) supports PDU set handling. Following the same principle as handover, the new NG-RAN node should report the PDU Set based Handling Indicator IE to the old NG-RAN node.
The most possible way is to include the PDU Set based Handling Indicator IE in the XN-U ADDRESS INDICATION message. And the corresponding procedural text should be updated as well:
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…
UE Context Retrieval
The Xn-U Address Indication procedure is initiated by the new NG-RAN node. Sending the XN-U ADDRESS INDICATION message, the new NG-RAN node informs the old NG-RAN node of successfully established PDU Session Resource contexts, or MBS session resource contexts, or both, to which user data pending at the old NG-RAN node can be forwarded.
The new NG-RAN node may include Secondary Data Forwarding Info from target NG-RAN node List IE for an additional Xn-U tunnel for data forwarding.
Upon reception of the XN-U ADDRESS INDICATION message, the old NG-RAN node should forward pending user data to the indicated TNL addresses.
If the XN-U ADDRESS INDICATION message includes the MBS Data Forwarding Indicator IE set to "MBS-only", the old NG-RAN node shall, if supported, consider that the XN-U ADDRESS INDICATION message only concerns data forwarding of the indicated MBS sessions.
If the XN-U ADDRESS INDICATION message includes the MBS Session Information Response List IE, the old NG-RAN node shall, if supported, use the information for forwarding MBS traffic to the new NG-RAN node.
Interaction with Retrieve UE Context procedure
If the RETRIEVE UE CONTEXT RESPONSE message incudes the PDU Set QoS Parameters IE, the new NG-RAN node shall, if supported, report in the XN-U ADDRESS INDICATION message the PDU Set based Handling Indicator IE.
For a QoS flow established with PDU Set QoS parameters, if the PDU Set based Handling Indicator IE set to "supported" is included in the XN-U ADDRESS INDICATION message, the old NG-RAN node shall, if supported, include the PDU Set information and indication of End of Data Burst in the data to be forwarded. Otherwise, the old NG-RAN node may not include the PDU Set information and indication of End of Data Burst in the data to be forwarded.



Proposal 2 Include the PDU Set based Handling Indicator IE in the XN-U ADDRESS INDICATON message for UE Context Retrieval case.
2.2 PSI based discard timer configuration in F1/E1
In RAN2#121, it was agreed:
	RAN2 thinks PSI can be useful for PDU set-based discard. RAN2 aims to introduce a mechanism to allow UE to handle discarding of packets with different PSI in case of congestion. FFS for other cases.



In RAN2#123bis, it was agreed:
	Agreements
1. We will use a discard timer mechanism for the low importance PDU set.  We will allow a value of zero for the timer.    The running discard timers are not changed.   
2. It is up to UE implementation to determine which PSI levels will apply the discard mechanism 
3. the gNB signals an activation/deactivation indication (e.g. when congestion situation is detection) 
4. activation/deactivation is signaled using an ON/OFF mechanism on a per UE basis.  Introduce new MAC CE.  



In RAN2#124, it was further agreed:
	Agreements:
1 In the MAC CE for the activation/deactivation of the PSI-based discard, introduce a bitmap for DRB to efficiently control multiple DRBs separately and simultaneously.



For UL PDCP discard, as per RAN2’s agreement, it means that gNB can configure two PDCP discard timers to UE: Normal PDCP discard timer and PSI based discard timer to the UE.  And gNB can signals an activation/deactivation of the PSI based discard timer to the UE by MAC CE.
For CU-DU split case, it would be straight forwards that gNB-CU decides to configure the PSI-based discard timer for a DRB. If the gNB-CU configures the PSI-based discard timer to the UE, the gNB-CU should inform gNB-DU that the PSI-based discard timer is configured to the UE so that the gNB-DU can send the MAC CE for activation/deactivation of the PSI-based discard timer to the UE, e.g., when congestion situation is detected.
Proposal 3 When gNB-CU configures the PSI-based discard timer for DRBs of the UE, the gNB-CU informs gNB-DU that the PSI-based discard timer is configured for the DRB(s).
As per RAN2 agreement, the initial state of the PSI-Based SDU Discard Activation/Deactivation MAC CE is deactivated. The PSI-based SDU discard is initially deactivated upon (re-)configuration by RRC layers and after reconfiguration with sync.
In case of CU-DU split, the PSI-based discard timer is configured by gNB-CU since it is a part of PDCP configuration. While the PSI-Based PDU Discard Activation/Deactivation MAC CE is sent by gNB-DU since it is a MAC CE. Once the PSI-based discard timer is reconfigured by gNB-CU, the UE shall treat the PSI-based SDU discard is deactivated. However, if the gNB-DU is not aware of the reconfiguration of the timer, the gNB-DU shall treat the PSI-based SDU discard is activated in case it has sent activation indication by the MAC CE to the UE. In this case, the state of PSI-based discard is not aligned between gNB-DU and UE. 
When decides to reconfigure the PSI based discard timer for a DRB to UE, the gNB-CU needs to send the PSI based discard reconfiguration information for a DRB to the gNB-DU:
-	(Option 1): the PSI based discard reconfiguration information comprises three code points {configured, reconfigured and release}. When it is set to configured or reconfigured, the PSI based discard is treated as deactivated.
-	(Option 2): the PSI based discard reconfiguration information comprises two IEs: a first IE to indicate PSI based discard is configured for the DRB and a second IE to indicate the PSI based discard is deactivated for the DRB. When gNB-CU reconfigures the value of PSI based discard timer for the DRB to the UE, the gNB-CU sends the second IE to the gNB-DU.
-	(Option 3): the PSI based discard reconfiguration information comprises single one IE: a IE to indicate whether PSI based discard is configured for the DRB. When gNB-CU reconfigures the value of PSI based discard timer for the DRB to the UE, the gNB-CU sends the first information to the gNB-DU. once receiving the IE, the gNB-DU treats the state of PSI based discard is deactivated for the DRB.
Proposal 4 Once gNB-CU reconfigures the PSI-based discard timer for DRBs of the UE, the gNB-CU informs gNB-DU that the PSI-based discard timer is reconfigured for the DRB(s).
For DL data transmission, the gNB-CU-CP configures PSI based discard timer to the gNB-CU-UP in the PDCP Configuration IE via E1AP Bearer Context Setup Request or Bearer Context Modification request messages.
The PSI based discard timer is defined as
	[bookmark: _Hlk151628215]b) discardTimerForLowImportance
This timer is configured only for DRBs. The duration of the timer is configured by upper layers TS 38.331 [3]. In the transmitter, a new timer is started upon reception of an SDU belonging to a low importance PDU Set from upper layer if psi-BasedDiscard is configured and PSI based SDU discard is activated.



Proposal 5 The PSI based discard timer is included in the PDCP Configuration IE in E1AP.
2.3 [bookmark: OLE_LINK4]Data forwarding 
There are two types of data forwarding: DRB based and PDU session-based data forwarding. To our understanding, the PDU Set Information user plane protocol is used for both DRB based and PDU session-based data forwarding. It would be better to confirm it in the TS 38.300.
	[bookmark: _Toc46502011][bookmark: _Toc51971359][bookmark: _Toc52551342][bookmark: _Toc155991471][bookmark: _Hlk157004288]9.2.3.2.3	Data Forwarding
……
As long as data forwarding of DL user data packets takes place, the source NG-RAN node shall forward user data in the same forwarding tunnel, i.e.
-	for any QoS flow accepted for data forwarding by the target NG-RAN node and for which a DRB DL forwarding tunnel was established for a DRB to which this QoS flow was mapped at the source NG-RAN node, any fresh packets of this QoS flow shall be forwarded as PDCP SDUs via the mapped DRB DL forwarding tunnel.
-	for DRBs for which preservation of SN status applies, the source NG-RAN node may forward in order to the target NG-RAN node via the DRB DL forwarding tunnel all downlink PDCP SDUs with their SN corresponding to PDCP PDUs which have not been acknowledged by the UE.
-	for DRBs for which PDU set based handling applies, the source NG-RAN node forwards in order to the target NG-RAN node via the DRB DL forwarding tunnel all downlink PDCP SDUs with their PDU Set Information and Indication of End of Data Burst corresponding to PDCP PDUs which have not been acknowledged by the UE.
NOTE:	The SN of forwarded PDCP SDUs is carried in the "PDCP PDU number" field of the GTP-U extension header.
-	for any QoS flow accepted for data forwarding by the target NG-RAN node for which a DL PDU session forwarding tunnel was established, the source NG-RAN node forwards SDAP SDUs as received on NG-U from the UPF.
-	for any QoS flow for which PDU set based handing applies and accepted for data forwarding by the target NG-RAN node for which a DL PDU session forwarding tunnel was established, the source NG-RAN node forwards SDAP SDUs with their PDU Set Information and Indication of End of Data Burst as received on NG-U from the UPF.




Proposal 6 Agree the text proposal for TS 38.300 with describing that PDU Set Information user plane protocol is used for both DRB based and PDU session-based data forwarding.
PDU Set PSDB defines an upper bound for the delay that a PDU Set may experience for the transfer between the UE and the N6 termination point at the UPF, i.e. the duration between the reception time of the first PDU (at the N6 termination point for DL or the UE for UL) and the time when all PDUs of a PDU Set have been successfully received (at the UE for DL or N6 termination point for UL). The AN PSDB is derived at NG-RAN by subtracting CN PDB from the PSDB. Then AN-PSDB represents the difference between the time when the first PDU of the PDU Set is arrived at the gNB and the time when the last PDU or all PDUs of the PDU Set has been delivered to the UE successfully. However, handover may happen during transmission of a PDU set. There is a case that partial PDUs of the PDU set has been successfully transmitted in the source gNB, while the other PDUs of the PDU set will be transmitted by the target gNB. In this case, the target gNB should be aware of the remaining AN-PSDB for transmitting the remaining PDUs of the PDU set for more accurate QoS management and scheduling. One of possible solution is the source gNB provides the remaining AN-PSDB of a PDU set to the target gNB by Xn-U protocol.


Figure 1. Handover happens during data transmission of a PDU Set
Proposal 7 For data forwarding, the source gNB provides the remaining AN-PSDB of a PDU set in the GTP-U extension header to the target gNB.
To support PDU Set based QoS handling, an indication of End PDU of the PDU set is provided by UPF in the GTP-U header. In order to support lossless handover, data forwarding from source gNB to target gNB is performed. In case of PDU set integration transmission is needed, the target gNB needs to know the transmission status of the PDU set in source gNB.  How the target gNB knows the transmission status of a PDU set needs to be solved at least in the following case:
-	The source gNB receives the End PDU of a PDU set from UPF.
-	Before handover, the End PDU (PDU#3) has been transmitted to UE successfully, but a PDU (PDU#2) before the End PDU have not been acknowledged from UE.  
-	Currently, the source gNB shall forward PDU#2 to the target gNB during data forwarding.
-	Since the End PDU is not forwarded to the target gNB, the target gNB does not know whether the transmission of the PDU set is complete and thus is not able to perform PDU set integrated handling for the PDU set


Figure 2. Issue of End PDU Indication during handover
To support it, a text proposal should be made for TS 38.300
	9.2.3.2.3	Data Forwarding
……
Handling of end marker packets:
-	The source NG-RAN node receives one or several GTP-U end marker packets per PDU session from the UPF and replicates the end marker packets into each data forwarding tunnel when no more user data packets are to be forwarded over that tunnel.
-	End marker packets sent via a data forwarding tunnel are applicable to all QoS flows forwarded via that tunnel. After end marker packets have been received over a forwarding tunnel, the target NG-RAN node can start taking into account the packets of QoS flows associated with that forwarding tunnel received at the target NG-RAN node from the NG-U PDU session tunnel.
Handling of End PDU Indication of a PDU Set:
-	The source NG-RAN node receives End PDU Indication of a packet of a PDU set from the UPF and provides the End PDU Indication with the last packet of the PDU set to be forwarded to the target NG-RAN node.




Proposal 8 Agree the text proposal to TS 38.300 regarding handling of end PDU indication of a PDU set during data forwarding.
2.4 Non-integer DRX configuration
Most XR video frame rates (15, 30, 45, 60, 72, 90 and 120 fps) correspond to periodicities that are not an integer (66.66, 33.33, 22.22, 16.66, 13.88, 11.11 and 8.33 ms respectively). The gNB may configure a DRX cycle expressed in rational numbers so that the DRX cycle matches those periodicities, e.g. for the traffic with a frame rate of 60 fps, the network may configure the UE with a DRX cycle of 50/3 ms.
As specified in TS 38.331, 
[image: ]
Currently, only integer DRX Cycles are provided from gNB-CU to gNB-DU. Since the Long DRX Cycle Length IE in the DRX Cycle IE is mandatory, it would be better to introduce a new IE for non-integer DRX cycle provision from gNB-CU to gNB-DU.
Proposal 9 [bookmark: _Hlk157170385]Introduce a new Non-Integer DRX Cycle IE in F1AP UE CONTEXT SETUP REQUEST message and UE CONTEXT MODIFICATION REQUEST message.
2.5 BAT handling
As stated in TS 38.331, the burstArrivalTime may be indicated as referenceTime or referenceSFN-AndSlot. 
	
QOS-FlowUL-TrafficInfo-r18 ::=       SEQUENCE {
        burstArrivalTime-r18                CHOICE {
        referenceTime                      ReferenceTime-r16,
        referenceSFN-AndSlot               ReferenceSFN-AndSlot-r18
    }                                                           OPTIONAL,
}

ReferenceSFN-AndSlot-r18 ::= SEQUENCE {
     referenceSFN-r18               INTEGER (0..1023),
     referenceSlot-r18              INTEGER (0..639)
}



	UL-TrafficInfo field descriptions

	burstArrivalTime
Indicates the average value of the arrival time of the first packet of the Data Burst for the concerned QoS flow. When indicated together with jitterRange, burstArrivalTime is used as a reference time for the indicated jitter range. 
If burstArrivalTime is indicated as referenceTime, the indicated time in 10ns unit from the origin is refDays*86400*1000*100000 + refSeconds*1000*100000 + refMilliSeconds*100000 + refTenNanoSeconds. The refDays field specifies the sequential number of days (with day count starting at 0) from 00:00:00 on Gregorian calendar date 6 January, 1980 (start of GPS time).
If burstArrivalTime is indicated as referenceSFN-AndSlot, it refers to the UL timing of the closest SFN and slot of the PCell with the indicated number. 




In case of handover, the UE calculates the BAT according to the timing in the source cell and report it to the source gNB before handover. The source gNB forwards the reported BAT to the target gNB. However, the reported BAT cannot be used by the target gNB directly if the target cell is not time synchronized with the source cell. 


Figure 3. Misunderstanding of BAT due to time de-synchronization between source and target cell

To solve this issue, one simple solution is that the source gNB calculates the BAT used in target gNB according to the SFN timing difference between source cell and target cell and sends the BAT used in target gNB to the target gNB.
For NR-DC when BAT is reported with reference SFN/slot, the MCG and SCG may not be time synchronized. For example, PCell and PSCell are time desynchronized. The UE may calculate the BAT according to the timing of PCell in MCG and report it to the network. Since the PSCell in SN is not time synchronized with PCell in MN, the reported BAT cannot be used by SN directly. The similar solution for handover procedure can apply to this case, e.g., the MCG calculates the BAT used in SCG according to the SFN timing different between Pcell and PScell and sends the BAT to SCG.
Proposal 10 RAN3 to discuss how to report the UL burst arrival time to MCG/SCG in case of NR-DC and to target cell in case of handover, e.g., the source gNB calculates the BAT used in target gNB according to the SFN timing different between source cell and target cell and sends the BAT used in target gNB to the target gNB.
3	Conclusion
In the contribution, we discuss corrections on PDU Set related issues.  And we propose:
Besides PDU set information, the indication of End of Data Burst should also be forwarded to the target node.
Include the PDU Set based Handling Indicator IE in the XN-U ADDRESS INDICATON message for UE Context Retrieval case.
When gNB-CU configures the PSI-based discard timer for DRBs of the UE, the gNB-CU informs gNB-DU that the PSI-based discard timer is configured for the DRB(s).
Once gNB-CU reconfigures the PSI-based discard timer for DRBs of the UE, the gNB-CU informs gNB-DU that the PSI-based discard timer is reconfigured for the DRB(s).
The PSI based discard timer is included in the PDCP Configuration IE in E1AP.
Agree the text proposal for TS 38.300 with describing that PDU Set Information user plane protocol is used for both DRB based and PDU session-based data forwarding.
For data forwarding, the source gNB provides the remaining AN-PSDB of a PDU set in the GTP-U extension header to the target gNB.
Agree the text proposal to TS 38.300 regarding handling of end PDU indication of a PDU set during data forwarding.
Introduce a new Non-Integer DRX Cycle IE in F1AP UE CONTEXT SETUP REQUEST message and UE CONTEXT MODIFICATION REQUEST message.
RAN3 to discuss how to report the UL burst arrival time to MCG/SCG in case of NR-DC and to target cell in case of handover, e.g., the source gNB calculates the BAT used in target gNB according to the SFN timing different between source cell and target cell and sends the BAT used in target gNB to the target gNB.
The TP for Proposal 1&2 to TS 38.423 is provided in the Annex A.
The TP for Proposal 3&4 to TS 38.473 is provided in the Annex B.
Reference
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Annex A
The Annex A provides Text Proposal to TS 38.423 for Proposal 1&2.
--------------------------------------------------- 1st Change -----------------------------------------------
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This procedure is used to establish necessary resources in an NG-RAN node for an incoming handover. If the procedure concerns a conditional handover, parallel transactions are allowed. Possible parallel requests are identified by the target cell ID when the source UE AP IDs are the same.
The procedure uses UE-associated signalling.
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Figure 8.2.1.2-1: Handover Preparation, successful operation
The source NG-RAN node initiates the procedure by sending the HANDOVER REQUEST message to the target NG-RAN node. When the source NG-RAN node sends the HANDOVER REQUEST message, it shall start the timer TXnRELOCprep.
If the Conditional Handover Information Request IE is contained in the HANDOVER REQUEST message, the target NG-RAN node shall consider that the request concerns a conditional handover and shall include the Conditional Handover Information Acknowledge IE in the HANDOVER REQUEST ACKNOWLEDGE message.
[bookmark: _Hlk25189334]If the Target NG-RAN node UE XnAP ID IE is contained in the Conditional Handover Information Request IE included in the HANDOVER REQUEST message, then the target NG-RAN node shall remove the existing prepared conditional HO identified by the Target NG-RAN node UE XnAP ID IE and the Target Cell Global ID IE. It is up to the implementation of the target NG-RAN node when to remove the HO information.
Upon reception of the HANDOVER REQUEST ACKNOWLEDGE message, the source NG-RAN node shall stop the timer TXnRELOCprep and terminate the Handover Preparation procedure. If the procedure was initiated for an immediate handover, the source NG-RAN node shall start the timer TXnRELOCoverall. The source NG-RAN node is then defined to have a Prepared Handover for that Xn UE-associated signalling.
For each E-RAB ID IE included in the QoS Flow To Be Setup List IE in the HANDOVER REQUEST message, the target NG-RAN node shall, if supported, store the content of the IE in the UE context and use it for subsequent inter-system handover.
If the Masked IMEISV IE is contained in the HANDOVER REQUEST message the target NG-RAN node shall, if supported, use it to determine the characteristics of the UE for subsequent handling.
[bookmark: _Hlk513290830]At reception of the HANDOVER REQUEST message the target NG-RAN node shall prepare the configuration of the AS security relation between the UE and the target NG-RAN node by using the information in the UE Security Capabilities IE and the AS Security Information IE in the UE Context Information IE, as specified in TS 33.501 [28].
[bookmark: _Hlk513291162]Upon reception of the PDU Session Resource Setup List IE, contained in the HANDOVER REQUEST message, the target NG-RAN node shall behave the same as specified in TS 38.413 [5] for the PDU Session Resource Setup procedure. The target NG-RAN node shall report in the HANDOVER REQUEST ACKNOWLEDGE message the successful establishment of the result for all the requested PDU session resources. When the target NG-RAN node reports the unsuccessful establishment of a PDU session resource, the cause value should be precise enough to enable the source NG-RAN node to know the reason for the unsuccessful establishment.
[bookmark: _Hlk521508401]For each PDU session if the PDU Session Aggregate Maximum Bit Rate IE is included in the PDU Session Resources To Be Setup List IE contained in the HANDOVER REQUEST message, the target NG-RAN node shall store the received PDU Session Aggregate Maximum Bit Rate in the UE context and use it when enforcing traffic policing for Non-GBR QoS flows for the concerned UE as specified in TS 23.501 [7].
For each QoS flow for which the source NG-RAN node proposes to perform forwarding of downlink data, the source NG-RAN node shall include the DL Forwarding IE set to "DL forwarding proposed" within the Data Forwarding and Offloading Info from source NG-RAN node IE in the PDU Session Resources To Be Setup List IE in the HANDOVER REQUEST message. The source NG-RAN node shall include the DL Forwarding IE set to "DL forwarding proposed" for all the QoS flows mapped to a DRB, if it requests a DAPS handover for that DRB.
For each PDU session for which the target NG-RAN node decides to admit the data forwarding for at least one QoS flow, the target NG-RAN node may include the PDU Session level DL data forwarding UP TNL Information IE within the Data Forwarding Info from target NG-RAN node IE in the PDU Session Resource Admitted Info IE contained in the PDU Session Resources Admitted List IE in the HANDOVER REQUEST ACKNOWLEDGE message.
For each QoS flow for which the source NG-RAN node has not yet received the SDAP end marker packet if QoS flow re-mapping happened before handover, the source NG-RAN node shall include the UL Forwarding Proposal IE within the Data Forwarding and Offloading Info from source NG-RAN node IE in the HANDOVER REQUEST message, and if the target NG-RAN node decides to admit uplink data forwarding for at least one QoS flow, the target NG-RAN node may include the PDU Session Level UL Data Forwarding UP TNL Information IE in the Data Forwarding Info from target NG-RAN node IE in the PDU Session Resources Admitted Item IE contained in the PDU Session Resources Admitted List IE in the HANDOVER REQUEST ACKNOWLEDGE message to indicate that it accepts the uplink data forwarding.
For each PDU session resource successfully setup at the target NG-RAN, the target NG-RAN node may allocate resources for additional Xn-U PDU session resource GTP-U tunnels, indicated in the Secondary Data Forwarding Info from target NG-RAN node List IE.
If the direct data forwarding path is available between the target NG-RAN node and the source S-NG-RAN node for a PDU session, the target M-NG-RAN node shall, if supported, include the Direct Forwarding Path Availability IE in the Data Forwarding Info from target NG-RAN node IE or in the Secondary Data Forwarding Info from target NG-RAN node IE corresponding to the target node of that PDU session in the HANDOVER REQUEST ACKNOWLEDGE message.
For each PDU session in the HANDOVER REQUEST message, if the Alternative QoS Parameters Set List IE is included in the GBR QoS Flow Information IE in the PDU Session Resources To Be Setup List IE, the target NG-RAN node may accept the setup of the involved QoS flow when notification control has been enabled if the requested QoS parameters set or at least one of the alternative QoS parameters sets can be fulfilled at the time of handover as specified in TS 23.501 [7]. In case the target NG-RAN node accepts the handover fulfilling one of the alternative QoS parameters it shall indicate the alternative QoS parameters set which it can currently fulfil in the Current QoS Parameters Set Index IE within the PDU Session Resources Admitted List IE of the HANDOVER REQUEST ACKNOWLEDGE message while setting the QoS parameters towards the UE according to the requested QoS parameters set as specified in TS 23.501 [7].
For each DRB for which the source NG-RAN node proposes to perform forwarding of downlink data, the source NG-RAN node shall include the DRB ID IE and the mapped QoS Flows List IE within the Source DRB to QoS Flow Mapping List IE contained in the PDU Session Resources To Be Setup List IE in the HANDOVER REQUEST message. The source NG-RAN node may include the QoS Flow Mapping Indication IE in the Source DRB to QoS Flow Mapping List IE to indicate that only the uplink or downlink QoS flow is mapped to the DRB. If the target NG-RAN node decides to use the same DRB configuration and to map the same QoS flows as the source NG-RAN node, the target NG-RAN node includes the DL Forwarding GTP Tunnel Endpoint IE within the Data Forwarding Response DRB List IE in the HANDOVER REQUEST ACKNOWLEDGE message to indicate that it accepts the proposed forwarding of downlink data for this DRB.
The target NG-RAN node may additionally include the Redundant DL Forwarding UP TNL Information IE if at least one of the QoS flow mapped to the DRB is eligible to the redundant transmission feature as indicated in the Redundant QoS Flow Indicator IE within the PDU Session Resource To Be Setup List IE received in the HANDOVER REQUEST message for the QoS flow.
If the HANDOVER REQUEST ACKNOWLEDGE message contains the UL Forwarding UP TNL Information IE for a given DRB in the Data Forwarding Response DRB List IE within Data Forwarding Info from target NG-RAN node IE in the PDU Session Resources Admitted List IE and the source NG-RAN node accepts the data forwarding proposed by the target NG-RAN node, the source NG-RAN node shall perform forwarding of uplink data for the DRB.
If the HANDOVER REQUEST includes PDU session resources for PDU sessions associated to S-NSSAIs not supported by target NG-RAN, the target NG-RAN node shall reject such PDU session resources. In this case, and if at least one PDU Session Resource To Be Setup Item IE is admitted, the target NG-RAN node shall send the HANDOVER REQUEST ACKNOWLEDGE message including the PDU Session Resources Not Admitted List IE listing corresponding PDU sessions rejected at the target NG-RAN.
If the Mobility Restriction List IE is
-	contained in the HANDOVER REQUEST message, the target NG-RAN node shall
-	store the information received in the Mobility Restriction List IE in the UE context;
-	use this information to determine a target for the UE during subsequent mobility action for which the NG-RAN node provides information about the target of the mobility action towards the UE, except when one of the PDU sessions has a particular ARP value (TS 23.501 [7]) in which case the information shall not apply;
-	use this information to select a proper SCG during dual connectivity operation.
-	use this information to select proper RNA(s) for the UE when moving the UE to RRC_INACTIVE.
-	not contained in the HANDOVER REQUEST message, the target NG-RAN node shall
-	consider that no roaming and no access restriction apply to the UE except for the PNI-NPN mobility as described in TS 23.501 [7].
The target NG-RAN node shall consider that roaming or access to CAG cells is only allowed if the Allowed PNI-NPN ID List IE is contained in the HANDOVER REQUEST message, as described in TS 23.501 [7].
If the Trace Activation IE is included in the HANDOVER REQUEST message the target NG-RAN node shall, if supported, initiate the requested trace function as specified in TS 32.422 [23].
If the Index to RAT/Frequency Selection Priority IE is contained in the HANDOVER REQUEST message, the target NG-RAN node shall store this information and use it as defined in TS 23.501 [7].
If the UE Context Reference at the S-NG-RAN IE is contained in the HANDOVER REQUEST message the target NG-RAN node may use it as specified in TS 37.340 [8]. In this case, the source NG-RAN node may expect the target NG-RAN node to include the UE Context Kept Indicator IE set to "True" in the HANDOVER REQUEST ACKNOWLEDGE message, which shall use this information as specified in TS 37.340 [8].
For each PDU session, if the Network Instance IE is included in the PDU Session Resource To Be Setup List IE and the Common Network Instance IE is not present, the target NG-RAN node shall, if supported, use it when selecting transport network resource as specified in TS 23.501 [7].
Redundant transmission:
-	For each PDU session, if the Redundant UL NG-U UP TNL Information at UPF IE is included in the PDU Session Resource To Be Setup List IE, the target NG-RAN node shall, if supported, use it as the uplink termination point for the user plane data for the redundant transmission for the concerned PDU session.
-	For each PDU session, if the Additional Redundant UL NG-U UP TNL Information at UPF List IE is included in the PDU Session Resource To Be Setup List IE, the target NG-RAN node shall, if supported, use them as the uplink termination points for the user plane data for the redundant transmission for the concerned PDU session.
-	For each PDU session, if the Redundant Common Network Instance IE is included in the PDU Session Resource To Be Setup List IE, the target NG-RAN node shall, if supported, use it when selecting transport network resource for the redundant transmission as specified in TS 23.501 [7].
-	For each PDU session, if the Redundant PDU Session Information IE is included in the PDU Session Resource To Be Setup List IE contained in the HANDOVER REQUEST message, the target NG-RAN node shall, if supported, store the received information in the UE context and set up the redundant user plane for the concerned PDU session, as specified in TS 23.501 [7]. If the PDU Session Pair ID IE is included in the Redundant PDU Session Information IE, the target NG-RAN node may store and use it to identify the paired PDU sessions.
If the TSC Traffic Characteristics IE is included in the QoS Flows To Be Setup List in the PDU Session Resource To Be Setup List IE, the target NG-RAN node shall, if supported, use it as specified in TS 23.501 [7].
For each PDU session, if the Common Network Instance IE is included in the PDU Session Resource To Be Setup List IE or in the Additional UL NG-U UP TNL Information at UPF List IE, or in the Additional Redundant UL NG-U UP TNL Information at UPF List IE, the target NG-RAN node shall, if supported, use it when selecting transport network resource for the concerned NG-U transport bearer as specified in TS 23.501 [7].
[bookmark: OLE_LINK148][bookmark: OLE_LINK149][bookmark: OLE_LINK150][bookmark: OLE_LINK151][bookmark: OLE_LINK152][bookmark: _Hlk509588533]For each PDU session for which the Security Indication IE is included in the PDU Session Resource To Be Setup List IE and the Integrity Protection Indication IE or Confidentiality Protection Indication IE is set to "required", the target NG-RAN node shall perform user plane integrity protection or ciphering, respectively. If the NG-RAN node is not able to perform the user plane integrity protection or ciphering, it shall reject the setup of the PDU Session Resources with an appropriate cause value.
If the NG-RAN node is an ng-eNB, it shall behave as specified in TS 33.501 [28].
For each PDU session for which the Security Indication IE is included in the PDU Session Resource To Be Setup List IE and the Integrity Protection Indication IE or the Confidentiality Protection Indication IE is set to "preferred", the target NG-RAN node should, if supported, perform user plane integrity protection or ciphering, respectively and shall notify the SMF whether it succeeded the user plane integrity protection or ciphering or not for the concerned security policy.
[bookmark: _Hlk527985448][bookmark: _Hlk528050941][bookmark: _Hlk521361544][bookmark: _Hlk528069290][bookmark: _Hlk522727533][bookmark: _Hlk522727582]For each PDU session for which the Maximum Integrity Protected Data Rate IE is included in the Security Indication IE in the PDU Session Resources To Be Setup List IE, the NG-RAN node shall store the respective information and, if integrity protection is to be performed for the PDU session, it shall enforce the traffic corresponding to the received Maximum Integrity Protected Data Rate IE, for the concerned PDU session and concerned UE, as specified in TS 23.501 [7].
For each PDU session for which the Security Indication IE is included in the PDU Session Resource To Be Setup List IE and the Integrity Protection Indication IE or Confidentiality Protection Indication IE is set to "not needed", the target NG-RAN node shall not perform user plane integrity protection or ciphering, respectively, for the concerned PDU session.
For each PDU session, if the Additional UL NG-U UP TNL Information List IE is included in the PDU Session Resources To Be Setup List IE contained in the HANDOVER REQUEST message, the target NG-RAN node may forward the UP transport layer information to the target S-NG-RAN node as the uplink termination point for the user plane data for this PDU session split in different tunnel.
If the Location Reporting Information IE is included in the HANDOVER REQUEST message, then the target NG-RAN node should initiate the requested location reporting functionality as defined in TS 38.413 [5].
Upon reception of UE History Information IE in the HANDOVER REQUEST message, the target NG-RAN node shall collect the information defined as mandatory in the UE History Information IE and shall, if supported, collect the information defined as optional in the UE History Information IE, for as long as the UE stays in one of its cells, and store the collected information to be used for future handover preparations.
[bookmark: _Hlk43278967]If the Trace Activation IE is included in the HANDOVER REQUEST message which includes
-	the MDT Activation IE set to "Immediate MDT and Trace", then the target NG-RAN node shall if supported, initiate the requested trace session and MDT session as described in TS 32.422 [23].
-	the MDT Activation IE set to "Immediate MDT Only" or "Logged MDT only", the target NG-RAN node shall, if supported, initiate the requested MDT session as described in TS 32.422 [23] and the target NG-RAN node shall ignore the Interfaces To Trace IE, and the Trace Depth IE.
-	the MDT Location Information IE, within the MDT Configuration IE, the target NG-RAN node shall, if supported, store this information and take it into account in the requested MDT session.
-	the MDT Activation IE set to "Immediate MDT Only" or "Logged MDT only", and if the Signalling based MDT PLMN List IE is included in the MDT Configuration IE, the target NG-RAN node may use it to propagate the MDT Configuration as described in TS 37.320 [43].
-	the Bluetooth Measurement Configuration IE, within the MDT Configuration IE, the target NG-RAN node shall, if supported, take it into account for MDT Configuration as described in TS 37.320 [43].
-	the WLAN Measurement Configuration IE, within the MDT Configuration IE, the target NG-RAN node shall, if supported, take it into account for MDT Configuration as described in TS 37.320 [43].
-	the Sensor Measurement Configuration IE, within the MDT Configuration IE, the target NG-RAN node shall take it into account for MDT Configuration as described in TS 37.320 [43].
-	the MDT Configuration IE and if the target NG-RAN node is a gNB receiving a MDT Configuration-EUTRA IE, or the target NG-RAN node is a ng-eNB receiving a MDT Configuration-NR IE, the target NG-RAN node shall store it as part of the UE context, and use it as described in TS 37.320 [43].
If the Area Scope IE is not present in the MDT Configuration IE, the target NG-RAN node shall consider that the MDT Configuration is applied to all PLMNs indicated in the MDT PLMN List, as described in TS 32.422 [23].
If the Management Based MDT PLMN List IE is contained in the HANDOVER REQUEST message, the target NG-RAN node shall, if supported, store the received information in the UE context, and use this information to allow subsequent selection of the UE for management based MDT defined in TS 32.422 [23].
If the HANDOVER REQUEST message includes the Management Based MDT PLMN List IE, the target NG-RAN node shall, if supported, store it in the UE context, and take it into account if it includes information regarding the PLMN serving the UE in the target NG-RAN node.
If the Mobility Information IE is provided in the HANDOVER REQUEST message, the target NG-RAN node shall, if supported, store this information. The target NG-RAN shall, if supported, store the C-RNTI assigned at the source cell as received in the HANDOVER REQUEST message.
Upon reception of the UE History Information from the UE IE in the HANDOVER REQUEST message, the target NG-RAN node shall, if supported, store the collected information and use it for future handover preparations.
For each QoS flow which has been successfully established in the target NG-RAN node, if the QoS Monitoring Request IE was included in the QoS Flow Level QoS Parameters IE contained in the HANDOVER REQUEST message, the target NG-RAN node shall store this information, and shall, if supported, perform delay measurement and QoS monitoring, as specified in TS 23.501 [7]. If the QoS Monitoring Reporting Frequency IE was included in the QoS Flow Level QoS Parameters IE contained in the HANDOVER REQUEST message, the target NG-RAN node shall store this information, and shall, if supported, use it for RAN part delay reporting. For each QoS Flow, if the PDU Set QoS Parameters IE is included in the QoS Flow Level QoS Parameters IE in the PDU Session Resources To Be Setup List IE, the target NG-RAN node shall, if supported, use it as specified in TS 23.501 [7].
If the HANDOVER REQUEST message includes the PDU Set QoS Parameters IE, the target NG-RAN node shall, if supported, report in the HANDOVER REQUEST ACKNOWLEDGE message the PDU Set based Handling Indicator IE.
For each QoS flow which has been successfully established in the target NG-RAN node, if the ECN Marking or Congestion Information Reporting Request IE is included in the PDU Session Resources To Be Setup List IE contained in the HANDOVER REQUEST message, the target NG-RAN node shall, if supported, use it accordingly for the specific QoS flow.
For a QoS flow established with PDU Set QoS parameters, if the PDU Set based Handling Indicator IE set to "supported" is included in the HANDOVER REQUEST ACKNOWLEDGE message, the source NG-RAN node shall, if supported, include the PDU Set information and the indication of End of Data Burst in the data to be forwarded. Otherwise, the source NG-RAN node may not include the PDU Set information and the indication of End of Data Burst in the data to be forwarded.
If the 5GC Mobility Restriction List Container IE is included in the HANDOVER REQUEST message, the target NG-RAN node shall, if supported, store this information in the UE context and use it as specified in TS 38.300 [9].
V2X:
-	If the NR V2X Services Authorized IE is included in the HANDOVER REQUEST message and it contains one or more IEs set to "authorized", the target NG-RAN node shall, if supported, consider that the UE is authorized for the relevant service(s).
-	If the LTE V2X Services Authorized IE is included in the HANDOVER REQUEST message and it contains one or more IEs set to "authorized", the target NG-RAN node shall, if supported, consider that the UE is authorized for the relevant service(s).
-	If the NR UE Sidelink Aggregate Maximum Bit Rate IE is included in the HANDOVER REQUEST message, the target NG-RAN node shall, if supported, use the received value for the concerned UE’s sidelink communication in network scheduled mode for NR V2X services.
-	If the LTE UE Sidelink Aggregate Maximum Bit Rate IE is included in the HANDOVER REQUEST message, the target NG-RAN node shall, if supported, use the received value for the concerned UE’s sidelink communication in network scheduled mode for LTE V2X services.
A2X:
-	If the NR A2X Services Authorized IE is included in the HANDOVER REQUEST message and it contains one or more IEs set to "authorized", the target NG-RAN node shall, if supported, consider that the UE is authorized for the relevant service(s).
-	If the LTE A2X Services Authorized IE is included in the HANDOVER REQUEST message and it contains one or more IEs set to "authorized", the target NG-RAN node shall, if supported, consider that the UE is authorized for the relevant service(s).
-	If the NR A2X UE PC5 Aggregate Maximum Bit Rate IE is included in the HANDOVER REQUEST message, the target NG-RAN node shall, if supported, use the received value for the concerned UE’s sidelink communication in network scheduled mode for NR A2X services.
-	If the LTE A2X UE PC5 Aggregate Maximum Bit Rate IE is included in the HANDOVER REQUEST message, the target NG-RAN node shall, if supported, use the received value for the concerned UE’s sidelink communication in network scheduled mode for LTE A2X services.
-	If the A2X PC5 QoS Parameters IE is included in the HANDOVER REQUEST message, the target NG-RAN node shall, if supported, use it as defined in TS 23.256 [56].
5G ProSe:
-	If the 5G ProSe Authorized IE is included in the HANDOVER REQUEST message and it contains one or more IEs set to "authorized", the target NG-RAN node shall, if supported, consider that the UE is authorized for the relevant service(s).
-	If the 5G ProSe UE PC5 Aggregate Maximum Bit Rate IE is included in the HANDOVER REQUEST message, the target NG-RAN node shall, if supported, use the received value for the concerned UE’s sidelink communication in network scheduled mode for 5G ProSe services.
-	If the 5G ProSe PC5 QoS Parameters IE is included in the HANDOVER REQUEST message, the target NG-RAN node shall, if supported, use it as defined in TS 23.304 [48].
If the PC5 QoS Parameters IE is included in the HANDOVER REQUEST message, the target NG-RAN node shall, if supported, use it as defined in TS 23.287 [38].
If the Aerial UE Subscription Information IE is included in the HANDOVER REQUEST message, the target NG-RAN node shall, if supported, store this information in the UE context and use it as defined in TS 38.300 [9].
If the Candidate Relay UE Info List IE is included in the HANDOVER REQUEST message, the target NG-RAN node shall, if supported, use it to configure the path switch to indirect path as specified in TS 38.300 [9].
If the DAPS Request Information IE is included for a given DRB in the HANDOVER REQUEST message, the target NG-RAN node shall consider that the request concerns a DAPS handover for that DRB, as described in TS 38.300 [9]. Accordingly, the target NG-RAN node shall include the DAPS Response Information IE in the HANDOVER REQUEST ACKNOWLEDGE message.
If the Maximum Number of CHO Preparations IE is included in the Conditional Handover Information Acknowledge IE contained in the HANDOVER REQUEST ACKNOWLEDGE message, then the source NG-RAN node should not prepare more candidate target cells for a CHO for the same UE towards the target NG-RAN node than the number indicated in the IE.
[bookmark: _Hlk36823579]If the Estimated Arrival Probability IE is contained in the Conditional Handover Information Request IE included in the HANDOVER REQUEST message, then the target NG-RAN node may use the information to allocate necessary resources for the incoming CHO.
If the Conditional Handover Time Based Information IE is contained in the Conditional Handover Information Request IE included in the HANDOVER REQUEST message, then the target NG-RAN node may use this information to allocate necessary resources for the incoming CHO.
If the Maximum Number of Conditional Reconfigurations to Prepare IE is contained in the Conditional Handover Information Request IE included in the HANDOVER REQUEST message, then the target NG-RAN node may use the information to prepare for CHO with candidate PSCell(s) configuration and may include the CHO-CPAC Information IE within the Conditional Handover Information Acknowledge IE in the HANDOVER REQUEST ACKNOWLEDGE message. The target NG-RAN node may also provide a CHO-only configuration, which is counted as one toward the maximum number indicated by the Maximum Number of Conditional Reconfigurations to Prepare IE.
If the IAB Node Indication IE is contained in the HANDOVER REQUEST message, the target NG-RAN node shall, if supported, consider that the handover is for an IAB node. In addition:
[bookmark: _Hlk98791575]-	If the No PDU Session Indication IE is contained in the HANDOVER REQUEST message, the target NG-RAN node shall, if supported, consider the UE as an IAB-node which does not have any PDU sessions activated, and ignore the PDU Session Resources To Be Setup List IE, and shall not take any action with respect to PDU session setup. Subsequently, the source NG-RAN node shall, if supported, ignore the PDU Session Resources Admitted To Be Added List IE in the HANDOVER REQUEST ACKNOWLEDGE message.
[bookmark: OLE_LINK5]If the UE Radio Capability ID IE is contained in the HANDOVER REQUEST message, the target NG-RAN node shall, if supported, store this information in the UE context and use it as defined in TS 23.501 [7] and TS 23.502 [13].
[bookmark: _Hlk85621190]If for a given QoS Flow the Source DL Forwarding IP Address IE is included within the Data Forwarding and Offloading Info from source NG-RAN node IE in the PDU Session Resources To Be Setup List IE contained in the HANDOVER REQUEST message, the target NG-RAN node shall, if supported, store this information and use it as part of its ACL functionality configuration actions, if such ACL functionality is deployed.
If the MBS Session Information List IE is contained in the HANDOVER REQUEST message, the target NG-RAN node shall, if supported, establish an NG-RAN MBS session resources context as specified in TS 23.247 [46] and TS 38.300 [9], if applicable.
If the HANDOVER REQUEST message includes the MBS Area Session ID IE, the target NG-RAN, if supported, shall use this information as an indication from which MBS Area Session ID the UE is handed over. For each MBS session for which the Active MBS Session Information IE is included in the MBS Session Information Item List IE, the target NG-RAN shall, if supported, use this information to setup respective MBS session resources. The target NG-RAN node shall, if supported, consider that the MBS sessions for which the Active MBS Session Information IE is not included are inactive.
If the HANDOVER REQUEST ACKNOWLEDGE message contains in the MBS Session Information Response List IE the MBS Data Forwarding Response Info IE that the source NG-RAN node shall use the information for forwarding MBS traffic to the target NG-RAN node.
If the MBS Session Associated Information List IE is included in the PDU Session Resources To Be Setup List IE in the HANDOVER REQUEST message, the target NG-RAN node shall, if supported, use the information contained in the Associated QoS Flows Information List IE as specified in TS 23.247 [46].
For each MRB indicated in the MBS Mapping and Data Forwarding Request Info from source NG-RAN node IE, the target NG-RAN node shall use the MRB ID IE and, if included, the MRB Progress Information IE which includes the highest PDCP SN of the packet which has already been delivered to the UE for the MRB, to decide whether to apply data forwarding for that MRB and to establish respective resources.
The source NG-RAN shall, for each MRB in the MBS Data Forwarding Response Info from target NG-RAN node IE in the HANDOVER REQUEST ACKNOWLEDGE message, start data forwarding to the indicated DL Forwarding UP TNL Information. If the MRB Progress Information IE is included the source NG-RAN node may use the information to determine when to stop data forwarding.
If the Time Synchronisation Assistance Information IE is contained in the HANDOVER REQUEST message, the target NG-RAN node shall, if supported, store this information in the UE context and use it as defined in TS 23.501 [7].
If the QMC Configuration Information IE is contained in the HANDOVER REQUEST message, the target NG-RAN node shall, if supported, take it into account for QoE measurements handling, as described in TS 38.300 [9].
If the SN-related QMC Information at MN IE is contained in the HANDOVER REQUEST message, the target NG-RAN node shall, if supported, use it for QoE measurements handling, as specified in TS 38.300 [9].
If the Source SN to Target SN QMC Information IE is contained in the HANDOVER REQUEST message, the target NG-RAN node shall, if supported, use it for QoE measurements handling, as specified in TS 38.300 [9].
If the UE Slice-Maximum Bit Rate List IE is contained in HANDOVER REQUEST message, the target NG-RAN node shall, if supported, store the received UE Slice Maximum Bit Rate List in the UE context, and use the received UE Slice Maximum Bit Rate value for each S-NSSAI for the concerned UE as specified in TS 23.501 [7].
If the Cell Based UE Trajectory Prediction IE is contained in the HANDOVER REQUEST message, the target NG-RAN node shall, if supported, consider the content of this list as the predicted cells for UE trajectory by the source NG-RAN node, and may use it for e.g. mobility decisions.
[bookmark: OLE_LINK95]If the PNI-NPN Area Scope of MDT IE is included in the MDT Configuration-NR IE included in the HANDOVER REQUEST message, the target NG-RAN node shall, if supported, use it to derive the MDT area scope for MDT measurement collection in PNI-NPN. Upon reception of the PNI-NPN Area Scope of MDT IE, the target NG-RAN node shall consider that the area scope for MDT measurement collection of PNI-NPN areas is defined only by the areas included in the PNI-NPN Area Scope of MDT IE.
If the RRC Config Indication IE is contained in the HANDOVER REQUEST ACKNOWLEDGE message, the source NG-RAN node shall, if supported, consider that the target NG-RAN node applied a full configuration or delta configuration, e.g., as part of conditional handover procedure involving dual connectivity operation.
If the Mobile IAB Authorization Status IE is included in the HANDOVER REQUEST message, the target NG-RAN node shall, if supported, store the received Mobile IAB authorization status information in the UE context and consider that the handover is for a mobile IAB node. If the Mobile IAB Authorization Status IE is set to "not authorized" for a mobile IAB-MT, the target NG-RAN node shall, if supported, refrain from establishing backhaul resources for this mobile IAB-node.
Interaction with SN Status Transfer procedure:
If the UE Context Kept Indicator IE set to "True" and the DRBs transferred to MN IE are included in the HANDOVER REQUEST ACKNOWLEDGE message, the source NG-RAN node shall, if supported, include the uplink/downlink PDCP SN and HFN status received from the S-NG-RAN node in the SN Status Transfer procedure towards the target NG-RAN node, as specified in TS 37.340 [8].
Interaction with the Data Collection Reporting and the Data Collection Reporting Initiation procedures:
If the Data Collection ID IE is contained in the HANDOVER REQUEST message, the target NG-RAN node shall, if supported, report to the source NG-RAN node after the completion of handover procedure, via the Data Collection Reporting procedure, the requested information configured via the previous Data Collection Reporting Initiation procedure corresponding to the NG-RAN node1 Measurement ID and the NG-RAN node2 Measurement ID IEs.
---------------------------------------------------2nd Change -----------------------------------------------
[bookmark: _Toc20955073][bookmark: _Toc29991260][bookmark: _Toc36555660][bookmark: _Toc44497323][bookmark: _Toc45107711][bookmark: _Toc45901331][bookmark: _Toc51850410][bookmark: _Toc56693413][bookmark: _Toc64446956][bookmark: _Toc66286450][bookmark: _Toc74151145][bookmark: _Toc88653617][bookmark: _Toc97903973][bookmark: _Toc98867986][bookmark: _Toc105174270][bookmark: _Toc106109107][bookmark: _Toc113824928][bookmark: _Toc146227527]8.2.6	XN-U Address Indication
[bookmark: _CR8_2_6_1][bookmark: _Toc20955074][bookmark: _Toc29991261][bookmark: _Toc36555661][bookmark: _Toc44497324][bookmark: _Toc45107712][bookmark: _Toc45901332][bookmark: _Toc51850411][bookmark: _Toc56693414][bookmark: _Toc64446957][bookmark: _Toc66286451][bookmark: _Toc74151146][bookmark: _Toc88653618][bookmark: _Toc97903974][bookmark: _Toc98867987][bookmark: _Toc105174271][bookmark: _Toc106109108][bookmark: _Toc113824929][bookmark: _Toc146227528]8.2.6.1	General
For the retrieval of a UE context, the Xn-U Address Indication procedure is used to provide forwarding addresses from the new NG-RAN node to the old NG-RAN node for all PDU session resources successfully established at the new NG-RAN node for which forwarding was requested, and/or all MBS session resources successfully established at the new NG-RAN node for which forwarding was requested.
For MR-DC with 5GC, the Xn-U Address Indication procedure is used to provide data forwarding related information, and Xn-U bearer address information for completion of setup of SN terminated bearers from the M-NG-RAN node to the S-NG-RAN node as specified in TS 37.340 [8].
The procedure uses UE-associated signalling.
[bookmark: _CR8_2_6_2]8.2.6.2	Successful Operation


Figure 8.2.6.2-1: Xn-U Address Indication, successful operation for UE context retrieval


Figure 8.2.6.2-2: Xn-U Address Indication, successful operation for MR-DC with 5GC
UE Context Retrieval
The Xn-U Address Indication procedure is initiated by the new NG-RAN node. Sending the XN-U ADDRESS INDICATION message, the new NG-RAN node informs the old NG-RAN node of successfully established PDU Session Resource contexts, or MBS session resource contexts, or both, to which user data pending at the old NG-RAN node can be forwarded.
The new NG-RAN node may include Secondary Data Forwarding Info from target NG-RAN node List IE for an additional Xn-U tunnel for data forwarding.
Upon reception of the XN-U ADDRESS INDICATION message, the old NG-RAN node should forward pending user data to the indicated TNL addresses.
If the XN-U ADDRESS INDICATION message includes the MBS Data Forwarding Indicator IE set to "MBS-only", the old NG-RAN node shall, if supported, consider that the XN-U ADDRESS INDICATION message only concerns data forwarding of the indicated MBS sessions.
If the XN-U ADDRESS INDICATION message includes the MBS Session Information Response List IE, the old NG-RAN node shall, if supported, use the information for forwarding MBS traffic to the new NG-RAN node.
Interaction with Retrieve UE Context procedure
If the RETRIEVE UE CONTEXT RESPONSE message incudes the PDU Set QoS Parameters IE, the new NG-RAN node shall, if supported, report in the XN-U ADDRESS INDICATION message the PDU Set based Handling Indicator IE.
For a QoS flow established with PDU Set QoS parameters, if the PDU Set based Handling Indicator IE set to "supported" is included in the XN-U ADDRESS INDICATION message, the old NG-RAN node shall, if supported, include the PDU Set information and indication of End of Data Burst in the data to be forwarded. Otherwise, the old NG-RAN node may not include the PDU Set information and indication of End of Data Burst in the data to be forwarded.
MR-DC with 5GC
The Xn-U Address Indication procedure is initiated by the M-NG-RAN node.
Upon reception of the XN-U ADDRESS INDICATION message, in case of data forwarding, the S-NG-RAN node should forward pending DL user data to the indicated TNL addresses; in case Data Forwarding Info from target E-UTRAN node IE is received, the S-NG-RAN node should perform inter-system direct data forwarding to the indicated TNL addresses as specified in TS38.300 [9]; in case of completion of Xn-U bearer establishment for SN terminated bearers, the S-NG-RAN node may start delivery of user data to the indicated TNL address, and shall, if supported, use the received QoS Mapping Information IE within the DRBs to Be Setup List IE in the PDU Session Resource Setup Complete Info – SN terminated IE to set DSCP and/or IPv6 flow label fields for the delivery of user data to the indicated TNL address.
If the XN-U ADDRESS INDICATION message includes the DRB IDs taken into use IE, the S-NG-RAN node shall, if applicable, act as specified in TS 37.340 [8].
[bookmark: _Hlk131183345]If the XN-U ADDRESS INDICATION message includes the CHO MR-DC Indicator IE, the S-NG-RAN node shall, if supported, consider that the XN-U ADDRESS INDICATION message concerns a Conditional Handover, and act as specified in TS 37.340 [8].
If the XN-U ADDRESS INDICATION message includes the CHO MR-DC Early Data Forwarding Indicator IE set to "stop", the S-NG-RAN node shall, if supported and if already initiated, stop early data forwarding for the provided Data Forwarding Address information.
If the XN-U ADDRESS INDICATION message includes the CPC Data Forwarding indicator IE set to "triggered", the S-NG-RAN node shall, if supported, consider that the XN-U ADDRESS INDICATION message concerns a Conditional PSCell Change, and act as specified in TS 37.340 [8]. If the CPC Data Forwarding Indicator IE is present and value set to "“early data transmission stop", the S-NG-RAN node shall, if supported and if already initiated, stop early data forwarding for the provided Data Forwarding Address information.
Interaction with the S-NG-RAN node initiated S-NG-RAN node Modification procedure:
If the CHO MR-DC Indicator IE or the CPC Data Forwarding indicator IE is set to "coordination-only" in the XN-U ADDRESS INDICATION message and if any SCG reconfiguration is executed, the S-NG-RAN node shall, if supported, trigger the S-NG-RAN node initiated S-NG-RAN node Modification procedure to inform the M-NG-RAN node as specified in TS 37.340 [8].
---------------------------------------------------3rd Change -----------------------------------------------
[bookmark: _Toc20955190][bookmark: _Toc29991385][bookmark: _Toc36555785][bookmark: _Toc44497492][bookmark: _Toc45107880][bookmark: _Toc45901500][bookmark: _Toc51850579][bookmark: _Toc56693582][bookmark: _Toc64447125][bookmark: _Toc66286619][bookmark: _Toc74151314][bookmark: _Toc88653786][bookmark: _Toc97904142][bookmark: _Toc98868207][bookmark: _Toc105174491][bookmark: _Toc106109328][bookmark: _Toc113825149][bookmark: _Toc146227748]9.1.1.11	XN-U ADDRESS INDICATION
This message is either sent by the new NG-RAN node to transfer data forwarding information to the old NG-RAN node, or by the M-NG-RAN node to provide either data forwarding or Xn-U bearer address related information for SN terminated bearers to the S-NG-RAN node.
Direction: new NG-RAN node  old NG-RAN node, M-NG-RAN node  S-NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	New NG-RAN node UE XnAP ID reference
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the new NG-RAN node
	YES
	ignore

	Old NG-RAN node UE XnAP ID reference
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the old NG-RAN node
	YES
	ignore

	Xn-U Address Information per PDU Session Resources List
	
	1
	
	This IE is ignored if the CHO DC Indicator IE is included and set to "coordination-only", or if the CPC Data Forwarding indicator IE is included and set to "coordination-only", or if the MBS Data Forwarding Indicator IE is included and set to "MBS-only".
	YES
	reject

	>Xn-U Address Information per PDU Session Resources Item
	
	1..<maxnoofPDUSessions>
	
	
	–
	

	>>PDU Session ID 
	M
	
	9.2.3.18
	
	–
	

	>>Data Forwarding Info from target NG-RAN node
	O
	
	Data Forwarding Info from target NG-RAN node
9.2.1.16
	
	–
	

	>>Secondary Data Forwarding Info from target NG-RAN node List
	O
	
	9.2.1.31
	This IE would be present only when the target M-NG-RAN node decide to split a PDU session between MN and SN
	YES
	ignore

	>>PDU Session Resource Setup Complete Info – SN terminated
	O
	
	9.2.1.30
	
	–
	

	>>DRB IDs taken into use
	O
	
	DRB List 9.2.1.29
	Indicating the DRB IDs taken into use by the target NG-RAN node, as specified in TS 37.340 [8].
	YES
	reject

	>>Data Forwarding Info from target E-UTRAN node
	O
	
	9.2.1.35
	
	YES
	ignore

	CHO MR-DC Indicator
	O
	
	ENUMERATED (true, ..., coordination-only)
	Indicating that the XN-U ADDRESS INDICATION message is for Conditional Handover, as specified in TS 37.340 [8].
	YES
	reject

	CHO MR-DC Early Data Forwarding Indicator
	O
	
	ENUMERATED (stop, ...)
	
	YES
	ignore

	CPC Data Forwarding indicator
	O
	
	ENUMERATED (triggered, early data transmission stop, ..., coordination-only)
	Indicating that the XN-U ADDRESS INDICATION message is for a Conditional PSCell Change.
	YES
	reject

	MBS Data Forwarding Indicator
	O
	
	ENUMERATED (MBS-only, ...)
	Indicating that the XN-U ADDRESS INDICATION message is for MBS session data forwarding.
	YES
	ignore

	MBS Session Information Response List
	O
	
	9.2.1.38
	
	YES
	ignore

	PDU Set based Handling Indicator
	O
	
	9.2.3.206
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofPDUSsessions
	Maximum no. of PDU sessions. Value is 256



---------------------------------------------------4th Change -----------------------------------------------
The ASN.1 part will be added after the proposal is agreed.
Annex B
The Annex B provides Text Proposal to TS 38.473 for Proposal 3&4.
--------------------------------------------------- 1st Change -----------------------------------------------
[bookmark: _Toc20955773][bookmark: _Toc29892867][bookmark: _Toc36556804][bookmark: _Toc45832190][bookmark: _Toc51763370][bookmark: _Toc64448533][bookmark: _Toc66289192][bookmark: _Toc74154305][bookmark: _Toc81383049][bookmark: _Toc88657682][bookmark: _Toc97910594][bookmark: _Toc99038233][bookmark: _Toc99730494][bookmark: _Toc105510613][bookmark: _Toc105927145][bookmark: _Toc106109685][bookmark: _Toc113835122][bookmark: _Toc120123965][bookmark: _Toc146226232]8.3.1	UE Context Setup 
[bookmark: _CR8_3_1_1][bookmark: _Toc20955774][bookmark: _Toc29892868][bookmark: _Toc36556805][bookmark: _Toc45832191][bookmark: _Toc51763371][bookmark: _Toc64448534][bookmark: _Toc66289193][bookmark: _Toc74154306][bookmark: _Toc81383050][bookmark: _Toc88657683][bookmark: _Toc97910595][bookmark: _Toc99038234][bookmark: _Toc99730495][bookmark: _Toc105510614][bookmark: _Toc105927146][bookmark: _Toc106109686][bookmark: _Toc113835123][bookmark: _Toc120123966][bookmark: _Toc146226233]8.3.1.1	General
The purpose of the UE Context Setup procedure is to establish the UE Context including, among others, SRB,DRB, BH RLC channel, Uu Relay RLC channel, PC5 Relay RLC channel, and SL DRB configuration. The procedure uses UE-associated signalling.
[bookmark: _CR8_3_1_2][bookmark: _Toc20955775][bookmark: _Toc29892869][bookmark: _Toc36556806][bookmark: _Toc45832192][bookmark: _Toc51763372][bookmark: _Toc64448535][bookmark: _Toc66289194][bookmark: _Toc74154307][bookmark: _Toc81383051][bookmark: _Toc88657684][bookmark: _Toc97910596][bookmark: _Toc99038235][bookmark: _Toc99730496][bookmark: _Toc105510615][bookmark: _Toc105927147][bookmark: _Toc106109687][bookmark: _Toc113835124][bookmark: _Toc120123967][bookmark: _Toc146226234]8.3.1.2	Successful Operation
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[bookmark: _Hlk44097902]Figure 8.3.1.2-1: UE Context Setup Request procedure: Successful Operation
The gNB-CU initiates the procedure by sending UE CONTEXT SETUP REQUEST message to the gNB-DU. If the gNB-DU succeeds to establish the UE context, it replies to the gNB-CU with UE CONTEXT SETUP RESPONSE. If no UE-associated logical F1-connection exists, the UE-associated logical F1-connection shall be established as part of the procedure. Except for RACH based SDT and UE configured with BWP specific ServingCellMO, the gNB-CU shall perform RRC Reconfiguration or RRC connection resume to send UE to the RRC_CONNECTED state as described in TS 38.331 [8], and in this case, the CellGroupConfig IE shall transparently be signaled to the UE as specified in TS 38.331 [8]. In the cases of RACH based SDT procedure and UE configured with BWP specific ServingCellMO, the CellGroupConfig IE shall be ignored by the gNB-CU.
If the UE-CapabilityRAT-ContainerList IE is included in the UE CONTEXT SETUP REQUEST, the gNB-DU shall take this information into account for UE specific configurations.
If the servingCellMO IE is included in the UE CONTEXT SETUP REQUEST message, the gNB-DU shall configure servingCellMO for the indicated SpCell accordingly.
If the servingCellMO List IE is included in the UE CONTEXT SETUP REQUEST message, the gNB-DU shall, if supported, select servingCellMO after determining the list of BWPs for the UE and include the list of servingCellMOs that have been encoded in CellGroupConfig IE as ServingCellMO-encoded-in-CGC List IE in the UE CONTEXT SETUP RESPONSE message.
If the Configured BWP List IE is included in the UE CONTEXT SETUP RESPONSE message, the gNB-CU shall, if supported, take it into account when requesting the gNB-DU for generating preconfigured measurement GAP for the indicated BWPs.
If the SpCell UL Configured IE is included in the UE CONTEXT SETUP REQUEST message, the gNB-DU shall configure UL for the indicated SpCell accordingly.
If the SCell To Be Setup List IE is included in the UE CONTEXT SETUP REQUEST message, the gNB-DU shall consider it as a list of candidate SCells to be set up. If the SCell UL Configured IE is included in the UE CONTEXT SETUP REQUEST message, the gNB-DU shall configure UL for the indicated SCell accordingly. If the servingCellMO IE is included in the UE CONTEXT SETUP REQUEST message, the gNB-DU shall configure servingCellMO for the indicated SCell accordingly.
If the DRX Cycle IE is contained in the UE CONTEXT SETUP REQUEST message, the gNB-DU shall use the provided value from the gNB-CU.
If the UL Configuration IE in DRB to Be Setup Item IE is contained in the UE CONTEXT SETUP REQUEST message, the gNB-DU shall take it into account for UL scheduling.
If the SRB To Be Setup List IE is contained in the UE CONTEXT SETUP REQUEST message, the gNB-DU shall act as specified in TS 38.401 [4]. If Duplication Indication IE is contained in the SRB To Be Setup List IE, the gNB-DU shall, if supported, setup two RLC entities for the indicated SRB. If the Additional Duplication Indication IE is contained in the SRB To Be Setup List IE, the gNB-DU shall, if supported, setup the indicated RLC entities for the indicated SRB. If the SDT RLC Bearer Configuration IE is contained in the SRB To Be Setup List IE, the gNB-DU shall, if supported, use it for packet transmission belonging to the SDT SRB indicated by the SRB ID IE. If the SRB Mapping Info IE is contained in the SRB To Be Setup List IE, the gNB-DU shall, if supported, store the mapping information indicated in the SRB Mapping Info IE for the SRB identified by the SRB ID IE and the Uu Relay RLC channel identified by the SRB Mapping Info IE. The gNB-DU shall use the mapping information stored for the mapping of SRB data to Uu Relay RLC channel.
If the DRB To Be Setup List IE is contained in the UE CONTEXT SETUP REQUEST message, the gNB-DU shall act as specified in TS 38.401 [4]. If the QoS Flow Mapping Indication IE is included in the DRB To Be Setup List IE for a QoS flow, the gNB-DU may take it into account that only the uplink or downlink QoS flow is mapped to the indicated DRB. If the SDT RLC Bearer Configuration IE is contained in the DRB To Be Setup List IE, the gNB-DU shall, if supported, use it for packet transmission belonging to the SDT DRB indicated by the DRB ID IE. If the DRB Mapping Info IE is contained in the DRB To Be Setup List IE, the gNB-DU shall, if supported, store the mapping information indicated in the DRB Mapping Info IE for the DRB identified by the DRB ID IE and the Uu Relay RLC channel identified by the DRB Mapping Info IE. The gNB-DU shall use the mapping information stored for the mapping of DRB data to Uu Relay RLC channel. If the PSI Discard Configuration Status IE is included in the DRB To Be Setup List IE with indication ‘Configuration’ or ‘Reconfiguration’, the gNB-DU shall, if supported, treat the PSI based discard timer as configured and deactivated for the DRB.
--------------------------------------------------- 2nd Change -----------------------------------------------
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[bookmark: _CR8_3_4_1][bookmark: _Toc20955787][bookmark: _Toc29892881][bookmark: _Toc36556818][bookmark: _Toc45832204][bookmark: _Toc51763384][bookmark: _Toc64448547][bookmark: _Toc66289206][bookmark: _Toc74154319][bookmark: _Toc81383063][bookmark: _Toc88657696][bookmark: _Toc97910608][bookmark: _Toc99038247][bookmark: _Toc99730508][bookmark: _Toc105510627][bookmark: _Toc105927159][bookmark: _Toc106109699][bookmark: _Toc113835136][bookmark: _Toc120123979][bookmark: _Toc146226246]8.3.4.1	General
The purpose of the UE Context Modification procedure is to modify the established UE Context, e.g., establishing, modifying and releasing radio resources or sidelink resources. This procedure is also used to command the gNB-DU to stop data transmission for the UE for mobility (see TS 38.401 [4]). The procedure uses UE-associated signalling.
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Figure 8.3.4.2-1: UE Context Modification procedure. Successful operation
The UE CONTEXT MODIFICATION REQUEST message is initiated by the gNB-CU.
Upon reception of the UE CONTEXT MODIFICATION REQUEST message, the gNB-DU shall perform the modifications, and if successful reports the update in the UE CONTEXT MODIFICATION RESPONSE message.
If the SpCell ID IE is included in the UE CONTEXT MODIFICATION REQUEST message, the gNB-DU shall replace any previously received value and regard it as a reconfiguration with sync as defined in TS 38.331 [8]. If the ServCellIndex IE is included in the UE CONTEXT MODIFICATION REQUEST message, the gNB-DU shall take this into account for the indicated SpCell. If the SpCell UL Configured IE is included in the UE CONTEXT MODIFICATION REQUEST message, the gNB-DU shall configure UL for the indicated SpCell accordingly. If the servingCellMO IE is included in the UE CONTEXT MODIFICATION REQUEST message, the gNB-DU shall configure servingCellMO for the indicated SpCell accordingly. If the servingCellMO List IE is included in the UE CONTEXT SETUP MODIFICATION REQUEST message, the gNB-DU shall, if supported, configure servingCellMO after determining the list of BWPs for the UE and include the list of servingCellMOs that have been encoded in CellGroupConfig IE as ServingCellMO-encoded-in-CGC List IE in the UE CONTEXT MODIFICATION RESPONSE message.
If the Configured BWP List IE is included in the UE CONTEXT MODIFICATION RESPONSE message the gNB-CU shall, if supported, take it into account when requesting the gNB-DU for generating preconfigured measurement GAP for the indicated BWPs.
If the Preconfigured Measurement GAP Request IE is present in the CU to DU RRC Information IE in the UE CONTEXT MODIFICATON REQUEST message, the gNB-DU shall, if supported, consider that the content of the previous CellGroupConfig IE was not sent to the UE and generate the pre-configured measurement GAP for the indicated BWPs in the MeasConfig IE. If the gNB-DU successfully generates pre-configured measurement GAP for the indicated BWPs, the gNB-DU shall update the CellGroupConfig IE with the content of the previous CellGroupConfig IE and the preconfigured measurement GAP configuration in the UE CONTEXT MODIFICATION RESPONSE message.
[bookmark: _Hlk511745197]If the SCell To Be Setup List IE is included in the UE CONTEXT MODIFICATION REQUEST message, the gNB-DU shall consider it as a list of candidate SCells to be set up. If the SCell To Be Setup List IE is included in the UE CONTEXT MODIFICATION REQUEST message and the indicated SCell(s) are already setup, the gNB-DU shall replace any previously received value. If the SCell UL Configured IE is included in the UE CONTEXT MODIFICATION REQUEST message, the gNB-DU shall configure UL for the indicated SCell accordingly. If the servingCellMO IE is included in the UE CONTEXT MODIFICATION REQUEST message, the gNB-DU shall configure servingCellMO for the indicated SCell accordingly.
If the SCell To Be Removed List IE is included in the UE CONTEXT MODIFICATION REQUEST message, the gNB-DU shall consider it as a list of SCells to be removed.
If the DRX Cycle IE is contained in the UE CONTEXT MODIFICATION REQUEST message, the gNB-DU shall use the provided value from the gNB-CU. If the DRX configuration indicator IE is contained in the UE CONTEXT MODIFICATION REQUEST message and set to "release", the gNB-DU shall release DRX configuration.
[bookmark: _Hlk105752843]If the SL DRX Cycle list IE is contained in the UE CONTEXT MODIFICATION REQUEST message, the gNB-DU shall, if supported, use the provided value from the gNB-CU for the indicated RX UE of this UE. If the SL DRX configuration indicator IE is contained in the UE CONTEXT MODIFICATION REQUEST message and set to "release", the gNB-DU shall, if supported, release SL DRX configuration for the indicated RX UE of this UE.
If the SRB To Be Setup List IE is contained in the UE CONTEXT MODIFICATION REQUEST message, the gNB-DU shall act as specified in the TS 38.401 [4], and replace any previously received value. If Duplication Indication IE is contained in the SRB To Be Setup List IE, the gNB-DU shall, if supported, setup two RLC entities for the indicated SRB if the value is set to be "true", or delete the RLC entity of secondary path if the value is set to be "false". If the Additional Duplication Indication IE is contained in the SRB To Be Setup List IE, the gNB-DU shall, if supported, setup the indicated RLC entities for the indicated SRB. If the SRB Mapping Info IE is contained in the SRB To Be Setup List IE, the gNB-DU shall, if supported, store the mapping information indicated in the SRB Mapping Info IE for the SRB identified by the SRB ID IE and the Uu Relay RLC channel identified by the SRB Mapping Info. The gNB-DU shall use the mapping information stored for the mapping of SRB data to Uu Relay RLC channel.
If the DRB To Be Setup List IE is contained in the UE CONTEXT MODIFICATION REQUEST message, the gNB-DU shall act as specified in the TS 38.401 [4]. If the DRB Mapping Info IE is contained in the DRB To Be Setup List IE, the gNB-DU shall, if supported, store the mapping information indicated in the DRB Mapping Info IE, if present, for the DRB identified by the DRB ID IE and the Uu Relay RLC channel identified by the DRB Mapping Info. The gNB-DU shall use the mapping information stored for the mapping of DRB data to Uu Relay RLC channel.
If the PSI Discard Configuration Status IE is included in the DRB To Be Setup List IE or the DRB To Be Modified List IE with indication ‘Configuration’ or ‘Reconfiguration’, the gNB-DU shall, if supported, treat the PSI based discard timer as configured and deactivated for the DRB.

--------------------------------------------------- 3rd Change -----------------------------------------------
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This message is sent by the gNB-CU to request the setup of a UE context.
Direction: gNB-CU  gNB-DU. 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M 
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID 
	O
	
	9.3.1.5
	
	YES
	ignore

	SpCell ID
	M
	
	NR CGI 9.3.1.12
	Special Cell as defined in TS 38.321 [16]. For handover case, this IE is considered as target cell.
	YES
	reject

	ServCellIndex
	M
	
	INTEGER (0..31,...)
	
	YES
	reject

	SpCell UL Configured
	O
	
	Cell UL Configured
9.3.1.33
	
	YES
	ignore

	CU to DU RRC Information
	M
	
	9.3.1.25
	
	YES
	reject

	Candidate SpCell List
	
	0..1
	
	
	YES
	ignore

	>Candidate SpCell Item IEs
	
	1 .. <maxnoofCandidateSpCells>
	
	
	EACH
	ignore

	>>Candidate SpCell ID
	M
	
	NR CGI 9.3.1.12
	Special Cell as defined in TS 38.321 [16]
	-
	

	DRX Cycle 
	O
	
	DRX Cycle 
9.3.1.24
	
	YES
	ignore

	Resource Coordination Transfer Container
	O
	
	OCTET STRING
	Includes the MeNB Resource Coordination Information IE as defined in subclause 9.2.116 of TS 36.423 [9] for EN-DC case or MR-DC Resource Coordination Information IE as defined in TS 38.423 [28] for NGEN-DC and NE-DC cases.
	YES
	ignore

	SCell To Be Setup List
	
	0..1
	
	
	YES
	ignore

	>SCell to Be Setup Item IEs
	
	1.. <maxnoofSCells>
	
	
	EACH
	ignore

	>>SCell ID
	M
	
	NR CGI 9.3.1.12
	SCell Identifier in gNB
	-
	

	>>SCellIndex
	M
	
	INTEGER (1..31)
	
	-
	

	>>SCell UL Configured
	O
	
	Cell UL Configured
9.3.1.33
	
	-
	

	>>servingCellMO
	O
	
	INTEGER (1..64)
	
	YES
	ignore

	SRB to Be Setup List
	
	0..1
	
	
	YES
	reject

	>SRB to Be Setup Item IEs
	
	1 .. <maxnoofSRBs>
	
	
	EACH
	reject

	>>SRB ID
	M
	
	9.3.1.7
	
	-
	

	>>Duplication Indication
	O
	
	ENUMERATED (true, ..., false)
	If included, it should be set to true. 
This IE is ignored if the Additional Duplication Indication IE is present.
	-
	

	>>Additional Duplication Indication
	O
	
	ENUMERATED (three, four, …)
	
	YES
	ignore

	>>SDT RLC Bearer Configuration
	O
	
	OCTET STRING
	Includes the RLC-BearerConfig IE defined in subclause 6.3.2 of TS 38.331 [8]
	YES
	ignore

	>>SRB Mapping Info
	O
	
	Uu RLC Channel ID 9.3.1.266
	This IE contains the mapped Uu Relay RLC CH ID for the SRB

	YES
	ignore

	DRB to Be Setup List
	
	0..1
	
	
	YES
	reject

	>DRB to Be Setup Item IEs
	
	1 .. <maxnoofDRBs>
	
	
	EACH
	reject

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	>>CHOICE QoS Information
	M
	
	
	
	-
	

	>>>E-UTRAN QoS
	
	
	
	
	
	

	>>>>E-UTRAN QoS
	M
	
	9.3.1.19
	Shall be used for EN-DC case to convey E-RAB Level QoS Parameters
	-
	

	>>>DRB Information
	
	
	
	
	
	

	>>>>DRB Information
	
	1
	
	Shall be used for NG-RAN cases
	YES
	ignore

	>>>>>DRB QoS
	M
	
	9.3.1.45
	
	-
	

	>>>>>S-NSSAI
	M
	
	9.3.1.38
	
	-
	

	>>>>>Notification Control
	O
	
	9.3.1.56
	
	-
	

	>>>>>Flows Mapped to DRB Item
	
	1 .. <maxnoofQoSFlows>
	
	
	-
	

	>>>>>>QoS Flow Identifier
	M
	
	9.3.1.63
	
	-
	

	>>>>>>QoS Flow Level QoS Parameters
	M
	
	9.3.1.45
	
	-
	

	>>>>>>QoS Flow Mapping Indication
	O
	
	9.3.1.72
	
	YES
	ignore

	>>>>>>TSC Traffic Characteristics
	O
	
	9.3.1.141
	Traffic pattern information associated with the QFI. Details in TS 23.501 [21].
	YES
	ignore

	>>UL UP TNL Information to be setup List
	
	1
	
	
	-
	

	>>>UL UP TNL Information to Be Setup Item IEs
	
	1 .. <maxnoofULUPTNLInformation>
	
	
	-
	

	>>>>UL UP TNL Information
	M
	
	UP Transport Layer Information
9.3.2.1
	gNB-CU endpoint of the F1 transport bearer. For delivery of UL PDUs.
	-
	

	>>>>BH Information
	O
	
	9.3.1.114
	
	YES
	ignore

	>>>>DRB Mapping Info
	O
	
	Uu RLC Channel ID 9.3.1.266
	This IE contains the mapped Uu Relay RLC CH ID of the DL tunnel corresponding to such UL tunnel

	YES
	ignore

	>>RLC Mode
	M
	
	9.3.1.27
	
	-
	

	>>UL Configuration
	O
	
	UL Configuraiton
9.3.1.31
	Information about UL usage in gNB-DU. 
	-
	

	>>Duplication Activation
	O
	
	9.3.1.36
	Information on the initial state of CA based UL PDCP duplication.
This IE is ignored if the RLC Duplication Information IE is present.
	-
	

	>>DC Based Duplication Configured
	O
	
	ENUMERATED (true, ..., false)
	Indication on whether DC based PDCP duplication is configured or not. If included, it should be set to true.
	YES
	reject

	>>DC Based Duplication Activation
	O
	
	Duplication Activation
9.3.1.36
	Information on the initial state of DC basedUL PDCP duplication.
This IE is ignored if the RLC Duplication Information IE is present.
	YES
	reject

	>>DL PDCP SN length
	M
	
	ENUMERATED (12bits, 18bits, ...)
	
	YES
	ignore

	>>UL PDCP SN length
	O
	
	ENUMERATED (12bits, 18bits, ...)
	
	YES
	ignore

	>>Additional PDCP Duplication TNL List
	
	0..1
	
	
	YES
	ignore

	>>>Additional PDCP Duplication TNL Items
	
	1 .. <maxnoofAdditionalPDCPDuplicationTNL>
	
	
	EACH
	ignore

	>>>>Additional PDCP Duplication UP TNL Information
	M
	
	UP Transport Layer Information
9.3.2.1
	gNB-CU endpoint of the F1 transport bearer. For delivery of UL PDUs.
	-
	

	>>>>BH Information
	O
	
	9.3.1.114
	
	YES
	ignore

	>>RLC Duplication Information
	O
	
	9.3.1.146
	
	YES
	ignore

	>>SDT RLC Bearer Configuration
	O
	
	OCTET STRING
	RLC-BearerConfig IE defined in subclause 6.3.2 of TS 38.331 [8]
	YES
	ignore

	>>PSI Discard Configuration Status
	O
	
	ENUMERATED (Configuration, Reconfiguration, Release ...)
	Indication on PSI discard timer configuration status.
	YES
	ignore

	Inactivity Monitoring Request 
	O
	
	ENUMERATED (true, …)
	
	YES
	reject

	RAT-Frequency Priority Information
	O
	
	9.3.1.34
	
	YES
	reject

	RRC-Container
	O
	
	9.3.1.6
	Includes the DL-DCCH-Message message as defined in subclause 6.2 of TS 38.331 [8], encapsulated in a PDCP PDU.
	YES
	ignore

	Masked IMEISV
	O
	
	9.3.1.55
	
	YES
	ignore

	Serving PLMN
	O
	
	PLMN ID
9.3.1.14
	Indicates the PLMN serving the UE.
	YES
	ignore

	gNB-DU UE Aggregate Maximum Bit Rate Uplink
	C-ifDRBSetup
	
	Bit Rate 9.3.1.22
	The gNB-DU UE Aggregate Maximum Bit Rate Uplink is to be enforced by the gNB-DU.
	YES
	ignore

	RRC Delivery Status Request
	O
	
	ENUMERATED (true, …)
	Indicates whether RRC DELIVERY REPORT procedure is requested for the RRC message.
	YES
	ignore

	Resource Coordination Transfer Information
	O
	
	9.3.1.73
	
	YES
	ignore

	servingCellMO
	O
	
	INTEGER (1..64, …)
	
	YES
	ignore

	New gNB-CU UE F1AP ID
	O
	
	gNB-CU UE F1AP ID
9.3.1.4
	
	YES
	reject

	RAN UE ID
	O
	
	OCTET STRING (SIZE (8))
	
	YES
	ignore

	Trace Activation
	O
	
	9.3.1.88
	
	YES
	ignore

	Additional RRM Policy Index
	O
	
	9.3.1.90
	
	YES
	ignore

	BH RLC Channel to be Setup List
	
	0..1
	
	
	YES
	reject

	>BH RLC Channel to be Setup Item Ies
	
	1 .. <maxnoofBHRLCChannels>
	
	
	EACH
	reject

	>>BH RLC CH ID
	M
	
	9.3.1.113
	
	-
	

	>>CHOICE BH QoS Information
	M
	
	
	
	
	

	>>>BH RLC CH QoS
	
	
	
	
	
	

	>>>>BH RLC CH QoS
	M
	
	QoS Flow Level QoS Parameters
9.3.1.45
	Shall be used for SA case.
	-
	

	>>>E-UTRAN BH RLC CH QoS
	
	
	
	
	
	

	>>>>E-UTRAN BH RLC CH QoS
	M
	
	E-UTRAN QoS
9.3.1.19
	Shall be used for EN-DC case.
	-
	

	>>>Control Plane Traffic Type
	
	
	
	
	
	

	>>>>Control Plane Traffic Type
	M
	
	9.3.1.115
	
	-
	

	>>RLC Mode
	M
	
	9.3.1.27
	
	-
	

	>>BAP Control PDU Channel
	O
	
	ENUMERATED (true, …)
	
	-
	

	>>Traffic Mapping Information
	O
	
	9.3.1.95
	
	-
	

	Configured BAP Address
	O
	
	9.3.1.111
	The BAP address configured for the corresponding child IAB-node.
	YES
	reject

	NR V2X Services Authorized
	O
	
	9.3.1.116
	
	YES
	ignore

	LTE V2X Services Authorized
	O
	
	9.3.1.117
	
	YES
	ignore

	NR UE Sidelink Aggregate Maximum Bit Rate
	O
	
	9.3.1.119
	This IE applies only if the UE is authorized for NR V2X services.
	YES
	ignore

	LTE UE Sidelink Aggregate Maximum Bit Rate
	O
	
	9.3.1.118
	This IE applies only if the UE is authorized for LTE V2X services.
	YES
	ignore

	PC5 Link Aggregate Bit Rate
	O
	
	Bit Rate
9.3.1.22
	Only applies for non-GBR and unicast QoS Flows.
	YES
	ignore

	SL DRB to Be Setup List
	
	0..1
	
	
	YES
	reject

	>SL DRB to Be Setup Item Ies
	
	1 .. <maxnoofSLDRBs>
	
	
	EACH
	reject

	>>SL DRB ID
	M
	
	9.3.1.120
	
	-
	

	>>SL DRB Information
	
	1
	
	
	YES
	ignore

	>>>SL DRB QoS
	M
	
	PC5 QoS Parameters
9.3.1.122
	
	-
	

	>>>Flows Mapped to SL DRB Item
	
	1 .. <maxnoofPC5QoSFlows>
	
	
	-
	

	>>>>PC5 QoS Flow Identifier
	
	
	9.3.1.121
	
	-
	

	>>RLC mode
	M
	
	9.3.1.27
	
	-
	

	Conditional Inter-DU Mobility Information
	O
	
	
	
	YES
	reject

	>CHO Trigger
	M
	
	ENUMERATED (CHO-initiation, CHO-replace, …)
	
	-
	-

	>Target gNB-DU UE F1AP ID
	C-ifCHOmod
	
	9.3.1.5
	Allocated at the target gNB-DU
	-
	-

	>Estimated Arrival Probability
	O
	
	INTEGER (1..100)
	
	YES
	ignore

	Management Based MDT PLMN List
	O 
	
	MDT PLMN List
9.3.1.151
	
	YES
	ignore

	Serving NID
	O
	
	9.3.1.155
	
	YES
	reject

	F1-C Transfer Path
	O
	
	9.3.1.207
	
	YES
	reject

	F1-C Transfer Path NRDC
	O
	
	9.3.1.228
	
	YES
	reject

	MDT Polluted Measurement Indicator
	O
	
	ENUMERATED (IDC,no-IDC, …)
	Indication on whether MDT Measurement affect (e.g. IDC) is undertaken or not.
	YES
	ignore

	SCG Activation Request 
	O
	
	9.3.1.233
	
	YES
	ignore

	Old CG-SDT Session Info
	O
	
	CG-SDT Session Info
9.3.1.261
	
	YES
	ignore

	5G ProSe Authorized
	O
	
	9.3.1.268
	
	YES
	ignore

	5G ProSe UE PC5 Aggregate Maximum Bit Rate
	O
	
	NR UE Sidelink Aggregate Maximum Bit Rate
9.3.1.119
	This IE applies only if the UE is authorized for 5G ProSe services.
	YES
	ignore

	5G ProSe PC5 Link Aggregate Bit Rate
	O
	
	Bit Rate
9.3.1.22
	This IE applies only if the UE is authorized for 5G ProSe services, and only applies for non-GBR and unicast QoS Flows.
	YES
	ignore

	Uu RLC Channel to Be Setup List
	
	0..1
	
	
	YES
	reject

	>Uu RLC Channel to be Setup Item Ies
	
	1 .. <maxnoofUuRLCChannels>
	
	
	-
	

	>>Uu RLC Channel ID
	M
	
	9.3.1.266
	
	-
	

	>>CHOICE Uu RLC Channel QoS Information
	M
	
	
	
	-
	

	>>>Uu RLC Channel QoS
	
	
	
	
	
	

	>>>>Uu RLC Channel QoS
	M
	
	QoS Flow Level QoS Parameters
9.3.1.45
	
	-
	

	>>>Uu Control Plane Traffic Type
	
	
	
	
	
	

	>>>>Uu Control Plane Traffic Type
	M
	
	ENUMERATED(SRB0, SRB1, SRB2, …)
	This IE indicates the type of SRB conveyed via the Uu Relay RLC Channel.
	-
	

	>>RLC Mode
	M
	
	9.3.1.27
	
	-
	

	PC5 RLC Channel to Be Setup List
	
	0..1
	
	
	YES
	reject

	>PC5 RLC Channel to be Setup Item Ies
	
	1 .. <maxnoofPC5RLCChannels>
	
	
	-
	

	>>PC5 RLC Channel ID
	M
	
	9.3.1.265
	
	-
	

	>>Remote UE Local ID
	O
	
	9.3.1.267
	This IE is not used in this version of the specification.
	-
	

	>>CHOICE PC5 RLC Channel QoS Information
	M
	
	
	
	-
	

	>>>PC5 RLC Channel QoS
	
	
	
	
	
	

	>>>>PC5 RLC Channel QoS
	M
	
	QoS Flow Level QoS Parameters
9.3.1.45 
	
	-
	

	>>>PC5 Control Plane Traffic Type
	
	
	
	
	
	

	>>>>PC5 Control Plane Traffic Type
	M
	
	ENUMERATED(SRB1, SRB2, …)
	This IE indicates the type of SRB conveyed via the PC5 Relay RLC Channel. 

	-
	

	>>RLC Mode
	M
	
	9.3.1.27
	
	-
	

	Path Switch Configuration
	O
	
	9.3.1.263
	
	YES
	ignore

	gNB-DU UE Slice Maximum Bit Rate List
	O
	
	9.3.1.271
	The Slice Maximum Bit Rate List is the maximum aggregate UL bit rate per slice, to be enforced by the gNB-DU, if feasible. This IE is ignored if the DRB to Be Setup List IE is not present.
	YES
	ignore

	[bookmark: OLE_LINK91][bookmark: OLE_LINK92]Multicast MBS Session Setup List
	O
	
	Multicast MBS Session List 9.3.1.272
	The list of MBS Session ID that UE has joined.
	YES
	reject

	UE Multicast MRB to Be Setup List
	
	0..1
	
	
	YES
	reject

	>UE Multicast MRB to Be Setup Item Ies
	
	1 .. <maxnoofMRBsforUE>
	
	
	EACH
	reject

	>>MRB ID
	M
	
	9.3.1.224
	MRB ID for the UE.
	-
	

	>>MBS PTP Retransmission Tunnel Required
	O
	
	9.3.2.10
	
	-
	

	>>MBS PTP Forwarding Tunnel Required Information
	O
	
	MRB Progress Information 9.3.2.12
	
	-
	

	>>Source MRB ID
	O
	
	9.3.1.224
MRB ID
	In case of inter-DU handover, indicates the MRB ID provided to the UE in the source cell.
	-
	ignore

	ServingCellMO List
	
	0..1
	
	For NCD-SSBs
	YES
	ignore

	>ServingCellMO Item Ies
	
	1 .. <maxnoofServingCellMOs>
	
	
	EACH
	ignore

	>>servingCellMO
	M
	
	INTEGER (1..64)
	
	-
	

	>>SSB frequency
	M
	
	INTEGER (0..3279165)
	ARFCN
	-
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This message is sent by the gNB-CU to provide UE Context information changes to the gNB-DU.
Direction: gNB-CU  gNB-DU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	SpCell ID
	O
	
	NR CGI 9.3.1.12
	Special Cell as defined in TS 38.321 [16]. For handover case, this IE is considered as target cell.
	YES
	ignore

	ServCellIndex
	O
	
	INTEGER (0..31, ...)
	
	YES
	reject

	SpCell UL Configured
	O
	
	Cell UL Configured
9.3.1.33
	
	YES
	ignore

	DRX Cycle 
	O
	
	DRX Cycle
9.3.1.24
	
	YES
	ignore

	CU to DU RRC Information
	O
	
	9.3.1.25
	
	YES
	reject

	Transmission Action Indicator
	O
	
	9.3.1.11
	
	YES
	ignore

	Resource Coordination Transfer Container
	O
	
	OCTET STRING
	Includes the MeNB Resource Coordination Information IE as defined in subclause 9.2.116 of TS 36.423 [9] for EN-DC case or MR-DC Resource Coordination Information IE as defined in TS 38.423 [28] for NGEN-DC and NE-DC cases.
	YES
	ignore

	RRC Reconfiguration Complete Indicator
	O
	
	9.3.1.30
	
	YES
	ignore

	RRC-Container
	O
	
	9.3.1.6
	Includes the DL-DCCH-Message message as defined in subclause 6.2 of TS 38.331 [8], encapsulated in a PDCP PDU.
	YES
	reject

	SCell To Be Setup List
	
	0..1
	
	
	YES
	ignore

	>SCell to Be Setup Item IEs
	
	1.. <maxnoofSCells>
	
	
	EACH
	ignore

	>>SCell ID
	M
	
	NR CGI 9.3.1.12
	SCell Identifier in gNB
	-
	

	>>SCellIndex
	M
	
	INTEGER (1..31)
	
	-
	

	>>SCell UL Configured
	O
	
	Cell UL Configured
9.3.1.33
	
	-
	

	>>servingCellMO
	O
	
	INTEGER (1..64)
	
	YES
	ignore

	SCell To Be Removed List
	
	0..1
	
	
	YES
	ignore

	>SCell to Be Removed Item IEs
	
	1 .. <maxnoofSCells>
	
	
	EACH
	ignore

	>>SCell ID
	M
	
	NR CGI 9.3.1.12
	SCell Identifier in gNB
	-
	

	SRB to Be Setup List
	
	0..1
	
	
	YES
	reject

	>SRB to Be Setup Item IEs
	
	1..<maxnoofSRBs>
	
	
	EACH
	reject

	>>SRB ID
	M
	
	9.3.1.7
	
	-
	

	>>Duplication Indication
	O
	
	ENUMERATED (true, ..., false)
	This IE is ignored if the Additional Duplication Indication IE is present.
	-
	

	>>Additional Duplication Indication
	O
	
	ENUMERATED (three, four, …)
	
	YES
	ignore

	>>SRB Mapping Info
	O
	
	Uu RLC Channel ID 9.3.1.266
	This IE contains the mapped Uu Relay RLC CH ID for the SRB
	YES
	ignore

	>>SDT Indicator Setup
	O
	
	ENUMERATED (true, …)
	Indicates SDT SRB.
	YES
	reject

	DRB to Be Setup List
	
	0..1
	
	
	YES
	reject

	>DRB to Be Setup Item IEs
	
	1 .. <maxnoofDRBs>
	
	
	EACH
	reject

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	>>CHOICE QoS Information
	M
	
	
	
	-
	

	>>>E-UTRAN QoS
	
	
	
	
	
	

	>>>>E-UTRAN QoS
	M
	
	9.3.1.19
	Shall be used for EN-DC case to convey E-RAB Level QoS Parameters
	
	

	>>>DRB Information
	
	
	
	
	
	

	>>>>DRB Information
	
	1
	
	Shall be used for NG-RAN cases
	YES
	ignore

	>>>>>DRB QoS
	M
	
	9.3.1.45
	
	-
	

	>>>>>S-NSSAI
	M
	
	9.3.1.38
	
	-
	

	>>>>>Notification Control
	O
	
	9.3.1.56
	
	-
	

	>>>>>Flows Mapped to DRB Item
	
	1 .. <maxnoofQoSFlows>
	
	
	-
	

	>>>>>>QoS Flow Identifier
	M
	
	9.3.1.63
	
	-
	

	>>>>>>QoS Flow Level QoS Parameters
	M
	
	9.3.1.45
	
	-
	

	>>>>>>QoS Flow Mapping Indication
	O
	
	9.3.1.72
	
	YES
	ignore

	>>>>>>TSC Traffic Characteristics
	O
	
	9.3.1.141
	Traffic pattern information associated with the QFI. Details in TS 23.501 [21].
	YES
	ignore

	>>UL UP TNL Information to be setup List 
	
	1
	
	
	-
	

	>>>UL UP TNL Information to Be Setup Item IEs
	
	1 .. <maxnoofULUPTNLInformation>
	
	
	-
	

	>>>>UL UP TNL Information
	M
	
	UP Transport Layer Information
9.3.2.1
	gNB-CU endpoint of the F1 transport bearer. For delivery of UL PDUs.
	-
	

	>>>>BH Information
	O
	
	9.3.1.114
	
	YES
	ignore

	>>>>DRB Mapping Info
	O
	
	Uu RLC Channel ID 9.3.1.266
	This IE contains the mapped Uu Relay RLC CH ID of the DL tunnel corresponding to such UL tunnel
	YES
	ignore

	>>RLC Mode
	M
	
	9.3.1.27
	
	-
	

	>>UL Configuration
	O
	
	UL Configuration 
9.3.1.31
	Information about UL usage in gNB-DU. 
	-
	

	>>Duplication Activation
	O
	
	9.3.1.36
	Information on the initial state of CA based UL PDCP duplication.
This IE is ignored if the RLC Duplication Information IE is present.
	-
	

	>>DC Based Duplication Configured
	O
	
	ENUMERATED (true, ..., false)
	Indication on whether DC based PDCP duplication is configured or not. If included, it should be set to true.
	YES
	reject

	>>DC Based Duplication Activation
	O
	
	Duplication Activation
9.3.1.36
	Information on the initial state of DC based UL PDCP duplication.
This IE is ignored if the RLC Duplication Information IE is present. 
	YES
	reject

	>>DL PDCP SN length
	O
	
	ENUMERATED (12bits, 18bits, ...)
	
	YES
	ignore

	>>UL PDCP SN length
	O
	
	ENUMERATED (12bits, 18bits, ...)
	
	YES
	ignore

	>>Additional PDCP Duplication TNL List 
	
	0..1
	
	
	YES
	ignore

	>>>Additional PDCP Duplication TNL Items
	
	1 .. < maxnoofAdditionalPDCPDuplicationTNL>
	
	
	EACH
	ignore

	>>>>Additional PDCP Duplication UP TNL Information
	M
	
	UP Transport Layer Information
9.3.2.1
	gNB-CU endpoint of the F1 transport bearer. For delivery of UL PDUs.
	-
	

	>>>>BH Information
	O
	
	9.3.1.114
	
	YES
	ignore

	>>RLC Duplication Information
	O
	
	9.3.1.146
	
	YES
	ignore

	>>SDT Indicator Setup
	O
	
	ENUMERATED (true, …)
	Indicates SDT DRB.
	YES
	reject

	>>PSI Discard Configuration Status
	O
	
	ENUMERATED (Configuration, Reconfiguration, Release ...)
	Indication on PSI discard timer configuration status.
	YES
	ignore

	DRB to Be Modified List
	
	0..1
	
	
	YES
	reject

	>DRB to Be Modified Item IEs
	
	1 .. <maxnoofDRBs>
	
	
	EACH
	reject

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	>>CHOICE QoS Information
	O
	
	
	
	-
	

	>>>E-UTRAN QoS
	
	
	
	
	
	

	>>>>E-UTRAN QoS
	M
	
	9.3.1.19
	Used for EN-DC case to convey E-RAB Level QoS Parameters
	-
	

	>>>DRB Information
	
	
	
	
	
	

	>>>>DRB Information
	
	1
	
	Used for NG-RAN cases
	YES
	ignore

	>>>>>DRB QoS
	M
	
	9.3.1.45
	
	-
	

	>>>>>S-NSSAI
	M
	
	9.3.1.38
	
	-
	

	>>>>>Notification Control
	O
	
	9.3.1.56
	
	-
	

	>>>>>Flows Mapped to DRB Item
	
	1 .. <maxnoofQoSFlows>
	
	
	-
	

	>>>>>>QoS Flow Identifier
	M
	
	9.3.1.63
	
	-
	

	>>>>>>QoS Flow Level QoS Parameters
	M
	
	9.3.1.45
	
	-
	

	>>>>>>QoS Flow Mapping Indication
	O
	
	9.3.1.72
	
	YES
	ignore

	>>>>>>TSC Traffic Characteristics
	O
	
	9.3.1.141
	Traffic pattern information associated with the QFI. Details in TS 23.501 [21].
	YES
	ignore

	>>UL UP TNL Information to be setup List 
	
	1
	
	
	-
	

	>>>UL UP TNL Information to Be Setup Item IEs
	
	1 .. <maxnoofULUPTNLInformation>
	
	
	-
	

	>>>>UL UP TNL Information
	M
	
	UP Transport Layer Information
9.3.2.1
	gNB-CU endpoint of the F1 transport bearer. For delivery of UL PDUs.
	-
	

	>>>>BH Information
	O
	
	9.3.1.114
	
	YES
	ignore

	>>>>DRB Mapping Info
	O
	
	Uu RLC Channel ID 9.3.1.266
	
	YES
	ignore

	>>UL Configuration
	O
	
	UL Configuration 
9.3.1.31
	Information about UL usage in gNB-DU. 
	-
	

	>>DL PDCP SN length
	O
	
	ENUMERATED(12bits,18bits , ...)
	
	YES
	ignore

	>>UL PDCP SN length
	O
	
	ENUMERATED (12bits, 18bits, ...)
	
	YES
	ignore

	>>Bearer Type Change
	O
	
	ENUMERATED (true, …)
	
	YES
	ignore

	>>RLC Mode
	O
	
	9.3.1.27
	
	YES
	ignore

	>>Duplication Activation
	O
	
	9.3.1.36
	Information on the initial state of CA based UL PDCP duplication.
This IE is ignored if the RLC Duplication Information IE is present.
	YES
	reject

	>>DC Based Duplication Configured
	O
	
	ENUMERATED (true, …, false)
	Indication on whether DC based PDCP duplication is configured or not.
	YES
	reject

	>>DC Based Duplication Activation
	O
	
	9.3.1.36
	Information on the initial state of DC based UL PDCP duplication.
This IE is ignored if the RLC Duplication Information IE is present. 
	YES
	reject

	>>Additional PDCP Duplication TNL List 
	
	0..1
	
	
	YES
	ignore

	>>>Additional PDCP Duplication TNL Items
	
	1 .. <maxnoofAdditionalPDCPDuplicationTNL>
	
	
	EACH
	ignore

	>>>>Additional PDCP Duplication UP TNL Information
	M
	
	UP Transport Layer Information
9.3.2.1
	gNB-CU endpoint of the F1 transport bearer. For delivery of UL PDUs.
	-
	

	>>>>BH Information
	O
	
	9.3.1.114
	
	YES
	ignore

	>>RLC Duplication Information
	O
	
	9.3.1.146
	
	YES
	ignore

	>>Transmission Stop Indicator
	O
	
	9.3.1.209
	
	YES
	ignore

	>>SDT Indicator Modify
	O
	
	ENUMTERATED (true, false, …)
	Indicates SDT DRB or not. 
	YES
	reject

	>>PSI Discard Configuration Status
	O
	
	ENUMERATED (Configuration, Reconfiguration, Release ...)
	Indication on PSI discard timer configuration status.
	YES
	ignore

	SRB To Be Released List
	
	0..1
	
	
	YES
	reject

	>SRB To Be Released Item IEs
	
	1.. <maxnoofSRBs>
	
	
	EACH
	reject

	>>SRB ID
	M
	
	9.3.1.7
	
	
	

	DRB to Be Released List
	
	0..1
	
	
	YES
	reject

	>DRB to Be Released Item IEs
	
	1 .. <maxnoofDRBs>
	
	
	EACH
	reject

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	Inactivity Monitoring Request
	O
	
	ENUMERATED (true, ...)
	
	YES
	reject

	RAT-Frequency Priority Information
	O
	
	9.3.1.34
	
	YES
	reject

	DRX configuration indicator
	O
	
	ENUMERATED(release,...)
	
	YES
	ignore

	RLC Failure Indication
	O
	
	9.3.1.66
	
	YES
	ignore

	Uplink TxDirectCurrentList Information
	O
	
	9.3.1.67
	
	YES
	ignore

	GNB-DU Configuration Query
	O
	
	ENUMERATED (true, ...)
	Used to request the gNB-DU to provide its configuration.
	YES
	reject

	gNB-DU UE Aggregate Maximum Bit Rate Uplink
	O
	
	Bit Rate 9.3.1.22
	The gNB-DU UE Aggregate Maximum Bit Rate Uplink is to be enforced by the gNB-DU.
	YES
	ignore

	Execute Duplication
	O
	
	ENUMERATED (true, ...)
	This IE may be sent only if duplication has been configured for the UE.
	YES
	ignore

	RRC Delivery Status Request
	O
	
	ENUMERATED (true, …)
	Indicates whether RRC DELIVERY REPORT procedure is requested for the RRC message.
	YES
	ignore

	Resource Coordination Transfer Information
	O
	
	9.3.1.73
	
	YES
	ignore

	servingCellMO
	O
	
	INTEGER (1..64, ...)
	
	YES
	ignore

	Need for Gap
	O
	
	ENUMERATED (true, …)
	Indicate gap for SeNB configured measurement is requested.It only applied to NE DC scenario.
	Yes
	ignore

	Full Configuration
	O
	
	ENUMERATED (full, ...)
	
	YES
	reject

	Additional RRM Policy Index
	O
	
	9.3.1.90
	
	YES
	ignore

	Lower Layer Presence Status Change
	O
	
	9.3.1.94
	
	Yes
	ignore

	BH RLC Channel to be Setup List
	
	0..1
	
	
	YES
	reject

	>BH RLC Channel to be Setup Item IEs
	
	1 .. <maxnoofBHRLCChannels>
	
	
	EACH
	reject

	>>BH RLC CH ID
	M
	
	9.3.1.113
	
	-
	

	>>CHOICE BH QoS information
	M
	
	
	
	
	

	>>>BH RLC CH QoS
	
	
	
	
	
	

	>>>>BH RLC CH QoS
	M
	
	QoS Flow Level QoS Parameters
9.3.1.45
	Shall be used for SA case.
	
	

	>>>E-UTRAN BH RLC CH QoS
	
	
	
	
	
	

	>>>>E-UTRAN BH RLC CH QoS
	M
	
	E-UTRAN QoS
9.3.1.19
	Shall be used for EN-DC case.
	
	

	>>>Control Plane Traffic Type
	
	
	
	
	
	

	>>>>Control Plane Traffic Type
	M
	
	9.3.1.115
	
	
	

	>>RLC Mode
	M
	
	9.3.1.27
	
	-
	

	>>BAP Control PDU Channel
	O
	
	ENUMERATED (true, …)
	
	-
	

	>>Traffic Mapping Information
	O
	
	9.3.1.95
	
	-
	

	BH RLC Channel to be Modified List
	
	0..1
	
	
	YES
	reject

	>BH RLC Channel to be Modified Item IEs
	
	1 .. <maxnoofBHRLCChannels>
	
	
	EACH
	reject

	>>BH RLC CH ID
	M
	
	9.3.1.113
	
	-
	

	>>CHOICE BH QoS information
	O
	
	
	
	
	

	>>>BH RLC CH QoS
	
	
	
	
	
	

	>>>>BH RLC CH QoS
	M
	
	QoS Flow Level QoS Parameters
9.3.1.45
	Shall be used for SA case.
	-
	

	>>>E-UTRAN BH RLC CH QoS
	
	
	
	
	
	

	>>>>E-UTRAN BH RLC CH QoS
	M
	
	E-UTRAN QoS
9.3.1.19
	Shall be used for EN-DC case.
	-
	

	>>>Control Plane Traffic Type
	
	
	
	
	
	

	>>>>Control Plane Traffic Type
	M
	
	9.3.1.115
	
	-
	

	>>RLC Mode
	O
	
	9.3.1.27
	
	-
	

	>>BAP Control PDU Channel
	O
	
	ENUMERATED (true, …)
	
	-
	

	>>Traffic Mapping Information
	O
	
	9.3.1.95
	
	-
	

	BH RLC Channel to be Released List
	
	0..1
	
	
	YES
	reject

	>BH RLC Channel to be Released Item IEs
	
	1 .. <maxnoofBHRLCChannels >
	
	
	EACH
	reject

	>>BH RLC CH ID
	M
	
	9.3.1.113
	
	-
	

	NR V2X Services Authorized
	O
	
	9.3.1.116
	
	YES
	ignore

	LTE V2X Services Authorized
	O
	
	9.3.1.117
	
	YES
	ignore

	NR UE Sidelink Aggregate Maximum Bit Rate
	O
	
	9.3.1.119
	This IE applies only if the UE is authorized for NR V2X services.
	YES
	ignore

	LTE UE Sidelink Aggregate Maximum Bit Rate
	O
	
	9.3.1.118
	This IE applies only if the UE is authorized for LTE V2X services.
	YES
	ignore

	PC5 Link Aggregate Bit Rate
	O
	
	Bit Rate
9.3.1.22
	Only applies for non-GBR and unicast QoS Flows.
	YES
	ignore

	SL DRB to Be Setup List
	
	0..1
	
	
	YES
	reject

	>SL DRB to Be Setup Item IEs
	
	1 .. <maxnoofSLDRBs>
	
	
	EACH
	reject

	>>SL DRB ID
	M
	
	9.3.1.120
	
	-
	

	>>SL DRB Information
	
	1
	
	
	YES
	ignore

	>>>SL DRB QoS
	M
	
	PC5 QoS Parameters
9.3.1.122
	
	-
	

	>>>Flows Mapped to SL DRB Item
	
	1 .. <maxnoofPC5QoSFlows>
	
	
	-
	

	>>>>PC5 QoS Flow Identifier
	M
	
	9.3.1.121
	
	-
	

	>>RLC mode
	O
	
	9.3.1.27
	
	-
	

	SL DRB to Be Modified List
	
	0..1
	
	
	YES
	reject

	>SL DRB to Be Modified Item IEs
	
	1 .. <maxnoofSLDRBs>
	
	
	EACH
	reject

	>>SL DRB ID
	M
	
	9.3.1.120
	
	-
	

	>>SL DRB Information
	
	1
	
	
	YES
	ignore

	>>>SL DRB QoS
	M
	
	PC5 QoS Parameters
9.3.1.122
	
	-
	

	>>>Flows Mapped to SL DRB Item
	
	1 .. <maxnoofPC5QoSFlows>
	
	
	-
	

	>>>>PC5 QoS Flow Identifier
	M
	
	9.3.1.121
	
	-
	

	>>RLC mode
	O 
	
	9.3.1.27
	
	-
	

	SL DRB to Be Released List
	
	0..1
	
	
	YES
	reject

	>SL DRB to Be Released Item IEs
	
	1 .. <maxnoofSLDRBs>
	
	
	EACH
	reject

	>>SL DRB ID
	M
	
	9.3.1.120
	
	-
	

	Conditional Intra-DU Mobility Information
	O
	
	
	
	YES
	reject

	>CHO Trigger
	M
	
	ENUMERATED (CHO-initiation, CHO-replace, CHO-cancel, …)
	
	-
	-

	[bookmark: _Hlk34836638]>Candidate Cells To Be Cancelled List
	C-ifCHOcancel
	0 .. <maxnoofCellsinCHO>
	
	
	-
	-

	>>Target Cell ID
	M
	
	NR CGI 9.3.1.12
	
	-
	-

	>Estimated Arrival Probability
	O
	
	INTEGER (1..100)
	
	YES
	ignore

	F1-C Transfer Path
	O
	
	9.3.1.207
	
	YES
	reject

	SCG Indicator
	O
	
	ENUMERATED(released,...)
	This IE is used at the MN in NR-DC and NE-DC and it indicates the release of an SCG
	YES
	ignore

	Uplink TxDirectCurrentTwoCarrierList Information
	O
	
	9.3.1.283
	
	YES
	ignore

	IAB Conditional RRC Message Delivery Indication
	O
	
	ENUMERATED (true, …)
	Indicates whether the RRC message within should be withheld. This IE is only applicable if the UE is an IAB-MT, and the gNB-DU is an IAB-DU.
	YES
	reject

	F1-C Transfer Path NRDC
	O
	
	9.3.1.228
	This IE is only applicable if the UE is an IAB-MT.
	YES
	reject

	MDT Polluted Measurement Indicator
	O
	
	ENUMERATED (IDC,no-IDC, …)
	Indication on whether MDT Measurement affect (e.g. IDC) is undertaken or not.
	YES
	ignore

	SCG Activation Request
	O
	
	9.3.1.233
	
	YES
	ignore

	CG-SDT Query Indication
	O
	
	ENUMERATED (true, ...)
	
	YES
	ignore

	5G ProSe Authorized
	O
	
	9.3.1.268
	
	YES
	ignore

	5G ProSe UE PC5 Aggregate Maximum Bit Rate
	O
	
	NR UE Sidelink Aggregate Maximum Bit Rate
9.3.1.119
	This IE applies only if the UE is authorized for 5G ProSe services.
	YES
	ignore

	5G ProSe PC5 Link Aggregate Bit Rate
	O
	
	Bit Rate
9.3.1.22
	This IE applies only if the UE is authorized for 5G ProSe services, and only applies for non-GBR and unicast QoS Flows.
	YES
	ignore

	Updated Remote UE Local ID
	O
	
	Remote UE Local ID 9.3.1.267
	This IE indicates the updated Remote UE Local ID for the U2N Remote UE associated with the F1AP-IDs
	YES
	ignore

	Uu RLC Channel to Be Setup List
	
	0..1
	
	
	YES
	reject

	>Uu RLC Channel to be Setup Item IEs
	
	1 .. <maxnoofUuRLCChannels>
	
	
	-
	

	>>Uu RLC Channel ID
	M
	
	9.3.1.266
	
	-
	

	>>CHOICE Uu RLC Channel QoS Information
	M
	
	
	
	-
	

	>>>Uu RLC Channel QoS
	
	
	
	
	
	

	>>>>Uu RLC Channel QoS
	M
	
	QoS Flow Level QoS Parameters
9.3.1.45
	
	-
	

	>>>Uu Control Plane Traffic Type
	
	
	
	
	
	

	>>>>Uu Control Plane Traffic Type
	M
	
	ENUMERATED(SRB0, SRB1, SRB2, …)
	This IE indicates the type of SRB conveyed via the Uu Relay RLC Channel.
	-
	

	>>RLC Mode
	M
	
	9.3.1.27
	
	-
	

	Uu RLC Channel to Be Modified List
	
	0..1
	
	
	YES
	reject

	>Uu RLC Channel to be Modified Item IEs
	
	1 .. <maxnoofUuRLCChannels>
	
	
	-
	

	>>Uu RLC Channel ID
	M
	
	9.3.1.266
	
	-
	

	>>CHOICE Uu RLC Channel QoS Information
	O
	
	
	
	-
	

	>>>Uu RLC Channel QoS
	
	
	
	
	
	

	>>>>Uu RLC Channel QoS
	M
	
	QoS Flow Level QoS Parameters
9.3.1.45
	
	-
	

	>>>Uu Control Plane Traffic Type
	
	
	
	
	
	

	>>>>Uu Control Plane Traffic Type
	M
	
	ENUMERATED(SRB0, SRB1, SRB2, …)
	This IE indicates the type of SRB conveyed via the Uu Relay RLC Channel.

	-
	

	>>RLC Mode
	O
	
	9.3.1.27
	
	-
	

	Uu RLC Channel to Be Released List
	
	0..1
	
	
	YES
	reject

	>Uu RLC Channel to Be Released Item IEs
	
	1 .. <maxnoofUuRLCChannels>
	
	
	-
	

	>>Uu RLC channel ID
	M
	
	9.3.1.266
	
	-
	

	PC5 RLC Channel to Be Setup List
	
	0..1
	
	
	YES
	reject

	>PC5 RLC Channel to be Setup Item IEs
	
	1 .. <maxnoofPC5RLCChannels>
	
	
	-
	

	>>PC5 RLC Channel ID
	M
	
	9.3.1.265
	
	-
	

	>>Remote UE Local ID
	O
	
	9.3.1.267
	
	-
	

	>>CHOICE PC5 RLC Channel QoS Information
	M
	
	
	
	-
	

	>>>PC5 RLC Channel QoS
	
	
	
	
	
	

	>>>>PC5 RLC Channel QoS
	M
	
	QoS Flow Level QoS Parameters
9.3.1.45 
	
	-
	

	>>>PC5 Control Plane Traffic Type
	
	
	
	
	
	

	>>>>PC5 Control Plane Traffic Type
	M
	
	ENUMERATED(SRB1, SRB2, …)
	This IE indicates the type of SRB conveyed via the PC5 Relay RLC Channel.
	-
	

	>>RLC Mode
	M
	
	9.3.1.27
	
	-
	

	PC5 RLC Channel to Be Modified List
	
	0..1
	
	
	YES
	reject

	>PC5 RLC Channel to be Modified Item IEs
	
	1 .. <maxnoofPC5RLCChannels>
	
	
	-
	

	>>PC5 RLC Channel ID
	M
	
	9.3.1.265
	
	-
	

	>>Remote UE Local ID
	O
	
	9.3.1.267
	
	
	

	>>CHOICE PC5 RLC Channel QoS Information
	O
	
	
	
	-
	

	>>>PC5 RLC Channel QoS
	
	
	
	
	
	

	>>>>PC5 RLC Channel QoS
	M
	
	QoS Flow Level QoS Parameters
9.3.1.45 
	
	-
	

	>>>PC5 Control Plane Traffic Type
	
	
	
	
	
	

	>>>>PC5 Control Plane Traffic Type
	M
	
	ENUMERATED(SRB1, SRB2, …)
	This IE indicate the type of SRB conveyed via the PC5 Relay RLC Channel.
	-
	

	>>RLC Mode
	O
	
	9.3.1.27
	
	-
	

	PC5 RLC Channel to Be Released List
	
	0..1
	
	
	YES
	reject

	>PC5 RLC Channel to be Released Item IEs
	
	1 .. <maxnoofPC5RLCChannels>
	
	
	-
	

	[bookmark: _Hlk105755256]>>PC5 RLC Channel ID
	M
	
	9.3.1.265
	
	-
	

	>>Remote UE Local ID
	O
	
	9.3.1.267
	
	-
	

	Path Switch Configuration 
	O
	
	9.3.1.263
	
	YES
	ignore

	gNB-DU UE Slice Maximum Bit Rate List
	O
	
	9.3.1.271
	The Slice Maximum Bit Rate List is the maximum aggregate UL bit rate per slice, to be enforced by the gNB-DU, if feasible.
	YES
	ignore

	Multicast MBS Session Setup List
	O
	
	Multicast MBS Session List 9.3.1.272
	The list of MBS Session ID that UE has joined.
	YES
	reject

	Multicast MBS Session Remove List
	O
	
	Multicast MBS Session List 9.3.1.272
	The list of MBS Session ID that UE has left.
	YES
	reject

	UE Multicast MRB to Be Setup at Modify List
	
	0..1
	
	
	YES
	reject

	>UE Multicast MRB to Be Setup at Modify Item IEs
	
	1 .. <maxnoofMRBsforUE>
	
	
	EACH
	reject

	>>MRB ID
	M
	
	9.3.1.224
	MRB ID for the UE.
	-
	

	>>MBS PTP Retransmission Tunnel Required
	O
	
	9.3.2.10
	
	-
	

	>>MBS PTP Forwarding Tunnel Required Information
	O
	
	MRB Progress Information 9.3.2.12
	
	-
	

	UE Multicast MRB to Be Released List
	
	0..1
	
	
	YES
	reject

	>UE Multicast MRB to Be Released Item IEs
	
	1 .. <maxnoofMRBsforUE>
	
	
	EACH
	reject

	>>MRB ID
	M
	
	9.3.1.224
	MRB ID for the UE.
	-
	

	SL DRX Cycle List
	
	0..1
	
	
	YES
	ignore

	>SL DRX Cycle Item IEs
	
	1 ..
<maxnoofSLdestinations >
	
	
	EACH
	ignore

	>>RX UE ID
	M
	
	BIT STRING (SIZE(24))
	Indicates the destination L2 ID of RX UE associated to this UE.
	-
	

	>>CHOICE SL DRX Information
	M
	
	
	
	-
	

	>>>SL DRX Cycle
	
	
	
	
	
	

	>>>>SL DRX Cycle Length
	M
	
	ENUMERATED
(ms10, ms20, ms32, ms40, ms60, ms64, ms70, ms80, ms128, ms160, ms256, ms320, ms512, ms640, ms1024, ms1280, ms2048, ms2560, ms5120, ms10240, ...)
	Indicates the desired SL DRX cycle for RX UE associated to this UE.
	-
	

	>>>No SL DRX
	
	
	
	
	-
	

	>>>>SL DRX configuration indicator
	M
	
	ENUMERATED(release,...)
	
	-
	

	Management Based MDT PLMN Modification List
	O
	
	MDT PLMN Modification List
9.3.1.274
	
	YES
	ignore

	SDT Bearer Configuration Query Indication
	O
	
	ENUMERATED (true, ...)
	
	YES
	ignore

	DAPS HO status
	O
	
	ENUMERATED(initiation, …)
	This IE is used if DAPS HO is initiated.
	YES
	ignore

	ServingCellMO List
	
	0..1
	
	For NCD-SSBs
	YES
	ignore

	>ServingCellMO Item IEs
	
	1 .. <maxnoofServingCellMOs>
	
	
	EACH
	ignore

	>>servingCellMO
	M
	
	INTEGER (1..64)
	
	-
	

	>>SSB frequency
	M
	
	INTEGER (0..3279165)
	ARFCN
	-
	

	Uplink TxDirectCurrentMoreCarrierList Information 
	O
	
	9.3.1.284
	
	YES
	ignore

	CPAC MCG Information
	
	0..1
	
	This IE is used at the MN for MCG configuration as specified in TS 37.340 [7] for CPAC. 
	YES
	ignore

	>CPAC Trigger
	M
	
	ENUMERATED (CPAC-preparation, CPAC-executed, …)
	
	-
	-

	>PSCell ID
	M
	
	NR CGI 9.3.1.12
	The PSCell corresponding to the included CG-Config IE at CPAC-preparation or the selected PSCell by the UE at CPAC-executed.
	-
	-



	Range bound
	Explanation

	maxnoofSCells
	Maximum no. of SCells allowed towards one UE, the maximum value is 32.

	maxnoofServingCellMOs
	Maximum number of ServingCellMOs for NCD-SSB per cell. Maximum value is 16

	maxnoofSRBs
	Maximum no. of SRB allowed towards one UE, the maximum value is 8. 

	maxnoofDRBs
	Maximum no. of DRB allowed towards one UE, the maximum value is 64. 

	maxnoofULUPTNLInformation
	Maximum no. of UL UP TNL Information allowed towards one DRB, the maximum value is 2.

	maxnoofQoSFlows
	Maximum no. of flows allowed to be mapped to one DRB, the maximum value is 64.

	maxnoofBHRLCChannels
	Maximum no. of BH RLC channels allowed towards one IAB-node, the maximum value is 65536.

	maxnoofSLDRBs
	Maximum no. of SL DRB allowed for NR sidelink communication per UE, the maximum value is 512.

	maxnoofPC5QoSFlows
	Maximum no. of PC5 QoS flow allowed towards one UE for NR sidelink communication, the maximum value is 2048.

	maxnoofAdditionalPDCPDuplicationTNL
	Maximum no. of additional UP TNL Information allowed towards one DRB, the maximum value is 2. 

	maxnoofCellsinCHO
	Maximum no. cells that can be prepared for a conditional mobility. Value is 8.

	maxnoofUuRLCChannels
	Maximum no. of Uu Relay RLC channels for L2 U2N relaying per Relay UE, the maximum value is 32.

	maxnoofPC5RLCChannels
	Maximum no. of PC5 Relay RLC channel allowed for L2 U2N relaying per Remote UE or Relay UE, the maximum value is 512.

	maxnoofMRBsforUE
	Maximum no. of multicast MRB allowed towards one UE, the maximum value is 64.

	maxnoofSLdestinations
	Maximum number of destination for NR sidelink communication, the maximum value is 32



	Condition
	Explanation

	ifCHOcancel
	This IE may be present if the CHO Trigger IE is present and set to "CHO-cancel".



	Range bound
	Explanation

	maxnoofSCells
	Maximum no. of SCells allowed towards one UE, the maximum value is 32.

	maxnoofServingCellMOs
	Maximum number of ServingCellMOs for NCD-SSB per cell. Maximum value is 16

	maxnoofSRBs
	Maximum no. of SRB allowed towards one UE, the maximum value is 8. 

	maxnoofDRBs
	Maximum no. of DRB allowed towards one UE, the maximum value is 64. 

	maxnoofULUPTNLInformation
	Maximum no. of ULUP TNL Information allowed towards one DRB, the maximum value is 2.

	maxnoofCandidateSpCells
	Maximum no. of SpCells allowed towards one UE, the maximum value is 64.

	maxnoofQoSFlows
	Maximum no. of flows allowed to be mapped to one DRB, the maximum value is 64.

	maxnoofBHRLCChannels
	Maximum no. of BH RLC channels allowed towards one IAB-node, the maximum value is 65536.

	maxnoofSLDRBs
	Maximum no. of SL DRB allowed for NR sidelink communication per UE, the maximum value is 512.

	maxnoofPC5QoSFlows
	Maximum no. of PC5 QoS flow allowed towards one UE for NR sidelink communication, the maximum value is 2048.

	maxnoofAdditionalPDCPDuplicationTNL
	Maximum no. of additional UP TNL Information allowed towards one DRB, the maximum value is 2. 

	maxnoofUuRLCChannels
	Maximum no. of Uu Relay RLC channels for L2 U2N relaying per Relay UE, the maximum value is 32.

	maxnoofPC5RLCChannels
	Maximum no. of PC5 Relay RLC channels allowed for L2 U2N relaying per Remote UE or Relay UE, the maximum value is 512.

	maxnoofMRBsforUE
	Maximum no. of multicast MRB allowed towards one UE, the maximum value is 64.



	Condition
	Explanation

	ifDRBSetup
	This IE shall be present only if the DRB to Be Setup List IE is present.

	ifCHOmod
	This IE shall be present if the CHO Trigger IE is present and set to "CHO-replace".
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DRX - ConfigExt2 - v18 00   ::=                 SEQUENCE   {        drx - NonIntegerLongCycleStartOffset - r18   CHOICE   {            ms1001over240                             INTEGER (0..3),            ms25over6                                INTEGER (0..3),            ms25over3                                INTEGER (0..7),            ms1001over120                            INTEGER (0..7),            ms100over9                                INTEGER (0..10),            ms25over2                                INTEGER (0..11),            ms40over3                                INTEGER (0..12),            ms125over9                               INTEGER (0..12),            ms50over3                                 INTEGER (0..15),            ms1001over60                             INTEGER (0..15),            ms125over6                               INTEGER (0..19),            ms200over9                               INTEGER (0..21),            ms250over9                               INTEGER (0..26),            ms100over3                               INTEGER (0..32),            ms1001over30                             INTEGER (0..32),            ms125over3                               INTEGER (0..40),            ms1001over24                             INTEGER (0..40),            ms200over3                               INTEGER (0..65),            ms1001over15                             INTEGER (0..65),            ms250over3                               INTEGER (0..82),            ms1001over12                             INTEGER (0..82),            ms400over3                               INTEGER (0..132)        },        shortDRX - r18                             SEQUENCE   {            drx - NonIntegerShortCycle - r18             ENUMERATED   {ms1001over240, ms25over6, ms25over3, ms1001over120, ms100over9, ms25over2,                                                                ms40over3, ms125over9, ms50over3, ms1001over60, ms125over6, ms200over9,                                                                 ms100over3, ms1001over30, ms125over3, ms1001over24, ms200over3, spare15,                                                                spare14, spare13, spare12, spare11, spare10, spare9, spare8, spare7, spare6,                                                                        spare5, spare4, spare3, spare2, spare1},            drx - ShortCycleTimer - r18                  INTEGER   (1..16)        }                                                                                                              OPTIONAL ,    --   Need R        drx - TimeReferenceSFN - r18                     ENUMERATED   {sfn512}                                               OPTIONAL      --   Need S   }  
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