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9.2.14.19	MULTICAST COMMON CONFIGURATION RESPONSECONFIRM
This message is sent by the gNB-DU to notify the gNB-CU to confirm the execution of the requested functions.
Direction: gNB-DU  gNB-CU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore






Page 1


[bookmark: _Toc20955607][bookmark: _Toc29461045][bookmark: _Toc29505777][bookmark: _Toc36556302][bookmark: _Toc45881766][bookmark: _Toc51852405][bookmark: _Toc56620356][bookmark: _Toc64447996][bookmark: _Toc74152771][bookmark: _Toc88656196][bookmark: _Toc88657255][bookmark: _Toc105657316][bookmark: _Toc106108697][bookmark: _Toc112687790][bookmark: _Toc145326835]<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc155944755]
MulticastCU2DUCommonRRCInfo ::= SEQUENCE {
	multicastCommonCU2DUCellList		MulticastCommonCU2DUCellList		OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { {MulticastCU2DUCommonRRCInfo-ExtIEs} } OPTIONAL,
	...
}

MulticastCU2DUCommonRRCInfo-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

MulticastCommonCU2DUCellList ::= SEQUENCE (SIZE(1.. maxCellingNBDU))	OF MulticastCommonCU2DUCell-Item

MulticastCommonCU2DUCell-Item ::= SEQUENCE {
	nRCGI									NRCGI,
	multicastCommonCu2DUCellInformation		MulticastCommonCu2DUCellInformation,
	iE-Extensions				ProtocolExtensionContainer { {MulticastCommonCU2DUCell-Item-ExtIEs} } OPTIONAL,
	...
}

MulticastCommonCU2DUCell-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

MulticastCommonCu2DUCellInformation ::= SEQUENCE {
	multicastCommonCu2DUCellInfoSetupOrUpdate	MulticastCommonCu2DUCellInfoSetupOrUpdate		OPTIONAL,
	nomulticastCommonCu2DUCellInfoSetupOrUpdateprovided		NULL,
	iE-Extensions				ProtocolExtensionContainer { {MulticastCommonCu2DUCellInformation-ExtIEs} } OPTIONAL,
	...
}

MulticastCommonCu2DUCellInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

MulticastCommonCu2DUCellInfoSetupOrUpdatermation ::= SEQUENCE {
	mBSMulticastNeighbourCellListItem	MBSMulticastNeighbourCellListItem		OPTIONAL,
	thresholdMBS-ListItem				ThresholdMBS-ListItem					OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { {MulticastCommonCu2DUCellInfoSetupOrUpdatermation-ExtIEs} } OPTIONAL,
	...
}

MulticastCommonCu2DUCellInforSetupOrUpdatemation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

MBSMulticastNeighbourCellListItem ::= CHOICE {
	mbsMulticastNeighbourCellListInformationprovided		UpdateMBSMulticastNeighbourCellListInformation,
	nombsMulticastNeighbourCellListInformationprovided		NULL,
	choice-extension		ProtocolIE-SingleContainer { {MBSMulticastNeighbourCellListItem-ExtIEs} }
}

MBSMulticastNeighbourCellListItem-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}
ThresholdMBS-ListItem ::= CHOICE {
	thresholdMBS-ListInformationprovided		UpdateThresholdMBS-ListInformation,
	nothresholdMBSListInformationprovided		NULL,
	choice-extension		ProtocolIE-SingleContainer { {ThresholdMBS-ListItem-ExtIEs} }
}

ThresholdMBS-ListItem-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

UpdateMBSMulticastNeighbourCellListInformation ::= SEQUENCE {
	mbs-NeighbourCellList			OCTET STRING						OPTIONAL,
	mbs-MulticastSessionList		MTCH-NeighbourCellSessionList		OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { {UpdateMBSMulticastNeighbourCellListInformation-ExtIEs} } OPTIONAL,
	...
}

UpdateMBSMulticastNeighbourCellListInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

MTCH-NeighbourCellSessionList ::= SEQUENCE (SIZE(1..maxMBSSessionsinSessionInfoList))	OF MTCH-NeighbourCellSession-Item
MTCH-NeighbourCellSession-Item ::= SEQUENCE {
	mbsSessionID						MBS-Session-ID,
	mtch-NeighbourCellInformation			CHOICE {
		mtch-NeighbourCellprovided					OCTET STRING,
		mtch-NeighbourCellnotprovided				NULL
	},
	iE-Extensions				ProtocolExtensionContainer { {MTCH-NeighbourCellSession-Item-ExtIEs} } OPTIONAL,
	...
}

MTCH-NeighbourCellSession-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


UpdateThresholdMBS-ListInformation ::= SEQUENCE {
	thresholdMBSList				OCTET STRING				OPTIONAL,
	thresholdIndexSessionList		ThresholdIndexSessionList	OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { {UpdateThresholdMBS-ListInformation-ExtIEs} } OPTIONAL,
	...
}

UpdateThresholdMBS-ListInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}
UpdateThresholdMBS-ListInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

ThresholdIndexSessionList ::= SEQUENCE (SIZE(1..maxMBSSessionsinSessionInfoList))	OF ThresholdIndexSession-Item
ThresholdIndexSession-Item ::= SEQUENCE {
	mbsSessionID						MBS-Session-ID,
	thresholdIndexInformation			CHOICE {
		thresholdIndexprovided				ThresholdIndex,
		thresholdIndexnotprovided			NULL
	},
	iE-Extensions				ProtocolExtensionContainer { {ThresholdIndexSession-Item-ExtIEs} } OPTIONAL,
	...
}

ThresholdIndexSession-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

ThresholdIndex ::= INTEGER (0..maxnoofThresholdMBS)
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