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-------------Start of the First Change---------------
[bookmark: _Toc155980760]9.2.14.18	MULTICAST COMMON CONFIGURATION REQUEST
This message is sent by the gNB-CU to request the gNB-DU to configure common items in the gNB-DU.
Direction: gNB-CU  gNB-DU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.23
	
	YES
	reject

	Multicast CU to DU Common RRC Information
	O
	
	9.3.1.314
	
	YES
	reject



[bookmark: _Toc155980761]9.2.14.19	MULTICAST COMMON CONFIGURATION CONFIRMRESPONSE
This message is sent by the gNB-DU to notify the gNB-CU to confirm the execution of the requested functions.
Direction: gNB-DU  gNB-CU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.23
	
	YES
	reject

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore



[bookmark: _Toc155980762]9.2.14.20	MULTICAST COMMON CONFIGURATION REFUSE
This message is sent by the gNB-DU to notify the gNB-CU that the execution of the requested functions was not successful.
Direction: gNB-DU  gNB-CU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.23
	
	YES
	reject

	Cause
	M
	
	9.3.1.2
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore



-------------Start of the Next Change---------------
[bookmark: _Toc155981092][bookmark: _Toc155981093]9.3.1.311	Multicast DU to CU RRC Information
This IE indicates the multicast specific DU to CU RRC Information.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	MBS Multicast Cell List
	
	0..1
	
	

	>MBS Multicast Cell Item
	
	1 .. <maxCellingNBDU>
	
	

	>>NR CGI
	M
	
	NR CGI 9.3.1.12
	

	>>MBS Multicast Configuration Response Information
	O
	
	9.3.1.312
	

	>>MBS Multicast Configuration Notification
	O
	
	9.3.1.313
	



	Range bound
	Explanation

	maxCellingNBDU
	Maximum no. cells that can be served by a gNB-DU. Value is 512.




9.3.1.312	MBS Multicast Configuration Response Information
This IE contains information on the gNB-DU’s response to the requested multicast configuration for reception RRC_INACTIVE.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE MBS Multicast Configuration Response Information
	O
	
	
	

	>MBS Multicast Configuration available
	
	
	
	

	>>MBS Multicast Configuration
	M
	
	OCTET STRING
	Includes the MBSMulticastConfiguration message as defined in TS 38.331 [8].

	>MBS Multicast Configuration not available
	
	
	
	

	>>MBS Multicast Configuration not available
	M
	
	ENUMERATED (not available, ...)
	



-------------Start of the Next Change---------------


	

[bookmark: _Toc20956002][bookmark: _Toc29893128][bookmark: _Toc36557065][bookmark: _Toc45832585][bookmark: _Toc51763907][bookmark: _Toc64449079][bookmark: _Toc66289738][bookmark: _Toc74154851][bookmark: _Toc81383595][bookmark: _Toc88658229][bookmark: _Toc97911141][bookmark: _Toc99038965][bookmark: _Toc99731228][bookmark: _Toc105511363][bookmark: _Toc105927895][bookmark: _Toc106110435][bookmark: _Toc113835877][bookmark: _Toc120124733][bookmark: _Toc155981125]9.4.4	PDU Definitions
-- ASN1START 
-- **************************************************************
--
-- PDU definitions for F1AP.
--
-- **************************************************************

F1AP-PDU-Contents { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules.
--
-- **************************************************************

IMPORTS
	AssociatedSessionID,
	BroadcastMRBs-FailedToBeModified-Item,
//skip unchanged part
-- **************************************************************
--
-- MULTICAST COMMON CONFIGURATION PROCEDURE
--
-- **************************************************************


-- **************************************************************
--
-- MULTICAST COMMON CONFIGURATION REQUEST
--
-- **************************************************************

MulticastCommonConfigurationRequest ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{MulticastCommonConfigurationRequestIEs}},
	...
}

MulticastCommonConfigurationRequestIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID							CRITICALITY reject	TYPE TransactionID											PRESENCE mandatory	}|
	{ ID id-MulticastCU2DUCommonRRCInfo				CRITICALITY reject	TYPE MulticastCU2DUCommonRRCInfo						PRESENCE optional		},
	...
}


-- **************************************************************
--
-- MULTICAST COMMON CONFIGURATION RESPONSE
--
-- **************************************************************

MulticastCommonConfigurationResponse ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{MulticastCommonConfigurationResponseIEs}},
	...
}

MulticastCommonConfigurationResponseIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID						CRITICALITY reject	TYPE TransactionID								PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics				CRITICALITY ignore	TYPE CriticalityDiagnostics						PRESENCE optional		},
	...
}


-- **************************************************************
--
-- MULTICAST COMMON CONFIGURATION REFUSE
--
-- **************************************************************

MulticastCommonConfigurationRefuse ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{MulticastCommonConfigurationRefuseIEs}},
	...
}

MulticastCommonConfigurationRefuseIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID						CRITICALITY reject	TYPE TransactionID								PRESENCE mandatory	}|
	{ ID id-Cause								CRITICALITY ignore	TYPE Cause										PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics				CRITICALITY ignore	TYPE CriticalityDiagnostics						PRESENCE optional		},
	...
}

//skip unchanged part
MBS-Multicast-DU2CU-Cell-Item ::= SEQUENCE {
	nRCGI									NRCGI,
	mbsMulticastConfigurationResponseInfo	MBSMulticastConfigurationResponseInfo		OPTIONAL,
	mbsMulticastConfigurationNotification	MBSMulticastConfigurationNotification								OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { MBS-Multicast-DU2CU-Cell-Item-ExtIEs} } OPTIONAL,
	...
}

MBS-Multicast-DU2CU-Cell-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

MBSMulticastConfigurationResponse ::= SEQUENCE {
	mbsMulticastConfigurationResponseInfo			MBSMulticastConfigurationResponseInfo		OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {MBSMulticastConfigurationResponse-ExtIEs} }	OPTIONAL,
	...
}

MBSMulticastConfigurationResponse-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


MBSMulticastConfigurationResponseInfo ::= CHOICE {
	mbsMulticastConfiguration-available			OCTET STRINGMBSMulticastConfiguration-available,
	mbsMulticastConfiguration-notavailable		MBSMulticastConfiguration-notavailableENUMERATED {not-available, ...},
	choice-extension		ProtocolIE-SingleContainer { {MBSMulticastConfigurationResponseInfo-ExtIEs} }
}

MBSMulticastConfigurationResponseInfo-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

MBSMulticastConfiguration-available ::= SEQUENCE {
	mBSMulticastConfiguration				OCTET STRING,
	iE-Extensions				ProtocolExtensionContainer { { MBSMulticastConfiguration-available-ExtIEs} } OPTIONAL,
	...
}

MBSMulticastConfiguration-available-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

MBSMulticastConfiguration-notavailable ::= SEQUENCE {
	mBSMulticastConfiguration-notavailable			ENUMERATED {not-available, ...},
	iE-Extensions				ProtocolExtensionContainer { { MBSMulticastConfiguration-notavailable-ExtIEs} } OPTIONAL,
	...
}

MBSMulticastConfiguration-notavailable-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


-------------End of the Changes---------------

