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· In 9.2.9.11 MIAB F1 SETUP OUTCOME NOTIFICATION, it is Target F1 Terminating IAB-Donor gNB ID IE, but ASN.1 uses id-RRC-Terminating-IAB-Donor-gNB-ID.
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[bookmark: _Hlk50384006]The purpose of this information element is to provide the measurement result(s).
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Positioning Measured Result Item
	
	1 .. <maxnoofPosMeas>
	
	
	-
	

	>CHOICE Measured Results Value
	M
	
	
	
	-
	

	>>UL Angle of Arrival
	
	
	
	
	
	

	>>>UL Angle of Arrival
	M
	
	9.3.1.167
	
	-
	

	>>UL SRS-RSRP
	
	
	
	
	
	

	>>>UL SRS-RSRP
	M
	
	INTEGER (0..126)
	
	-
	

	>>UL RTOA
	
	
	
	
	
	

	>>>UL RTOA
	M
	
	UL RTOA Measurement
9.3.1.168
	
	-
	

	>>gNB Rx-Tx Time Difference
	
	
	
	
	
	

	>>>gNB Rx-Tx Time Difference
	M
	
	9.3.1.170
	
	-
	

	>>Zenith Angle of Arrival Information
	
	
	
	
	YES
	reject

	>>>Zenith Angle of Arrival Information
	M
	
	9.3.1.239
	
	-
	

	>>Multiple UL AoA
	
	
	
	
	YES
	reject

	>>>Multiple UL AoA
	M
	
	9.3.1.245
	
	-
	

	>>UL SRS-RSRPP
	
	
	
	
	YES
	reject

	>>>UL SRS-RSRPP
	M
	
	9.3.1.246
	
	-
	

	>Time Stamp
	M
	
	9.3.1.171
	
	-
	

	>Measurement Quality
	O
	
	TRP Measurement Quality
9.3.1.172
	
	-
	

	>Measurement Beam Information
	O
	
	9.3.1.173
	
	-
	

	>ARP ID
	O
	
	9.3.1.244
	
	YES
	ignore

	>SRS Resource type
	O
	
	9.3.1.247
	
	YES
	ignore

	>LoS/NLoS Information
	O
	
	9.3.1.249
	
	YES
	ignore

	>Mobile TRP Location Information
	O
	
	9.3.1.304
	
	YES
	ignorereject



	Range bound
	Explanation

	maxnoofPosMeas
	Maximum no. of measured quantities that can be configured and reported with one message. Value is 16384.
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The purpose of this IE is to provide the E-CID measurement result.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Geographical Coordinates
	O
	
	9.3.1.184
	The configured estimated geographical position of the antenna of the cell.
	-
	

	Measured Results List
	
	0..1
	
	
	
	

	>E-CID Measured Results Item
	
	1 .. <maxnoMeasE-CID>
	
	
	
	

	>>CHOICE Measured Results Value
	M
	
	
	
	
	

	>>>Value Angle of Arrival NR
	
	
	
	
	
	

	>>>>Value Angle of Arrival NR
	M
	
	UL Angle of Arrival
9.3.1.167
	
	-
	

	>>>Value Timing Advance NR
	
	
	
	
	
	

	>>>>Value Timing Advance NR
	M
	
	INTEGER (0.. 7690)
	As defined in TS 38.215 [43] 
	YES
	ignore

	Mobile Access Point Location Information
	O
	
	Mobile TRP Location Information
9.3.1.304
	The location information of the mobile access point of the cell that is associated to the mobile TRP.
	YES
	ignorereject



	Range bound
	Explanation

	maxnoMeasE-CID
	Maximum no. of measured quantities that can be configured and reported with one message. Value is 64.
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9.3.1.309	Associated Session ID
This IE is used to associate MBS Session IDs providing identical user data.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Associated Session ID
	M
	
	OCTET STRING
	Coded as AssociatedSessionId defined in TS 29.571 [501].
The gNB-DU does not interpret the content of the Associated Session ID IE.
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9.4.4	PDU Definitions
[bookmark: _Hlk120261233]-- ASN1START 
-- **************************************************************
--
-- PDU definitions for F1AP.
--
-- **************************************************************

F1AP-PDU-Contents { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules.
--
-- **************************************************************

** Unchanged text skipped **

	id-RANTimingSynchronisationStatusInfo,
	id-Target-gNB-ID,
	id-Target-gNB-IP-address,
	id-Target-SeGW-IP-address,
	id-Activated-Cells-Mapping-List,
	id-Activated-Cells-Mapping-List-Item,
	id-F1SetupOutcome,
	id-RRC-Terminating-IAB-Donor-Related-Info,
	id-RRC-Terminating-IAB-Donor-gNB-ID,	
	id-NCGI-to-be-Updated-List,
	id-NCGI-to-be-Updated-List-Item,
	id-Mobile-IAB-MTUserLocationInformation,
	id-IndicationMCInactiveReception,
	id-MulticastCU2DURRCInfo, 
	id-MulticastDU2CURRCInfo,
	id-MBSMulticastSessionReceptionState,
	id-F1UTunnelNotEstablished,
	id-MulticastCU2DUCommonRRCInfo,
	id-NRA2XServicesAuthorized,
	id-LTEA2XServicesAuthorized,
	id-NRUESidelinkAggregateMaximumBitrateForA2X,
	id-LTEUESidelinkAggregateMaximumBitrateForA2X,
	id-NReRedCapUEIndication,
	id-NRPaginglongeDRXInformationforRRCINACTIVE,
	id-Target-F1-Terminating-IAB-Donor-gNB-ID,	
	maxCellingNBDU,
	maxnoofCandidateSpCells,
	maxnoofDRBs,
	maxnoofErrors,
	maxnoofIndividualF1ConnectionsToReset,
	maxnoofPotentialSpCells,
	maxnoofSCells,
	maxnoofSRBs,
	maxnoofPagingCells,
	maxnoofTNLAssociations,
	maxCellineNB,
	maxnoofUEIDs,
	maxnoofBHRLCChannels,
	maxnoofRoutingEntries,
	maxnoofChildIABNodes,
	maxnoofServedCellsIAB,
	maxnoofTLAsIAB,
	maxnoofULUPTNLInformationforIAB,
	maxnoofUPTNLAddresses,
	maxnoofSLDRBs,
	maxnoofTRPInfoTypes,
	maxnoofTRPs,
	maxnoofMRBs,
	maxnoofUEIDforPaging,
	maxnoofNeighbourNodeCellsIAB,
	maxnoofMRBsforUE,
	maxnoofServingCellMOs,
	maxnoofLTMCells




FROM F1AP-Constants;



** Unchanged text skipped **


-- MIAB F1 SETUP OUTCOME NOTIFICATION PROCEDURE
--
-- **************************************************************


-- **************************************************************
--
-- MIAB F1 SETUP OUTCOME NOTIFICATION
--
-- **************************************************************

MIABF1SetupOutcomeNotification ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ MIABF1SetupOutcomeNotificationIEs}},
	...
}

MIABF1SetupOutcomeNotificationIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID						CRITICALITY reject	TYPE TransactionID								PRESENCE mandatory	}|
	{ ID id-F1SetupOutcome						CRITICALITY reject	TYPE F1SetupOutcome								PRESENCE mandatory	}|
	{ ID id-Activated-Cells-Mapping-List		CRITICALITY ignore	TYPE Activated-Cells-Mapping-List			PRESENCE optional	}|
	{ ID id-Target-F1-Terminating-IAB-Donor-gNB-IDid-RRC-Terminating-IAB-Donor-gNB-ID	CRITICALITY ignore	TYPE GlobalGNB-ID								PRESENCE optional	},
	...
}

F1SetupOutcome ::= ENUMERATED {success, failure,...}

Activated-Cells-Mapping-List ::= SEQUENCE (SIZE(1.. maxCellingNBDU))	OF ProtocolIE-SingleContainer { { Activated-Cells-Mapping-List-ItemIEs } }

Activated-Cells-Mapping-List-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-Activated-Cells-Mapping-List-Item	CRITICALITY ignore	TYPE Activated-Cells-Mapping-List-Item PRESENCE mandatory },
	...
}
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[bookmark: _Toc155981126]9.4.5	Information Element Definitions
-- ASN1START 
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

F1AP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN
** Unchanged text skipped **

[bookmark: _Hlk515361362]E-CID-MeasurementResult ::= SEQUENCE {
	geographicalCoordinates		GeographicalCoordinates 	OPTIONAL,
	measuredResults-List		E-CID-MeasuredResults-List 	OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { E-CID-MeasurementResult-ExtIEs} } OPTIONAL
}

E-CID-MeasurementResult-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-MobileAccessPointLocation	CRITICALITY ignore reject EXTENSION Mobile-TRP-LocationInformation	PRESENCE optional },
	...
}



** Unchanged text skipped **


MeasurementsToActivate ::= BIT STRING (SIZE (8))

Mobile-TRP-LocationInformation ::= SEQUENCE {
	location-Information			OCTET STRING	OPTIONAL,
	velocity-Information			OCTET STRING	OPTIONAL,
	location-time-stamp				TimeStamp		OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { Mobile-TRP-LocationInformation-ExtIEs} } OPTIONAL,
	...
}

Mobile-TRP-LocationInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


** Unchanged text skipped **
PosMeasurementResultItem ::= SEQUENCE {
	measuredResultsValue				MeasuredResultsValue,
	timeStamp							TimeStamp,
	measurementQuality					TRPMeasurementQuality	OPTIONAL,
	measurementBeamInfo					MeasurementBeamInfo		OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { { PosMeasurementResultItemExtIEs } }	OPTIONAL
}

PosMeasurementResultItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-ARP-ID				CRITICALITY ignore EXTENSION ARP-ID 					PRESENCE optional}|
	{ ID id-SRSResourcetype		CRITICALITY ignore EXTENSION SRSResourcetype 			PRESENCE optional}|
	{ ID id-LoS-NLoSInformation	CRITICALITY ignore EXTENSION LoS-NLoSInformation		PRESENCE optional }|
	{ ID id-Mobile-TRP-LocationInformation	CRITICALITY ignore reject EXTENSION Mobile-TRP-LocationInformation		PRESENCE optional },
	...
}

PosMeasurementResultList ::= SEQUENCE (SIZE(1.. maxNoOfMeasTRPs)) OF PosMeasurementResultList-Item
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-- ASN1START 
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

F1AP-Constants { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

** Unchanged text skipped **

id-NRUESidelinkAggregateMaximumBitrateForA2X		ProtocolIE-ID ::= 781
id-LTEUESidelinkAggregateMaximumBitrateForA2X		ProtocolIE-ID ::= 782
id-NReRedCapUEIndication 							ProtocolIE-ID ::= 783
id-ERedcap-Bcast-Information 						ProtocolIE-ID ::= 784
id-NRPaginglongeDRXInformationforRRCINACTIVE		ProtocolIE-ID ::= 785
id-Target-F1-Terminating-IAB-Donor-gNB-ID			ProtocolIE-ID ::= x

END
-- ASN1STOP 
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