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[bookmark: OLE_LINK8][bookmark: OLE_LINK7][bookmark: OLE_LINK6]For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].
CAG Cell: As defined in TS 38.300 [9].
Conditional Handover: As defined in TS 38.300 [9].
Conditional PSCell Change: As defined in TS 37.340 [8].
DAPS Handover: As defined in TS 38.300 [9].
Elementary Procedure: XnAP protocol consists of Elementary Procedures (EPs). An XnAP Elementary Procedure is a unit of interaction between two NG-RAN nodes. An EP consists of an initiating message and possibly a response message. Two kinds of EPs are used:
-	Class 1: Elementary Procedures with response (success or failure),
-	Class 2: Elementary Procedures without response.
F1-terminating IAB-donor: as defined in TS 38.401 [2].
Immediate Handover: Used in the context of Conditional Handover, to refer to a handover that is executed immediately after the UE receives the Handover Command.
MBS Session Resource: As defined in TS 38.401 [2].
NG-RAN MBS session resource context: as defined in TS 38.401 [2].
NG-RAN node: as defined in TS 38.300 [9].
Non-CAG Cell: As defined in TS 38.300 [9].
Non-F1-terminating IAB-donor: as defined in TS 38.401 [2].
PDU Session Resource: As defined in TS 38.401 [2].
PDU session split: as defined in TS 37.340 [8].
Public Network Integrated NPN: as defined in TS 23.501 [7].
Stand-alone Non-Public Network: as defined in TS 23.501 [7].
Subsequent Conditional PSCell Addition or Change (Subsequent CPAC): as defined in TS 37.340 [8].
Mobile IAB-node: as defined in TS 38.300 [9].
Mobile IAB-MT: as defined in TS 38.300 [9].
Mobile IAB-DU: as defined in TS 38.300 [9].
RRC-terminating IAB-donor: as defined in TS 38.401 [2].

-------------------------------------------Next change-------------------------------------------
[bookmark: _Toc155959791][bookmark: _Toc98868179][bookmark: _Toc113825121][bookmark: _Toc106109300][bookmark: _Toc105174463][bookmark: _Toc105174464][bookmark: _Toc113825122][bookmark: _Toc106109301][bookmark: _Toc155959792][bookmark: _Toc155959796][bookmark: _Toc98868184][bookmark: _Toc113825126][bookmark: _Toc106109305][bookmark: _Toc105174468]8.5.2.1	General
The purpose of the IAB Transport Migration Management procedure is to exchange information between the F1-terminating IAB-donor and the non-F1-terminating IAB-donor of a boundary IAB-node, or between the F1-terminating IAB-donor and the RRC-terminating IAB-donor of a mobile IAB-node for the purpose of managing the migration of the boundary and , descendant IAB-node, or mobile IAB-node traffic between the topologies managed by the two IAB-donors.
The procedure is applicable to inter-donor partial migration, inter-donor RLF recovery and, inter-donor topology redundancy and migration of mobile IAB-MT, mobile IAB-DU migration  cases. The procedure is initiated by the F1-terminating IAB-donor of the boundary IAB-node, or the RRC-terminating IAB-donor of the mobile IAB-node. The procedure can be used to set up, modify and release (e.g., for the purpose of revoking) the resources under the non-F1-terminating IAB-donor or the RRC-terminating IAB-donor used for serving the offloaded traffic.
The procedure uses UE-associated signalling.
-------------------------------------------Next change-------------------------------------------

8.5.2.2	Successful Operation


Figure 8.5.2.2-1: IAB Transport Migration Management triggered by the F1-terminating IAB-donor, successful operation
The F1-terminating IAB-donor initiates the procedure by sending the IAB TRANSPORT MIGRATION MANAGEMENT REQUEST message to the non-F1-terminating IAB-donor or the RRC-terminating IAB-donor.
The non-F1-terminating IAB-donor or the RRC-terminating IAB-donor may respond with the IAB TRANSPORT MIGRATION MANAGEMENT RESPONSE message by indicating:
-	Traffic accepted for offloading, within the Traffic Added List IE;
-	Already offloaded traffic accepted for modification, within the Traffic Modified List IE;
-	Traffic not accepted for offloading, within the Traffic Not Added List IE;
-	Already offloaded traffic not accepted for modification within the Traffic Not Modified List IE.
If the Traffic To Be Released Information IE is contained in the IAB TRANSPORT MIGRATION MANAGEMENT REQUEST message, the non-F1-terminating IAB-donor or the RRC-terminating IAB-donor should release all offloaded traffic if the All Traffic Indication IE in the Traffic to Be Released Information IE is set to "true", or release only the offloaded traffic indicated by the Traffic to Be Released Item IE in the Traffic to Be Released Information IE.
If the IAB TRANSPORT MIGRATION MANAGEMENT REQUEST message contains the Traffic to Be Released Information IE, the non-F1-terminating IAB-donor or the RRC-terminating IAB-donor shall include the Traffic Released List IE in the IAB TRANSPORT MIGRATION MANAGEMENT RESPONSE message.
If the IAB TRANSPORT MIGRATION MANAGEMENT REQUEST message contains the IAB IPv4 Addresses Requested IE or the IAB IPv6 Request Type IE in the IAB TNL Address Request IE, the non-F1-terminating IAB-donor or the RRC-terminating IAB-donor shall, if supported, provide the allocated TNL address via the IAB TNL Address Response IE in the IAB TRANSPORT MIGRATION MANAGEMENT RESPONSE message. If the IAB TRANSPORT MIGRATION MANAGEMENT REQUEST message contains the IAB TNL Address To Remove List IE in the IAB TNL Address Request IE, the non-F1-terminating IAB-donor or the RRC-terminating IAB-donor shall consider that the TNL address(es) are no longer used by the F1-terminating IAB-donor.
If the IAB TNL Address Exception IE is contained in the IAB TRANSPORT MIGRATION MANAGEMENT REQUEST message, the non-F1-terminating IAB-donor shall, if supported, configure the related IAB-donor-DU to enable traffic re-routing over the inter-IAB-donor-DU tunnel.
If the IAB QoS Mapping Information IE is contained in the IAB TRANSPORT MIGRATION MANAGEMENT RESPONSE message, the F1-terminating IAB-donor, shall, if supported, use it to set DSCP and/or IPv6 flow label fields for the downlink IP packets of the offloaded traffic.
If the Mobile IAB-MT BAP Address IE is contained in the IAB TRANSPORT MIGRATION MANAGEMENT REQUEST message and this is the first UE-associated signaling for the mobile IAB-MT identified by the Mobile IAB-MT BAP Address IE, the non-F1RRC-terminating IAB-donor, shall, if supported, ignore the Non-F1-Terminating IAB-donor UE XnAP ID IE and allocate an XnAP UE ID for the mobile IAB-MT to be used in the IAB TRANSPORT MIGRATION MANAGEMENT RESPONSE message and subsequent procedure(s) for this mobile IAB-MT.
-------------------------------------------Next change-------------------------------------------

[bookmark: _Toc113825123][bookmark: _Toc105174465][bookmark: _Toc106109302][bookmark: _Toc155959793]8.5.2.3	Unsuccessful Operation


Figure 8.5.2.3-1: IAB Transport Migration Management triggered by the F1-terminating IAB-donor, unsuccessful operation
If the non-F1-terminating IAB-donor or the RRC-terminating IAB-donor is not able to accept any traffic for offloading or modification from the F1-terminating IAB-donor, or a failure occurs during the IAB Transport Migration Management procedure, the non-F1-terminating IAB-donor or the RRC-terminating IAB-donor sends the IAB TRANSPORT MIGRATION MANAGEMENT REJECT message with an appropriate cause value to the F1-terminating IAB-donor.

-------------------------------------------Next change-------------------------------------------

8.5.3.1	General
The purpose of the IAB Transport Migration Modification procedure is to modify the backhaul information of the offloaded traffic in the topology of the non-F1-terminating IAB-donor of a boundary IAB-node, or the RRC-terminating IAB-donor of a mobile IAB-node. The procedure can also be used to release the resources under the non-F1-terminating IAB-donor or the RRC-terminating IAB-donor used for serving the offloaded traffic, and to transfer the authorization status of the boundary IAB-node. The procedure can also be used to transfer the authorization status information of the mobile IAB-node.
The procedure is applicable to inter-donor partial migration, inter-donor RLF recovery,  and inter-donor topology redundancy and migration of mobile IAB-MT, mobile IAB-DU migration cases. The procedure is initiated by the non-F1-terminating IAB-donor of the boundary IAB-node, or the RRC-terminating IAB-donor of the mobile IAB-node.
The procedure uses UE-associated signalling.
-------------------------------------------Next change-------------------------------------------
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[bookmark: _MON_1707552080]
Figure 8.5.3.2-1: IAB Transport Migration Modification, successful operation
The non-F1-terminating IAB-donor or RRC-terminating IAB-donor initiates the procedure by sending the IAB TRANSPORT MIGRATION MODIFICATION REQUEST message to the F1-terminating IAB-donor. The F1-terminating IAB-donor responds with the IAB TRANSPORT MIGRATION MODIFICATION RESPONSE message.
If the Traffic Required To Be Modified List IE is contained in the IAB TRANSPORT MIGRATION MODIFICATION REQUEST message, the F1-terminating IAB-donor shall update the backhaul information in non-F1-terminating or RRC-terminating topology for each traffic indicated in the list, and include the Traffic Required Modified List IE in the IAB TRANSPORT MIGRATION MODIFICATION RESPONSE message.
If the Traffic To Be Released Information IE is contained in the IAB TRANSPORT MIGRATION MODIFICATION REQUEST message, the F1-terminating IAB-donor shall consider that all offloaded traffic will be released by the non-F1-terminating IAB-donor or RRC-terminating IAB-donor  if the All Traffic Indication IE in the Traffic to Be Released Information IE is set to “true”, or that only the traffic indicated by the Traffic to Be Released Item IE will be released by the non-F1-terminating IAB-donor or RRC-terminating IAB-donor.
If the IAB TRANSPORT MIGRATION MODIFICATION REQUEST message contains the Traffic To Be Released Information IE, the F1-terminating IAB-donor shall include the Traffic Released List IE in the IAB TRANSPORT MIGRATION MODIFICATION RESPONSE message.
If the IAB TNL Address To Be Added IE is contained in the IAB TRANSPORT MIGRATION MODIFICATION REQUEST message, the F1-terminating IAB-donor shall allocate the TNL address(es) contained in this IE to the boundary IAB-node or the descendant IAB-nodes or mobile IAB-node.
If the IAB TNL Address To Be Released IE is contained in the IAB TRANSPORT MIGRATION MODIFICATION REQUEST message, the F1-terminating IAB-donor shall release the TNL address(es) contained in this IE for the boundary IAB-node or the descendant IAB-nodes or mobile IAB-node.
If the IAB QoS Mapping Information IE is contained in the IAB TRANSPORT MIGRATION MODIFICATION REQUEST message, the F1-terminating IAB-donor, shall, if supported, use it to set DSCP and/or IPv6 flow label fields for the downlink IP packets of the offloaded traffic.
If the IAB Authorization Status IE is contained in the IAB TRANSPORT MIGRATION MODIFICATION REQUEST message, the F1-terminating IAB-donor, shall, if supported, store it and use it accordingly. If the IAB Authorization Status IE is set to "not authorized", the F1-terminating IAB-donor, shall, if supported, initiate actions to ensure that the IAB-node will not serve any UE(s), as defined in TS 38.401[2].
If the Mobile IAB Authorization Status IE is contained in the IAB TRANSPORT MIGRATION MODIFICATION REQUEST message, the F1-terminating IAB-donor, shall, if supported, store it and use it as defined in TS 38.401[2]. If the Mobile IAB-node Authorization Status IE is set to "not authorized", the F1-terminating IAB-donor, shall, if supported, initiate actions to ensure that the mobile IAB node will not serve any UE(s), as defined in TS 38.401[2].
-------------------------------------------Next change-------------------------------------------
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The purpose of the IAB Resource Coordination procedure is to exchange the semi-static radio resource configuration pertaining to a boundary IAB-node and/or its parent node, or a mobile IAB-node, between the F1-terminating IAB-donor and the non-F1-terminating IAB-donor of a boundary IAB-node, or between the F1-terminating IAB-donor and the RRC-terminating IAB-donor of a mobile IAB-node, for the purpose of resource multiplexing between the IAB-MT and the IAB-DU of the boundary IAB-node or the mobile IAB-node. The procedure can be initiated by the F1-terminating or non-F1-terminating IAB-donor of the boundary IAB-node or RRC-terminating IAB-donor of the mobile IAB-node.
The procedure uses UE-associated signalling.
-------------------------------------------Next change-------------------------------------------
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Figure 8.5.4.2-1: IAB Resource Coordination triggered by the F1-terminating/non-F1-terminating IAB-donor, successful operation
The F1-terminating/non F1-terminating IAB-donor or RRC-terminating IAB-donor initiates the procedure by sending the IAB RESOURCE COORDINATION REQUEST message to the non-F1-terminating/F1-terminating IAB-donor. The non-F1-terminating or RRC-terminating IAB-donor/F1-terminating IAB-donor shall respond with the IAB RESOURCE COORDINATION RESPONSE message to the F1-terminating/non-F1-terminating IAB-donor.
If the Boundary Node Cells List IE and/or Parent Node Cells List IE is included in the IAB RESOURCE COORDINATION REQUEST or in the IAB RESOURCE COORDINATION RESPONSE message, the receiving F1-terminating/non-F1-terminating IAB-donor or RRC-terminating IAB-donor should take this information into account for resource coordination with the sending non-F1-terminating/F1-terminating IAB-donor/non-F1-terminating or RRC-terminating IAB-donor.
-------------------------------------------Next change-------------------------------------------


9.1.1.9	RETRIEVE UE CONTEXT RESPONSE
This message is sent by the old NG-RAN node to transfer the UE context to the new NG-RAN node.
Direction: old NG-RAN node  new NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	New NG-RAN node UE XnAP ID reference
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the new NG-RAN node
	YES
	ignore

	[bookmark: OLE_LINK9]Old NG-RAN node UE XnAP ID reference
	M
	
	[bookmark: OLE_LINK184]NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the old NG-RAN node
	YES
	ignore

	GUAMI
	M
	
	9.2.3.24
	
	YES
	reject

	UE Context Information – Retrieve UE Context Response
	M
	
	9.2.1.13
	
	YES
	reject

	Trace Activation
	O
	
	9.2.3.55
	
	YES
	ignore

	Masked IMEISV
	O
	
	9.2.3.32
	
	YES
	ignore

	Location Reporting Information
	O
	
	9.2.3.47
	Includes the necessary parameters for location reporting.
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.3.3
	
	YES
	ignore

	NR V2X Services Authorized
	O
	
	9.2.3.105
	
	YES
	ignore

	LTE V2X Services Authorized
	O
	
	9.2.3.106
	
	YES
	ignore

	PC5 QoS Parameters
	O
	
	9.2.3.109
	This IE applies only if the UE is authorized for NR V2X services.
	YES
	ignore

	UE History Information
	O
	
	9.2.3.64
	
	YES
	ignore

	UE History Information from the UE
	O
	
	9.2.3.110
	
	YES
	ignore

	Management Based MDT PLMN List
	O
	
	MDT PLMN List
9.2.3.133
	
	YES
	ignore

	IAB Node Indication
	O
	
	ENUMERATED (true, ...)
	
	YES
	reject

	UE Context Reference at the S-NG-RAN node
	O
	
	
	
	YES
	ignore

	>Global NG-RAN Node ID
	M
	
	9.2.2.3
	
	–
	

	>S-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	
	–
	

	Time Synchronisation Assistance Information 
	O
	
	9.2.3.153
	
	YES
	ignore

	QMC Configuration Information
	O
	
	9.2.3.156
	
	YES
	ignore

	5G ProSe Authorized
	O
	
	9.2.3.159
	
	YES
	ignore

	5G ProSe PC5 QoS Parameters
	O
	
	9.2.3.160
	This IE applies only if the UE is authorized for 5G ProSe services.
	YES
	ignore

	Aerial UE Subscription Information
	O
	
	9.2.3.175
	
	YES
	ignore

	NR A2X Services Authorized
	O
	
	9.2.3.176
	
	YES
	ignore

	LTE A2X Services Authorized
	O
	
	9.2.3.177
	
	YES
	ignore

	A2X PC5 QoS Parameters
	O
	
	9.2.3.178
	This IE applies only if the UE is authorized for NR A2X services.
	YES
	ignore

	Mobile IAB Authorization Status
	O
	
	9.2.2.105
	
	YES
	ignorereject



-------------------------------------------Next change-------------------------------------------
[bookmark: _Toc106109397][bookmark: _Toc155959893][bookmark: _Toc113825218][bookmark: _Toc105174560][bookmark: _Toc98868275]9.1.4.2	IAB TRANSPORT MIGRATION MANAGEMENT REQUEST
This message is sent by an F1-terminating IAB-donor to a non-F1-terminating IAB-donor of a boundary IAB-node or a RRC-terminating IAB-donor of a mobile IAB-node, for the purpose of setting up, modifying, or releasing (e.g., for the purpose of revoking) the configuration for the migration of boundary and , descendant node and mobile IAB node traffic between two IAB-donors.
Direction: F1-terminating IAB-donor  non-F1-terminating IAB-donor or RRC-terminating IAB-donor.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	F1-Terminating IAB-donor UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	This IE refers to the Source NG-RAN node UE
XnAP ID or to the M-NG-RAN node UE XnAP
ID, or to the S-NG-RAN node UE XnAP
ID.
	YES
	reject

	Non-F1-Terminating IAB-donor UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	This IE refers to the Target NG-RAN node UE
XnAP ID or to the S-NG-RAN node UE XnAP
ID, or to the M-NG-RAN node UE XnAP
ID.
	YES
	reject

	Traffic To Be Added List
	
	0..1
	
	
	YES
	reject

	>Traffic To Be Added Item
	
	1 .. <maxnoofTrafficIndexEntries>
	
	
	–
	

	>>Traffic Index
	M
	
	9.2.2.80
	
	–
	

	>>Traffic Profile
	M
	
	9.2.2.81
	
	–
	

	>>F1-terminating Topology BH Information
	O
	
	9.2.2.82
	
	–
	

	Traffic To Be Modified List
	
	0..1
	
	
	YES
	reject

	>Traffic To Be Modified Item
	
	1 .. <maxnoofTrafficIndexEntries>
	
	
	–
	

	>>Traffic Index
	M
	
	9.2.2.80
	
	–
	

	>>Traffic Profile
	O
	
	9.2.2.81
	
	–
	

	>>F1-terminating Topology BH Information
	O
	
	9.2.2.82
	
	–
	

	Traffic To Be Released Information
	O
	
	9.2.2.84
	
	YES
	reject

	IAB TNL Address Request 
	O
	
	9.2.2.85
	
	YES
	reject

	IAB TNL Address Exception 
	O
	
	9.2.2.98
	
	YES
	reject

	Mobile IAB-MT BAP Address
	O
	
	BAP Address
9.2.2.89
	This IE is only present when the F1-terminating IAB-donor only has the BAP address of the mobile IAB-MT, but not the UE XnAP ID assigned by the Non-F1RRC-Terminating IAB-donor for the mobile IAB-MT.
	YES
	reject



	Range bound
	Explanation

	maxnoofTrafficIndexEntries
	Maximum no. of traffic offloaded to the non-F1-terminating IAB-donor or RRC-Terminating IAB-donor. The value is 1024. 



-------------------------------------------Next change-------------------------------------------
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This message is sent by the non-F1-terminating IAB-donor or RRC-Terminating IAB-donor to the F1-terminating IAB-donor of a boundary IAB-node or a mobile IAB node to provide inter-donor transport related configurations for the offloaded traffic.
Direction: non-F1-terminating IAB-donor or RRC-Terminating IAB-donor F1-terminating IAB-donor.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	F1-Terminating IAB-Donor UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	This IE refers to the Source NG-RAN node UE
XnAP ID or to the M-NG-RAN node UE XnAP
ID, or to the S-NG-RAN node UE XnAP
ID.
	YES
	reject

	Non-F1-Terminating IAB-Donor UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	This IE refers to the Target NG-RAN node UE
XnAP ID or to the S-NG-RAN node UE XnAP
ID, or to the M-NG-RAN node UE XnAP
ID.
	YES
	reject

	Traffic Added List
	
	0..1
	
	
	YES
	reject

	>Traffic Added Item
	
	1 .. <maxnoofTrafficIndexEntries>
	
	
	–
	

	>>Traffic Index
	M
	
	9.2.2.80
	
	–
	

	>>Non-F1-terminating Topology BH Information
	M
	
	9.2.2.83
	
	–
	

	Traffic Modified List
	
	0..1
	
	
	YES
	reject

	>Traffic Modified Item
	
	1 .. <maxnoofTrafficIndexEntries>
	
	
	–
	

	>>Traffic Index
	M
	
	9.2.2.80
	
	–
	

	>>Non-F1-terminating Topology BH Information
	M
	
	9.2.2.83
	
	–
	

	Traffic Not Added List
	
	0..1
	
	
	YES
	reject

	>Traffic Not Added Item
	
	1 .. <maxnoofTrafficIndexEntries>
	
	
	–
	

	>>Traffic Index
	M
	
	9.2.2.80
	
	–
	

	>>Cause
	O
	
	9.2.3.2
	
	–
	

	Traffic Not Modified List
	
	0..1
	
	
	YES
	reject

	>Traffic Not Modified Item
	
	1 .. <maxnoofTrafficIndexEntries>
	
	
	–
	

	>>Traffic Index
	M
	
	9.2.2.80
	
	–
	

	>>Cause
	O
	
	9.2.3.2
	
	–
	

	IAB TNL Address Response 
	O
	
	9.2.2.86
	
	YES
	reject

	Traffic Released List
	
	0..1
	
	
	YES
	reject

	>Traffic Released Item
	
	1 .. <maxnoofTrafficIndexEntries>
	
	
	–
	

	>>Traffic Index
	M
	
	9.2.2.80
	
	–
	

	>>BH Info List 
	O
	
	9.2.2.99
	
	–
	



	Range bound
	Explanation

	maxnoofTrafficIndexEntries
	Maximum no. of traffic offloaded to the non-F1-terminating IAB-donor or RRC-Terminating IAB-donor. The value is 1024. 
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[bookmark: _CR9_1_4_3a][bookmark: _Toc105174562][bookmark: _Toc155959895][bookmark: _Toc113825220][bookmark: _Toc106109399][bookmark: _Toc98868277]9.1.4.3a	IAB TRANSPORT MIGRATION MANAGEMENT REJECT
This message is sent by the non-F1-terminating IAB-donor or RRC-Terminating IAB-donor to inform the F1-terminating IAB-donor that the IAB Transport Migration Management procedure has failed.
Direction: Non-F1-terminating IAB-donor or RRC-Terminating IAB-donor  F1-terminating IAB-donor.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	F1-Terminating IAB-Donor UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	This IE refers to the Source NG-RAN node UE
XnAP ID or to the M-NG-RAN node UE XnAP
ID, or to the S-NG-RAN node UE XnAP
ID.
	YES
	reject

	Non-F1-Terminating IAB-Donor UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	This IE refers to the Target NG-RAN node UE
XnAP ID or to the S-NG-RAN node UE XnAP
ID, or to the M-NG-RAN node UE XnAP
ID.
	YES
	reject

	Cause
	M
	
	9.2.3.2
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.3.3
	
	YES
	ignore
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[bookmark: _CR9_1_4_4][bookmark: _Toc106109400][bookmark: _Toc105174563][bookmark: _Toc113825221][bookmark: _Toc155959896]9.1.4.4	IAB TRANSPORT MIGRATION MODIFICATION REQUEST
This message is sent by a non-F1-terminating IAB-donor or RRC-Terminating IAB-donor to an F1-terminating IAB-donor of a boundary IAB-node or a mobile IAB-node, for the purpose of modifying or releasing (e.g., for the purpose of revoking) the configuration for the migrated traffic of boundary IAB-node or descendant IAB-node or mobile IAB-node.
Direction: non-F1-terminating IAB-donor or RRC-Terminating IAB-donor  F1-terminating IAB-donor.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	F1-Terminating IAB-donor UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	This IE refers to the Source NG-RAN node UE
XnAP ID or to the M-NG-RAN node UE XnAP
ID, or to the S-NG-RAN node UE XnAP
ID.
	YES
	reject

	Non-F1-Terminating IAB-donor UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	This IE refers to the Target NG-RAN node UE
XnAP ID or to the S-NG-RAN node UE XnAP
ID, or to the M-NG-RAN node UE XnAP
ID.
	YES
	reject

	Traffic Required To Be Modified List
	
	0..1
	
	
	YES
	reject

	>Traffic Required To Be Modified Item
	
	1 .. <maxnoofTrafficIndexEntries>
	
	
	–
	

	>>Traffic Index
	M
	
	9.2.2.80
	
	–
	

	>>Non-F1-terminating topology BH information
	M
	
	9.2.2.83
	
	–
	

	Traffic To Be Released Information
	O
	
	9.2.2.84
	
	YES
	reject

	IAB TNL Address To Be Added
	O
	
	IAB TNL Address Response
9.2.2.86
	
	YES
	reject

	IAB TNL Address To Be Released List
	
	0..1
	
	
	YES
	reject

	>IAB TNL Address To Be Released Item
	
	1..<maxnoofTLAsIAB>
	
	
	–
	

	>>IAB TNL Address
	M
	
	9.2.2.92
	
	–
	

	[bookmark: _Hlk147919844]IAB Authorization Status
	O
	
	ENUMERATED (authorized, not authorized, …)
	Indicates the IAB node´s authorization status.
	YES
	ignore

	Mobile IAB Authorization Status
	O
	
	9.2.2.105
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofTrafficIndexEntries
	Maximum no. of traffic offloaded to the non-F1-terminating IAB-donor or RRC-Terminating IAB-donor. The value is 1024. 

	maxnoofTLAsIAB
	Maximum total no. of IPv4 address(es), IPv6 address(es) and IPv6 address prefix(es) that can be requested in one procedure execution. The value is 1024. 
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This message is sent by the F1-terminating IAB-donor to the non-F1-terminating IAB-donor or RRC-Terminating IAB-donor of a boundary IAB-node or a mobile IAB-node to acknowledge the update of configuration requested by the non-F1-terminating IAB-donor or RRC-Terminating IAB-donor.
Direction: F1-terminating IAB-donor  non-F1-terminating IAB-donor or RRC-Terminating IAB-donor.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	F1-Terminating IAB-donor UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	This IE refers to the Source NG-RAN node UE
XnAP ID or to the M-NG-RAN node UE XnAP
ID, or to the S-NG-RAN node UE XnAP
ID.
	YES
	reject

	Non-F1-Terminating IAB-donor UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	This IE refers to the Target NG-RAN node UE
XnAP ID or to the S-NG-RAN node UE XnAP
ID, or to the M-NG-RAN node UE XnAP
ID.
	YES
	reject

	Traffic Required Modified List
	
	0..1
	
	
	YES
	reject

	>Traffic Required Modified Item
	
	1 .. <maxnoofTrafficIndexEntries>
	
	
	–
	

	>>Traffic Index
	M
	
	9.2.2.80
	
	–
	

	Traffic Released List IE
	
	0..1
	
	
	YES
	reject

	>Traffic Released Item
	
	1 .. <maxnoofTrafficIndexEntries>
	
	
	–
	

	>>Traffic Index
	M
	
	9.2.2.80
	
	–
	

	>>BH Info List
	O
	
	9.2.2.99
	
	–
	



	Range bound
	Explanation

	maxnoofTrafficIndexEntries
	Maximum no. of traffic offloaded to the non-F1-terminating IAB-donor or RRC-Terminating IAB-donor. The value is 1024. 
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9.1.4.6	IAB RESOURCE COORDINATION REQUEST
This message is sent by an F1-terminating/non-F1-terminating IAB-donor or RRC-Terminating IAB-donor to a non-F1-terminating or RRC-Terminating IAB-donor/F1-terminating IAB-donor of a boundary IAB-node or a mobile IAB-node, for the purpose of coordination of the semi-static resources of a single or dual-connected boundary IAB-node or mobile IAB-node.
Direction: F1-terminating IAB-donor  non-F1-terminating IAB-donor or RRC-Terminating IAB-donor, non-F1-terminating IAB-donor or RRC-Terminating IAB-donorF1-terminating IAB-donor.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	F1-terminating IAB-Donor UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	This IE refers to the Source NG-RAN node UE
XnAP ID or to the M-NG-RAN node UE XnAP ID or to the S-NG-RAN node UE XnAP ID.
	YES
	reject

	Non F1-terminating IAB-Donor UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	This IE refers to the Target NG-RAN node UE
XnAP ID or to the S-NG-RAN node UE XnAP ID or to the M-NG-RAN node UE XnAP ID.
	YES
	reject

	Boundary Node Cells List
	
	0..1
	
	List of cells served by the boundary IAB-node IAB-DU or mobile IAB-DU.
	YES
	reject

	>Boundary Node Cells List Item
	
	1 .. <maxnoofServedCellsIAB >
	
	
	EACH
	reject

	>>Boundary Node Cell Information
	M
	
	IAB Cell Information
9.2.2.94
	
	–
	

	Parent Node Cells List
	
	0..1
	
	List of cells served by the parent node IAB-DU.
	YES
	reject

	>Parent Node Cells List Item
	
	1 .. < maxnoofServingCells >
	
	
	EACH
	reject

	>>Parent Node Cell Information
	M
	
	IAB Cell Information
9.2.2.94
	
	–
	



	Range bound
	Explanation

	maxnoofServedCellsIAB
	Maximum number of cells served by an IAB-DU. Value is 512.

	maxnoofServingCells
	Maximum no. of serving cells for an IAB-MT. Value is 32, as defined by the maxNrofServingCells in TS 38.331 [10].
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This message is sent by a non-F1-terminating or RRC-Terminating IAB-donor/F1-terminating IAB-donor to an F1-terminating/non-F1-terminating IAB-donor or RRC-Terminating IAB-donor of a boundary IAB-node or mobile IAB-node, in response to an IAB RESOURCE COORDINATION REQUEST message.
Direction: non-F1-terminating IAB-donor or RRC-Terminating IAB-donor  F1-terminating IAB-donor, F1-terminating IAB-donor  non-F1-terminating IAB-donor or RRC-Terminating IAB-donor.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	F1-terminating IAB-Donor node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	This IE refers to the Source NG-RAN node UE
XnAP ID or to the M-NG-RAN node UE XnAP ID or to the S-NG-RAN node UE XnAP ID.
	YES
	reject

	Non F1-terminating IAB-Donor node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	This IE refers to the Target NG-RAN node UE
XnAP ID or to the S-NG-RAN node UE XnAP ID or to the M-NG-RAN node UE XnAP ID.
	YES
	reject

	Boundary Node Cells List
	
	0..1
	
	List of cells served by the boundary IAB-node IAB-DU or the mobile IAB-DU.
	YES
	reject

	>Boundary Node Cells List Item
	
	1 .. <maxnoofServedCellsIAB >
	
	
	EACH
	reject

	>>Boundary Node cell Information
	M
	
	IAB Cell Information
9.2.2.94
	
	–
	

	Parent-Node Cells List
	
	0..1
	
	List of cells served by the parent node IAB-DU.
	YES
	reject

	>Parent-Node Cells List Item
	
	1 .. < maxnoofServingCells >
	
	
	EACH
	reject

	>>Parent Node Cell Information
	M
	
	IAB Cell Information
9.2.2.94
	
	–
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>>>>>>>>>>>>>>>>>>>Unchanged parts are skipped<<<<<<<<<<<<<<<<<<<

-- **************************************************************
--
-- RETRIEVE UE CONTEXT RESPONSE
--
-- **************************************************************

RetrieveUEContextResponse ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{ RetrieveUEContextResponse-IEs}},
	...
}

RetrieveUEContextResponse-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-newNG-RANnodeUEXnAPID						CRITICALITY ignore	TYPE NG-RANnodeUEXnAPID										PRESENCE mandatory}|
	{ ID id-oldNG-RANnodeUEXnAPID						CRITICALITY ignore	TYPE NG-RANnodeUEXnAPID										PRESENCE mandatory}|
	{ ID id-GUAMI										CRITICALITY reject	TYPE GUAMI														PRESENCE mandatory}|
	{ ID id-UEContextInfoRetrUECtxtResp					CRITICALITY reject	TYPE UEContextInfoRetrUECtxtResp							PRESENCE mandatory}|
	{ ID id-TraceActivation								CRITICALITY ignore	TYPE TraceActivation											PRESENCE optional }|
	{ ID id-MaskedIMEISV								CRITICALITY ignore	TYPE MaskedIMEISV												PRESENCE optional }|
	{ ID id-LocationReportingInformation				CRITICALITY ignore	TYPE LocationReportingInformation							PRESENCE optional }|
	{ ID id-CriticalityDiagnostics						CRITICALITY ignore	TYPE CriticalityDiagnostics									PRESENCE optional }|
	{ ID id-NRV2XServicesAuthorized						CRITICALITY ignore	TYPE NRV2XServicesAuthorized								PRESENCE optional }|
	{ ID id-LTEV2XServicesAuthorized					CRITICALITY ignore	TYPE LTEV2XServicesAuthorized								PRESENCE optional }|
	{ ID id-PC5QoSParameters							CRITICALITY ignore	TYPE PC5QoSParameters											PRESENCE optional }|
	{ ID id-UEHistoryInformation						CRITICALITY ignore	TYPE UEHistoryInformation									PRESENCE optional }|
	{ ID id-UEHistoryInformationFromTheUE				CRITICALITY ignore	TYPE UEHistoryInformationFromTheUE						PRESENCE optional }|
	{ ID id-MDTPLMNList									CRITICALITY ignore	TYPE MDTPLMNList												PRESENCE optional }|
	{ ID id-IABNodeIndication							CRITICALITY reject	TYPE IABNodeIndication										PRESENCE optional }|
	{ ID id-UEContextRefAtSN-HORequest					CRITICALITY ignore	TYPE UEContextRefAtSN-HORequest							PRESENCE optional }|
	{ ID id-TimeSynchronizationAssistanceInformation	CRITICALITY ignore	TYPE TimeSynchronizationAssistanceInformation			PRESENCE optional }|
	{ ID id-QMCConfigInfo								CRITICALITY ignore	TYPE QMCConfigInfo												PRESENCE optional }|
	{ ID id-FiveGProSeAuthorized						CRITICALITY ignore	TYPE FiveGProSeAuthorized									PRESENCE optional }|
	{ ID id-FiveGProSePC5QoSParameters					CRITICALITY ignore	TYPE FiveGProSePC5QoSParameters							PRESENCE optional }|
	{ ID id-AerialUESubscriptionInformation				CRITICALITY ignore	TYPE AerialUESubscriptionInformation						PRESENCE optional }|
	{ ID id-NRA2XServicesAuthorized						CRITICALITY ignore	TYPE NRA2XServicesAuthorized								PRESENCE optional }|
	{ ID id-LTEA2XServicesAuthorized					CRITICALITY ignore	TYPE LTEA2XServicesAuthorized								PRESENCE optional }|
	{ ID id-A2XPC5QoSParameters							CRITICALITY ignore	TYPE A2XPC5QoSParameters										PRESENCE optional }|
	{ ID id-MobileIAB-AuthorizationStatus				CRITICALITY ignorereject	TYPE MobileIAB-AuthorizationStatus						PRESENCE optional },
	...
}

-------------------------------------------End of change-------------------------------------------
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