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	Reason for change:
	SA2 has agreed to support separate PDU Set QoS parameters for UL and DL. 
In clause 16.15.2, there is some description for PDU Set QoS parameters, which said that a QoS flow is associated with only one PSDB/PSER and it applies to both DL and UL. This is not aligned with the SA2’s conclusion and should be updated. 
Considering the PDU set QoS parameters are defined by SA2, if there is any change in TS 23.501, the description in 38.300 should be updated accordingly. To avoid frequent update of our RAN specifications, we can simply keep the reference to TS 23.501 for all PDU set QoS parameters, and remove other texts which are similar to the description in TS 23.501.

	
	

	Summary of change:
	Update the description for the PSDB, PSER and PHISI, to allow separate PDU set QoS configuraion for UL and DL, and align with SA2’s conclusion.

Impact analysis
This CR has isolated impact with the previous version of the specification (same release).
This CR has an impact under functional point of view. The impact can be considered isolated because the change only affects the PDU set QoS.

	
	

	Consequences if not approved:
	The PDU set QoS cannot be configured separately for UL and DL. 
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16.15.2	Awareness
XR-Awareness relies on QoS flows, PDU Sets, Data Bursts and traffic assistance information (see TS 23.501 [3]).
The following PDU Set QoS Parameters may be provided by the SMF to the gNB as part of the QoS profile of the QoS flow, and to enable PDU Set based QoS handling at least one of them shall be provided:
-	PDU Set Delay Budget (PSDB): as defined in TS 23.501 [3], upper bound for the duration between the reception time of the first PDU (at the UPF for DL, at the UE for UL) and the time when all PDUs of a PDU Set have been successfully received (at the UE in DL, at the UPF in UL). A QoS Flow is associated with only one PSDB, and when available, it applies to both DL and UL and supersedes the PDB of the QoS flow.
-	PDU Set Error Rate (PSER): as defined in TS 23.501 [3], upper bound for a rate of non-congestion related PDU Set losses between RAN and the UE. A QoS Flow is associated with only one PSER, and when available, it applies to both DL and UL and supersedes the PER of the QoS flow.
NOTE 1:	In this release, a PDU set is considered as successfully delivered only when all PDUs of a PDU Set are delivered successfully.
-	PDU Set Integrated Handling Information (PSIHI): indicates whether all PDUs of the PDU Set are needed for the usage of PDU Set by application layer, as defined in TS 23.501 [3].
NOTE 2:	The PDU Set QoS parameters are common for all PDU Sets within a QoS flow.
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