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	Reason for change:
	The PRS bandwidth of the  Requested DL PRS Transmission Characteristics IE is well defined in the tabular and aligned with NRPPa, however it is mandatory in ASN.1. The bandwidth here should be optional as one of the parameters that the LMF can request for on-demand PRS, which also align with LPP that the UE can request for on-demand PRS optionally with the expected bandwidth.
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	Correct the ASN.1 according to the tabular, add the presence Optional for the PRS bandwidth IE. 
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This IE contains the requested PRS configuration for transmission by the gNB-CU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Requested DL-PRS Resource Set List
	
	1
	
	

	>Requested DL-PRS Resource Set Item
	
	1..<maxnoofPRSresourceSets>
	
	

	>>PRS bandwidth
	O
	
	INTEGER(1..63)
	24,28,…,272 PRBs

	>>Comb Size
	O
	
	ENUMERATED(2, 4, 6, 12, …)
	

	>>Resource Set Periodicity
	O
	
	ENUMERATED(4,5,8,10,16,20,32,40,64,80,160,320,640,1280,2560,5120,10240,20480,40960,81920,…, 128, 256, 512)
	Slots

	>>Resource Repetition Factor
	O
	
	ENUMERATED(rf1,rf2,rf4,rf6,rf8,rf16,rf32,…)
	

	>>Resource Number of Symbols
	O
	
	ENUMERATED(n2,n4,n6,n12,…)
	

	>>Requested DL-PRS Resource List
	O
	
	9.3.1.250
	

	>>Resource Set Start Time and Duration
	O
	
	Start Time and Duration
9.3.1.236
	This IE is ignored if the Start Time and Duration IE is present

	Number of Frequency Layers
	O
	
	INTEGER(1..4)
	

	Start Time and Duration
	O
	
	9.3.1.236
	



	Range bound
	Explanation

	maxnoofPRSresourceSets
	Maximum no of PRS resources set. Value is 8.
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-- ASN1START 
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

	<<<<<<<<<<<<<<<<<<<< Unchanged Text Omitted >>>>>>>>>>>>>>>>>>>>
RequestedDLPRSTransmissionCharacteristics ::= SEQUENCE {
	requestedDLPRSResourceSet-List		RequestedDLPRSResourceSet-List,
	numberofFrequencyLayers			INTEGER(1..4)										OPTIONAL,
	startTimeAndDuration			StartTimeAndDuration								OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { { RequestedDLPRSTransmissionCharacteristics-ExtIEs} } OPTIONAL,
	...
}
RequestedDLPRSTransmissionCharacteristics-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

RequestedDLPRSResourceSet-List ::= SEQUENCE (SIZE (1..maxnoofPRSresourceSets)) OF RequestedDLPRSResourceSet-Item

RequestedDLPRSResourceSet-Item ::= SEQUENCE {
	pRSbandwidth					INTEGER(1..63) OPTIONAL,
	combSize						ENUMERATED{n2, n4, n6, n12, ...}		OPTIONAL,
	resourceSetPeriodicity			ENUMERATED{n4,n5,n8,n10,n16,n20,n32,n40,n64,n80,n160,n320,n640,n1280,n2560,n5120,n10240,n20480,n40960, n81920,..., n128, n256, n512}	OPTIONAL,
	resourceRepetitionFactor		ENUMERATED{rf1,rf2,rf4,rf6,rf8,rf16,rf32,...}		OPTIONAL,
	resourceNumberofSymbols			ENUMERATED{n2,n4,n6,n12,...}						OPTIONAL,
	requestedDLPRSResource-List		RequestedDLPRSResource-List							OPTIONAL,
	resourceSetStartTimeAndDuration	StartTimeAndDuration								OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { RequestedDLPRSResourceSet-Item-ExtIEs} } OPTIONAL,
	...
}

RequestedDLPRSResourceSet-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}
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