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<<<<<< FOR INFORMATION>>>>>>
[bookmark: _Toc155960245][bookmark: _Hlk152181548]9.2.3.192	S-CPAC Request Information
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	S-CPAC Security Configurations List
	M
	
	9.2.3.193
	Indicates the security configurations for S-CPAC, which will replace the previous configuration if any.

	S-CPAC Multiple Target S-NG-RAN Node List
	
	0 .. <maxnoofTargetSNsMinusOne>
	
	

	>Target S-NG-RAN node ID
	M
	
	Global NG-RAN Node ID
9.2.2.3
	Other candidate SN under preparation for S-CPAC. 

	>Recommended Candidate PSCells
	M
	
	OCTET STRING
	Includes either the candidateCellInfoListMN in case of MN-initiated inter-SN S-CPAC or the candidateCellListCPC in case of SN-initiated inter-SN S-CPAC, contained in the CG-ConfigInfo message as defined in TS 38.331 [10],



	Range bound
	Explanation

	maxnoofTargetSNsMinusOne
	Maximum no. of the target S-NG-RAN nodes minus 1. Value is 7



[bookmark: _CR9_2_3_xx1193][bookmark: _Toc155960246]9.2.3.193	S-CPAC Security Configurations List
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	S-CPAC Security Configurations List
	
	1
	
	

	>S-CPAC Security Configurations Item
	
	1 .. <maxnoofSecurityConfigurations>
	
	

	>>S-NG-RAN node Security Key
	M
	
	BIT STRING (SIZE(256))
	The S-KSN which is provided by the M-NG-RAN node, see TS 33.501 [28].

	>>SK-counter
	M
	
	INTEGER (0..65535)
	



	Range bound
	Explanation

	maxnoofSecurityConfigurations
	Maximum no. of S-CPAC security configurations. Value is 8.



[bookmark: _CR9_2_3_xx2194][bookmark: _Toc155960247]9.2.3.194	Complete Configuration Indicator
This IE indicates the type of RRC configuration used at the S-NG-RAN node for S-CPAC.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Complete Configuration Indicator
	M
	
	ENUMERATED (complete config, delta config, ...)
	




< skip unchanged part>


[bookmark: _Toc20955408][bookmark: _Toc29991616][bookmark: _Toc36556019][bookmark: _Toc44497804][bookmark: _Toc45108191][bookmark: _Toc45901811][bookmark: _Toc51850892][bookmark: _Toc56693896][bookmark: _Toc64447440][bookmark: _Toc66286934][bookmark: _Toc74151632][bookmark: _Toc88654106][bookmark: _Toc97904462][bookmark: _Toc98868600][bookmark: _Toc105174886][bookmark: _Toc106109723][bookmark: _Toc113825545][bookmark: _Toc155960266][bookmark: _Toc20956002][bookmark: _Toc29893128][bookmark: _Toc36557065][bookmark: _Toc45832585][bookmark: _Toc51763907][bookmark: _Toc64449079][bookmark: _Toc66289738][bookmark: _Toc74154851][bookmark: _Toc81383595][bookmark: _Toc88658229][bookmark: _Toc97911141][bookmark: _Toc99038965][bookmark: _Toc99731228][bookmark: _Toc105511363][bookmark: _Toc105927895][bookmark: _Toc106110435][bookmark: _Toc113835877][bookmark: _Toc120124733][bookmark: _Toc121161733]9.3.5	Information Element definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

XnAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) xnap (2) version1 (1) xnap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS

< skip unchanged part>

-- S

SCGreconfigNotification ::= ENUMERATED {executed, ... , executed-deleted, deleted }

S-NSSAIListQoE ::= SEQUENCE (SIZE(1..maxnoofSNSSAIforQMC)) OF S-NSSAI

S-BasedMDT ::= SEQUENCE {
	ng-ran-TraceID				NG-RANTraceID,
	iE-Extension				ProtocolExtensionContainer { {S-BasedMDT-ExtIEs} }	OPTIONAL,
	...
}

S-BasedMDT-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

S-CPAC-Request ::= ENUMERATED {initiation, ...}

S-CPAC-Request-Info ::= SEQUENCE {
	s-CPAC-Security-Config-List			S-CPAC-SecurityConfig-List,
	s-CPAC-MultiTargetSN-List			S-CPAC-MultiTargetSN-List			OPTIONAL,
	iE-Extensions						ProtocolExtensionContainer { {S-CPAC-Request-Info-ExtIEs} } OPTIONAL,
	...
}

S-CPAC-Request-Info-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

S-CPAC-ReferenceConfig-Request ::= ENUMERATED {request, ...}

S-CPAC-SecurityConfig-List ::= SEQUENCE (SIZE(1..maxnoofSecurityConfigurations)) OF S-CPAC-SecurityConfig-Item

S-CPAC-SecurityConfig-Item ::= SEQUENCE {
	s-ng-RANnode-SecurityKey			S-NG-RANnode-SecurityKey,
	sk-counter							SK-COUNTER,
	iE-Extensions		ProtocolExtensionContainer { {S-CPAC-SecurityConfig-Item-ExtIEs} } OPTIONAL,
	...
}

S-CPAC-SecurityConfig-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

S-CPAC-MultiTargetSN-List ::= SEQUENCE (SIZE(10..maxnoofTargetSNsMinusOne)) OF S-CPAC-MultiTargetSN-Item

S-CPAC-MultiTargetSN-Item ::= SEQUENCE {
	target-S-NG-RANnodeID				GlobalNG-RANNode-ID,
	recommendedCandidatePSCells			OCTET STRING,
	iE-Extensions		ProtocolExtensionContainer { {S-CPAC-MultiTargetSN-Item-ExtIEs} } OPTIONAL,
	...
}

S-CPAC-MultiTargetSN-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

S-CPAC-InterSN-ExecutionNotify ::= ENUMERATED {true, ...}

ServiceType ::= ENUMERATED{
	qMC-for-streaming-service,
	qMC-for-MTSI-service,
	qMC-for-VR-service,
	...
}

SecondarydataForwardingInfoFromTarget-Item::= SEQUENCE {
	secondarydataForwardingInfoFromTarget				DataForwardingInfoFromTargetNGRANnode,
	iE-Extensions		ProtocolExtensionContainer { { SecondarydataForwardingInfoFromTarget-Item-ExtIEs} }	OPTIONAL,
	...
}

SecondarydataForwardingInfoFromTarget-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

SecondarydataForwardingInfoFromTarget-List ::= SEQUENCE (SIZE(1..maxnoofMultiConnectivityMinusOne)) OF SecondarydataForwardingInfoFromTarget-Item

SCGActivationRequest ::= ENUMERATED {activate-scg, deactivate-scg, ...}

SCGActivationStatus ::= ENUMERATED {scg-activated, scg-deactivated, ...}

[bookmark: _Hlk513552467]SCGConfigurationQuery	::= ENUMERATED {true, ...}

SCGIndicator	::=	ENUMERATED{released, ...}

SCGFailureReportContainer	::=	OCTET STRING

SDTSupportRequest ::= SEQUENCE {
	sdtindicator				SDTIndicator,
	sdtAssistantInfo			SDTAssistantInfo		OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { SDTSupportRequest-ExtIEs} } OPTIONAL,
	...
}
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