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<<<<<< START OF CHANGES>>>>>>
[bookmark: _Toc155950516]9.1.1.4	SN STATUS TRANSFER
This message is sent by the source NG-RAN node to the target NG-RAN node to transfer the uplink/downlink PDCP SN. HFN status and MRO related information during a handover or for dual connectivity.
Direction:	source NG-RAN node  target NG-RAN node(handover), 
NG-RAN node from which the DRB context is transferred  NG-RAN node to which the DRB context is transferred (RRC connection re-establishment or dual connectivity).
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	ignore

	Source NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated for handover at the source NG-RAN node and or for dual connectivity at the NG-RAN node from which the DRB context is transferred.
	YES
	reject

	Target NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated for handover at the target NG-RAN node and or for dual connectivity at the NG-RAN node to which the DRB context is transferred.
	YES
	reject

	DRBs Subject To Status Transfer List
	M
	
	9.2.1.14
	
	YES
	ignore

	CHO Configuration
	O
	
	9.2.2.76
	
	YES
	ignore

	Mobility Information
	O
	
	BIT STRING (SIZE (32))
	
	YES
	ignore



[bookmark: _Toc155950517]9.1.1.5	UE CONTEXT RELEASE
This message is sent by the target NG-RAN node to the source NG-RAN node to indicate that resources can be released.
Direction: target NG-RAN node  source NG-RAN node, M-NG-RAN node  S-NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	Source NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated for handover at the source NG-RAN node or for dual connectivity at the S-NG-RAN node.
	YES
	reject

	Target NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated for handover at the target NG-RAN node or for dual connectivity at the M-NG-RAN node.
	YES
	reject




< skip unchanged part>

[bookmark: _Toc155950576]9.1.3.12	ERROR INDICATION
This message is used to indicate that some error has been detected in the NG-RAN node.
Direction: NG-RAN node1  NG-RAN node2.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	ignore

	Old NG-RAN node UE XnAP ID
	O
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated for handover at the source NG-RAN node and or for dual connectivity at the S-NG-RAN node or for an SN Status Transfer procedure at the NG-RAN node from which a DRB is offloaded.
	YES
	ignore

	New NG-RAN node UE XnAP ID
	O
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated for handover at the target NG-RAN node and or for dual connectivity at the M-NG-RAN node or for an SN Status Transfer procedure at the NG-RAN node to which a DRB is offloaded.
	YES
	ignore

	Cause
	O
	
	9.2.3.2
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.3.3
	
	YES
	ignore

	Interface Instance Indication
	O
	
	9.2.2.39
	
	YES
	reject





<<<<<< END OF CHANGE >>>>
