Error! No text of specified style in document.
263
Error! No text of specified style in document.


[bookmark: _Toc20955031][bookmark: _Toc29991218][bookmark: _Toc36555618][bookmark: _Toc44497281][bookmark: _Toc45107669][bookmark: _Toc45901289][bookmark: _Toc51850368][bookmark: _Toc56693371][bookmark: _Toc64446914][bookmark: _Toc66286408][bookmark: _Toc74151103][bookmark: _Toc88653575][bookmark: _Toc97903931][bookmark: _Toc98867944][bookmark: _Toc105174228][bookmark: _Toc106109065][bookmark: _Toc113824886][bookmark: _Toc155959542][bookmark: historyclause]3GPP TSG-RAN WG3 Meeting #123	R3-240612
[bookmark: _Hlk57190503]Athens, Greece, 26th February – 1st March 2024
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	38.423
	CR
	1195
	rev
	-
	Current version:
	18.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	X
	Core Network
	



	

	Title:	
	Rel-18 Rapporteur corrections of RRC references

	
	

	Source to WG:
	Rapporteur (Ericsson)

	Source to TSG:
	R3

	
	

	Work item code:
	TEI18
	
	Date:
	2024-02-19

	
	
	
	
	

	Category:
	D
	
	Release:
	Rel-18

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
S  (adding to the sourcing companies’ CR statistics)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	This CR corrects errors or inaccuracies of RRC references concerning:
(a) spelling
(b) interspersion of spaces or paragraph breaks within an RRC item name
(c) case sensitivity
(d) a Release/version indication suffixed unnecessarily
(e) editorials in RRC references

	
	

	Summary of change:
	9.1.1.8: removing the spaces within the references to RRCResumeRequest, RRCConnectionResumeRequest and RRCConnectionResumeRequestNB.
9.1.2.20: references to QoE related RRC names changed to italics font
9.1.2.29: including the verb “contains” to specify the RRC references for the content of the SCG Failure Report Container IE.
9.1.3.16: removing the space in the reference to the RRCReestablishmentRequest message; including the noun “message” to one of the references.
9.1.3.25: correcting the name of the reference to the PSCell List Container IE to CellIDListNR as of TS 36.331.
9.2.2.12: The FreqBandIndicatorPriority IE indicates the ng-eNB’s support of the freqBandIndicatorPiority, not the freqBandIndicationPriority, as of TS 36.331.
9.2.2.59: the LTE UE RLF Report Container IE contains the rlf-Report-r9, not the RLF-Report-r9, which in TS 36.331 is defined as fieldname, not as an IE.
9.2.2.59: the LTE UE RLF Report Container Extend Band IE contains the rlf-Report-v9e0, not the rLF-Report-v9e0, as of TS 36.331
9.2.2.76: the MeasObject Container IE includes the MeasObjectToAddModList IE, a fieldname measObjectToAddMod is not defined in TS 38.331.
9.2.2.76: the ReportConfiguration Container IE includes the ReportConfigToAddMod IE, a fieldname reportConfigToAddMod- is not defined in TS 38.331.
9.2.2.89: the BAP Address IE correspons to the iab-donor-DU-BAP-Address, not the iab-donor-DU-BAP-address, as of TS 38.331.
9.2.2.90: the BAP Path ID IE corresponds to the bap-PathId, not the bap-Pathid, as of TS 38.331
9.3.5: UERLFReportContainerLTE contains the rlf-Report-r9, not the RLF-Report-r9 IE, which in TS 36.331 is defined as fieldname, not as an IE.
9.3.5: UERLFReportContainerLTEExtendBand contains the rlf-Report-v9e0, not the rLF-Report-v9e0, as of TS 36.331
9.3.5: UERLFReportContainerNR contains the nr-RLC-Report-r16 (TS 38.331), but doesn’t need to contain a suffix

	
	

	Consequences if not approved:
	If not corrected, XnAP would still contain ambigious or wrong RRC references.

	
	

	Clauses affected:
	9.1.1.8, 9.1.2.20, 9.1.2.29, 9.1.3.16, 9.1.3.25, 9.2.2.12, 9.2.2.59, 9.2.2.76, 9.2.2.89, 9.2.2.90, 9.3.5

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	

	affected:
	
	X
	 Test specifications
	

	(show related CRs)
	
	X
	 O&M Specifications
	

	
	

	Other comments:
	

	
	

	This CR's revision history:
	




Page 1


[bookmark: _CR9_1_1_8][bookmark: _Toc20955187][bookmark: _Toc29991382][bookmark: _Toc36555782][bookmark: _Toc44497489][bookmark: _Toc45107877][bookmark: _Toc45901497][bookmark: _Toc51850576][bookmark: _Toc56693579][bookmark: _Toc64447122][bookmark: _Toc66286616][bookmark: _Toc74151311][bookmark: _Toc88653783][bookmark: _Toc97904139][bookmark: _Toc98868204][bookmark: _Toc105174488][bookmark: _Toc106109325][bookmark: _Toc113825146][bookmark: _Toc155959816]<<<<<<<<<<<<<<<<<<<< First Change >>>>>>>>>>>>>>>>>>>>
9.1.1.8	RETRIEVE UE CONTEXT REQUEST
This message is sent by the new NG-RAN node to request the old NG-RAN node to transfer the UE Context to the new NG-RAN.
Direction: new NG-RAN node  old NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	New NG-RAN node UE XnAP ID reference
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the new NG-RAN node
	YES
	reject

	UE Context ID
	M
	
	9.2.3.40
	
	YES
	reject

	Integrity protection
	M
	
	BIT STRING (SIZE (16)) 
	RRC Resume:
Corresponds to information provided
either in the resumeMAC-I either contained in the RRC ResumeRequest RRCResumeRequest or the RRCResumeRequest1 message as defined in TS 38.331 [10])
or in the shortResumeMAC-I in the RRCConnection ResumeRequest RRCConnectionResumeRequest message as defined in TS 36.331 [14])
RRC Reestablishment:
Corresponds to information provided
either in the shortMAC-I contained in the RRCReestablishmentRequest message as defined in TS 38.331 [10])
or in the shortMAC-I in the RRCConnection ReestablishmentRequest RRCConnectionReestablishmentRequest message as defined in TS 36.331 [14]).
RRC Resume for UP CIoT Optimization:
Corresponds to information provided in the shortResumeMAC-I in the RRCConnection ResumeRequest RRCConnectionResumeRequest message or the RRCConnection ResumeRequest-NB RRCConnectionResumeRequest-NB message as defined in TS 36.331 [14].
	YES
	reject

	New Cell Identifier
	M
	
	NG-RAN Cell Identity
9.2.2.9
	RRC Resume:
Corresponds to information provided either in the targetCellIdentity within the VarResumeMAC-Input as specified in TS 38.331 [10] or in the cellIdentity within the VarShortINACTIVE-MAC-Input as specified in TS 36.331 [14].
RRC Reestablishment:
Corresponds to information provided in the targetCellIdentity within the VarShortMAC-Input as specified in TS 38.331 [10] or in the cellIdentity within the VarShortMAC-Input as specified in TS 36.331 [14].
RRC Resume for UP CIoT Optimization:
Corresponds to information provided either in the cellIdentity within the VarShortResumeMAC-Input or the VarShortResumeMAC-Input-NB as specified in TS 36.331 [14].
	YES
	reject

	RRC Resume Cause
	O
	
	9.2.3.61
	In case of RNA Update, contains information provided in the resumeCause by the UE in the RRCResumeRequest or the RRCResumeRequest1 message, as defined in TS 38.331 [10],
or information provided in the resumeCause-r15 in the RRCConnection ResumeRequest RRCConnectionResumeRequest message, as defined in TS 36.331 [14].
	YES
	ignore

	SDT Support Request
	O
	
	9.2.3.163
	
	YES
	ignore
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9.1.2.20	RRC TRANSFER
[bookmark: _Hlk512595552]This message is sent by the M-NG-RAN-NODE to the S-NG-RAN-NODE to transfer an RRC message or from the S-NG-RAN-NODE to the M-NG-RAN-NODE to report the DL RRC message delivery status.
This message is also sent by the new NG-RAN-NODE to the old NG-RAN-NODE or from the old NG-RAN-NODE to the new NG-RAN-NODE to transfer an RRC message containing the SDT SRB in case of RACH based SDT without UE context relocation.
This message is also sent by the M-NG-RAN-NODE to the S-NG-RAN node or from the S-NG-RAN node to the M-NG-RAN node to forward QoE measurement results and/or the RAN visible QoE measurement results received from the UE.
Direction: M-NG-RAN node  S-NG-RAN node or S-NG-RAN node  M-NG-RAN node (Dual Connectivity).
Direction: new NG-RAN node  old NG-RAN node or old NG-RAN node  new NG-RAN node (SDT).
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the M-NG-RAN node
	YES
	reject

	S-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the S-NG-RAN node
	YES
	reject

	Split SRB
	
	0..1
	
	
	YES
	reject

	>RRC Container
	O
	
	OCTET STRING
	Contains a PDCP-C PDU encapsulating an RRC message as defined in subclause 6.2.1 of TS 38.331 [10] or TS 36.331 [14] and ciphered with the key of the M-NG-RAN node
	–
	

	>SRB Type
	M
	
	ENUMERATED (srb1, srb2, ...)
	The SRB type to be used
	–
	

	>Delivery Status
	O
	
	9.2.3.45
	DL RRC delivery status of split SRB
	–
	

	UE Report
	
	0..1
	
	
	YES
	reject

	>RRC Container
	M
	
	OCTET STRING
	For NGEN-DC and NR-DC, includes the UL-DCCH-Message as defined in subclause 6.2.1 of TS 38.331 [10] containing the MeasurementReport message or the RRCReconfigurationComplete message or the FailureInformation message or the UEAssistanceInformation message. For NR-DC, includes the UL-DCCH-Message as defined in subclause 6.2.1 of TS 38.331 [10] containing the IABOtherInformation message.
For NE-DC, includes the UL-DCCH-Message as defined in subclause 6.2.1 of TS 36.331 [14] containing the MeasurementReport message.
	–
	

	Fast MCG Recovery via SRB3 from SN to MN
	
	0..1
	
	
	YES
	ignore

	>RRC Container
	M
	
	OCTET STRING
	For NR-DC, includes the UL-DCCH-Message as defined in subclause 6.2.1 of TS 38.331 [10] containing the MCGFailureInformation, message.
For NGEN-DC, includes the UL-DCCH-Message as defined in subclause 6.2.1 of TS 36.331 [14] containing the MCGFailureInformation message.
	–
	

	Fast MCG Recovery via SRB3 from MN to SN
	
	0..1
	
	
	YES
	ignore

	>RRC Container
	M
	
	OCTET STRING
	For NR-DC, includes the DL-DCCH-Message as defined in subclause 6.2.1 of TS 38.331 [10] containing the RRCReconfiguration message, or the RRCRelease message, or the MobilityFromNRCommand message.
For NGEN-DC, includes the DL-DCCH-Message as defined in subclause 6.2.1 of TS 36.331 [14] containing the RRCConnectionReconfiguration message, or the RRCConnectionRelease message, or the MobilityFromEUTRACommand message.
	–
	

	SDT SRB between New NG-RAN node and Old NG-RAN node
	
	0..1
	
	
	YES
	ignore

	>RRC Container
	M
	
	OCTET STRING
	Contains a PDCP-C PDU encapsulating an RRC message as defined in subclause 6.2.1 of TS 38.331 [10].
	–
	

	>SRB ID
	M
	
	9.2.3.165
	In this version of the specification, values "0", "1", "3", and "4" are not set by the sender and ignored by the receiver.
	–
	

	QoE Measurement Results
	
	0..1
	
	
	YES
	ignore

	>QoE Reference
	M
	
	OCTET STRING(SIZE(6))
	QoE Reference, as defined in clause 5.2 of TS 28.405 [55]. It consists of MCC+MNC+QMC ID, where the MCC and MNC are coming with the QMC activation request from the management system to identify one PLMN containing the management system, and QMC ID is a 3 bytes Octet String.
	–
	

	>RRC Container for RAN Visible QoE Report
	O
	
	OCTET STRING
	Contains the RAN-VisibleMeasurements RAN-VisibleMeasurements IE of the MeasurementReportAppLayer MeasurementReportAppLayer message as defined in TS 38.331 [10].
	–
	

	>RRC Container for QoE Report
	O
	
	OCTET STRING
	Contains the measReportAppLayerContainer measReportAppLayerContainer IE of the MeasurementReportAppLayer MeasurementReportAppLayer message as defined in TS 38.331 [10].
	–
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This message is sent by M-NG-RAN node to S-NG-RAN node to report a PSCell change failure event.
[bookmark: _Hlk98879224]Direction: M-NG-RAN node  S-NG-RAN node .
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	ignore

	M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the M-NG-RAN node.
	YES
	ignore

	S-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the S-NG-RAN node.
	YES
	ignore

	Source PSCell CGI
	O
	
	Global NG-RAN Cell Identity
9.2.2.27
	NG-RAN CGI of source PSCell for PSCell change procedure
	YES
	ignore

	Failed PSCell CGI
	O
	
	Global NG-RAN Cell Identity
9.2.2.27
	NG-RAN CGI of PSCell where SCG failure occurs for PSCell change procedure
	YES
	ignore

	SCG Failure Report Container
	M
	
	OCTET STRING
	Contains Tthe SCGFailureInformation message or the SCGFailureInformationEUTRA message as defined in TS 38.331 [10] or the SCGFailureInformation message or the SCGFailureInformationNR message as defined in TS 36.331 [14]
	YES
	ignore

	SN Mobility Information
	O
	
	BIT STRING (SIZE (32))
	Information related to the PSCell change. It’s provided by S-NG-RAN node in order to enable later analysis of the conditions that led to wrong PSCell change.
	YES
	ignore

	CPAC Configuration
	O
	
	9.2.2.103
	
	YES
	ignore
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This message is sent by NG-RAN node2 to indicate an RRC re-establishment attempt or a reception of an RLF Report from a UE that suffered a connection failure at NG-RAN node1.
Direction: NG-RAN node2  NG-RAN node1.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	ignore

	CHOICE Initiating condition
	M
	
	
	
	YES
	reject

	>RRC Reestab
	
	
	
	
	
	

	>>CHOICE RRC Reestab Initiated Reporting
	M
	
	
	
	–
	

	>>>RRC Reestab Reporting without RLF Report
	
	
	
	
	
	

	>>>>Failure cell PCI
	M
	
	9.2.2.10
	Physical Cell Identifier

	–
	

	>>>>Re-establishment cell CGI
	M
	
	Global NG-RAN Cell Identity
9.2.2.27 
	
	–
	

	>>>>C-RNTI
	M
	
	BIT STRING (SIZE (16))
	Corresponds to information provided in the c-RNTI contained either in the RRCRe-establishment
Request RRCReestablishmentRequest message (TS 38.331 [10]) or in the RRCConnectionReestablishmentRequest message (TS 36.331 [14])
	–
	

	>>>>ShortMAC-I
	M
	
	BIT STRING (SIZE (16))
	Corresponds to information provided in the shortMAC-I contained either in the RRCRe-establishment Request RRCReestablishmentRequest message (TS 38.331 [10]) or in the RRCConnectionReestablishmentRequest message (TS 36.331 [14])
	–
	

	>>>>RRC Conn Reestab Indicator
	O
	
	ENUMERATED
(reconfigurationFailure, handoverFailure, otherFailure, ...)
	Corresponds to information provided in the reestablishmentCause contained in the RRCReestablishmentRequest messagemessage as defined in TS 38.331 [10] or in the RRCConnectionReestablishmentRequest message as defined in TS 36.331 [14].
	YES
	ignore

	>>>RRC Reestab Reporting with RLF Report
	
	
	
	
	
	

	>>>>UE RLF Report Container
	M
	
	9.2.2.59
	
	–
	

	>RRC Setup 
	
	
	
	
	
	

	>>CHOICE RRC Setup Initiated Reporting
	M
	
	
	
	–
	

	>>>RRC Setup Reporting with RLF Report
	
	
	
	
	
	

	>>>>UE RLF Report Container
	M
	
	[bookmark: _Hlk44419112]9.2.2.59
	
	[bookmark: _Hlk131001523]–
	

	>>UE RLF Report Container
	O
	
	9.2.2.59
	This IE is not used in this version of the specification.
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This message is sent by NG-RAN node1 to transfer access and mobility related information to NG-RAN node2.
Direction: NG-RAN node 1  NG-RAN node 2.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	ignore

	RA Report List
	
	0..1
	
	
	YES
	ignore

	>RA Report List Item
	
	1 .. < maxnoofRAReports >
	
	
	EACH
	ignore

	[bookmark: _Hlk39132149]>>RA Report Container
	M
	
	OCTET STRING
	Includes the RA-ReportList IE as defined in subclause 6.2.2 in TS 38.331 [10].
	YES
	ignore

	>>UE Assistant Identifier
	O
	
	NG-RAN node UE XnAP ID
9.2.3.16
	
	YES
	ignore

	>>PSCell List Container
	O
	
	OCTET STRING
	Includes the PSCellIdListNR IE as defined in subclause 6.2.2 in TS 36.331 [14].
	YES
	ignore

	Successful HO Report List
	
	0..1
	
	
	YES
	ignore

	>Successful HO Report List Item
	
	1 .. <maxnoofSuccessfulHOReports>
	
	
	–
	

	>>Successful HO Report Container
	M
	
	OCTET STRING
	Includes the SuccessHO-Report IE as defined in subclause 6.2.2 in TS 38.331 [10].
	–
	

	Successful PSCell Change Report List
	
	0..1
	
	
	YES
	ignore

	>Successful PSCell Change Report List Item
	
	1 .. <maxnoofSuccessfulPSCellChangeReports>
	
	
	–
	

	>>Successful PSCell Change Report Container
	M
	
	OCTET STRING
	Includes the SuccessPSCell-Report SuccessPSCell-Report IE as defined in TS 38.331 [10]
	–
	

	>>SN Mobility Information
	
	
	BIT STRING (SIZE (32))
	Mobility Information in the PSCell of the source SN in case this message is sent from the MN to the source SN;
Mobility Information in the PSCell of the target SN in case this message is sent from the MN to the target SN.
	–
	

	DL LBT Failure Information List
	
	0..1
	
	
	YES
	ignore

	> DL LBT Failure Information Item
	
	1 .. <maxnoofLBTFailureInformation>
	
	
	
	

	>>DL LBT Failure Information
	M
	
	9.2.3.174
	
	–
	



	Range bound
	Explanation

	[bookmark: OLE_LINK118]maxnoofRACHReports
	Maximum no. of RACH Reports, the maximum value is 64.

	maxnoofSuccessfulHOReports
	Maximum no. of Successful HO Reports, the maximum value is 64.

	maxnoofSuccessfulPSCellChangeReports
	Maximum no. of Successful PSCell Change Reports, the maximum value is 64.

	maxnoofLBTFailureInformation
	Maximum no. of UEs for which LBT Failure Information is provided, the maximum value is 64.
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This IE contains cell configuration information of an E-UTRA cell that a neighbour NG-RAN node may need for the Xn AP interface.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	[bookmark: OLE_LINK170]E-UTRA PCI
	M
	
	INTEGER (0..503, …)
	E-UTRA Physical Cell ID
	–
	

	ECGI
	M
	
	[bookmark: OLE_LINK205]E-UTRA CGI
9.2.2.8
	
	–
	

	TAC
	M
	
	9.2.2.5
	Tracking Area Code
	–
	

	RANAC
	O
	
	RAN Area Code
9.2.2.6
	
	–
	

	Broadcast PLMNs
	
	1..<maxnoofBPLMNs>
	
	[bookmark: _Hlk130985483]Broadcast PLMNs in the SystemInformationBlockType1 message (SIB1) as specified in TS 36.331 [14], associated to the E-UTRA Cell Identity in the ECGI IE.
NOTE: In this version of the specification, it is possible to broadcast only up to 6 PLMN IDs.
	–
	

	>PLMN Identity
	M
	
	9.2.2.4
	
	–
	

	CHOICE E-UTRA-Mode-Info
	M
	
	
	
	–
	

	>FDD
	
	
	
	
	–
	

	>>FDD Info
	
	1
	
	
	–
	

	>>>UL EARFCN
	M
	
	[bookmark: OLE_LINK180]E-UTRA ARFCN
[bookmark: OLE_LINK172]9.2.2.21
	Corresponds to NUL in TS 36.104 [25] for E-UTRA operating bands for which it is defined; ignored for E-UTRA operating bands for which NUL is not defined
	–
	

	>>>DL EARFCN
	M
	
	[bookmark: OLE_LINK206]E-UTRA ARFCN
9.2.2.21
	Corresponds to NDL in TS 36.104 [25]
	–
	

	>>>UL E-UTRA Transmission Bandwidth
	M
	
	E-UTRA Transmission Bandwidth
9.2.2.22
	Same as DL Transmission Bandwidth in this release; ignored in case UL EARFCN value is ignored
	–
	

	>>>DL E-UTRA Transmission Bandwidth
	M
	
	E-UTRA Transmission Bandwidth
9.2.2.22
	
	–
	

	>>>Offset of NB-IoT Channel Number to DL EARFCN
	O
	
	Offset of NB-IoT Channel Number to EARFCN
9.2.2.47
	Corresponds to MDL in TS 36.104 [25]
	YES
	reject

	>>>Offset of NB-IoT Channel Number to UL EARFCN
	O
	
	Offset of NB-IoT Channel Number to EARFCN
9.2.2.47
	Corresponds to MUL in TS 36.104 [25]
	YES
	reject

	>TDD
	
	
	
	
	–
	

	>>TDD Info
	
	1
	
	
	–
	

	>>>EARFCN
	M
	
	E-UTRA ARFCN
9.2.2.21
	Corresponds to NDL/NUL in TS 36.104 [25]
	–
	

	>>>E-UTRA Transmission Bandwidth
	M
	
	9.2.2.22
	
	–
	

	>>>Subframe Assignment
	M
	
	ENUMERATED (sa0, sa1, sa2, sa3, sa4, sa5, sa6, ...)
	Uplink-downlink subframe configuration information defined in TS 36.211 [26]
	–
	

	[bookmark: OLE_LINK165]>>>Special Subframe Info
	
	1
	
	Special subframe configuration information defined in TS 36.211 [26]
	–
	

	>>>>Special Subframe Patterns
	M
	
	ENUMERATED (ssp0, ssp1, ssp2, ssp3, ssp4, ssp5, ssp6, ssp7, ssp8, ssp9, ssp10, ...)
	
	–
	

	>>>>Cyclic Prefix DL
	M
	
	ENUMERATED (Normal, Extended,…)
	
	–
	

	>>>>Cyclic Prefix UL
	M
	
	ENUMERATED (Normal, Extended, ...)
	
	–
	

	>>>Offset of NB-IoT Channel Number to DL EARFCN
	O
	
	Offset of NB-IoT Channel Number to EARFCN
[bookmark: _Hlk44413498]9.2.2.47
	Corresponds to MDL in TS 36.104 [25]
	YES
	reject

	>>>NB-IoT UL DL Alignment Offset
	O
	
	[bookmark: _Hlk44413504]9.2.2.48
	
	YES
	reject

	Number of Antenna Ports E-UTRA
	O
	
	[bookmark: OLE_LINK181]9.2.2.23
	
	–
	

	PRACH Configuration
	O
	
	E-UTRA PRACH Configuration
9.2.2.25
	
	–
	

	MBSFN Subframe Info
	
	0..<maxnoofMBSFN>
	
	Corresponds to information provided in the MBSFN-SubframeConfig IE as defined in TS 36.331 [14]
	–
	

	>Radioframe Allocation Period
	M
	
	ENUMERATED (n1, n2, n4, n8, n16, n32, …)
	
	–
	

	>Radioframe Allocation Offset
	M
	
	INTEGER (0..7, ...)
	
	–
	

	>MBSFN Subframe Allocation E-UTRA
	M
	
	9.2.2.26
	
	–
	

	E-UTRA Multiband Info List
	O
	
	[bookmark: OLE_LINK183]9.2.2.24
	
	–
	

	FreqBandIndicatorPriority
	O
	
	ENUMERATED (not-broadcast, broadcast, ...)
	This IE indicates that the ng-eNB supports the freqBandIndicatorionPriority, and whether
the freqBandIndicatorPriority is broadcast in the SystemInformationBlockType1 message (SIB1) (see TS 36.331 [14])
	–
	

	BandwidthReducedSI
	O
	
	ENUMERATED (scheduled, ...)
	This IE indicates that the SystemInformationBlockType1-BR message is scheduled in the cell (see TS 36.331 [14])
	–
	

	Protected E-UTRA Resource Indication
	O
	
	9.2.2.29
	This IE indicates which E-UTRA control/reference signal resources are protected and are not subject to E-UTRA - NR Cell Resource Coordination.
	–
	

	Broadcast PLMN Identity Info List E-UTRA
	
	0..<maxnoofEUTRABPLMNs>
	
	This IE corresponds to information provided in the cellAccessRelatedInfoList-5GC in the SystemInformationBlockType1 message as specified in TS 36.331 [14]. All PLMN Identities and associated information contained in the cellAccessRelatedInfoList-5GC are included and provided in the same order as broadcast in the SystemInformationBlockType1 message.
	YES
	ignore

	>Broadcast PLMNs
	
	1..<maxnoofEUTRABPLMNs>
	
	Broadcast PLMNs in SystemInformationBlockType1 message (SIB1) associated to the E-UTRA Cell Identity IE.
	–
	

	>>PLMN Identity
	M
	
	9.2.2.4
	
	–
	

	>TAC
	M
	
	9.2.2.5
	
	–
	

	>E-UTRA Cell Identity
	M
	
	BIT STRING (SIZE(28))
	
	–
	

	>RANAC
	O
	
	RAN Area Code
9.2.2.6
	
	–
	

	NPRACH Configuration
	O
	
	NPRACH Configuration
9.2.2.74
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofBPLMNs
	Maximum no. of broadcast PLMNs by a cell. The value is 12.

	maxnoofMBSFN
	Maximum no. of MBSFN frame allocation with different offset. Value is 8.

	maxnoofEUTRABPLMNs
	Maximum no. of PLMN Ids.broadcast in an E-UTRA cell. Value is 6.



[bookmark: _CR9_2_2_13][bookmark: OLE_LINK83][bookmark: _Toc20955282][bookmark: _Toc29991479][bookmark: _Toc36555879][bookmark: _Toc44497601][bookmark: _Toc45107989][bookmark: _Toc45901609][bookmark: _Toc51850688][bookmark: _Toc56693691][bookmark: _Toc64447234][bookmark: _Toc66286728][bookmark: _Toc74151423][bookmark: _Toc88653896][bookmark: _Toc97904252][bookmark: _Toc98868339][bookmark: _Toc105174624][bookmark: _Toc106109461][bookmark: _Toc113825282][bookmark: _Toc155959957][bookmark: OLE_LINK197]<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _CR9_2_2_59][bookmark: _Hlk44423750][bookmark: _Toc155960004][bookmark: _Toc20955309][bookmark: _Toc29991512][bookmark: _Toc36555913]9.2.2.59	UE RLF Report
This IE contains the RLF Report to be transferred.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	CHOICE type
	M
	
	
	
	–
	

	>NR
	
	
	
	
	–
	

	>>NR UE RLF Report Container
	M
	
	OCTET STRING
	Includes the nr-RLF-Report contained in the UEInformationResponse message as defined in TS 38.331 [10].
	–
	

	>LTE
	
	
	
	
	–
	

	>>LTE UE RLF Report Container
	M
	
	OCTET STRING
	Includes the rlfLF-Report-r9 contained in the UEInformationResponse message defined in TS 36.331 [14]
	–
	

	[bookmark: OLE_LINK146][bookmark: OLE_LINK147]>LTE Extension
	
	
	
	
	YES
	ignore

	>>LTE UE RLF Report Container
	M
	
	OCTET STRING
	Includes the rlfLF-Report-r9 contained in the UEInformationResponse message as defined in TS 36.331 [14]
	–
	

	>>LTE UE RLF Report Container Extend Band
	M
	
	OCTET STRING
	[bookmark: OLE_LINK135][bookmark: OLE_LINK136]Includes the rlfLF-Report-v9e0 contained in the UEInformationResponse message as defined in TS 36.331 [14] 
	–
	



[bookmark: _CR9_2_2_60][bookmark: _CR9_2_2_76][bookmark: _Toc98868399][bookmark: _Toc105174684][bookmark: _Toc106109521][bookmark: _Toc113825342][bookmark: _Toc155960021][bookmark: _Toc44497658][bookmark: _Toc45108045][bookmark: _Toc45901665][bookmark: _Toc51850746][bookmark: _Toc56693750][bookmark: _Toc64447294][bookmark: _Toc66286788][bookmark: _Toc74151483][bookmark: _Toc88653956][bookmark: _Toc97904312]<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
9.2.2.76	CHO Configuration
This IE contains the CHO configuration information.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHO Candidate Cell List
	
	1
	
	

	>CHO Candidate Cell Item
	
	1 .. <maxnoofCellsinCHO>
	
	

	>>CHO Candidate Cell ID
	M
	
	Global NG-RAN Cell Identity
9.2.2.27
	

	>>CHO Execution Condition List
	
	1
	
	

	>>>CHO Execution Condition Item
	
	1 .. <maxnoofCHOexecutioncond>
	
	

	>>>>MeasObject Container
	M
	
	OCTET STRING
	Includes the mMeasObjectToAddMod IE contained in the RRCReconfiguration message (TS 38.331 [10]), which is configured for the CHO candidate cell

	>>>>ReportConfig Container
	M
	
	OCTET STRING
	[bookmark: _Hlk130988318]Includes the rReportConfigToAddMod IE contained in the RRCReconfiguration message (TS 38.331 [10]), which is configured for the CHO candidate cell



	Range bound
	Explanation

	maxnoofCellsinCHO
	Maximum no. cells that can be prepared for a conditional handover. Value is 8.

	maxnoofCHOexecutioncond
	Maximum no. execution conditions for a conditional handover. Value is 2.



[bookmark: _CR9_2_2_77][bookmark: _CR9_2_2_89][bookmark: _Toc98868412][bookmark: _Toc105174697][bookmark: _Toc106109534][bookmark: _Toc113825355][bookmark: _Toc155960034]<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
9.2.2.89	BAP Address
This IE indicates the BAP address of an IAB-node or of an IAB-donor-DU, and it is part of the BAP Routing ID.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	BAP Address
	M
	
	BIT STRING (SIZE(10))
	Corresponds to information provided in the bap-Address, defined in subclause 6.2.2 or subclause 6.3.2 of TS 38.331 [10], or the iab-donor-DU-BAP-Aaddress defined in subclause 6.2.2 of TS 38.331[10].



[bookmark: _CR9_2_2_90][bookmark: _Toc98868413][bookmark: _Toc105174698][bookmark: _Toc106109535][bookmark: _Toc113825356][bookmark: _Toc155960035]9.2.2.90	BAP Path ID
This IE indicates the BAP Path ID, which is part of the BAP Routing ID. This IE is only applicable to IAB.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	BAP Path ID
	M
	
	BIT STRING (SIZE(10))
	Corresponds to information provided in the bap-PathIid defined in subclause 6.3.2 of TS 38.331 [10].



[bookmark: _CR9_2_2_91][bookmark: _Toc98868414][bookmark: _Toc105174699][bookmark: _Toc106109536][bookmark: _Toc113825357][bookmark: _Toc155960036]<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
Error! No text of specified style in document.
261
Error! No text of specified style in document.

[bookmark: _Toc20955403][bookmark: _Toc29991611][bookmark: _Toc36556014][bookmark: _Toc44497799][bookmark: _Toc45108186][bookmark: _Toc45901806][bookmark: _Toc51850887][bookmark: _Toc56693891][bookmark: _Toc64447435][bookmark: _Toc66286929][bookmark: _Toc74151627][bookmark: _Toc88654101][bookmark: _Toc97904457][bookmark: _Toc98868595]
3GPP
[bookmark: _CR9_3][bookmark: _CR9_3_5][bookmark: _Toc20955408][bookmark: _Toc29991616][bookmark: _Toc36556019][bookmark: _Toc44497804][bookmark: _Toc45108191][bookmark: _Toc45901811][bookmark: _Toc51850892][bookmark: _Toc56693896][bookmark: _Toc64447440][bookmark: _Toc66286934][bookmark: _Toc74151632][bookmark: _Toc88654106][bookmark: _Toc97904462][bookmark: _Toc98868600][bookmark: _Toc105174886][bookmark: _Toc106109723][bookmark: _Toc113825545][bookmark: _Toc155960266][bookmark: _Hlk138199115]<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
9.3.5	Information Element definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

XnAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) xnap (2) version1 (1) xnap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>

[bookmark: _Hlk515373258]UERLFReportContainer ::= CHOICE {
	nR-UERLFReportContainer			UERLFReportContainerNR,
	lTE-UERLFReportContainer		UERLFReportContainerLTE,
	choice-Extension		ProtocolIE-Single-Container { {UERLFReportContainer-ExtIEs} }
}
UERLFReportContainer-ExtIEs XNAP-PROTOCOL-IES ::= {
[bookmark: OLE_LINK110][bookmark: OLE_LINK111][bookmark: OLE_LINK31][bookmark: OLE_LINK42][bookmark: OLE_LINK43]	{ID id-UERLFReportContainerLTEExtension	CRITICALITY ignore	TYPE UERLFReportContainerLTEExtension		PRESENCE mandatory},
	...
}

UERLFReportContainerLTE ::= OCTET STRING
-- This IE is a transparent container and includes the rlfRLF-Report-r9 IE contained in the UEInformationResponse message as defined in TS 36.331 [14].


UERLFReportContainerLTEExtension ::= SEQUENCE {
	ueRLFReportContainerLTE					UERLFReportContainerLTE,
[bookmark: OLE_LINK106]	ueRLFReportContainerLTEExtendBand		UERLFReportContainerLTEExtendBand,
[bookmark: OLE_LINK126][bookmark: OLE_LINK127][bookmark: OLE_LINK130][bookmark: OLE_LINK131][bookmark: OLE_LINK132]	iE-Extensions					ProtocolExtensionContainer { { UERLFReportContainerLTEExtension-ExtIEs} } OPTIONAL,
[bookmark: OLE_LINK128][bookmark: OLE_LINK129]	...
}


UERLFReportContainerLTEExtendBand ::= OCTET STRING
-- This IE is a transparent container and includes the rlfLF-Report-v9e0 contained in the UEInformationResponse message as defined in TS 36.331 [14].


UERLFReportContainerLTEExtension-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


UERLFReportContainerNR ::= OCTET STRING
-- This IE is a transparent container and includes the nr-RLF-Report-r16 IE contained in the UEInformationResponse message as defined in TS 38.331 [10].


[bookmark: _Toc20955409][bookmark: _Toc29991617][bookmark: _Toc36556020][bookmark: _Toc44497805][bookmark: _Toc45108192][bookmark: _Toc45901812][bookmark: _Toc51850893][bookmark: _Toc56693897][bookmark: _Toc64447441][bookmark: _Toc66286935][bookmark: _Toc74151633][bookmark: _Toc88654107][bookmark: _Toc97904463][bookmark: _Toc98868601][bookmark: _Toc105174887][bookmark: _Toc106109724][bookmark: _Toc113825546][bookmark: _Toc155960267]<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>
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