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	Reason for change:
	The current textual description of MME Early Status Transfer procedure does not align with the name of corresponding IE.

For each E-RAB in the E-RABs Subject to Early Status Transfer List IE for which the DISCARD DL COUNT Value IE is received in the MME EARLY STATUS TRANSFER message, the target eNB does not transmit forwarded downlink SDUs to the UE whose COUNT is less than the one provided and discards them if transmission has not been attempted.
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	Summary of change:
	Change the “DRBs Subject To Early Status Transfer List” to the “DRBs Subject To DL Discarding List”.
Change the “DISCARD DL COUNT Value” to the “DL Discarding”.
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	The current textual description of Downlink RAN Early Status Transfer procedure is not correct.
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The purpose of the MME Early Status Transfer procedure is to transfer the COUNT of the first downlink SDU that the source eNB forwards to the target eNB, for each respective E-RAB for which DAPS Handover applies, from the source eNB to the target eNB via the MME during an S1 handover, or the COUNT for discarding of already forwarded downlink SDUs for respective E-RAB during S1 handover with time-based trigger condition.
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The MME initiates the procedure by sending the MME EARLY STATUS TRANSFER message to the eNB.
The E-RABs Subject To Early Status Transfer List IE within the eNB Early Status Transfer Transparent Container IE included in the MME EARLY STATUS TRANSFER message contains the E-RAB ID(s) corresponding to the E-RAB(s) subject to be simultaneously served by the source eNB and the target eNB during DAPS Handover.
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For each E-RAB in the E-RABs Subject to Early Status TransferDL Discarding List IE for which the DISCARD DL COUNT ValueDL Discarding IE is received in the MME EARLY STATUS TRANSFER message, the target eNB does not transmit forwarded downlink SDUs to the UE whose COUNT is less than the one provided and discards them if transmission has not been attempted.
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