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-------------Start of the First Change---------------
[bookmark: _Toc155897796]9.3.1.142	MT-SDT Information 
This IE provides the assistant information for MT-SDT.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	MT-SDT Data Size
	M
	
	INTEGER (1..96000192000,…)
	Indicates the total data size for all SDT bearers. Unit: byte. Corresponds to the SDAP SDU size of the received DL data.



-------------Start of the Next Change---------------


	
[bookmark: _Toc20955684][bookmark: _Toc29461127][bookmark: _Toc29505859][bookmark: _Toc36556384][bookmark: _Toc45881871][bookmark: _Toc51852512][bookmark: _Toc56620463][bookmark: _Toc64448105][bookmark: _Toc74152881][bookmark: _Toc88656307][bookmark: _Toc88657366][bookmark: _Toc105657472][bookmark: _Toc106108853][bookmark: _Toc112687956][bookmark: _Toc155897856]
9.4.5	Information Element Definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

E1AP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) e1ap (5) version1 (1) e1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS	
	
	id-CommonNetworkInstance,
	id-SNSSAI,
	id-OldQoSFlowMap-ULendmarkerexpected,
	id-DRB-QoS,
	id-endpoint-IP-Address-and-Port,
	id-NetworkInstance,
	id-QoSFlowMappingIndication,
	id-TNLAssociationTransportLayerAddressgNBCUUP,
//skip unchanged part
[bookmark: _Hlk152278555]MT-SDT-Information ::= SEQUENCE {
	mT-SDT-Data-Size			MT-SDT-Data-Size,
	iE-Extensions				ProtocolExtensionContainer { {MT-SDT-Information-ExtIEs} } OPTIONAL,
	...
}

MT-SDT-Information-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {
	...
}

MT-SDT-Information-Request ::=	ENUMERATED {true, ...}

MT-SDT-Data-Size::= INTEGER (1..96000192000, ...)

MBS-ServiceArea ::= CHOICE {
	locationdependent		MBS-ServiceAreaInformationList,
	choice-Extensions		ProtocolIE-SingleContainer { {MBSServiceArea-ExtIEs} }
}

MBSServiceArea-ExtIEs E1AP-PROTOCOL-IES ::= {
	...
}
-------------End of the Changes---------------

