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START OF CHANGES
[bookmark: _Toc105704354][bookmark: _Toc106108472][bookmark: _Toc107829444][bookmark: _Toc112703203][bookmark: _Toc155906786]3	Definitions and abbreviations
[bookmark: _CR3_1][bookmark: _Toc13919106][bookmark: _Toc29391468][bookmark: _Toc36560499][bookmark: _Toc45104732][bookmark: _Toc45883215][bookmark: _Toc51763494][bookmark: _Toc52266308][bookmark: _Toc64445086][bookmark: _Toc73980445][bookmark: _Toc88651141][bookmark: _Toc98351671][bookmark: _Toc98747969][bookmark: _Toc105704355][bookmark: _Toc106108473][bookmark: _Toc107829445][bookmark: _Toc112703204][bookmark: _Toc155906787]3.1	Definitions
For the purpose of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. 
A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].
UNCHANGED PART OMITTED
Multi-path: as defined in TS 38.300 [2].
NCR-MT: as defined in TS 38.300 [2].
ng-eNB: as defined in TS 38.300 [2].
ng-eNB Central Unit (ng-eNB-CU): as defined in TS 37.470 [21].
ng-eNB Distributed Unit (ng-eNB-DU): as defined in TS 37.470 [21].
ng-eNB-CU-Control Plane (ng-eNB-CU-CP): a logical node hosting the RRC and the control plane part of the PDCP protocol of the ng-eNB-CU for an ng-eNB. The ng-eNB-CU-CP terminates the E1 interface connected with the ng-eNB-CU-UP and the W1-C interface connected with the ng-eNB-DU.
ng-eNB-CU-User Plane (ng-eNB-CU-UP): a logical node hosting the user plane part of the PDCP protocol and the SDAP protocol of the ng-eNB-CU for an ng-eNB. The ng-eNB-CU-UP terminates the E1 interface connected with the ng-eNB-CU-CP and the W1-U interface connected with the ng-eNB-DU.
NG-RAN node: as defined in TS 38.300 [2].
Non-F1-terminating IAB-donor of boundary IAB-node: Refers to the IAB-donor that has an RRC connection with the boundary node but does not terminate F1 with this boundary node.
PDU Session Resource: This term is used for specification of NG, Xn, and E1 interfaces. It denotes NG-RAN interface and radio resources provided to support a PDU Session.
Public Network Integrated NPN: as defined in TS 23.501 [3].
RRC-terminating IAB-donor: Refers to the IAB-donor that terminates the RRC connection of the mobile IAB-node. The RRC-terminating IAB-donor may also be an F1-terminating IAB-donor.
Secondary gNB: see TS 37.340 [12].
Stand-alone Non-Public Network: as defined in TS 23.501 [3].
Subsequent CPAC: see TS 37.340 [12].
U2N Relay UE: as defined in TS 38.300 [2].
U2N Remote UE: as defined in TS 38.300 [2].
NEXT CHANGE
[bookmark: _Toc98351672][bookmark: _Toc98747970][bookmark: _Toc105704356][bookmark: _Toc106108474][bookmark: _Toc107829446][bookmark: _Toc112703205][bookmark: _Toc155906788]3.2	Abbreviations
For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. 
A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].
5GC	5G Core Network
AMF	Access and Mobility Management Function
AP	Application Protocol
AS	Access Stratum 
AI	Artificial Intelligence
BAP	Backhaul Adaptation Protocol 
BH	Backhaul
BSR	Buffer Status Report
CAG	Closed Access Group
CHO	Conditional Handover
CLI	Cross-Link Interference
CM	Connection Management
CMAS	Commercial Mobile Alert Service
CPA	Conditional PSCell Addition
CPC	Conditional PSCell Change
DAPS	Dual Active Protocol Stack
DU	Distributed Unit
EM	Element Manager
EN-DC	E-UTRA-NR Dual Connectivity
ETWS	Earthquake and Tsunami Warning System
F1-U	F1 User plane interface
F1-C	F1 Control plane interface
F1AP	F1 Application Protocol
FDD	Frequency Division Duplex
FTEID	Fully Qualified TEID
GTP-U	GPRS Tunnelling Protocol
IAB	Integrated Access and Backhaul
IP	Internet Protocol
L2					Layer-2
LTM				L1/L2 Triggered Mobility
MBS	Multicast Broadcast Service
MCG	Master Cell Group
MDT	Minimization of Drive Tests
MN	Master Node
MgNB	Master gNB
mIAB	Mobile IAB
mIAB-DU	Mobile IAB Distributed Unit
mIAB-MT	Mobile IAB Mobile Termination
MP	Multi-Path
MRB	MBS Radio Bearer
MRDC	Multi-Radio Dual Connectivity
N3C	Non-3GPP Connection
ML	Machine Learning
MT-SDT	Mobile Terminated Small Data Transmission
NAS	Non-Access Stratum
NCI	NR Cell Identity
NCR	Network Controlled Repeater
NID	Network identifier
NPN	Non-Public Network
NSA	Non Standalone
OAM	Operation, Administration and Maintenance
PNI-NPN	Public Network Integrated Non-Public Network
PTP	Point to Point
PTM	Point to Multipoint
PWS	Public Warning System
QoE	Quality of Experience
QoS	Quality of Service
RANAC	RAN Area Code
RET	Remote Electrical Tilting 
RIM	Remote Interference Management
RIM-RS	Remote Interference Management Reference Signal
RLF	Radio Link Failure
RNL	Radio Network Layer
RRC	Radio Resource Control
SA	Standalone
SAP	Service Access Point
SCG	Secondary Cell Group
[bookmark: OLE_LINK1][bookmark: OLE_LINK2]SCTP	Stream Control Transmission Protocol
SDT	Small Data Transmission
SFN	System Frame Number
SgNB	Secondary gNB
SM	Session Management
SMF	Session Management Function
SN	Secondary Node
SNPN	Stand-alone Non-Public Network
SRAP	Sidelink Relay Adaptation Protocol
TAC	Tracking Area Code 
TCE	Trace Collection Entity
TDD	Time Division Duplex
TDM	Time Division Multiplexing
TEID	Tunnel Endpoint Identifier
TMA	Tower Mounted Amplifier
TNL	Transport Network Layer
U2N	UE-to-Network
UL 	Uplink
END OF CHANGES
